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Section I - Instructions to Bidders 

A. General 

1. Scope of Bid 1.1 In connection with the Specific Procurement Notice - Request for 
Bids (RFB), specified in the Bid Data Sheet (BDS), the Employer, 
as specified in the BDS, issues this bidding document for the 
provision of Works as specified in Section VII, Works’ 
Requirements. The name, identification and number of lots 
(contracts) of this RFB are specified in the BDS. 

 
1.2 Throughout this bidding document: 

(a) the term “in writing” means communicated in written form 
(e.g. by mail, e-mail, and fax, including if specified in the 
BDS, distributed or received through the electronic-
procurement system used by the Employer) with proof of 
receipt;  

(b) if the context so requires, “singular” means “plural” and vice 
versa;  

(c) “Day” means calendar day, unless otherwise specified as 
“Business Day”. A Business Day is any day that is an official 
working day of the Borrower. It excludes the Borrower’s 
official public holidays; and  

(d)  “ESHS” means environmental, social (including sexual 
exploitation and abuse (SEA) and gender based violence 
(GBV)), health and safety. 

2. Source of Funds 2.1 The Borrower or Recipient (hereinafter called “Borrower”) specified 
in the BDS has received or has applied for financing (hereinafter 
called “funds”) from the International Bank for Reconstruction and 
Development or the International Development Association 
(hereinafter called “the Bank”) in an amount specified in the BDS, 
toward the project named in the BDS. The Borrower intends to 
apply a portion of the funds to eligible payments under the 
contract(s) for which this bidding document is issued.  

 
2.2 Payment by the Bank will be made only at the request of the 

Borrower and upon approval by the Bank, and will be subject, in all 
respects, to the terms and conditions of the Loan (or other 
financing) Agreement. The Loan (or other financing) Agreement 
prohibits a withdrawal from the loan account for the purpose of any 
payment to persons or entities, or for any import of goods, 
equipment, plant, or materials, if such payment or import is 
prohibited by a decision of the United Nations Security Council 
taken under Chapter VII of the Charter of the United Nations. No 
party other than the Borrower shall derive any rights from the Loan 
(or other financing) Agreement or have any claim to the proceeds 
of the Loan (or other financing).  

3. Fraud and 
Corruption 

3.1 The Bank requires compliance with the Bank’s Anti-Corruption 
Guidelines and its prevailing sanctions policies and procedures as 
set forth in the WBG’s Sanctions Framework, as set forth in   
Section VI.  

3.2 In further pursuance of this policy, bidders shall permit and shall 
cause their agents (where declared or not), subcontractors, sub-
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consultants, service providers, suppliers, and their personnel, to 
permit the Bank to inspect all accounts, records and other 
documents relating to any initial selection process, prequalification 
process, bid submission, proposal submission, and contract 
performance (in the case of award), and to have them audited by 
auditors appointed by the Bank. 

4. Eligible Bidders 

 

 

4.1 A Bidder may be a firm that is a private entity, or a state-owned 
enterprise or institution, subject to ITB 4.6, or any combination of 
them in the form of a joint venture (JV), under an existing 
agreement, or with the intent to enter into such an agreement 
supported by a letter of intent. In the case of a joint venture, all 
members shall be jointly and severally liable for the execution of the 
entire Contract in accordance with the Contract terms. The JV shall 
nominate a Representative who shall have the authority to conduct 
all business for and on behalf of any and all the members of the JV 
during the Bidding process and, in the event the JV is awarded the 
Contract, during contract execution. Unless specified in the BDS, 
there is no limit on the number of members in a JV.  

 
4.2 A Bidder shall not have a conflict of interest.  All Bidders found to 

have a conflict of interest shall be disqualified.  A Bidder may be 
considered to have a conflict of interest for the purpose of this 
Bidding process, if the Bidder:  

(a) directly or indirectly controls, is controlled by or is under 
common control with another Bidder; or 

(b) receives or has received any direct or indirect subsidy from 
another Bidder; or 

(c) has the same legal representative as another Bidder; or 

(d) has a relationship with another Bidder, directly or through 
common third parties, that puts it in a position to influence 
the Bid of another Bidder, or influence the decisions of the 
Employer regarding this bidding process; or 

(e) or any of its affiliates participated as a consultant in the 
preparation of the design or technical specifications of the 
works that are the subject of the Bid; or 

(f) or any of its affiliates has been hired (or is proposed to be 
hired) by the Employer or Borrower as Project Manager for 
the Contract implementation; 

(g) would be providing goods, works, or non-consulting services 
resulting from or directly related to consulting services for the 
preparation or implementation of the project specified in the 
BDS ITB 2.1 that it provided or were provided by any affiliate 
that directly or indirectly controls, is controlled by, or is under 
common control with that firm; 

(h) has a close business or family relationship with a 
professional staff of the Borrower (or of the project 
implementing agency, or of a recipient of a part of the loan) 
who: (i) are directly or indirectly involved in the preparation 
of the bidding document or specifications of the contract, 
and/or the Bid evaluation process of such contract; or (ii) 
would be involved in the implementation or supervision of 
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such contract unless the conflict stemming from such 
relationship has been resolved in a manner acceptable to the 
Bank throughout the procurement process and execution of 
the contract. 

 
4.3 A firm that is a Bidder (either individually or as a JV member) shall 

not participate in more than one Bid, except for permitted alternative 
Bids. This includes participation as a Subcontractor in other Bids. 
Such participation shall result in the disqualification of all Bids in 
which the firm is involved. A firm that is not a Bidder or a JV member 
may participate as a subcontractor in more than one Bid. 

 
4.4 A Bidder may have the nationality of any country, subject to the 

restrictions pursuant to ITB 4.8. A Bidder shall be deemed to have 
the nationality of a country if the Bidder is constituted, incorporated 
or registered in and operates in conformity with the provisions of 
the laws of that country, as evidenced by its articles of incorporation 
(or equivalent documents of constitution or association) and its 
registration documents, as the case may be.  This criterion also 
shall apply to the determination of the nationality of proposed 
subcontractors or sub-consultants for any part of the Contract 
including related Services.  

 
4.5 A Bidder that has been sanctioned by the Bank, pursuant to the 

Bank’s Anti-Corruption Guidelines, in accordance with its prevailing 
sanctions policies and procedures as set forth in the WBG’s 
Sanctions Framework as described in Section VI paragraph 2.2 d., 
shall be ineligible to be prequalified for, initially selected for, bid for, 
propose for, or be awarded a Bank-financed contract or benefit from 
a Bank-financed contract, financially or otherwise, during such 
period of time as the Bank shall have determined. The list of 
debarred firms and individuals is available at the electronic address 
specified in the BDS. 

 
4.6 Bidders that are state-owned enterprises or institutions in the 

Employer’s Country may be eligible to compete and be awarded a 
Contract(s) only if they can establish, in a manner acceptable to the 
Bank, that they (i) are legally and financially autonomous (ii) operate 
under commercial law, and (iii) are not under supervision of the 
Employer.  

 
4.7 A Bidder shall not be under suspension from Bidding by the 

Employer as the result of the operation of a Bid–Securing or 
Proposal-Securing Declaration. 

 
4.8 Firms and individuals may be ineligible if so indicated in Section V 

and (a) as a matter of law or official regulations, the Borrower’s 
country prohibits commercial relations with that country, provided 
that the Bank is satisfied that such exclusion does not preclude 
effective competition for the supply of goods or the contracting of 
works or services required; or (b) by an act of compliance with a 
decision of the United Nations Security Council taken under 
Chapter VII of the Charter of the United Nations, the Borrower’s 
country prohibits any import of goods or contracting of works or 
services from that country, or any payments to any country, person, 
or entity in that country. When the Works are implemented across 
jurisdictional boundaries (and more than one country is a Borrower, 
and is involved in the procurement), then exclusion of a firm or 
individual on the basis of ITB 4.8 (a) above by any country may be 
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applied to that procurement across other countries involved, if the 
Bank and the Borrowers involved in the procurement agree. 

4.9 A Bidder shall provide such documentary evidence of eligibility 
satisfactory to the Employer, as the Employer shall reasonably 
request.  

4.10 A firm that is under a sanction of debarment by the Borrower from 
being awarded a contract is eligible to participate in this 
procurement, unless the Bank, at the Borrower’s request, is 
satisfied that the debarment;  

(a) relates to fraud or corruption, and  

(b) followed a judicial or administrative proceeding that afforded 
the firm adequate due process. 

5. Eligible 
Materials, 
Equipment and 
Services 

5.1 The materials, equipment and services to be supplied under the 
Contract and financed by the Bank may have their origin in any 
country subject to the restrictions specified in Section V, Eligible 
Countries, and all expenditures under the Contract will not 
contravene such restrictions. At the Employer’s request, Bidders 
may be required to provide evidence of the origin of materials, 
equipment and services.  

B. Contents of Bidding Document 

6. Sections of 
Bidding 
Document 

6.1 The bidding document consists of Parts 1, 2, and 3, which include 
all the sections specified below, and which should be read in 
conjunction with any Addenda issued in accordance with ITB 8. 

PART 1 Bidding Procedures 

 Section I - Instructions to Bidders (ITB) 

 Section II - Bid Data Sheet (BDS) 

 Section III - Evaluation and Qualification Criteria  

 Section IV - Bidding Forms  

 Section V - Eligible Countries  

 Section VI - Fraud and Corruption 

PART 2 Works’ Requirements 

 Section VII - Works’ Requirements  

PART 3 Conditions of Contract and Contract Forms 

 Section VIII - General Conditions of Contract (GCC) 

 Section IX - Particular Conditions of Contract (PCC) 

 Section X - Contract Forms  

 

 
6.2 The Specific Procurement Notice - Request for Bids (RFB) issued 

by the Employer is not part of this bidding document. 

 
6.3 Unless obtained directly from the Employer, the Employer is not 

responsible for the completeness of the bidding document, 
responses to requests for clarification, the minutes of the pre-Bid 
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meeting (if any), or Addenda to the bidding document in 
accordance with ITB 8. In case of any contradiction, documents 
obtained directly from the Employer shall prevail. 

 
6.4 The Bidder is expected to examine all instructions, forms, terms, 

and specifications in the bidding document and to furnish with its 
Bid all information and documentation as is required by the bidding 
document. 

7. Clarification of 
Bidding 
Document, Site 
Visit, Pre-Bid 
Meeting 

7.1 A Bidder requiring any clarification of the bidding document shall 
contact the Employer in writing at the Employer’s address 
specified in the BDS or raise its inquiries during the pre-Bid 
meeting if provided for in accordance with ITB 7.4. The Employer 
will respond in writing to any request for clarification, provided that 
such request is received prior to the deadline for submission of 
Bids within a period specified in the BDS. The Employer shall 
forward copies of its response to all Bidders who have acquired 
the bidding document in accordance with ITB 6.3, including a 
description of the inquiry but without identifying its source. If so 
specified in the BDS, the Employer shall also promptly publish its 
response at the web page identified in the BDS. Should the 
clarification result in changes to the essential elements of the 
bidding document, the Employer shall amend the bidding 
document following the procedure under ITB 8 and ITB 22.2. 

 
7.2 The Bidder is advised to visit and examine the Site of Works and 

its surroundings and obtain for itself on its own responsibility all 
information that may be necessary for preparing the bid and 
entering into a contract for construction of the Works. The costs of 
visiting the Site shall be at the Bidder’s own expense. 

 
7.3 The Bidder and any of its personnel or agents will be granted 

permission by the Employer to enter upon its premises and lands 
for the purpose of such visit, but only upon the express condition 
that the Bidder, its personnel, and agents will release and 
indemnify the Employer and its personnel and agents from and 
against all liability in respect thereof, and will be responsible for 
death or personal injury, loss of or damage to property, and any 
other loss, damage, costs, and expenses incurred as a result of 
the inspection. 

  
7.4 If so specified in the BDS, the Bidder’s designated representative 

is invited to attend a pre-Bid meeting and/or a Site of Works visit. 
The purpose of the meeting will be to clarify issues and to answer 
questions on any matter that may be raised at that stage. 

 
7.5 The Bidder is requested, to submit any questions in writing, to 

reach the Employer not later than one week before the meeting. 

 
7.6 Minutes of the pre-Bid meeting, if applicable, including the text of 

the questions asked by Bidders, without identifying the source, and 
the responses given, together with any responses prepared after 
the meeting, will be transmitted promptly to all Bidders who have 
acquired the bidding document in accordance with ITB 6.3 Any 
modification to the bidding document that may become necessary 
as a result of the pre-Bid meeting shall be made by the Employer 
exclusively through the issue of an addendum pursuant to ITB 8 
and not through the minutes of the pre-Bid meeting. 
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Nonattendance at the pre-Bid meeting will not be a cause for 
disqualification of a Bidder. 

8. Amendment of 
Bidding 
Document 

8.1 At any time prior to the deadline for submission of bids, the 
Employer may amend the bidding document by issuing addenda.  

 
8.2 Any addendum issued shall be part of the bidding document and 

shall be communicated in writing to all who have obtained the 
bidding document from the Employer in accordance with ITB 6. 
The Employer shall also promptly publish the addendum on the 
Employer’s web page in accordance with ITB 7.1. 

 
8.3 To give prospective Bidders reasonable time in which to take an 

addendum into account in preparing their Bids, the Employer may, 
at its discretion, extend the deadline for the submission of Bids, 
pursuant to ITB 22.2. 

C. Preparation of Bids 

9. Cost of Bidding 9.1 The Bidder shall bear all costs associated with the preparation and 
submission of its Bid, and the Employer shall in no case be 
responsible or liable for those costs, regardless of the conduct or 
outcome of the Bidding process. 

10. Language of Bid 10.1 The Bid, as well as all correspondence and documents relating to 
the Bid exchanged by the Bidder and the Employer, shall be 
written in the language specified in the BDS. Supporting 
documents and printed literature that are part of the Bid may be in 
another language provided they are accompanied by an accurate 
translation of the relevant passages in the language specified in 
the BDS, in which case, for purposes of interpretation of the Bid, 
such translation shall govern. 

11. Documents 
Comprising the 
Bid 

11.1 The Bid shall comprise the following: 

(a) Letter of Bid prepared in accordance with ITB 12; 

(b) Bill of Quantities or Activity Schedule: completed in 
accordance with ITB 12 and ITB 14, as specified in the BDS; 

(c) Bid Security or Bid-Securing Declaration, in accordance 
with ITB 19.1; 

(d) Alternative Bid, if permissible, in accordance with ITB 13; 

(e) Authorization: written confirmation authorizing the signatory 
of the Bid to commit the Bidder, in accordance with ITB 20.3; 

(f) Bidder’s Eligibility: documentary evidence in accordance 
with ITB 17 establishing the Bidder’s eligibility to Bid; 

(g) Qualifications: documentary evidence in accordance with ITB 
17 establishing the Bidder’s qualifications to perform the 
contract if its Bid is accepted; 

(h) Conformity: a technical proposal in accordance with ITB 16; 

(i) any other document required in the BDS. 
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11.2 In addition to the requirements under ITB 11.1, Bids submitted by 
a JV shall include a copy of the Joint Venture Agreement entered 
into by all members. Alternatively, a letter of intent to execute a 
Joint Venture Agreement in the event of a successful bid shall be 
signed by all members and submitted with the Bid, together with a 
copy of the proposed Agreement. 

11.3 The Bidder shall furnish in the Letter of Bid information on 
commissions and gratuities, if any, paid or to be paid to agents or 
any other party relating to this Bid. 

12. Letter of Bid and 
Schedules 

12.1 The Letter of Bid and Schedules shall be prepared using the 
relevant forms furnished in Section IV, Bidding Forms. The forms 
must be completed without any alterations to the text, and no 
substitutes shall be accepted except as provided under ITB 20.3. 
All blank spaces shall be filled in with the information requested. 

13. Alternative Bids 13.1 Unless otherwise specified in the BDS, alternative Bids shall not 
be considered.  

 
13.2 When alternative times for completion are explicitly invited, a 

statement to that effect will be included in the BDS and the 
method of evaluating different alternative times for completion will 
be described in Section III, Evaluation and Qualification Criteria. 

 
13.3 Except as provided under ITB 13.4 below, Bidders wishing to offer 

technical alternatives to the requirements of the bidding document 
must first price the Employer’s design as described in the bidding 
document and shall further provide all information necessary for a 
complete evaluation of the alternative by the Employer, including 
drawings, design calculations, technical specifications, breakdown 
of prices, and proposed construction methodology and other 
relevant details. Only the technical alternatives, if any, of the 
Bidder with the Most Advantageous Bid conforming to the basic 
technical requirements shall be considered by the Employer. 

 
13.4 When specified in the BDS, Bidders are permitted to submit 

alternative technical solutions for specified parts of the Works. 
Such parts will be identified in the BDS and described in Section 
VII, Works’ Requirements. The method for their evaluation will be 
stipulated in Section III, Evaluation and Qualification Criteria. 

14. Bid Prices and 
Discounts 

14.1 The prices and discounts quoted by the Bidder in the Letter of Bid 
and in the Activity Schedule or Bill of Quantities shall conform to 
the requirements specified below. 

 
14.2  The Bidder shall submit a Bid for the whole of the Works described 

in ITB 1.1 by filling in prices for all items of the Works, as identified 
in Section IV. Bidding Forms. In case of admeasurement 
contracts, the Bidder shall fill in rates and prices for all items of the 
Works described in the Bill of Quantities.  Items against which no 
rate or price is entered by the Bidder will not be paid for by the 
Employer when executed and shall be deemed covered by the 
rates for other items and prices in the Bill of Quantities. 

 
14.3 The price to be quoted in the Letter of Bid, in accordance with ITB 

12.1, shall be the total price of the Bid, excluding any discounts 
offered.  
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14.4 The Bidder shall quote any discounts and indicate the 

methodology for their application in the Letter of Bid in accordance 
with ITB 12.1. 

 14.5 Unless otherwise specified in the BDS and the Conditions of 
Contract, the prices quoted by the Bidder shall be fixed. If the 
prices quoted by the Bidder are subject to adjustment during the 
performance of the Contract in accordance with the provisions of 
the Conditions of Contract, the Bidder shall furnish the indices and 
weightings for the price adjustment formulae in the Schedule of 
Adjustment Data in Section IV- Bidding Forms and the Employer 
may require the Bidder to justify its proposed indices and 
weightings. 

14.6 If so specified in ITB 1.1, Bids are invited for individual lots 
(contracts) or for any combination of lots (packages). Bidders 
wishing to offer discounts for the award of more than one Contract 
shall specify in their Bid the price reductions applicable to each 
package, or alternatively, to individual Contracts within the 
package. Discounts shall be submitted in accordance with ITB 
14.4, provided the Bids for all lots (contracts) are opened at the 
same time. 

 14.7 All duties, taxes, and other levies payable by the Contractor under 
the Contract, or for any other cause, as of the date 28 days prior 
to the deadline for submission of Bids, shall be included in the 
rates and prices1 and the total Bid price submitted by the Bidder. 

15. Currencies of 
Bid and Payment 

15.1 The currency(ies) of the Bid and the currency(ies) of payments 
shall be the same and shall be as specified in the BDS. 

 15.2 Bidders may be required by the Employer to justify, to the 
Employer’s satisfaction, their local and foreign currency 
requirements, and to substantiate that the amounts included in the 
unit rates and prices and shown in the Schedule of Adjustment 
Data are reasonable2, in which case a detailed breakdown of the 
foreign currency requirements shall be provided by Bidders. 

16. Documents 
Comprising the 
Technical 
Proposal 

16.1 The Bidder shall furnish a technical proposal including a statement 
of work methods, equipment, personnel, schedule and any other 
information as stipulated in Section IV, Bidding Forms, in sufficient 
detail to demonstrate the adequacy of the Bidders’ proposal to 
meet the work’s requirements and the completion time.  

17. Documents 
Establishing the 
Eligibility and 
Qualifications of 
the Bidder 

17.1 To establish Bidder’s eligibility in accordance with ITB 4, Bidders 
shall complete the Letter of Bid, included in Section IV, Bidding 
Forms.  

17.2 In accordance with Section III, Evaluation and Qualification 
Criteria, to establish its qualifications to perform the Contract, the 
Bidder shall provide the information requested in the 
corresponding information sheets included in Section IV, Bidding 
Forms. 

 
17.3 If a margin of preference applies as specified in accordance with 

ITB 33.1, domestic Bidders, individually or in joint ventures, 

                                                 
1  In lump sum contracts, delete “rates and prices and the.” 
2  For lump sum contracts, delete “unit rates and prices and shown in the Schedule of Adjustment Data are 

reasonable” and replace with “Lump Sum.” 
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applying for eligibility for domestic preference shall supply all 
information required to satisfy the criteria for eligibility specified in 
accordance with ITB 33.1. 

18. Period of Validity 
of Bids 

18.1 Bids shall remain valid for the Bid Validity period specified in the 
BDS. The Bid Validity period starts from the date fixed for the Bid 
submission deadline (as prescribed by the Employer in 
accordance with ITB 22.1). A Bid valid for a shorter period shall be 
rejected by the Employer as nonresponsive. 

 18.2 In exceptional circumstances, prior to the expiration of the Bid 
validity period, the Employer may request Bidders to extend the 
period of validity of their Bids. The request and the responses shall 
be made in writing. If a Bid Security is requested in accordance 
with ITB 19, it shall also be extended for twenty-eight (28) days 
beyond the deadline of the extended validity period. A Bidder may 
refuse the request without forfeiting its Bid Security. A Bidder 
granting the request shall not be required or permitted to modify 
its Bid, except as provided in ITB 18.3. 

 18.3 If the award is delayed by a period exceeding fifty-six (56) days 
beyond the expiry of the initial Bid validity period, the Contract 
price shall be determined as follows: 

 
(a) in the case of fixed price contracts, the Contract price shall 

be the Bid price adjusted by the factor specified in the BDS;  

(b) in the case of adjustable price contracts, no adjustment shall 
be made; or 

(c) in any case, Bid evaluation shall be based on the Bid price 
without taking into consideration the applicable correction from 
those indicated above. 

19. Bid Security 19.1 The Bidder shall furnish as part of its Bid, either a Bid-Securing 
Declaration or a Bid Security as specified in the BDS, in original 
form and, in the case of a Bid Security, in the amount and currency 
specified in the BDS. 

 
19.2 A Bid Securing Declaration shall use the form included in Section 

IV, Bidding Forms. 

 
19.3 If a Bid Security is specified pursuant to ITB 19.1, the Bid Security 

shall be a demand guarantee in any of the following forms at the 
Bidder’s option: 

(a) an unconditional guarantee issued by a bank or non-bank 
financial institution (such as an insurance, bonding or surety 
company);  

(b) an irrevocable letter of credit;  

(c) a cashier’s or certified check; or 

(d) another security specified in the BDS, 

 from a reputable source from an eligible country. If an 
unconditional guarantee is issued by a non-bank financial 
institution located outside the Employer’s Country, the issuing non-
bank financial institution shall have a correspondent financial 
institution located in the Employer’s Country to make it 
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enforceable, unless the Employer has agreed in writing, prior to 
Bid submission, that a correspondent financial institution is not 
required.  In the case of a bank guarantee, the Bid Security shall 
be submitted either using the Bid Security Form included in Section 
IV, Bidding Forms, or in another substantially similar format 
approved by the Employer prior to Bid submission. The Bid 
Security shall be valid for twenty-eight (28) days beyond the 
original validity period of the Bid, or beyond any period of extension 
if requested under ITB 18.2. 

 
19.4 If a Bid Security or Bid Securing Declaration is specified pursuant 

to ITB 19.1, any Bid not accompanied by a substantially responsive 
Bid Security or Bid-Securing Declaration shall be rejected by the 
Employer as non-responsive.  

 
19.5 If a Bid Security is specified pursuant to ITB 19.1, the Bid Security 

of unsuccessful Bidders shall be returned as promptly as possible 
upon the successful Bidder’s signing the Contract and furnishing 
the Performance Security and if required in the BDS, the 
Environmental, Social, Health and Safety (ESHS) Performance 
Security pursuant to ITB 48. 

 
19.6 The Bid Security of the successful Bidder shall be returned as 

promptly as possible once the successful Bidder has signed the 
Contract and furnished the required Performance Security and if 
required in the BDS, the Environmental, Social, Health and Safety 
(ESHS) Performance Security. 

 
19.7 The Bid Security may be forfeited or the Bid-Securing Declaration 

executed: 

(a) if a Bidder withdraws its Bid during the period of Bid validity 
specified by the Bidder on the Letter of Bid, or any extension 
thereto provided by the Bidder; or 

(b) if the successful Bidder fails to:  

(i) sign the Contract in accordance with ITB 47; or 

(ii) furnish a Performance Security and if required in the 
BDS, the Environmental, Social, Health and Safety 
(ESHS) Performance Security in accordance with ITB 48. 

 
19.8 The Bid Security or the Bid-Securing Declaration of a JV shall be 

in the name of the JV that submits the Bid. If the JV has not been 
constituted into a legally enforceable JV, at the time of Bidding, 
the Bid Security or the Bid-Securing Declaration shall be in the 
names of all future members as named in the letter of intent 
mentioned in ITB 4.1 and ITB 11.2.  

 19.9 If a Bid Security is not required in the BDS, pursuant to ITB 19.1, 
and; 

(a) if a Bidder withdraws its Bid during the period of Bid validity 
specified by the Bidder on the Letter of Bid; or 

(b) if the successful Bidder fails to: sign the Contract in 
accordance with ITB 47, or furnish a Performance Security 
and if required in the BDS, the Environmental, Social, Health 
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and Safety (ESHS) Performance Security in accordance with 
ITB 48; 

the Borrower may, if provided for in the BDS, declare the Bidder 
ineligible to be awarded a contract by the Employer for a period of 
time stated in the BDS. 

20. Format and 
Signing of Bid 

20.1 The Bidder shall prepare one original of the documents comprising 
the Bid as described in ITB 11 and clearly mark it “ORIGINAL”. 
Alternative Bids, if permitted in accordance with ITB 13, shall be 
clearly marked “ALTERNATIVE”. In addition, the Bidder shall submit 
copies of the Bid in the number specified in the BDS, and clearly 
mark each of them “COPY.” In the event of any discrepancy 
between the original and the copies, the original shall prevail.  

 20.2 Bidders shall mark as “CONFIDENTIAL” information in their Bids 
which is confidential to their business. This may include 
proprietary information, trade secrets, or commercial or financially 
sensitive information. 

 
20.3 The original and all copies of the Bid shall be typed or written in 

indelible ink and shall be signed by a person duly authorized to 
sign on behalf of the Bidder. This authorization shall consist of a 
written confirmation as specified in the BDS and shall be attached 
to the Bid. The name and position held by each person signing the 
authorization must be typed or printed below the signature. All 
pages of the Bid where entries or amendments have been made 
shall be signed or initialed by the person signing the Bid. 

 
20.4 In case the Bidder is a JV, the Bid shall be signed by an authorized 

representative of the JV on behalf of the JV, and so as to be legally 
binding on all the members as evidenced by a power of attorney 
signed by their legally authorized representatives. 

20.5 Any interlineations, erasures, or overwriting shall be valid only if 
they are signed or initialed by the person signing the Bid. 

D. Submission and Opening of Bids 

21. Sealing and 
Marking of Bids 

21.1 The Bidder shall deliver the Bid in a single, sealed envelope (one-
envelope Bidding process). Within the single envelope the Bidder 
shall place the following separate, sealed envelopes: 

(a) in an envelope marked “ORIGINAL”, all documents comprising 
the Bid, as described in ITB 11; and  

(b) in an envelope marked “COPIES”, all required copies of the 
Bid; and  

(c) if alternative Bids are permitted in accordance with ITB 13, 
and if relevant: 

(i) in an envelope marked “ ORIGINAL - ALTERNATIVE BID”, 
the alternative Bid; and 

(ii) in the enveloped marked “COPIES – ALTERNATIVE BID” all 
required copies of the alternative Bid. 

 
21.2 The inner and outer envelopes shall: 
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(a) bear the name and address of the Bidder; 

(b) be addressed to the Employer in accordance with ITB 22.1; 

(c) bear the specific identification of this Bidding process 
specified in accordance with BDS 1.1; and 

(d) bear a warning not to open before the time and date for Bid 
opening. 

 21.3 If all envelopes are not sealed and marked as required, the 
Employer will assume no responsibility for the misplacement or 
premature opening of the Bid. 

22. Deadline for 
Submission of 
Bids 

22.1 Bids must be received by the Employer at the address and no later 
than the date and time specified in the BDS. When so specified 
in the BDS, Bidders shall have the option of submitting their Bids 
electronically. Bidders submitting Bids electronically shall follow 
the electronic bid submission procedures specified in the BDS. 

 22.2 The Employer may, at its discretion, extend the deadline for the 
submission of Bids by amending the bidding document in 
accordance with ITB 8, in which case all rights and obligations of 
the Employer and Bidders previously subject to the deadline shall 
thereafter be subject to the deadline as extended. 

23. Late Bids 23.1 The Employer shall not consider any Bid that arrives after the 
deadline for submission of Bids, in accordance with ITB 22. Any 
Bid received by the Employer after the deadline for submission of 
Bids shall be declared late, rejected, and returned unopened to 
the Bidder. 

24. Withdrawal, 
Substitution, and 
Modification of 
Bids  

24.1 A Bidder may withdraw, substitute, or modify its Bid after it has 
been submitted by sending a written notice, duly signed by an 
authorized representative, and shall include a copy of the 
authorization in accordance with ITB 20.3, (except that withdrawal 
notices do not require copies). The corresponding substitution or 
modification of the Bid must accompany the respective written 
notice. All notices must be: 

(a) prepared and submitted in accordance with ITB 20 and ITB 21 
(except that withdrawal notices do not require copies), and in 
addition, the respective envelopes shall be clearly marked 
“WITHDRAWAL,” “SUBSTITUTION,” “MODIFICATION”; and 

(b) received by the Employer prior to the deadline prescribed for 
submission of Bids, in accordance with ITB 22. 

 
24.2 Bids requested to be withdrawn in accordance with ITB 24.1 shall 

be returned unopened to the Bidders. 

 24.3 No Bid may be withdrawn, substituted, or modified in the interval 
between the deadline for submission of Bids and the expiration of 
the period of Bid validity specified by the Bidder on the Letter of 
Bid or any extension thereof.   

25. Bid Opening 25.1 Except in the cases specified in ITB 23 and ITB 24.2, the Employer 
shall publicly open and read out in accordance with this ITB, all 
Bids received by the deadline, at the date, time and place specified 
in the BDS, in the presence of Bidders’ designated 
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representatives and anyone who chooses to attend. All Bidders, 
or their representatives and any interested party may attend a 
public opening. Any specific electronic Bid opening procedures 
required if electronic bidding is permitted in accordance with ITB 
22.1, shall be as specified in the BDS. 

 25.2 First, envelopes marked “WITHDRAWAL” shall be opened and read 
out and the envelope with the corresponding Bid shall not be 
opened, but returned to the Bidder. No Bid withdrawal shall be 
permitted unless the corresponding withdrawal notice contains a 
valid authorization to request the withdrawal and is read out at Bid 
opening.  

25.3 Next, envelopes marked “SUBSTITUTION” shall be opened and read 
out and exchanged with the corresponding Bid being substituted, 
and the substituted Bid shall not be opened, but returned to the 
Bidder. No Bid substitution shall be permitted unless the 
corresponding substitution notice contains a valid authorization to 
request the substitution and is read out at Bid opening.  

25.4 Next, envelopes marked “MODIFICATION” shall be opened and read 
out with the corresponding Bid. No Bid modification shall be 
permitted unless the corresponding modification notice contains a 
valid authorization to request the modification and is read out at 
bid opening.  

 25.5 Next, all remaining envelopes shall be opened one at a time, 
reading out: the name of the Bidder and whether there is a 
modification; the total Bid Price, per lot (contract) if applicable, 
including any discounts and alternative Bids; the presence or 
absence of a Bid Security, or Bid Securing Declaration, if required; 
and any other details as the Employer may consider appropriate.  

25.6 Only Bids, alternative Bids and discounts that are opened and 
read out at Bid opening shall be considered further for evaluation. 
The Letter of Bid and the priced Schedules are to be initialed by 
representatives of the Employer attending Bid opening in the 
manner specified in the BDS. 

25.7 The Employer shall neither discuss the merits of any Bid nor reject 
any Bid (except for late Bids, in accordance with ITB 23.1). 

 
25.8 The Employer shall prepare a record of the Bid opening that shall 

include, as a minimum:  

(a) the name of the Bidder and whether there is a withdrawal, 
substitution, or modification;  

(b) the Bid Price, per lot (contract) if applicable, including any 
discounts;  

(c) the presence or absence of a Bid Security or Bid-Securing 
Declaration, if one was required; and 

(d) any alternative Bids. 

25.9 The Bidders’ representatives who are present shall be requested 
to sign the record. The omission of a Bidder’s signature on the 
record shall not invalidate the contents and effect of the record. A 
copy of the record shall be distributed to all Bidders. 
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E. Evaluation and Comparison of Bids 

26. Confidentiality 26.1 Information relating to the evaluation of Bids and recommendation 
of contract award, shall not be disclosed to Bidders or any other 
persons not officially concerned with the Bidding process until 
information on Intention to Award the Contract is transmitted to all 
Bidders in accordance with ITB 43. 

 
26.2 Any effort by a Bidder to influence the Employer in the evaluation 

of the Bids or Contract award decisions may result in the rejection 
of its Bid.   

 
26.3 Notwithstanding ITB 26.2, from the time of Bid opening to the time 

of Contract award, if a Bidder wishes to contact the Employer on 
any matter related to the Bidding process, it shall do so in writing. 

27. Clarification of 
Bids 

 

27.1 To assist in the examination, evaluation, and comparison of the 
Bids, and qualification of the Bidders, the Employer may, at its 
discretion, ask any Bidder for a clarification of its Bid given a 
reasonable time for a response. Any clarification submitted by a 
Bidder that is not in response to a request by the Employer shall 
not be considered. The Employer’s request for clarification and the 
response shall be in writing. No change, including any voluntary 
increase or decrease in the prices or substance of the Bid shall be 
sought, offered, or permitted, except to confirm the correction of 
arithmetic errors discovered by the Employer in the evaluation of 
the Bids, in accordance with ITB 31. 

 
27.2 If a Bidder does not provide clarifications of its Bid by the date and 

time set in the Employer’s request for clarification, its Bid may be 
rejected. 

28. Deviations, 
Reservations, 
and Omissions 

28.1 During the evaluation of Bids, the following definitions apply: 

(a) “Deviation” is a departure from the requirements specified in 
the bidding document; 

(b) “Reservation” is the setting of limiting conditions or 
withholding from complete acceptance of the requirements 
specified in the bidding document; and 

(c) “Omission” is the failure to submit part or all of the 
information or documentation required in the bidding 
document. 

29. Determination of 
Responsiveness  

29.1 The Employer’s determination of a Bid’s responsiveness is to be 
based on the contents of the Bid itself, as defined in ITB 11. 

 
29.2 A substantially responsive Bid is one that meets the requirements 

of the bidding document without material deviation, reservation, or 
omission. A material deviation, reservation, or omission is one that: 

(a) if accepted, would: 

(i) affect in any substantial way the scope, quality, or 
performance of the Works specified in the Contract; or 
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(ii) limit in any substantial way, inconsistent with the bidding 
document, the Employer’s rights or the Bidder’s 
obligations under the proposed Contract; or 

(b) if rectified, would unfairly affect the competitive position of 
other Bidders presenting substantially responsive Bids. 

 
29.3 The Employer shall examine the technical aspects of the Bid 

submitted in accordance with ITB 16, in particular, to confirm that 
all requirements of Section VII, Works’ Requirements have been 
met without any material deviation, reservation or omission. 

 
29.4 If a Bid is not substantially responsive to the requirements of the 

bidding document, it shall be rejected by the Employer and may 
not subsequently be made responsive by correction of the material 
deviation, reservation, or omission. 

30. Nonmaterial 
Nonconformities 

30.1 Provided that a Bid is substantially responsive, the Employer may 
waive any nonconformities in the Bid. 

 30.2 Provided that a Bid is substantially responsive, the Employer may 
request that the Bidder submit the necessary information or 
documentation, within a reasonable period of time, to rectify 
nonmaterial nonconformities in the Bid related to documentation 
requirements. Requesting information or documentation on such 
nonconformities shall not be related to any aspect of the price of 
the Bid. Failure of the Bidder to comply with the request may result 
in the rejection of its Bid. 

 30.3 Provided that a Bid is substantially responsive, the Employer shall 
rectify quantifiable nonmaterial nonconformities related to the Bid 
Price. To this effect, the Bid Price shall be adjusted, for comparison 
purposes only, to reflect the price of a missing or nonconforming 
item or component in the manner specified in the BDS. 

31. Correction of 
Arithmetical 
Errors 

31.1 Provided that the Bid is substantially responsive, the Employer 
shall correct arithmetical errors on the following basis: 

(a) only for admeasurement contracts, if there is a discrepancy 
between the unit price and the total price that is obtained by 
multiplying the unit price and quantity, the unit price shall 
prevail and the total price shall be corrected, unless in the 
opinion of the Employer there is an obvious misplacement of 
the decimal point in the unit price, in which case the total price 
as quoted shall govern and the unit price shall be corrected; 

(b) if there is an error in a total corresponding to the addition or 
subtraction of subtotals, the subtotals shall prevail and the 
total shall be corrected; and 

(c) if there is a discrepancy between words and figures, the 
amount in words shall prevail, unless the amount expressed 
in words is related to an arithmetic error, in which case the 
amount in figures shall prevail subject to (a) and (b) above. 

 31.2 Bidders shall be requested to accept correction of arithmetical 
errors. Failure to accept the correction in accordance with ITB 
31.1, shall result in the rejection of the Bid. 
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32. Conversion to 
Single Currency  

32.1 For evaluation and comparison purposes, the currency(ies) of the 
Bid shall be converted into a single currency as specified in the 
BDS.  

33. Margin of 
Preference 

33.1 Unless otherwise specified in the BDS, a margin of preference for 
domestic Bidders3 shall not apply. 

34. Subcontractors 34.1 Unless otherwise stated in the BDS, the Employer does not intend 
to execute any specific elements of the Works by subcontractors 
selected in advance by the Employer, Financial Parts 

34.2 The subcontractor’s qualifications shall not be used by the Bidder to 
qualify for the Works unless their specialized parts of the Works 
were previously designated by the Employer in the BDS as can be 
met by subcontractors referred to hereafter as ‘Specialized 
Subcontractors’, in which case, the qualifications of the Specialized 
Subcontractors proposed by the Bidder may be added to the 
qualifications.  

34.3 Bidders may propose subcontracting up to the percentage of total 
value of contracts or the volume of works as specified in the BDS. 
Subcontractors proposed by the Bidder shall be fully qualified for 
their parts of the Works. 

35. Evaluation of 
Bids 

35.1 The Employer shall use the criteria and methodologies listed in this 
ITB and Section III, Evaluation and Qualification criteria. No other 
evaluation criteria or methodologies shall be permitted. By 
applying the criteria and methodologies the Employer shall 
determine the Most Advantageous Bid. This is the Bid of the Bidder 
that meets the Qualification Criteria and whose Bid has been 
determined to be: 

(a) substantially responsive to the bidding document; and 

(b) the lowest evaluated cost. 

 
35.2 To evaluate a Bid, the Employer shall consider the following: 

(a) the Bid price, excluding Provisional Sums and the provision, 
if any, for contingencies in the Summary Bill of Quantities4 
for admeasurement contracts, but including Daywork5 items, 
where priced competitively; 

(b) price adjustment for correction of arithmetic errors in 
accordance with ITB 31.1; 

                                                 
3     An individual firm is considered a domestic Bidder for purposes of the margin of preference if it is registered in 

the country of the Employer, has more than 50 percent ownership by nationals of the country of the Employer, and 

if it does not subcontract more than 10 percent of the contract price, excluding provisional sums, to foreign 

contractors. JVs are considered as domestic Bidders and eligible for domestic preference only if the individual 

member firms are registered in the country of the Employer or have more than 50 percent ownership by nationals 

of the country of the Employer, and the JV shall be registered in the country of the Borrower. The JV shall not 

subcontract more than 10 percent of the contract price, excluding provisional sums, to foreign firms. JVs between 

foreign and national firms will not be eligible for domestic preference. 
4  In lump sum contracts, delete “Bill of Quantities” and replace with “Activity Schedule.” 
5  Daywork is work carried out following instructions of the Project Manager and paid for on the basis of time spent 

by workers, and the use of materials and the Contractor’s equipment, at the rates quoted in the Bid.  For Daywork 

to be priced competitively for Bid evaluation purposes, the Employer must list tentative quantities for individual 

items to be costed against Daywork (e.g., a specific number of tractor driver staff-days, or a specific tonnage of 

Portland cement), to be multiplied by the Bidders’ quoted rates and included in the total Bid price. 
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(c) price adjustment due to discounts offered in accordance with 
ITB 14.4; 

(d) converting the amount resulting from applying (a) to (c) 
above, if relevant, to a single currency in accordance with 
ITB 32;  

(e) price adjustment for nonconformities in accordance with ITB 
30.3; and 

(f) the additional evaluation factors are specified in Section III, 
Evaluation and Qualification Criteria. 

 
35.3 The estimated effect of the price adjustment provisions of the 

Conditions of Contract, applied over the period of execution of the 
Contract, shall not be taken into account in Bid evaluation. 

 
35.4 If this bidding document allows Bidders to quote separate prices 

for different lots (contracts), the methodology to determine the 
lowest evaluated cost of the contract combinations, including any 
discounts offered in the Letter of Bid, is specified in Section III, 
Evaluation and Qualification Criteria. 

36. Comparison of 
Bids 

36.1 The Employer shall compare the evaluated costs of all 
substantially responsive Bids established in accordance with ITB 
35.2 to determine the Bid that has the lowest evaluated cost. 

37. Unbalanced or 
Front Loaded 
Bids 

37.1 If the Bid for an admeasurement contract, which results in the 
lowest evaluated cost is, in the Employer’s opinion, seriously 
unbalanced or, front loaded, the Employer may require the Bidder 
to provide written clarifications. Clarifications may include detailed 
price analyses to demonstrate the consistency of the Bid priceas 
with the scope of works, proposed methodology, schedule and any 
other requirements of the bidding document. 

37.2 After the evaluation of the information and detailed price analyses 
presented by the Bidder, the Employer may as appropriate: 

(a) accept the Bid; or 

(b) require that the amount of the Performance Security be 
increased at the expense of the Bidder to a level not 
exceeding 20% of the Contract Price; or 

(c) reject the Bid.  

38. Qualification of 
the Bidder 

38.1 The Employer shall determine to its satisfaction whether the 
eligible Bidder that is selected as having submitted the lowest 
evaluated cost and substantially responsive Bid meets the 
qualifying criteria specified in Section III, Evaluation and 
Qualification Criteria. 

 
38.2 The determination shall be based upon an examination of the 

documentary evidence of the Bidder’s qualifications submitted by 
the Bidder, pursuant to ITB 17. The determination shall not take 
into consideration the qualifications of other firms such as the 
Bidder’s subsidiaries, parent entities, affiliates, subcontractors 
(other than Specialized Subcontractors if permitted in the bidding 
document), or any other firm(s) different from the Bidder. 
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38.3 An affirmative determination of qualification shall be a prerequisite 

for award of the Contract to the Bidder. A negative determination 
shall result in disqualification of the Bid, in which event the 
Employer shall proceed to the substantially responsive Bid which 
offers the next lowest evaluated cost to make a similar 
determination of that Bidder’s qualifications to perform 
satisfactorily. 

39. Most 
Advantageous 
Bid 

39.1 Having compared the evaluated costs of Bids, the Employer shall 
determine the Most Advantageous Bid. The Most Advantageous 
Bid is the Bid of the Bidder that meets the Qualification Criteria and 
whose Bid has been determined to be: 

(a) substantially responsive to the bidding document; and 

(b) the lowest evaluated cost. 

40. Employer’s Right 
to Accept Any 
Bid, and to 
Reject Any or All 
Bids 

40.1 The Employer reserves the right to accept or reject any Bid, and to 
annul the Bidding process and reject all Bids at any time prior to 
Contract Award, without thereby incurring any liability to Bidders. 
In case of annulment, all Bids submitted and specifically, Bid 
securities, shall be promptly returned to the Bidders. 

41. Standstill Period 41.1 The Contract shall not be awarded earlier than the expiry of the 
Standstill Period. The Standstill Period shall be ten (10) Business 
Days unless extended in accordance with ITB 46. The Standstill 
Period commences the day after the date the Employer has 
transmitted to each Bidder the Notification of Intention to Award 
the Contract. Where only one Bid is submitted, or if this contract is 
in response to an emergency situation recognized by the Bank, the 
Standstill Period shall not apply. 

42. Notification of 
Intention to 
Award  

42.1 The Employer shall send to each Bidder the Notification of 
Intention to Award the Contract to the successful Bidder.  The 
Notification of Intention to Award shall contain, at a minimum, the 
following information: 

(a) the name and address of the Bidder submitting the 
successful Bid;  

(b) the Contract price of the successful Bid;  

(c) the names of all Bidders who submitted Bids, and their Bid 
prices as readout, and as evaluated; 

(d) a statement of the reason(s) the Bid (of the unsuccessful 
Bidder to whom the notification is addressed) was 
unsuccessful, unless the price information in c) above already 
reveals the reason; 

(e) the expiry date of the Standstill Period; 

(f) instructions on how to request a debriefing and/or submit a 
complaint during the standstill period. 

F. Award of Contract 

43. Award Criteria 43.1 Subject to ITB 41, the Employer shall award the Contract to the 
successful Bidder. This is the Bidder whose Bid has been 
determined to be the Most Advantageous Bid as specified in ITB 
40. 
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44. Notification of 
Award 

44.1 Prior to the expiration of the Bid Validity Period and upon expiry of 
the Standstill Period, specified in ITB 42.1 or any extension 
thereof, and, upon satisfactorily addressing any complaint that has 
been filed within the Standstill Period, the Employer shall notify the 
successful Bidder, in writing, that its Bid has been accepted. The 
notification of award (hereinafter and in the Conditions of Contract 
and Contract Forms called the “Letter of Acceptance”) shall 
specify the sum that the Employer will pay the Contractor in 
consideration of the execution of the contract (hereinafter and in 
the Conditions of Contract and Contract Forms called “the 
Contract Price”). 

44.2 Within ten (10) Business Days after the date of transmission of the 
Letter of Acceptance, the Employer shall publish the Contract 
Award Notice which shall contain, at a minimum, the following 
information:  

(a) name and address of the Employer; 

(b) name and reference number of the contract being awarded, 
and the selection method used;  

(c) names of all Bidders that submitted Bids, and their Bid prices 
as read out at Bid opening, and as evaluated;  

(d) names of all Bidders whose Bids were rejected either as 
nonresponsive or as not meeting qualification criteria, or were 
not evaluated, with the reasons therefor; 

(e) the name of the successful Bidder, the final total contract 
price, the contract duration and a summary of its scope; and 

(f) successful Bidder’s Beneficial Ownership Disclosure Form, if 
specified in BDS ITB 47.1. 

 

 
44.3 The Contract Award Notice shall be published on the Employer’s 

website with free access if available, or in at least one newspaper 
of national circulation in the Employer’s Country, or in the official 
gazette. The Employer shall also publish the contract award notice 
in UNDB online. 

 
44.4 Until a formal contract is prepared and executed, the Letter of 

Acceptance shall constitute a binding Contract. 

45. Debriefing by the 
Employer 

45.1 On receipt of the Employer’s Notification of Intention to Award 
referred to in ITB 43.1, an unsuccessful Bidder has three (3) 
Business Days to make a written request to the Employer for a 
debriefing. The Employer shall provide a debriefing to all 
unsuccessful Bidders whose request is received within this 
deadline. 

 45.2 Where a request for debriefing is received within the deadline, the 
Employer shall provide a debriefing within five (5) Business Days, 
unless the Employer decides, for justifiable reasons, to provide the 
debriefing outside this timeframe. In that case, the standstill period 
shall automatically be extended until five (5) Business Days after 
such debriefing is provided. If more than one debriefing is so 
delayed, the standstill period shall not end earlier than five (5) 
Business Days after the last debriefing takes place. The Employer 
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shall promptly inform, by the quickest means available, all Bidders 
of the extended standstill period 

 45.3 Where a request for debriefing is received by the Employer later 
than the three (3)-Business Day deadline, the Employer should 
provide the debriefing as soon as practicable, and normally no 
later than fifteen (15) Business Days from the date of publication 
of Public Notice of Award of contract. Requests for debriefing 
received outside the three (3)-day deadline shall not lead to 
extension of the standstill period.   

 45.4 Debriefings of unsuccessful Bidders may be done in writing or 
verbally. The Bidder shall bear their own costs of attending such 
a debriefing meeting.  

46. Signing of 
Contract 

46.1 The Employer shall send to the successful Bidder the Letter of 
Acceptance including the Contract Agreement, and, if specified in 
the BDS, a request to submit the Beneficial Ownership Disclosure 
Form providing additional information on its beneficial ownership. 
The Beneficial Ownership Disclosure Form, if so requested, shall 
be submitted within eight (8) Business Days of receiving this 
request.   

 46.2 The successful Bidder shall sign, date and return to the Employer, 
the Contract Agreement within twenty-eight (28) days of its 
receipt. 

47. Performance 
Security 

47.1 Within twenty-eight (28) days of the receipt of the Letter of 
Acceptance from the Employer, the successful Bidder shall furnish 
the Performance Security and, if required in the BDS, the 
Environmental, Social, Health and Safety (ESHS) Performance 
Security in accordance with the General Conditions of Contract, 
subject to ITB 38.2 (b), using for that purpose the Performance 
Security and ESHS Performance Security Forms included in 
Section X, Contract Forms, or another form acceptable to the 
Employer. If the Performance Security furnished by the successful 
Bidder is in the form of a bond, it shall be issued by a bonding or 
insurance company that has been determined by the successful 
Bidder to be acceptable to the Employer. A foreign institution 
providing a bond shall have a correspondent financial institution 
located in the Employer’s Country, unless the Employer has 
agreed in writing that a correspondent financial institution is not 
required. 

 
47.2 Failure of the successful Bidder to submit the above-mentioned 

Performance Security and, if required in the BDS, the 
Environmental, Social, Health and Safety (ESHS) Performance 
Security, or to sign the Contract Agreement shall constitute 
sufficient grounds for the annulment of the award and forfeiture of 
the Bid Security. In that event the Employer may award the 
Contract to the Bidder offering the next Most Advantageous Bid. 

48. Adjudicator 48.1 The Employer proposes the person named in the BDS to be 
appointed as Adjudicator under the Contract, at the hourly fee 
specified in the BDS, plus reimbursable expenses. If the Bidder 
disagrees with this proposal, the Bidder should so state in his Bid. 
If, in the Letter of Acceptance, the Employer does not agree on 
the appointment of the Adjudicator, the Employer will request the 
Appointing Authority designated in the Particular Conditions of 
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Contract (PCC) pursuant to Clause 23.1 of the General Conditions 
of Contract (GCC), to appoint the Adjudicator. 

49. Procurement 
Related 
Complaint 

49.1 The procedures for making a Procurement-related Complaint are 
as specified in the BDS. 
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SECTION II - BID DATA SHEET (BDS) 

The following specific data for the Works to be procured shall complement, supplement, or amend 
the provisions in the Instructions to Bidders (ITB). Whenever there is a conflict, the provisions 
herein shall prevail over those in ITB. 

 

ITB 
Reference  

A.  General 

ITB 1.1 The Employer is:  
Project Management Unit 
Sindh Solar Energy Project (SSEP) 
Energy Department  
Government of Sindh 
Karachi, Pakistan 

 
The reference number of the Request for Bids (RFB) is: PK-SED-404176-CW-
RFB 
 
The number and identification of lots (contracts) comprising this RFB is: 
CONSTRUCTION OF BOUNDARY WALL & CIVIL WORKS AT DEH 
HALKANI - KARACHI SINDH (5.947 KM) - LOT-2 

ITB 1.2 (a) Not Applicable 

ITB 2.1 The Borrower is:  
Energy Department 
Government of Sindh 

 
Loan or Financing Agreement amount: [insert US$ equivalent] __________ 
 
The name of the Project is: SINDH SOLAR ENERGY PROJECT : 
CONSTRUCTION OF BOUNDARY WALL & CIVIL WORKS 

ITB 4.1 Maximum number of members in the Joint Venture (JV) shall be: TWO (02) 
MEMBERS OF JOINT VENTURES ARE ALLOWED 

ITB 4.5 A list of debarred firms and individuals is available on the Bank’s external 
website: http://www.worldbank.org/debarr. 

B.  Contents of Bidding Document 

ITB 7.1 For Clarification of Bid purposes only, the Employer’s address is: 
 

Project Director, 
Project Management Unit 
Sindh Solar Energy Project (SSEP) 
Bungalow # D-155, Block-5 Clifton,  
Karachi (Sindh) Pakistan  
Tel: (+92-21) 99332283 
E-mail: pd@ssep.gos.pk 

ITB 7.1 Requests for clarification should be received by the Employer no later than: 07 
days prior to the deadline for submission of bids.  

ITB 7.1  Web page: www.ssep.gos.pk 

ITB 7.4 A Pre-Bid meeting shall take place. 
 
If a Pre-Bid meeting will take place, it will be at the following date, time and 
place: 18-04-2024 at 1200 Hrs. at Employer’s office 
 

http://www.worldbank.org/debarr.
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A site visit conducted by the Employer shall not be organized, if any bidder 
likes to visit the site he should be facilitated. 

C.  Preparation of Bids 

ITB 10.1 Language of the bid : ENGLISH 
 
All correspondence exchange shall be in ENGLISH language. 

ITB 11.1 ITB 11.1 (a) to (h) are to be deleted and replaced with the following modified 
clause: 

 

The Bid shall comprise the following: 
 
(a) Letter of Bid prepared in accordance with ITB 12; 

(b) Bill of Quantities: completed in accordance with ITB 12 and ITB 14, as 
specified in the BDS; 

(c) Bid Security, in accordance with ITB 19.1; 

(d) Authorization: written confirmation authorizing the signatory of the Bid to 
commit the Bidder, in accordance with ITB 20.3; 

(e) Conformity: a technical proposal in accordance with ITB 16; 
 
In continuation with the above document (a) to (e), the Bidder shall also submit 
the mandatory requirements to be eligible for contract, alongwith his Bid as per 
Section-III Clause - 2 : EVALUATION. 

ITB 11.1 (i) The Bidder shall submit the following additional documents in its Bid:  

Code of Conduct (ESHS) 

The Bidder shall submit its Code of Conduct that will apply to its employees and 
subcontractors, to ensure compliance with its Environmental, Social, Health 
and Safety (ESHS) obligations under the contract. In addition, the Bidder shall 
detail how this Code of Conduct will be implemented. This will include: how it 
will be introduced into conditions of employment/ engagement, what training 
will be provided, how it will be monitored and how the Contractor proposes to 
deal with any breaches. 
 
The Contractor shall be required to implement the agreed Code of Conduct. 
 
Management Strategies and Implementation Plans (MSIP) to manage the 
(ESHS) risks 
 
The Bidder shall submit Management Strategies and Implementation Plans 
(MSIP) to manage the following key Environmental, Social, Health and Safety 
(ESHS) risks. 
 
The Contractor shall be required to submit for approval, and subsequently 
implement, the Contractor’s Environment and Social Management Plan                    
(C-ESMP), in accordance with the Particular Conditions of Contract Sub-
Clause 16.2, that includes the agreed Management Strategies and 
Implementation Plans described here. 

 As per ESMP Report 

ITB 13.1 Alternative Bids shall not be considered. 

ITB 13.2 Alternative times for completion shall not be permitted. 

ITB 13.4 Not Applicable 
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ITB 14.5 The prices quoted by the Bidder shall not be subject to adjustment during the 
performance of the Contract.  

ITB 15.1 The price shall be quoted by the Bidder in: Pak. Rs. only 

ITB 18.1 The Bid validity period shall be 90 days. 

ITB 18.3 (a) The Bid price shall be adjusted by the following factor(s): Not Applicable 

ITB 19.1 A Bid Security shall be required.  
 
A Bid-Securing Declaration shall not be required. 
 
Bid Security shall be required, the amount and currency of the Bid security shall 
be Rs. 10,000,000/- (Rupees Ten Million only). 

ITB 19.3 Delete the clause 19.3 and replace with the following: 
 
Amount of bid security shall be in Pak Rs. 10,000,000/- (Rupees Ten 
Million only) in shape of Pay order/ CDR or Bank Guarantee (as per format 
given in Section IV - Bidding Forms) issued from a schedule bank of 
Pakistan in favour of Project Director, Project Management Unit SSEP. 

ITB 19.9 Not Applicable 

ITB 20.1 In addition to the original of the Bid, the number of copies is: 03 Copies 

ITB 20.3 The written confirmation of authorization to sign on behalf of the Bidder shall 
consist of: Authority letter issued from the Owner/ Proprietor of the firm. 

D. Submission and Opening of Bids 

ITB 22.1  For Bid submission purposes only, the Employer’s address is:  

Project Director, 
Project Management Unit 
Sindh Solar Energy Project (SSEP) 
Bungalow # D-155, Block-5 Clifton,  
Karachi (Sindh) Pakistan  
Tel: (+92-21) 99332283 
E-mail: pd@ssep.gos.pk 
 
The deadline for Bid submission is:  
Date: 07-05-2024 
Time: 1200 Hrs. 
 

 

ITB 25.1 The Bid opening shall take place at:  
 
Office of the Project Director, 
Project Director, 
Project Management Unit 
Sindh Solar Energy Project (SSEP) 
Bungalow # D-155, Block-5 Clifton,  
Karachi (Sindh) Pakistan  
Tel: (+92-21) 99332283 
E-mail: pd@ssep.gos.pk  
 
Date: 07-05-2024 
Time: 1230 Hrs. 
 

ITB 25.1 Electronic submission of Bid is not permitted 

ITB 25.6 The Letter of Bid and Schedules shall be initialed by all members of the Bid 
Opening Committee and shall be numbered, any modification to the unit or total 



http://www.worldbank.org/en/projects-operations/products-and-services/brief/procurement-new-framework
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SECTION III - EVALUATION AND QUALIFICATION CRITERIA 
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TABLE OF CRITERIA 
 

1. MARGIN OF PREFERENCE 

2. EVALUATION 

3. QUALIFICATION 

4. KEY PERSONNEL 

5. EQUIPMENT 
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1. MARGIN OF PREFERENCE  
 

Not Applicable 
 
2. EVALUATION 
 

The Employer will use the criteria and methodologies listed in this Section to evaluate Bids. 
By applying these criteria and methodologies, the Employer shall determine the Most 
Advantageous Bid. Which will be determined as under: 
 
(a) Responsive to the bidding document, and 
(b) The lowest evaluated cost.  
 
In addition to the criteria listed in ITB 35.2 (a) - (e) the following criteria shall apply: 
 

2.1 Adequacy of Technical Proposal 
 

Evaluation of the Bidder's Technical Proposal will include an assessment of the Bidder's 
technical capacity to mobilize key equipment and personnel for the contract consistent with 
its proposal regarding work methods, scheduling, and material sourcing in sufficient detail 
and fully in accordance with the requirements stipulated in Section VII, Works’ 
Requirements. 

 

2.2 Mandatory Requirement 
 

Responsiveness of Bidder shall be assessed on correct submission of following documents 
which are also indicated at sub-head 3 : Qualification:- 

 
1. Eligibility 

 
1.1 Nationality :  Nationally in accordance with ITB 4.4 including Forms ELI-1.1 and 

1.2 with attachment 
 

1.2 Conflict of Interest : No conflicts of interest in accordance with ITB 4.2 
 

1.3 Income Tax Certificate : Valid NTN Certificate from Income Tax Authorities 
verifying that the Firm is on ATL 

 
1.4 Sindh Sales Tax Certificate : Registration of Sindh Sales Tax Certificate of 

Sindh Revenue Board (SRB) 
 

1.5 Bank Eligibility : Certificate of Bank indicating “Not having been declared 
ineligible by the Bank”, as described in ITB 4.5. 

 
2. Historical Contract Non-Performance 

 
2.1 History of Non-Performing Contracts : Shall be determined with Form          

CON-2 with attachments 
 

2.2 Suspension Based on Execution of Bid / Proposal Securing Declaration 
by the Employer : Submission of Certificate that bidder is Not under 
suspension based on execution of a Bid / Proposal Securing Declaration 
pursuant to ITB 4.7. 

 
2.3 Litigation and Arbitration : Information to be submitted regarding Present or 

Past Litigation as required in the Form CON - 2 with attachments of Affidavit. 
Employer reserves the right to disqualify a bidder in case of excessive (3 or 
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Notes: 

 Further evaluation of only those bidders will be done who have cleared all the 
Mandatory requirements. 
 

 Non-submission/ non-fulfillment of any one document included in above 
mentioned Mandatory Requirement and as mentioned ITB 11.1 Section-II-Bid Data 
Sheet, shall render the bidder ineligible irrespective of his financial standing in the 
bidding. 

 
2.3 Alternative Completion Times 
 
 Not Applicable 
 
2.4 Sustainable procurement 
 

Not Applicable 
 
2.5 Alternative Technical Solutions for specified parts of Works 
 

Not Applicable 
 
2.6 Specialized Subcontractors 
 

Not Applicable 
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3. QUALIFICATION 
 

Eligibility and Qualification Criteria Compliance Requirements Documentation 

No. Subject Requirement Single Entity Joint Venture (existing or intended) Submission 
Requirements All members 

Combined 
Each Member At least one 

Member 

1.  Eligibility 

1.1 Nationality Nationality in 
accordance with ITB  

4.4 

Must meet 
requirement 

Must meet 
requirement 

Must meet  
requirement 

N/A Forms ELI - 1.1 and 
1.2, with attachments. 

1.2 Conflict of Interest No conflicts of interest 
in accordance with ITB  

4.2 

Must meet 
requirement 

Must meet 
requirement 

Must meet  
requirement 

N/A Letter of Bid 

1.3 Income Tax 
Certificate 

Valid NTN Certificate 
from Income Tax 

Authorities verifying 
that the Firm is on ATL 

Must meet 
requirement 

Must meet 
requirement 

Must meet  
requirement 

N/A Valid NTN Certificate  

1.4 Sindh Sales Tax 
Certificate 

Registration of Sindh 
Sales Tax Certificate 

of Sindh Revenue 
Board (SRB) 

Must meet 
requirement 

Must meet 
requirement 

Must meet  
requirement 

N/A Valid Sindh Revenue 
Board Certificate  

1.5 Bank Eligibility Certificate of Bank 
indicating “Not having 

been declared 
ineligible by the Bank”, 

as described in ITB 
4.5 

Must meet 
requirement 

Must meet 
requirement 

Must meet  
requirement 

N/A Letter of Bid 

2. Historical Contract Non-Performance 
2.1 History of Non-

Performing 
Contracts 

Shall be determined 
with Form CON-2 with 

attachments 

Must meet 
requirement 

Must meet   
Requirement 

Must meet 
requirement  

(To be indicated 
even if the bidder 
was part of JV in a 
particular contract)  

N/A Form CON-2 with 
attachments 

2.2 Suspension Based 
on Execution of Bid 
/ Proposal Securing 
Declaration by the 
Employer 

Submission of 
Certificate that bidder 

is Not under 
suspension based on 
execution of a Bid / 

Must meet 
requirement 

Must meet 
requirement 

Must meet 
requirement  

(To be indicated 
even if the bidder 
was part of JV in a 

N/A Letter of Bid 
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Eligibility and Qualification Criteria Compliance Requirements Documentation 

No. Subject Requirement Single Entity Joint Venture (existing or intended) Submission 
Requirements All members 

Combined 
Each Member At least one 

Member 

Proposal Securing 
Declaration pursuant 

to ITB 4.7 

particular contract) 

2.3 Litigation and 
Arbitration 

Information to be 
submitted regarding 

Present or Past 
Litigation as required 
in the Form CON - 2 
with attachments of 

Affidavit 

Must meet 
requirement 

Must meet 
requirement 

Must meet 
requirement  

N/A Form CON - 2 with 
attachments of Affidavits 

2.4 Blacklisting Information to be 
submitted regarding 

Blacklisting of firm as 
required in Form CON - 
2 with attachments of 

Affidavit 

Must meet 
requirement 

Must meet     
requirement 

Must meet   
requirement  

N/A Form CON - 2 with 
attachments of Affidavits 

2.5 Declaration: 
Environmental, 
Social, Health, and 
Safety (ESHS) past 
performance 

Shall be determined 
from Form CON-3 

ESHS Performance 
Declaration 

Must make the 
declaration.  

Where there are 
Specialized Sub-
contractor/s, the 
Specialized Sub-
contractor/s must 

also make the 
declaration. 

Must make the 
declaration.  

Where there are 
Specialized Sub-
contractor/s, the 
Specialized Sub-
contractor/s must    

also make the 
declaration. 

Each must make 
the declaration.  

Where there are 
Specialized Sub-
contractor/s, the 
Specialized Sub-
contractor/s must 

also make the 
declaration. 

N/A 
Form CON-3 ESHS 

Performance Declaration 

2.6 Pre-Cast Facility Information to be 
submitted regarding 

Pre-Cast Facility 

Must meet 
requirement 

Must meet 
 Requirement 

N/A N/A Details as mention in 2.6 
here-above 

3. Financial Situation and Performance 

3.1 Financial 
Capabilities 

(a) The Bidder shall 
provide project 
specific letter from 
the Bank to indicate 
line of credit to meet 

Must meet 
requirement 

Must meet    
requirement 

N/A N/A Bank Letter for Credit 
Limit, Form FIN - 3.1, with 

attachments 
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Eligibility and Qualification Criteria Compliance Requirements Documentation 

No. Subject Requirement Single Entity Joint Venture (existing or intended) Submission 
Requirements All members 

Combined 
Each Member At least one 

Member 

the construction 
cash flow 
requirements upto 
Rs. 70 Million for the 
subject contract 

  (b) Submission of 
Audited Financial 
Statements for the 
last 05 years to 
demonstrate the 
current soundness 
of the Bidder’s 
financial position. As 
a minimum, the 
Bidder’s Net Worth 
for the last year 
calculated as the 
difference between 
total assets and 
total liabilities 
should be positive 
alongwith Form FIN 
- 3.1, with 
attachments 

Must meet 
requirement 

Must meet  
requirement 

N/A N/A  

3.2 Average Annual 
Construction 
Turnover 

Audit Report for 
Minimum average 
annual construction 
turnover of Rs. 800 
Million in the last three 
years, alongwith Form 
FIN - 3.2 

Must meet 
requirement 

Must meet    
requirement 

Must meet 25% of   
the requirement 

Must meet 40% of 
the requirement 

Form FIN - 3.2 

4. Experience 
4.1 Infrastructure 

Works Experience 
Infrastructure Project 
under-taken in last 10 
years at least 01 
project completed of 

Must meet 
requirement 

Must meet 
requirement 

 

- - Form EXP 4.1 with 
attachment 
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Eligibility and Qualification Criteria Compliance Requirements Documentation 

No. Subject Requirement Single Entity Joint Venture (existing or intended) Submission 
Requirements All members 

Combined 
Each Member At least one 

Member 

Rs. 1,000 Million or 
more, which shall be 
determined from Form 
EXP 4.1 with 
attachments 

4.2 Specific 
Construction 
Experience 

Relevant Work 
Experience (Fencing 
and Boundary Wall) 
complete in all respect 
including associated 
works under-taken in 
Past of at-least 04 Km, 
which shall be 
determined from Form 
EXP 4.2 with 
attachments. Bidder to 
prove the qualification 
with help of 
Completion Certificate, 
BOQs, Drawings or 
any other document 

Must meet 
requirement 

Must meet 
requirement 

 

N/A N/A Form EXP 4.2 with 
attachment 
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4. KEY PERSONNEL 
 
The Bidder must demonstrate that it will have a suitably qualified (and in adequate 
numbers) minimum Key Personnel, as described in the table below, that are required to 
perform the Contract. 
 
The Bidder shall provide details of the Key Personnel and such other Key Personnel that 
the Bidder considers appropriate, together with their academic qualifications and work 
experience. The Bidder shall complete the Form PER-1 in Section IV, Bidding Forms. 
 
The Contractor shall require the Employer’s consent to substitute or replace the Key 
Personnel (reference the Particular Conditions of Contract 9.1). 
 
Key Personnel 
 

Item 
No. 

Position/ Specialization 
Relevant academic 

qualifications 

Minimum years of 
relevant work 

experience 

1 Project Manager, Civil BE (Civil), registered with 
PEC 

 

Overall 15 years and 
10 years relevant exp. 

as Project Manager 

2 Construction Manager BE (Civil), registered with 
PEC 

Overall 08 years exp. 

3 Contract Manager BE (Civil) 08 years exp. of 
working as Contract 

Engineer 

4 Planning Engineer University Degree 08 years project 
planning using 

Primavera/ MS Project  

5 Material Engineer M. Sc Geology or B.E 
(Civil) 

05 years  

6 Environment Officer BE or Degree in 
Environmental Sciences  

05 years 

7 Health and Safety Officer BE (Civil)  05 years 

8 Social Officer BA (Sociology) 05 years 
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5. EQUIPMENT 

 
The Bidder must demonstrate that it will have access to the key Contractor’s equipment 
listed hereafter: 
 

Sr. 
No. 

Equipment Type and Characteristics 
Minimum Number 

required 

1 Dump Truck 02 

2 Excavator 02 

3 Plate Compactor 02 

4 Concrete Mixer Power Driven 01 

5 Water Tankers 02 

6 Surveying Equipment set 02 

7 Crane 01 

8 Generator 10KVA 01 

 
The Bidder shall provide further details of proposed items of equipment using the Form 
PER-2 in Section IV, Bidding Forms. 
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SECTION IV - BIDDING FORMS 

Table of Forms 
 
1. LETTER OF BID 
 
2. SCHEDULES 

Bill of Quantities 
Schedule of Payment Currencies 
Schedule (s) of Adjustment Data 

 
3. FORMS OF BID SECURITY 

Forms of Bid Security - Bank Guarantee 
Forms of Bid Security - Bid Bond - Not Applicable 
Forms of Bid Securing Declaration - Not Applicable 

 
4. TECHNICAL PROPOSAL 

Form PER-1 : Key Personnel Schedule 
Form PER-2  :  Resume and Declaration  
Equipment 
Site Organization 
Method Statement 
Mobilization Schedule 
Construction Schedule 
ESHS Management Strategies and Implementation Plans 
Code of Conduct: Environmental, Social, Health and Safety (ESHS) 

 Others 
 
5. BIDDER’S QUALIFICATION 

Form ELI -1.1 :  Bidder Information Form 
Form ELI -1.2 :  Information Form for JV Bidders 
Form CON - 2 :  Historical Contract Non-Performance, Litigation/ Arbitration and 

Blacklisting 
Form CON - 3 :  Environmental, Social, Health, and Safety Performance 

Declaration 
Form CCC :  Current Contract Commitments / Works in Progress 
Form FIN - 3.1 :  Financial Situation and Performance 
Form FIN - 3.2 :  Average Annual Construction Turnover 
Form FIN - 3.3 :  Financial Resources 
Form EXP - 4.1 :  General Construction Experience 
Form EXP - 4.2 :  Experience of Similar Infrastructure Works Projects  
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LETTER OF BID 

 
Date of this Bid submission: ________________ 
 
RFB No.: _________________ 
 
Alternative No.: _________________ 
 
 
To:  
 
 
 
 
 
(a) No reservations: We have examined and have no reservations to the bidding document, 

including Addenda issued in accordance with ITB 8; 
 

(b) Eligibility: We meet the eligibility requirements and have no conflict of interest in 
accordance with ITB 4; 
 

(c) Conformity: We offer to execute in conformity with the bidding document the following 
Works: [insert a brief description of the Works]__________________________________  

 
(d) Bid Price: The total price of our Bid, excluding any discounts offered in item (f) below is: 

_____________________________ 
 

(e) Discounts: The discounts offered and the methodology for their application are:  
(i) The discounts offered are: ___________________ 
(ii) The exact method of calculations to determine the net price after application of 

discounts is shown below: [Specify in detail the method that shall be used to apply the discounts]; 
 

(f) Bid Validity Period: Our Bid shall be valid for a period specified in BDS ITB 18.1 of days 
from the date fixed for the Bid submission deadline in accordance with the bidding 
document, and it shall remain binding upon us and may be accepted at any time before the 
expiration of that period; 

 
(g) Performance Security: If our Bid is accepted, we commit to obtain a performance security 

[and an Environmental, Social, Health and Safety (ESHS) Performance Security, Delete if not applicable] in 
accordance with the bidding document; 

 
(h) One Bid Per Bidder: We are not submitting any other Bid(s) as an individual Bidder or as 

a subcontractor, and we are not participating in any other Bid(s) as a Joint Venture member, 
and meet the requirements of ITB 4.3, other than alternative Bids submitted in accordance 
with ITB 13; 

 
(i) Suspension and Debarment: We, along with any of our subcontractors, suppliers, 

consultants, manufacturers, or service providers for any part of the contract, are not subject 
to, and not controlled by any entity or individual that is subject to, a temporary suspension 
or a debarment imposed by the World Bank Group or a debarment imposed by the World 
Bank Group in accordance with the Agreement for Mutual Enforcement of Debarment 
Decisions between the World Bank and other development banks. Further, we are not 
ineligible under the Employer’s Country laws or official regulations or pursuant to a decision 
of the United Nations Security Council; 
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(j) State-owned enterprise or institution: [select the appropriate option and delete the other] [We are 

not a state-owned enterprise or institution] / [We are a state-owned enterprise or institution but meet the 

requirements of ITB 4.6]; 
 
(k) Commissions, gratuities and fees: We have paid, or will pay the following commissions, 

gratuities, or fees with respect to the Bidding process or execution of the Contract: [insert 

complete name of each Recipient, its full address, the reason for which each commission or gratuity was paid 

and the amount and currency of each such commission or gratuity] 
 

Name of Recipient Address Reason Amount 

    

    

    

    

 
(If none has been paid or is to be paid, indicate “none.”) 

 
(l) Binding Contract: We understand that this Bid, together with your written acceptance 

thereof included in your Letter of Acceptance, shall constitute a binding contract between 
us, until a formal contract is prepared and executed;  

 
(m) Not Bound to Accept: We understand that you are not bound to accept the lowest 

evaluated cost Bid, the Most Advantageous Bid or any other Bid that you may receive; and 
 

(n) Fraud and Corruption: We hereby certify that we have taken steps to ensure that no 
person acting for us or on our behalf engages in any type of Fraud and Corruption; and 

 
(o) Adjudicator: We accept the appointment of [insert name proposed in Bid Data Sheet] as the 

Adjudicator. 
 
[or] 
 
We do not accept the appointment of [insert name proposed in Bid Data Sheet] as the Adjudicator, and 
propose instead that [insert name] be appointed as Adjudicator, whose daily fees and biographical 
data are attached. 

 
Name of the Bidder: _______________________ 
 
Name of the person duly authorized to sign the Bid on behalf of the 
Bidder:__________________________________ 
 
Title of the person signing the Bid: _______________________ 
 
Signature of the person named above: ____________________ 
 
Date signed [insert date of signing] day of [insert month], [insert year] 
 

 

 

 



Section IV - Bidding Forms 4 
 

SCHEDULES 
BILL OF QUANTITIES  

 
Objectives 
 
The objectives of the Bill of Quantities are: 
 
(a) to provide sufficient information on the quantities of Works to be performed to enable bids 

to be prepared efficiently and accurately; and 
 

(b) when a Contract has been entered into, to provide a priced Bill of Quantities for use in the 
periodic valuation of Works executed. 

 
In order to attain these objectives, Works should be itemized in the Bill of Quantities in sufficient 
detail to distinguish between the different classes of Works, or between Works of the same nature 
carried out in different locations or in other circumstances which may give rise to different 
considerations of cost. Consistent with these requirements, the layout and contents of the Bill of 
Quantities should be as simple and brief as possible. 
 
Daywork Schedule 
 
A Daywork Schedule should be included only if the probability of unforeseen work, outside the 
items included in the Bill of Quantities, is high. To facilitate checking by the Employer of the 
realism of rates quoted by the Bidders, the Daywork Schedule should normally comprise the 
following: 
 
(a) A list of the various classes of labor, materials, and Constructional Plant for which basic 

daywork rates or prices are to be inserted by the Bidder, together with a statement of the 
conditions under which the Contractor shall be paid for work executed on a daywork basis. 

 
(b) Nominal quantities for each item of daywork, to be priced by each Bidder at daywork rates 

as Bid. The rate to be entered by the Bidder against each basic daywork item should 
include the Contractor’s profit, overheads, supervision, and other charges. 

 
Provisional Sums 
 
A general provision for physical contingencies (quantity overruns) may be made by including a 
provisional sum in the Summary Bill of Quantities. Similarly, a contingency allowance for possible 
price increases should be provided as a provisional sum in the Summary priced Bill of Quantities.  
The inclusion of such provisional sums often facilitates budgetary approval by avoiding the need 
to request periodic supplementary approvals as the future need arises. Where such provisional 
sums or contingency allowances are used, the Special Conditions of Contract should state the 
manner in which they shall be used, and under whose authority (usually the Project Manager’s). 
 
The estimated cost of specialized work to be carried out, or of special goods to be supplied, by 
other contractors should be indicated in the relevant part of the Bill of Quantities as a particular 
provisional sum with an appropriate brief description. A separate procurement procedure is 
normally carried out by the Employer to select such specialized contractors. To provide an 
element of competition among the Bidders in respect of any facilities, amenities, attendance, etc., 
to be provided by the successful Bidder as prime Contractor for the use and convenience of the 
specialist contractors, each related provisional sum should be followed by an item in the Bill of 
Quantities inviting the Bidder to quote a sum for such amenities, facilities, attendance, etc. 
 
These Notes for Preparing a Bill of Quantities are intended only as information for the Employer 
or the person drafting the bidding document. They should not be included in the final bidding 
document. 
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Client/ Owner      :   Project Director, Sindh Solar Energy Project (SSEP)

Name of Project  :   Sindh Solar Energy Project (SSEP)

Sub-Head Name of Work
Amount

(Rs.)

A Boundary wall

B Entrance Gate

B1 - Civil Works

B2 - Electrical Works

B3 - ICT Works

C Watch Towers

C1 - Civil Works

C2 - Plumbing Works

C3 - Electrical Works

C4 - ICT Works

D Box Culverts

E Pipe Culverts

F Environmental Social Management Plan (ESMP)

G Miscellaneous/ Construction Facilities

____________ ________________________________________

CONTRACTOR SINDH SOLAR ENERGY PROJECT (SSEP)

BILL OF QUANTITES

SUMMARY

Name of Work     :  Construction Of Boundary Wall & Civil Works At Deh Halkani - Karachi Sindh 

                               (5.947 Km) - Lot-2

Total Amount

(Rupees ________________________________________________________________________)

In Words

Construction of Boundary Wall & Civil Works at Deh Halkani - Karachi Sindh (5.947 

Km)



BOQ - BW
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Client/ Owner      :   Project Director, Sindh Solar Energy Project (SSEP)

Name of Project  :   Sindh Solar Energy Project (SSEP)

Name of Work     :  Construction of Boundary Wall & Civil Works at Deh Halkani - Karachi Sindh (5.947 Km)

In Figure In Words

A - Boundary Wall

1 Excavation for foundation, trenches, drains and

other structure works in all kinds of soil (including

but not limited to ordinary soil, gravel, morum,

etc. but excluding rock) and backfilling the

suitable excavated material in foundation, plinth,

under floor (as per Specifications) including

breaking clods, watering, consolidation by

ramming in layers not exceeding 6 inches

(150mm) compacted, dressing and disposal of

unsuitable surplus excavated stuff to designated

area directed by the Engineer, including all lead

and lift. Item includes all cost whether backfilling

done for foundation/trenches, embankment (as

per specifications) and/or under floor.

14,848 Cft.

2 Excavation for foundation, trenches, drains and

other structure works in all kinds of rocks

including hard rocks by manual or any other

mechanical means including, stacking of suitable

and unsuitable materials separately, using

excavated suitable materials for backfilling of

Foundation/trenches, road embankment, under

floor etc. i/c (breaking maximum size of rocks /

boulders 30 cm by using manual / mechanical

means or mobile crushers for reduction of rocks /

boulders size), dressing, watering, consolidation

by ramming in layers not exceeding 12 inches

(300mm) compacted, and disposal of unsuitable /

surplus excavated stuff to designated area as

directed by the Engineer, including all lead and

lift.

Item includes all cost whether backfilling done for

foundation/trenches, embankment (as per

specifications) and/or under floor.

133,632 Cft.

3 Providing & laying two layers of polythene sheet

in foundations, base slabs, under floors etc

including cost of overlaps complete in all respects

as per drawings, specifications and directions by

the Engineer.

34,213 Sft.

4 Providing and laying of lean concrete using

crushed or broken stone graded; PCC 1:4:8, all

as specified. including all lead & lift, Mixed in

Batching Plant.

14,296 Cft.

BILL OF QUANTITIES

Sr. 

No.
Description Qty Unit

Rate (Rs) Amount 

(Rs)
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In Figure In Words

A - Boundary Wall

Sr. 

No.
Description Qty Unit

Rate (Rs) Amount 

(Rs)

5 Providing and laying of RCC with 3000 Psi

compressive cylindrical strength in different

structural elements, e.g base slab, foundation,

roof, slabs, walls, landings, beams, columns,

lintels and bands etc as specified, including

formwork / shuttering. Reinforcement to be

measured and paid separately. including all lead

& lift, Mixed in Batching Plant. (For Connecting

Boundary wall Portion)

a) Foundations 24,850 Cft.

b) Plinth Beams 12,825 Cft.

c) Columns, Lintels etc 20,885 Cft.

6 Providing and laying of Plain Cement Concrete

(PCC 1:3:6) all as specified in walls, partitions,

slabs, sills, copings, channels, steps, string

courses, corbels, piercaps, hingestones,

mantelpieces, louvers, chimney tops etc.,

including all lead & lift, Mixed in Batching Plant.

14,297 Cft.

7 Supply and fix, bars round, using deformed bars

Grade-60 including cutting, bending, binding and

placing reinforcement in position.
134,834 Kg.

8 Two coat of water proofing primer, cold sticker,

(Bituminous Emulsion) @ Each Coat 0.75

Kg/sqm all as specified. (on surfaces in contact

with earth complete as per drawings / approved

manufacturer's specifications & direction of the

Engineer.)

231,817 Sft.

9 Supply and applying Weather Shield Paint of

approved manufacturer of approved shade,

applying on exterior Plastered walls & ceiling, 3

coats over prime coat, filling micro voids / un

even surface with putty of same materials rubbing

the surface by sand paper / rubbing brick,

complete in all respect, at any height in any floor

& as directed by the Engineer. Cost of

scaffolding, ladders and wooden planks for

working is deemed to be including in the rates.

68,757 Sft.
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In Figure In Words

A - Boundary Wall

Sr. 

No.
Description Qty Unit

Rate (Rs) Amount 

(Rs)

10 Providing & laying, Pre-cast R.C.C boundary wall

8' high above (P.P.L or as per drawing)

comprising of R.C.C precast planks 10'x8'x3",

R.C.C precast prestressed columns of (H section,

U sections etc) 9"x8", 9"x12" and 12"x21" etc,

Avg 8-9ft high, precast copings complete in all

respects as per drawings and general notes

therein, including transportation of precast

members upto site of work and erection in

position complete. (compressive cylindrical

strength 4500 psi for columns & 3000 psi for

panels) 

Contractor to submit shop drawings for standard

precast concrete with complete details of steel

reinforcement, size, placement and supporting

design calculation for approval of consultant

before start of work.) no any extra payment shall

be paid in this regards.

19,512 Rft.

11 Supply and fix, M.S Decorative Pedestrian

entrance gates of approved design, shape and

quality using square/round bars, flat iron sections,

MS sheets, angles, hollow tubes, frames etc

including the cost of required locking

arrangement, hold fasts, sliding bolts and all

required accessories for proper working and

installation etc, complete by welding in lieu of

bolting etc and erection / fixing in position

including making good the disturbed surface.

(including the cost of anti-corrosive primer & paint

/ coatings etc as per approved drawing, Complete

in all respects, all as per drawings, specifications

and directions of the Engineer.) (Contractor is

required to prepare detailed shop drawings for

approval of the Engineer before start of work and

no extra payment shall be paid in this regards.)

(For Pedestrian Gates)

951 Kg

12 Supply and fix, Concertina Wire / Razor wire,

single coil, 12 gauge galvanized wire, loop dia

0.452 to 0.990M, complete, all as specified.
19,512 Rft

13 Random Rubble stone masonry brought upto

Course, every 45cm to 105cm or 110cm, roughly

hammer dressed stone, well bonded, faced with

hammer dressed selected stone, with square

quoins and jambs, any thickness in building works 

Plate - I, laid and jointed in CM 1:4.

600 Cft
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In Figure In Words

A - Boundary Wall

Sr. 

No.
Description Qty Unit

Rate (Rs) Amount 

(Rs)

14 Supply and fix , RCC pipe 230mm bore, laid &

jointed with spigot socket or collars, as specified

and shown in the drawings.

2,000 Rft

___________________ _______________________________________

CONTRACTOR  Sindh Solar Energy Project (SSEP)

Total Amount of Boundary Wall Rs.

(Rupees 

In Words
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Client/ Owner      :   Project Director, Sindh Solar Energy Project (SSEP)

Name of Project  :   Sindh Solar Energy Project (SSEP)

Name of Work     :  Construction of Boundary Wall & Civil Works at Deh Halkani - Karachi Sindh (5.947 Km)

In Figure In Words

B (1) - Entrance Gate Civil Works

1

Excavation for foundation, trenches, drains and

other structure works in all kinds of soil (including

but not limited to ordinary soil, gravel, morum,

etc. but excluding rock) and backfilling the

suitable excavated material in foundation, plinth,

under floor (as per Specifications) including

breaking clods, watering, consolidation by

ramming in layers not exceeding 6 inches

(150mm) compacted, dressing and disposal of

unsuitable surplus excavated stuff to designated

area directed by the Engineer, including all lead

and lift. Item includes all cost whether backfilling

done for foundation/trenches, embankment (as

per specifications) and/or under floor.

1,699 Cft.

2

Excavation for foundation, trenches, drains and

other structure works in all kinds of rocks

including hard rocks by manual or any other

mechanical means including, stacking of suitable

and unsuitable materials separately, using

excavated suitable materials for backfilling of

Foundation/trenches, road embankment, under

floor etc. i/c (breaking maximum size of rocks /

boulders 30 cm by using manual / mechanical

means or mobile crushers for reduction of rocks /

boulders size), dressing, watering, consolidation

by ramming in layers not exceeding 12 inches

(300mm) compacted, and disposal of unsuitable /

surplus excavated stuff to designated area as

directed by the Engineer, including all lead and

lift.

Item includes all cost whether backfilling done for

foundation/trenches, embankment (as per

specifications) and/or under floor.

3,964 Cft.

3
Termite proofing of New buildings with approved

chemicals except joinery.
2,482 Sft

4

Providing and laying of lean concrete using

crushed or broken stone graded; PCC 1:4:8, all

as specified. including all lead & lift, Mixed in

Batching Plant.

392 Cft.

5

Providing and laying of Plain Cement Concrete

(PCC 1:3:6) all as specified in walls, partitions,

slabs, sills, copings, channels, steps, string

courses, corbels, piercaps, hingestones,

mantelpieces, louvers, chimney tops etc.,

including all lead & lift, Mixed in Batching Plant.

166 Cft.

BILL OF QUANTITIES

S. No Description Qty Unit
Rate (Rs) Amount 

(Rs)
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In Figure In Words

B (1) - Entrance Gate Civil Works

S. No Description Qty Unit
Rate (Rs) Amount 

(Rs)

6

Providing and laying of RCC with 4000 Psi

compressive cylindrical strength in different

structural elements, e.g base slab, foundation,

roof, slabs, walls, landings, beams, columns,

lintels and bands etc as specified, including

formwork / shuttering. Reinforcement to be

measured and paid separately. including all lead

& lift, Mixed in Batching Plant. (For Entrance

Gate)

a) Foundations / Footings 1,337 Cft.

b) Plinth Beams 55 Cft.

c) Columns / Pedestals 583 Cft.

7

Providing and laying of RCC with 3000 Psi

compressive cylindrical strength in different

structural elements, e.g base slab, foundation,

roof, slabs, walls, landings, beams, columns,

lintels and bands etc as specified, including

formwork / shuttering. Reinforcement to be

measured and paid separately. including all lead

& lift, Mixed in Batching Plant. (For Connecting

Boundary wall Portion)

a) Foundations / Footings 49 Cft.

b) Plinth Beams 67 Cft.

c) Columns 56 Cft.

8

Supply and fix, bars round, using deformed bars

Grade-60 including cutting, bending, binding and

placing reinforcement in position.

7,200 Kgs.

9

Providing & laying two layers of polythene sheet

in foundations, base slabs, under floors etc

including cost of overlaps complete in all respects

as per drawings, specifications and directions by

the Engineer.

546 Sft

10

Two coat of water proofing primer, cold sticker,

(Bituminous Emulsion) @ Each Coat 0.75

Kg/sqm all as specified. (on surfaces in contact

with earth complete as per drawings / approved

manufacturer's specifications & direction of the

Engineer.)

2,091 Sft

11

50mm thick P.C.C 1:2:4, using 3mm aggregate

and finished smooth with steel float, covered with

two coats, each of hot bitumen @ 0.75 kg per

Sqm and blinded with 0.012 cum of sand per

Sqm.

25 Sft

12

Providing and laying of PCC Solid Blocks for non-

load bearing walls as specified in building blocks

walls including setting and jointing in CM 1:6.
200 Cft
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In Figure In Words

B (1) - Entrance Gate Civil Works

S. No Description Qty Unit
Rate (Rs) Amount 

(Rs)

13

Providing and applying 19 mm (3/4") thick cement

sand plaster 1:4 ratio on walls, slab & columns,

etc. in any floor, including making proper edges,

decorative gola, corners, making grooves &

supply and fixing G.I (24 Gauge) Expanded metal

lath 6" wide fixed with steel nails at junctions of

walls/beams/columns, with all required

scaffolding & curing, etc. complete in all respects

at any height as per drawings. All in accordance

with the specifications & as per the instructions of

the Engineer. (External Plaster)

800 Sft

14

Supply and applying Weather Shield Paint of

approved manufacturer of approved shade,

applying on exterior Plastered walls & ceiling, 3

coats over prime coat, filling micro voids / un

even surface with putty of same materials rubbing

the surface by sand paper / rubbing brick,

complete in all respect, at any height in any floor

& as directed by the Engineer. Cost of

scaffolding, ladders and wooden planks for

working is deemed to be including in the rates.

3,250 Sft

15

Supply Plastic Emulsion Paint of approved

manufacturer & approved shades and applying on

plastered walls surface, 3 coats over prime coat

including filling putty of approved manufacture in

voids, rubbing the surface with sand paper /

rubbing brick, complete in all respect, at any

height in any floor, as directed by the Engineer. In

specified area. Cost of scaffolding, ladders and

wooden planks for working deemed to be

including in the rates.

1,627 Sft

16

Stucco paint 1/4” (6.4 mm) thick 1:1:2 (1 white

cement, 1 marble powder and 2 marble chips

zero No.) in required shade including dragging

the surface with wire brushes complete with

curing etc. over a base of 3/4" (19 mm) thick

cement plaster (plaster to be paid separately),

including the cost of scaffolding, ladders &

wooden planks as directed by the Engineer. the

cost includes all grooves, or any pattern if

provided.

800 Sft

17

Providing and laying CC flooring (Ratio1:2:4) as

in floors, slabs and ramps etc, surface finished

smooth with neat cement and steel trowel, using

crushed or broken stone including the cost of

making grooves & dividing the floor into panels

(where specified in drawings), complete in all

respects as per drawings specifications and

directions by the Engineer.

28 Cft.
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In Figure In Words

B (1) - Entrance Gate Civil Works

S. No Description Qty Unit
Rate (Rs) Amount 

(Rs)

18

Providing & fixing, fiber cement board in walls,

roof or ceilings etc using (1/2") thick fiber cement

board sheets (sheet size 2440 x 1220mm or any

other approved by the engineer) including the

cost of all necessary fittings, accessories, fixing

system and mechanism but excluding the cost of

steel frame (steel frame to be measured and paid

seperately in steel item), complete in all respects,

all as per manufacturer's specifications and

directions by the Engineer. The supply and

installation to be done by the specialist / sub-

contractor approved by the Engineer.

4,764 Sft

19

Providing & fixing 13mm (1/2") Gypsum board /

Gypsum Pelmet/ bulk head false ceiling with

approved paint (paint to be paid separately) and

light pelmets system including providing

bulkheads, all required decorative works, fixing

suspension system, G.I. strips/wires, furring

channels / angles, self adhesive fiberglass drywall

tape of 2" width to be used on all joints prior to

applying putty, filling and rubbing having

provisions for lights, AC and all electro-

mechanical items installed in false ceiling, male

female edges, v-joints, all the edges to be

properly sealed etc., complete as per directions of

the Engineer. Contractor to submit brochures &

detailed shop drawings including reflective false

ceiling plan showing all items to be installed on

false ceiling including but not limited to lights, A/C

diffusers, Fire or other required electro-

mechanical Items, complete for the approval of

the Engineer prior to actual start of works. Work

to be done by specialized sub - contractor.

114 Sft

20

Providing and fixing 1-1/2 inches (38 mm) thick

solid core Golden Teak wood flushed veneered

door shutters, with and including the cost of

commercial plywood facing 3mm thick (double

ply) on both faces, fixed over best quality Golden

Teak wood frame 2 inches wide alround 6 inches

wide lock rail and 2nd class Golden Teak wood

solid core, i/c 1/4 inch thick best quality Golden

Teak wood lipping on all sides as per approved

drawing, manufactured under power driven

hydraulic press, using approved quality iron

fittings, heavy duty S.S hinges, brass screws,

required size of nails and glue. The price of doors

is deemed to be inclusive of 1st class heavy duty

lock (imported quality), s.s handles, 2-1/2" wide

well seasoned Golden teak decorative architrave

(beading) on both side of frames, hinges

minimum 4 No.s in each door leaf, well seasoned

Golden Teak wood frames (Chowkat) , tower

bolts, door stoppers, door closers and Aluminum

sheet (where applicable) with polish finish,

complete in all respects as per drawings and

approved by the Engineer. No extra payment

shall be made in this regards. The contractor

should submit three samples of door locks, door

closers, door stoppers, hinges, tower bolts &

handle for approval.
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In Figure In Words

B (1) - Entrance Gate Civil Works

S. No Description Qty Unit
Rate (Rs) Amount 

(Rs)

a)

Wooden single shutter one-way swing flush door

polish finish with Al-sheet on both side at bottom

16" high including heavy duty lock, minimum 4

hinges, 1 tower bolt, wood frames (chowkat) &

architrave (beading) all related accessories for

proper working and installation refer elevations &

sections. (complete in all respect as specified as

approved by engineer).

18 Sft

21

Providing & fixing heavy duty Aluminum powder

coated (average 100 microns)

windows/ventilators using heavy duty extruded

deluxe powder coated section, Aluminium

architrave, min. 30mm built-in type interlocked

section, foam rod beading etc. with min. design

load 45m/s (160Km/H), including all standard

hardware, glass, pvc gasket, imported handles,

latches, stopper etc, with all required accessories

for the fixing and operational system complete in

all respect, as per instructions of the Engineer.

Contractor to make detailed shop drawings for

the approval of consultant before start of work.

a)

Aluminium powder coated single panel window

along with fly proofing including heavy duty box

section, collar frame / built in aluminum

architrave, foam rod beading with i/c all standard

hardware. Glass will be double glazed tempered

comprising local reflective 5mm thick glass

(shade to be approved) + 10mm Air space + 5mm

thick clear glass provided with imported silicon &

pvc gasket, iron fittings, screws, locks, handles

and all other accessories etc. Refer Elevations &

Sections (complete in all respects, as specified as

approved by the Engineer)

16 Sft

b)

Aluminium powder coated Fixed glass window

including heavy duty box section, collar frame /

built in aluminum architrave, foam rod beading

with i/c all standard hardware. Glass will be single

glazed tempered 6mm thick provided with

imported silicon & pvc gasket, iron fittings, screws 

63 Sft
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In Figure In Words

B (1) - Entrance Gate Civil Works

S. No Description Qty Unit
Rate (Rs) Amount 

(Rs)

23

Supply and fix, M.S Decorative Pedestrian

entrance gates of approved design, shape and

quality using square/round bars, flat iron sections,

MS sheets, angles, hollow tubes, frames etc

including the cost of required locking

arrangement, hold fasts, sliding bolts and all

required accessories for proper working and

installation etc, complete by welding in lieu of

bolting etc and erection / fixing in position

including making good the disturbed surface.

(including the cost of anti-corrosive primer & paint

/ coatings etc as per approved drawing, Complete

in all respects, all as per drawings, specifications

and directions of the Engineer.) (Contractor is

required to prepare detailed shop drawings for

approval of the Engineer before start of work and

no extra payment shall be paid in this regards.)

(For Pedestrian Gates)

400 Kg.

24

Supply, installation and commissioning of

complete PEB Structure as per final approved

drawings, comprising of steel beams / trusses,

steel columns, base plates, shoe plates, flanges,

gusset plates, stiffners, anchor bolts, J-bolts,

connection accessories, MS square/round hollow

sections, MS sheets, gutters, drop down pipes,

flashings, steel structure for cement board/fiber

glass cladings etc including forging, letting into

stone, concrete or brick work etc. complete by

welding in lieu of bolting etc. and erection / fixing

in position including making good the disturbed

surface. (including the cost of anti-corrosive

primer & paint / coatings etc, complete as per

approved design, drawings, specifications and

directions of the Engineer. (Contractor is required

to prepare detailed shop drawings & sections for

approval of the Engineer before start of work and

no extra payment shall be paid in this regards.)

45,000 Kg.

25

Providing & fixing of fiber glass sheet in approved

colour, design, shape and texture with and

including the cost of cartage, labour, scaffolding

and all required accessories complete in all

respect etc., as per drawings, specifications &

directions of the Engineer. Contractor to make

shop drawings for approval of the Engineer

before execution of the work and no any extra

payment shall be paid in this regards.

a)

3mm thick fiber glass khaprail on roof in terracota

or any other approved color, design and shape i/c

the cost of all required fittings and fixing

mechanism, complete as per the drawings &

directions of the Engineer

1,208 Sft

b)

3mm thick molded fiber glass decorative cornice

on ceilings of guard room & entrance gates etc in

approved color, design, shape and height i/c the

cost of all required fittings and fixing mechanism,

complete as per the drawings & directions of the

Engineer

283 Rft
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In Figure In Words

B (1) - Entrance Gate Civil Works

S. No Description Qty Unit
Rate (Rs) Amount 

(Rs)

c)

3mm thick molded fiber glass decorative cornice

on fixed glass window and front/back elevation of

guard room etc in approved color, design, shape

and height i/c the cost of all required fittings and

fixing mechanism, complete as per the drawings

and directions of the Engineer

95 Rft

26

Providing & fixing, Acrylic logo with back lit, on

Entrance Gate in approved colour, size/height,

shape and design etc, complete in all respect as

per drawings & directions of the Engineer.

Contractor to submit different samples for

approval of the Engineer before execution of the

work.

2 Nos.

27

Providing & fixing, Acrylic logo/letters of following

sentences/words with back lit and required fixing

system, on Entrance Gate in approved colour,

size/height, shape and design etc, complete in all

respect as per drawings & directions of the

Engineer. Contractor to submit different samples

for approval of the Engineer before execution of

the work. 

1 Job.

28

Providing & fixing, Aluminum powder coated

(wooden or any other approved texture by the

Engineer), hollow tubes/box sections of size

2"x4"x2mm (wall thickness), including all required

necessary fittings and fixing system etc, complete

in all respect as per drawings/specifications &

directions of the Engineer. (Contractor is required

and responsible to prepare and submit detailed

shop drawings for approval of

Consultant/Engineer before start of work, no any

extra payment shall be paid in this regards)  

3,641 Rft

29

Providing & fixing in position to proper camber

and grade 60 mm thick CC interlocking pavers of

approved make, size, shape and colors over sand

( Pit/ river bed sand of approved quality) cushion

50mm thick and joints filled with sand as per

specifications. Complete in all respects, including

the cost of sand, cartage of paving block, making 

300 Sft

30

Bottoming /sub base of any thickness as

specified using Granular Sub Base material, laid

and compacted to 100% Modified AASHTO

density by appropriate compaction equipment and

roller.

280 Cft.

31

Aggregate Base Course, of any thickness as

specified, laid and compacted to 100% Modified

AASHTO density, by appropriate compaction

equipment and roller.

280 Cft.

32 Prime Coat, on Base Course surface. 550 Sft
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In Figure In Words

B (1) - Entrance Gate Civil Works

S. No Description Qty Unit
Rate (Rs) Amount 

(Rs)

34

Providing and laying, Asphaltic Base Course of

any thickness, as specified,with asphalt cement

60 / 70 or 80 / 100 using JMF (except prime coat)
550 Sft

36

Providing and laying, Asphaltic Wearing Course

of any thickness, as specified,with asphalt

cement 60 / 70 or 80 / 100, using JMF (except

tack coat).

600 Sft

___________________ _______________________________________

CONTRACTOR  Sindh Solar Energy Project (SSEP)

Total Amount of Entrance Gate (Civil Works) Rs.

(Rupees 

In Words
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Client/ Owner      :   Project Director, Sindh Solar Energy Project (SSEP)

Name of Project  :   Sindh Solar Energy Project (SSEP)

Name of Work     :  Construction of Boundary Wall & Civil Works at Deh Halkani - Karachi Sindh (5.947 Km)

In Figure In Words

B (2) - Entrance Gate  Electrical Works

NOTE.

Supplying, installation at any height, testing and

commissioning of the following items of work

(unless specifically stated otherwise) including all

materials, labor, tools, plants, accessories, as

required for proper completion of each item in all

respect as approved type.

Wiring works

1

One fan point, one light point, one bell point,

controlled by one switch, wiring complete with

Pvc single core cable 1.5 mm2 in concealed Pvc

conduit, supply and fixing.

8 Point

2

Add for each additional light point, on same

switch circuit, wiring complete with Pvc single

core cable 1.5 mm2 in concealed Pvc conduit

supply and fixing.

4 Point

3

One three pin socket outlet 5A point controlled by

one switch wiring complete with Pvc single core

cable 1.5mm2 in concealed Pvc conduit including

earth wire, supply and fixing.

3 Point

4

One three pin socket outlet 15 Amps point

controlled by one switch wiring complete with

Pvc single core cable 2.5mm2 in concealed Pvc

conduit, including earth wire, supply and fixing.

1 Point

PVC conduit 

5

Pvc conduit 20 mm dia complete with all bends,

tees, boxes, saddles etc for concealed wiring,

supply and fixing.

30 Meter

6

Pvc conduit 25 mm dia complete with all bends,

tees, boxes, saddles etc for concealed wiring,

supply and fixing.

100 Meter

7

Pvc conduit 40 mm dia complete with all bends,

tees, boxes, saddles etc for surface wiring, supply

and fixing.

5 Meter

8

Pvc conduit 50 mm dia complete with all bends,

tees, boxes, saddles etc for surface wiring, supply

and fixing.

5 Meter

WIRING

9

Wiring in conduit surface, concealed with single

core Pvc insulated cable installed and connected,

complete (exclusive of conduit) one single core

cable 2.5mm2, supply and fixing.

360 Meter

10 same as Item no.9 but 16mm2 cable. 5 Meter

BILL OF QUANTITIES

S. No Description Qty Unit
Rate (Rs) Amount 

(Rs)
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In Figure In Words

B (2) - Entrance Gate  Electrical Works

S. No Description Qty Unit
Rate (Rs) Amount 

(Rs)

Board / Boxes Junction

11

Board / Boxes Junction, rectangular 75x75 mm,

cast or malleable iron, stove enameled or galvd,

complete with cover, supply and fixing.
4 Each

12 same as Item no.11 but 75x100mm. 1 Each

Switch socket outlet

13

Switch SP socket outlet 3 pin, 5 Amps bakelite

shuttered pattern complete, supply and fixing. 3 Each

14

Switch SP socket outlet 3 pin, 15 Amps shuttered

pattern mounted in bakelite box complete, supply

and fixing.

1 Each

Gang switch series.

15
One gang switch,10A 250V, Supply and fixing.

1 Each

16 4-gang switch,10A 250V, Supply and fixing. 2 Each

17
Gang fan dimmer 10A, 250V supply and fixing.

1 Each

Fan works

18
Clamp hook for fan ordinary type, supply and

fixing.
1 Each

19

Fan electric with copper winding, blades, canopy

and rod including connection, provision of cable

and ceiling rose, for fan 140 cm and 120 cm

sweep, without regulator “Standard”, supply and

fixing.

1 Each

MCCBs

20

MCCB,TP500/600v, 50/60 cycles, complete with

thermal and magnetic trips, 3 to 30A,(breaking

capacity 2.5KA), Supply and fixing.
2 Each

21
same as Item no.20 but 15A to 60A (breaking

capacity 5KA),.
1 Each

MCCBs, SP

22
MCCB, SP, 6A to 63A (breaking capacity 6KA),

supply and fixing.
9 Each

23
Phase indication sign,red,blue or yellow as

required, supply and fixing.
3 Each

Distribution board

24

Steel sheet (16 BG) with hinged over, having

locking arrangement, duly enameled painted,

suitable for housing of different capacities of

MCCB etc (as required). supply and fixing. (As

shown in the drawing)

1 Sqm
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In Figure In Words

B (2) - Entrance Gate  Electrical Works

S. No Description Qty Unit
Rate (Rs) Amount 

(Rs)

4 core Aluminium conductor Cable

25

Cable electric LT, PVC insulated, PVC sheathed,

steel wire armoured, overall PVC, 600/1000 V

with stranded aluminium conductor, 25 mm2, 4

core, laid in trenches, complete with bricks, sand

(excluding cost of excavation), supply and fixing.

125 Meter

Excavation

26

Excavation over areas as in Ordinary/Hard Soil

upto 1.5 M depth, in foundation / excavations,

throw earth clear of edges of excavation within 50

M.

100 Cum

LED Lights

27

LED Flood Security Light, 30 Watts, 220-240

Volts, approved type “Standard”, complete supply

and fixing. 

2 Each

28

LED Surface Mounted panel light, 24 watts

220/240 volts, round or Square,Deluxe approved

type Standard, Supply and fixing.

18 Each

Bulk head fittings

29

Bulk head fittings cast Iron,2-way with guard

tapped 20mm ET. According to Bss No 229 of

1957, supply and fixing.(At gate)

24 Each

Earthing

30

Special Earth for transformers, HT and LT,

switchgear for areas having water table upto 3M

depth, supply and fixing vide Para 25.4 of

Specifications.

1 Each

31

Same as item no-30, but for areas having water

table more than 3 M depth, supply and fixing only. 1 Each

Copper conductor

32

Stringing, straining, tensioning and binding

Copper conductor, bare solid or stranded 2/0

SWG ,supply and fixing.

20 Meter

___________________ _________________________________________

CONTRACTOR  Sindh Solar Energy Project (SSEP)

Total Amount of Entrance Gate (Electrical Works) Rs.

(Rupees 

In Words
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Client/ Owner      :   Project Director, Sindh Solar Energy Project (SSEP)

Name of Project  :   Sindh Solar Energy Project (SSEP)

Name of Work     :  Construction of Boundary Wall & Civil Works at Deh Halkani - Karachi Sindh (5.947 Km)

In Figure In Words

B (3) -   Entrance Gate  ICT Works

1

Supply, Installation, Testing & Commissioning of

Optical 2-Core Roset with Back box (Wall/Floor)

and all necessary accessories complete in all

respect and to the entire satisfaction of Engineer.

1 Nos.

2

Supply, Installation, Testing & Commissioning of

Cat-6, 4 Pair UTP Cable with Gigabit support,

excellent electrical characteristics, low weight,

slim design, no corrosive and to be complaint

along with RJ45 Connectors wherever required,

standards of electromagnetic compatibility and all

necessary accessories complete in all respect

and to the entire satisfaction of Engineer.

36 Meter

3

Supply & Installation of Faceplate, dual port with

1 RJ-45 UTP I/O & 1 Cat-6 FTP/STP I/O, dual

shutter, plastic wall plate color matching to wall

color, sheet steel back box and all accessories as

per approval of Engineer.

1 Nos.

4

Supply and Installation of PVC conduit 25 mm dia

complete with all bends, tees, boxes, saddles etc.

Sample should be approved by The Engineer

before installation.

21 Meter

5

Supply and Installation of HDPE conduit 40 mm

inner dia and 50mm outer dia (PN-10) with

coupler and all required accessories. Sample

should be approved and to the entire satisfaction

of Engineer.

59 Meter

6

Supply & Installation of R.C.C Chamber 2' x 2' x

3' with all other accessories to the entire

satisfaction of Engineer.

3 Nos.

7
Trenching 40cm x 90 cm as per attached

specification (respected/pre-defined corridor).

Excavation 

Supply & Filling of Soft soil

Supplying & laying of Brick

Backfilling with 90% compaction

Supplying & laying of Warning Tape

Site cleaning

___________________ ________________________________________

CONTRACTOR  Sindh Solar Energy Project (SSEP)

Rate (Rs) Amount 

(Rs)

59 Meter

Total Amount of Entrance  Gate (ICT Works) Rs.

(Rupees 

In Words

BILL OF QUANTITIES

S. No Description Qty Unit
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Client/ Owner      :   Project Director, Sindh Solar Energy Project (SSEP)

Name of Project  :   Sindh Solar Energy Project (SSEP)

Name of Work     :  Construction of Boundary Wall & Civil Works at Deh Halkani - Karachi Sindh (5.947 Km)

In Figure In Words

C (1) - Watch Tower (Civil Works)

1

Excavation for foundation, trenches, drains and

other structure works in all kinds of soil (including

but not limited to ordinary soil, gravel, morum,

etc. but excluding rock) and backfilling the

suitable excavated material in foundation, plinth,

under floor (as per Specifications) including

breaking clods, watering, consolidation by

ramming in layers not exceeding 6 inches

(150mm) compacted, dressing and disposal of

unsuitable surplus excavated stuff to designated

area directed by the Engineer, including all lead

and lift. Item includes all cost whether backfilling

done for foundation/trenches, embankment (as

per specifications) and/or under floor.

5,250 Cft.

2

Excavation for foundation, trenches, drains and

other structure works in all kinds of rocks

including hard rocks by manual or any other

mechanical means including, stacking of suitable

and unsuitable materials separately, using

excavated suitable materials for backfilling of

Foundation/trenches, road embankment, under

floor etc. i/c (breaking maximum size of rocks /

boulders 30 cm by using manual / mechanical

means or mobile crushers for reduction of rocks /

boulders size), dressing, watering, consolidation

by ramming in layers not exceeding 12 inches

(300mm) compacted, and disposal of unsuitable /

surplus excavated stuff to designated area as

directed by the Engineer, including all lead and

lift.

Item includes all cost whether backfilling done for

foundation/trenches, embankment (as per

specifications) and/or under floor.

12,258 Cft.

3
Termite proofing of New buildings with approved

chemicals except joinery.
1,614 Sft

4

Providing and laying of lean concrete using

crushed or broken stone graded; PCC 1:4:8, all

as specified. including all lead & lift, Mixed in

Batching Plant.

1,308 Cft.

5

Providing and laying of Plain Cement Concrete

(PCC 1:3:6) all as specified in walls, partitions,

slabs, sills, copings, channels, steps, string

courses, corbels, piercaps, hingestones,

mantelpieces, louvers, chimney tops etc.,

including all lead & lift, Mixed in Batching Plant.

1,050 Cft.

BILL OF QUANTITIES

S. No Description Qty Unit
Rate (Rs) Amount 

(Rs)
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In Figure In Words

C (1) - Watch Tower (Civil Works)

S. No Description Qty Unit
Rate (Rs) Amount 

(Rs)

6

Providing and laying of RCC with 3000 Psi

compressive cylindrical strength in different

structural elements, e.g base slab, foundation,

roof, slabs, walls, landings, beams, columns,

lintels and bands etc as specified, including

formwork / shuttering. Reinforcement to be

measured and paid separately. including all lead

& lift, Mixed in Batching Plant. (For Watch Tower)

a) Foundations / Footings 1,368 Cft.

b) Plinth Beams 8,406 Cft.

c) Columns 1,368 Cft.

7

Providing & laying two layers of polythene sheet

in foundations, base slabs, under floors etc

including cost of overlaps complete in all respects

as per drawings, specifications and directions by

the Engineer.

11,898 Sft

8

Two coat of water proofing primer, cold sticker,

(Bituminous Emulsion) @ Each Coat 0.75

Kg/sqm all as specified. (on surfaces in contact

with earth complete as per drawings / approved

manufacturer's specifications & direction of the

Engineer.)

11,898 Sft

9

50mm thick P.C.C 1:2:4, using 3mm aggregate

and finished smooth with steel float, covered with

two coats, each of hot bitumen @ 0.75 kg per

Sqm and blinded with 0.012 cum of sand per

Sqm (Damp Proof Course).

60 Sft

10

Providing and laying of PCC Solid Blocks for non-

load bearing walls as specified in building blocks

walls including setting and jointing in CM 1:6 (Sub

Structure).

1,128 Cft

11

Providing and applying 19 mm (3/4") thick cement

sand plaster 1:4 ratio on walls, slab & columns,

etc. in any floor, including making proper edges,

decorative gola, corners & supply and fixing G.I

(24 Gauge) Expanded metal lath 6" wide fixed

with steel nails at junctions of walls / beams /

columns, with all required scaffolding & curing,

etc. complete in all respects at any height as per

drawings. All in accordance with the

specifications & as per the instructions of the

Engineer.

38,868 Sft

12

Supply and applying Weather Shield Paint of

approved manufacturer of approved shade,

applying on exterior Plastered walls & ceiling, 3

coats over prime coat, filling micro voids / un

even surface with putty of same materials rubbing

the surface by sand paper / rubbing brick,

complete in all respect, at any height in any floor

& as directed by the Engineer. Cost of

scaffolding, ladders and wooden planks for

working is deemed to be including in the rates.

17,052 Sft
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In Figure In Words

C (1) - Watch Tower (Civil Works)

S. No Description Qty Unit
Rate (Rs) Amount 

(Rs)

13

Supply Plastic Emulsion Paint of approved

manufacturer & approved shades and applying on

plastered walls surface, 3 coats over prime coat

including filling putty of approved manufacture in

voids, rubbing the surface with sand paper /

rubbing brick, complete in all respect, at any

height in any floor, as directed by the Engineer. In

specified area. Cost of scaffolding, ladders and

wooden planks for working deemed to be

including in the rates.

8,154 Sft

14

Providing and laying of PCC with 3000 psi

compressive cylindrical strength in all non-

structural elements except formwork. (Under

Flooring)

1,128 Cft.

15

Providing and laying, PCC 1:2:4, as in floor,

slabs, surface finished smooth with neat cement

and steel trowel, using crushed or broken stone.
486 Cft.

16

Supply and fix, 1st Class Soft Wood (Deodar)

Framed and Panelled doors, gates, windows,

ventilaters etc., panels filled with MDF 16 mm

sheet, including chowkats, hold fast and

mongery, all as specified, 38 mm thick.

732 Sft

17

Providing and laying, PCC Paving stone, 60 mm

thick in any colour, as in floors, streets, public

parking etc., any pattern and shape,

(Hydraulically compressed), laid and jointed in

sand, including 50 mm thick sand bed as laying

course, all as specified.

1,848 Sft

18

Bottoming /sub base of any thickness as

specified using Granular Sub Base material, laid

and compacted to 100% Modified AASHTO

density by appropriate compaction equipment and

roller.

924 Cft.

19

Providing and laying of PCC Solid Blocks for non-

load bearing walls as specified in building blocks

walls including setting and jointing in CM 1:6

(Super Structure).

a) Ground Floor 3,024 Cft.

b) First Floor 1,674 Cft.

c) Second Floor 1,476 Cft.

20
Forming V - grooves 13 mm wide and 10 mm

deep in new plaster.
22,176 Rft.

21

Surface preparation by using putty on plastered

wall or ceiling to form smooth base for distemper,

plastic emulsion paint etc., all as specified.
5,580 Sft.

22
Distempering with Poly Vinyl Distemper or

equivalent, on new or old surface, 1st Coat.

(a) Two coat (1st coat over priming

coat)
5,580 Sft.
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In Figure In Words

C (1) - Watch Tower (Civil Works)

S. No Description Qty Unit
Rate (Rs) Amount 

(Rs)

23
Supply and fix, Aluminum sheet, 20 BG, with nails

and screws, End and Side laps.
48 Sft.

24

Two coats of bitumen, applied hot on roof @ 0.75

Kg/sqm and blinded with sand, at 0.012 cum per

sqm (including cleaning surface).

2,040 Sft.

25

Providing and laying, 20 mm thick Terrazzo floor

using marble chips (1:2) with white / coloured

cement, including cutting and rubbing (except

polishing) (for Basement, GF, FF and 2ndfloor )

2,412 Sft.

26
Cleaning and chemical polishing of terrazzo floor /

dado / Marble floors.
2,412 Sft.

27

Supply and fix, guard bars, grills, railing, ladders

brackets, hooks hold fasts and frames etc., cut to

dead length, reduced to size, shape, figure etc.,

including punching / drilling holes if necessary

and fixing, assembling by welding or with the use

of bolts, nuts, rivets washers etc., and erection /

fixing in position including making good the

disturbed surface.

4,860 Kg.

27

Supply and fix, framed stair cases, framed doors

and gates prepared for attachment of coverings

including hooks, hinges sliding or hanging door

fittings, fastenings (except locks), hanging and

fixed complete. (Coverings to be paid extra as

supply and fix) including welding in lieu of bolting

etc..

576 Kg.

28

Supply and fix, CI work weight not exceeding 6

Kg un-machined in brackets, gully traps gratings,

frames, fire doors, stop cock boxes, manhole

covers and the like.

318 Kg.

29

Supply and fix, bars round, using deformed bars

Grade-60 including cutting, bending, binding and

placing reinforcement in position.

27,852 Kgs.

30
Supply and fix Rim / Alpha lock Premium Quality,

all as specified.
36 Nos.

31

Supply and fix, Door Closer Aluminum, single

action, deluxe quality, imported (as specified and

approved by the Engineer.)

12 Nos.

32

Providing and laying Standard quality tiles of any

make not exceeding 1600 Sq cm, including

setting, jointing and bonding, complete all as

specified.

On Walls & Floor

2,550 Sft.

33

Providing and laying, PCC 1:3:6 laid in floor,

slabs as under layer for Terrazzo / tiles top

finished, using crushed or broken stone. (for

GF,1st,2nd floor and lower ground /basement 1st,

2nd, 3rd).

638 Cft.
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In Figure In Words

C (1) - Watch Tower (Civil Works)

S. No Description Qty Unit
Rate (Rs) Amount 

(Rs)

34

Supply and fix, Box type steel sliding/fixed

window or CSW using 16 gauge frame section 75

mm x 30 mm and panel section 25 mm x 50 mm

and 10 mm x 10 mm square gola, with all

necessary steel fitting / mongery hold fast etc.

and two coats of SE paint in addition to one coat

of primer/ rust proof paint, Including 5mm thick

glass panes, grill and wire gauze.

378 Sft

35

Providing and fixing Mild Steel railing of 3½ft

height comprising of horizontal tube 2½” x 2½” at

top, 1-1/2" x 1/4" flat at bottom & 3/4" x 3/4"

vertical tube 8" c/c and 3" dia vertical post with

round ball on top including paint all as per

drawings and directions of the Engineer with &

i/c. cutting holes for fixing and making good the

damages & painting with anti corrosive paint etc,

complete.

66 Rft

36

Providing and fixing Mild Steel Pipe railing

including paint all as per drawings and directions

of the Engineer with & i/c. cutting holes for fixing

and making good the damages & painting with

anti corrosive paint etc, complete.

402 Rft

___________________ __________________________________________

CONTRACTOR  Sindh Solar Energy Project (SSEP)

Total Amount of Watch Tower (Civil Works) Rs.

(Rupees 

In Words
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Client/ Owner      :   Project Director, Sindh Solar Energy Project (SSEP)

Name of Project  :   Sindh Solar Energy Project (SSEP)

Name of Work     :  Construction of Boundary Wall & Civil Works at Deh Halkani - Karachi Sindh (5.947 Km)

In Figure In Words

C (2) - Watch Tower (Plumbing Works)

TOILET FITTINGS & ACCESSORIES

ASIATIC PATTERN WC

1

Supply and fix, WC Asiatic pattern (white colour

incl foot rest, full Orrisa pattern or equivalent) 13

lit flushing cistern, low down (plastic), flush pipe

etc,

6 Each

WHITE

3 PEDESTAL ( TYPE) WASH BASIN

Supply and fix, WHB with pedestal, glazed ware,

size 660 mm x 560 mm in white colour, one hole,

complete with 

6 Each

white, with pedestal

4
Single Lever Basin Mixer (5401) Waterfall Service

Chrome
6 Each

5

Stop cock, brass dull or polished body, screw

down, high pressure, screwed both ends, for iron

pipes (or to suit brass unions), 15 mm dia, supply

and fixing.

18 Each

6

Stop cock brass, CP, screw down, high pressure,

fancy type, 15mm dia, supply and fixing. 6 Each

7 Bottle trap complete. 6 Each

8 Providing and fitting:-

a) plastic soap dish 6 Each

b) plastic toilet paper holder 6 Each

c) Towel Rail CP, Single rod. 6 Each

WATER SUPPLY SYSTEM

10 UPVC Pipe & Fittings

U-PVC Pressure Pipe (Filling) Class D complete

Z joint with rubber ring, (excl excavation), supply

and fixing.

60 Rft

a)
50 mm (2'')PVC / uPVC Blind/Pressure Pipe

Class "D" (12 bar)

11 Brass valve

Providing and fixing gun metal peet/gate valve

(screwed):-

a)
Gun metal peat/gate valve (screwed) 20 mm (¾")

dia(Anwar Brand)
6 Each

12 FLOAT VALVE

a) Providing and fixing brass ball float valve:- 6 Each

2.5 cm (1") dia

BILL OF QUANTITIES

S. No Description Qty Unit
Rate (Rs) Amount 

(Rs)
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In Figure In Words

C (2) - Watch Tower (Plumbing Works)

S. No Description Qty Unit
Rate (Rs) Amount 

(Rs)

SOIL, WASTE & VENT SYSTEM

13

U-PVC Pressure Pipe, Class B complete Z joint

with rubber ring, (excl excavation), supply and

fixing.

a) Same as above item but 75 mm dia. 300 Rft

b) Same as above item but 100 mm dia. 300 Rft

14

U-PVC Pressure Pipe Class D complete Z joint

with rubber ring, (excl excavation), supply and

fixing.

a) Same as above item but 50 mm dia. 60 Rft

b) Same as above item but 150 mm dia. 120 Rft

16

Providing and fixing uPVC floor drain / Floor Gully

of approved design with PVC grating (6"X6)

including requisite number of holes with pvc

sleeve pipe in wall plinth or floor for pipe

connection and making good the same as

necessary to the structure complete including

gasket and clamp complete.

a) Floor Gully Trap (FGT) 82mm 6 Each

17
Supply and fitting of cast iron manhole cover with

frame, etc. complete.

a) 30 cm (12") dia 6 Each

b) 60 cm (24") dia 6 Each

Water tank fibre glass,

21
Water tank Polyethylene (PE) vertical, 250

gallons capacity, supply and fixing.
6 Each

WATER SUPPLY SYSTEM

9 PPR ( Poly Propylene Random

PPR pipe, with all fittings i.e. socket, bend, tee,

elbow, where required, 20 mm dia, Class PN-20

(excl excavation), supply and fixing.

a)
Same as above item, but 20 mm dia (1/2" dia)

60 Rft.

b)
Same as above item, but 25 mm dia (3/4" dia)

120 Rft.

SOIL, WASTE & VENT SYSTEM

18 Mirror 5 mm thick any shape. 6 Each

19
Brass connection with brass union on both ends,

15 mm dia, 300 to 450 mm long.
6 Each

20 Supply and fix, bolt kit 6 Each
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In Figure In Words

C (2) - Watch Tower (Plumbing Works)

S. No Description Qty Unit
Rate (Rs) Amount 

(Rs)

22 UPVC VENT COWL

SWV Fittings (As per approved manufacturers)

a)
Supply and fix, uPVC, Vent Cowl 75mm dia, on

top of ventilating pipes.
6 Each

b)
Supply and fix, uPVC, Vent Cowl 110mm dia, on

top of ventilating pipes.
66 Each

___________________ _______________________________________

CONTRACTOR  Sindh Solar Energy Project (SSEP)

Total Amount of Watch Tower (Plumbing Works) Rs.

(Rupees _______________________________________________________________________________________)

In Words
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Client/ Owner      :   Project Director, Sindh Solar Energy Project (SSEP)

Name of Project  :   Sindh Solar Energy Project (SSEP)

Name of Work     :  Construction of Boundary Wall & Civil Works at Deh Halkani - Karachi Sindh (5.947 Km)

In Figure In Words

C (3) - Watch Tower (Electrical Works)

NOTE.

Supplying, installation at any height, testing and

commissioning of the following items of work

(unless specifically stated otherwise) including all

materials, labor, tools, plants, accessories, etc

required for proper completion of each item in all

respect including all lead and lift as per drawings,

approved shop drawings, specification,

miscellaneous details and instructions of

Engineer.
     

1

One fan point, one light point, one bell point,

controlled by one switch, wiring complete with

Pvc single core cable 1.5 mm² in concealed Pvc

conduit, supply and fixing.

36 Point

2

Add for each additional light point, on same

switch circuit/additional circuit,for one bell

point,controlled by more then one push switch

wiring complete with Pvc single core cable 1.5

mm2 in concealed  pvc conduit, supply and fixing.

12 Point

3

One three pin socket outlet 5A point controlled by

one switch wiring complete pvc with single core

cable 1.5mm² in concealed Pvc conduit, including

earth wire, supply and fixing.

24 Point

4

One three pin socket outlet 15 Amps point

controlled by one switch wiring complete with

PVC single core cable 2.5mm² in concealed Pvc

conduit, including earth wire, supply and fixing.

6 Point

Pvc Conduit

5

Pvc conduit 20 mm dia complete with all bends,

tees, boxes, saddles etc for concealed wiring,

supply and fixing 

120 Meter

6

Pvc conduit 25 mm dia complete with all bends,

tees, boxes, saddles etc for concealed wiring,

supply and fixing.(for power plug wiring).
60 Meter

7

Conduit 50mm dia, heavy gauge Class"B"

screwed complete with all bends, tees, boxes,

saddles etc, stove enamelled for Concealed

wiring, supply and fixing

600 Meter

Single Core Cable

8

Wiring in conduit surface, concealed, flame proof,

with single core PVC insulated cable, installed

and connected complete (excluding conduit)

single core cable, 1.5 mm², supply and fixing.

300 Meter

BILL OF QUANTITIES

S. No Description Qty Unit
Rate (Rs) Amount 

(Rs)
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In Figure In Words

C (3) - Watch Tower (Electrical Works)

S. No Description Qty Unit
Rate (Rs) Amount 

(Rs)

9 Same as item 24-609, but 2.5 mm² cable 90 Meter

10 Same as item 24-609, but 4mm² cable. 60 Meter

11 Same as item 24-609, but 10 mm² cable. 720 Meter

Gang SWITCH SERIES

12 One gang switch 10A, 250V, supply and fixing. 12 Each

13 4 gang switch 10A, 250V, supply and fixing. 12 Each

BOARD / BOXES

14

Board/boxes junction, rectangular 75x75mm, cast

or melleable iron, stove enamelled or galvd,

complete with cover,supply and fixing.

30 Each

15

Board/boxes junction, rectangular 75x100mm,

cast or melleable iron, stove enamelled or galvd,

complete with cover,supply and fixing.
6 Each

SWITCH AND SOCKET OUTLET

16

Switch, SP, socket outlet 3pin, 5A,

Universal/Multiple Bakelite, shuttered pattern,

complete, supply and fixing

24 Each

17

Switch SP socket outlet 3 pin, 15 Amps shuttered

pattern mounted in bakelite box complete, supply

and fixing.

6 Each

Wall Bracket Fan

18
Wall Bracket Fan Fancy with copper winding,

plastic body 20”&24” “Deluxe” Supply & fixing.
12 Each

EXHAUST FAN -AC

19

Fan electric, AC, Exhaust, 220/230 V, single

phase, 50 cycles, plastic frame, body and blades,

complete with cord operated switch, shutter and

fixing screws, imported (National, Toshiba,

Sanyo, Fisher etc) 15cm, supply and fixing.

6 Each

LIGHT FITTINGS

20

LED Downlight,7watts,220/240volts,approved

type,Standard, Supply and fixing 6 Each

21
LED Downlight, 18watts, 220/240 volts, approved

type,Standard. Supply and fixing
12 Each

22
Wall Bracket, fancy, single, complete with holder

and lamp,supply and fixing.
6 Each

23

LED Flood Security Light,30Watts,220-

240Volts,approvedtype “Premium”, complete

supply and fixing

12 Each
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In Figure In Words

C (3) - Watch Tower (Electrical Works)

S. No Description Qty Unit
Rate (Rs) Amount 

(Rs)

DISTRIBUTION BOARDS

24

Distribution board,steel sheet (16BG) with hinged

over, having locking arrangement, duly enamelled

painted, suitable for housing of different

capacities of MCCBs etc (as required) supply and

fixing.

3 Sqm

Circuit Breakers

25
MCCB, DP 6 to 63A, (breaking capacity 6KA)

supply and fixing.
18 Each

26
MCCB, SP 6 to 63A, (breaking capacity 6KA)

supply and fixing.
12 Each

27

MCCB,3 Pole 500/600V, 50/60 cycles, complete

with thermal and magnetic trips ,15 to 60A,

(breaking capacity 2.5 KA),supply and fixing.
6 Each

28
Phase Indicating sign, red, blue or yellow as

required,supply and fixing
18 Each

29
Digital Volt meter 220/440V for LTpanel, CT

Operated with selector switch, supply & fixing
6 Each

30
Digital Ampere meter 600A for LT panel, CT

Operated supply & fixing
6 Each

EARTHING

31

Special earth for transformers HT and LT

switchgear for areas having water table more

than 3 meters depth supply and fixing vid para

25.4 of spacifications.

12 Each

32

Stringing, straining, tensioning and binding

Copper conductor, bar solid or stranded 3/0

SWG., supply and fixing.
60 Meter

Solar Energy System

33

Supply installation testing and commissioning of

electric solar energy system, including PV

modules, PV module mounting system, sun

tracking system where required, inverters, AC/DC

cable network, smart energy meter, all protection

and safties, earthing, lightning protection system,

Electrical panels board and maintenance free

batteries as per drawing and specifications.

18,000 Watt

___________________ _________________________________________

CONTRACTOR  Sindh Solar Energy Project (SSEP)

Total Amount of Watch Tower (Electric Works) Rs.

(Rupees 

In Words
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Client/ Owner      :   Project Director, Sindh Solar Energy Project (SSEP)

Name of Project  :   Sindh Solar Energy Project (SSEP)

Name of Work     :  Construction of Boundary Wall & Civil Works at Deh Halkani - Karachi Sindh (5.947 Km)

In Figure In Words

C4 - Watch Tower (ICT Works)

NOTE-1:

Supplying, installation at any height, testing and

commissioning of the following items of work

(unless specifically stated otherwise) including all

materials, labour, tools, plants, accessories, etc.

as per specifications and after approval of

Engineer, required for proper completion of each

item in all respect. If a cost is not delineated for

any item/work deemed necessary by Client to fully

meet the user requirements contained herein, then

such item/works will be deemed to be free. No

extra charges will be permitted beyond items

listed in the price table.

NOTE-2:

All related civil, Electrical and Mechanical works

not mentioned in any items of BOQ, or in

drawings, but are required for the completion of

works are deemed to be included in the items

mentioned below. No extra amount shall be paid in

this regard.

1

Supply, Installation, Testing & Commissioning of

4MP O/D PTZ Camera, 45X Optical Zoom, D/N,

Wide Dynamic Range (WDR), f4.5mm-129mm,

360 degree Pan Rotation, H.265, WDR (120dB),

Power supply, Motion detection, video tampering,

IP67 Outdoor Weatherproof, IK-10, Defog, Power

Cable, complete with Wall/Pole bracket, IR

Distance more than 300m,ONVIF Profile S&G&T,

CGI and all other accessories required for proper

completion of work as per attached Specification

& approval of Engineer.

24 Each

2

Supply, Installation, Testing & Commissioning of

IP IR Bullet 1/2.7" 5MP Box Camera, 2.7mm -

13.5mm Vari-focal, H.265 High Profile, TDN,

PoE, ONVIF complete with Wall/Pole Mount

Brackets, IP67,IK10 ,IVS Tripwire, Intrusion, IR

Distance more than 55m, Abandoned/Missing,

Face Detection and all other accessories required

for proper completion of work as per approval of

Engineer.

4 Each

3

Supply, Installation, Testing & Commissioning of

Keyboard Controller for PTZ Cameras, Network &

Wi-Fi supported, R232, and RS485 Connections,

TFT LCD Touch Screen, 1280 x 800 Resolution.

Supports 4K Live View Decoding, Four (4) HDMI

Output Channels, Operating System (Embedded

Linux), The keyboard shall control cameras

directly and all other accessories/work required

for proper completion of work as per approval of

Engineer.

2 Each

BILL OF QUANTITIES

Sr. 

No
Description Qty Unit

Rate (Rs) Amount 

(Rs)
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In Figure In Words

C4 - Watch Tower (ICT Works)

Sr. 

No
Description Qty Unit

Rate (Rs) Amount 

(Rs)

4

Supply, Installation, Testing & Commissioning of

16 Channel Network Video Recorder of 1 TB

storage system for 30 days of storage, including

Video Management Software, 19" Rack-mounted

including 21" LED Screen and all other

accessories as per attached specifications and as

per approval of Engineer.

1 Each

5

Supply, Installation, Testing & Commissioning of

32 Channel Network Video Recorder of 12 TB

storage system for 30 days of storage, Smart

H.265/H.265+, including Video Management

Softwarem Upto 64 Channels video stream face

recognition, 100,00 face images in total, RAID 5,

required Licenses to support all cameras, 19"

Rack-mounted and all other accessories as per

attached specifications and as per approval of

Engineer.

1 Each

6

Supply, Installation, Testing & Commissioning of

43” 4k Ultra-HD , aspect ratio 16 : 9, resolution

3840 x 2160 (UHD), LED backlight, 350 cd/m sq

Brightness, 4000 : 1 Contrast Ratio , HDMI Cable

(length as per site requirement), including

pedestal and all necessary accessories complete

in all respect and to the entire satisfaction of

Engineer.

2 Each

7

Supply, Installation, Testing & Commissioning of

Desktop Computer Intel Core i7 latest generation,

with latest licensed Operating System, 16 GB

RAM, 256GB SSD & 1TB HD, 32" LED, including

keyboard & Mouse, Dual Output VGA & HDMI

card, 2GB Dedicated Nvidia Graphic Card and all

other accessories as per attached specifications

and as per approval of Engineer.

2 Each

8

Supply, Installation, Testing & Commissioning of

24-port Gigabit Ethernet PoE Layer 2 Switch 1

Gigabit Ethernet Uplink Port, IEEE 802.1 & 802.3

all applicable standards of Layer 2 switch, 19"

Rack mounted and all other accessories as per

attached specifications and as per approval of

Engineer.

1 Each

9

Supply, Installation, Testing & Commissioning of

Industrial Network Switch of 8 Port, 2 nos. of 10G

Uplink port including industrial Optical 2 x 10G

SFPs and all other accessories as per attached

specifications and as per approval of Engineer.

13 Each
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In Figure In Words

C4 - Watch Tower (ICT Works)

Sr. 

No
Description Qty Unit

Rate (Rs) Amount 

(Rs)

10

Supply, Installation, Testing & Commissioning of

1kVA online UPS for Pole Cameras, pure

Sinusoidal wave for switch and PTZ camera with

rack including 1nos. of 100 Ah dry batteries its

power wiring all types as per equipment

requirement, MS Powder Coated Pole Box (for

UPS and ODF & Industrial Switch) including

breakers, power Socket, Cooling Fan etc. and all

other accessories as per attached specifications

and as per approval of Engineer.

13 Each

11

Supply, Installation, Testing & Commissioning of

5kVA online UPS, pure Sinusoidal wave for

CCTV Equipment's such as Cameras, NVR,

Switches, Computers, LEDs etc. with rack

including 4nos. of 100 Ah dry batteries its power

wiring all types as per equipment requirement and

all other accessories as per attached

specifications and as per approval of Engineer.

1 Each

12

Supply, Pulling, Testing & Commissioning of

Indoor Drop Fiber Cable 48-Core Single Mode

ITU-T (G.652.D), including tagging and all other

accessories required for proper completion of

work as per approval of Engineer.

7,800 Meter

13

Supply & Installation of 12-Core Horizontal Fiber

Optic Splice Closure (with required splicing) with

3 in- 3 out cable ports, Water proof (protection

grade is IP 68), suitable for Handhole/Manhole

(with all other wall mounting accessories as per

approval of Engineer). The closure can be

opened again after being sealed and can be

reused by changing the sealing material with all

necessary accessories complete in all respect

and to the entire satisfaction of Engineer.

12 Each

14

Supply & Installation of 48-Core Horizontal Fiber

Optic Splice Closure (with required splicing) with

3 in- 3 out cable ports, Water proof (protection

grade is IP 68), suitable for Handhole/Manhole

(with all other wall mounting accessories as per

approval of Engineer). The closure can be

opened again after being sealed and can be

reused by changing the sealing material with all

necessary accessories complete in all respect

and to the entire satisfaction of Engineer.

3 Each

15

Supply, Pulling, Testing & Commissioning of

Indoor Drop Fiber Cable 4-Core Single Mode ITU-

T (G.652.D), including tagging and all other

accessories required for proper completion of

work as per approval of Engineer.

390 Meter
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In Figure In Words

C4 - Watch Tower (ICT Works)

Sr. 

No
Description Qty Unit

Rate (Rs) Amount 

(Rs)

16

Supply, Installation, Testing & Commissioning of

Optical Distribution Frame (ODF) 8 Port with

splicing and distribution module, equipment's for

fixing, stripping and grounding, ribbon and non-

ribbon optical fibers, FC/SC/APC/ST adaptors all

other accessories required for proper completion

of work as per approval of Engineer.

13 Each

17

Supply, Installation, Testing & Commissioning of

Optical Distribution Frame (ODF) 24 Port 19"

Rack-mounted with splicing and distribution

module, equipment's for fixing, stripping and

grounding, ribbon and non-ribbon optical fibers,

FC/SC/APC/ST adaptors all other accessories

required for proper completion of work as per

approval of Engineer.

4 Each

18

Supply, Installation, Testing & Commissioning of

Cat-6, 4 Pair FTP Cable (23-AWG), Gigabit

support, excellent electrical characteristics, low

weight, slim design, no corrosive and to be

complaint along with RJ45 Connectors wherever

required, standards of electromagnetic

compatibility and all necessary accessories

complete in all respect and to the entire

satisfaction of the Engineer.

195 Meter

19

Supply, Installation, Testing & Commissioning of

Cat-6, 4 Pair UTP Cable (23-AWG), Gigabit

support, excellent electrical characteristics, low

weight, slim design, no corrosive and to be

complaint along with RJ45 Connectors wherever

required, standards of electromagnetic

compatibility and all necessary accessories

complete in all respect and to the entire

satisfaction of the Engineer.

235 Meter

20

Supply, Installation, Testing & Commissioning of

Optical 2-Core Roset with Back box (Wall/Floor)

and all necessary accessories complete in all

respect and to the entire satisfaction of Engineer.

3 Nos.

21

Supply & Installation of Faceplate, dual port with

1 RJ-45 UTP I/O & 1 Cat-6 FTP/STP I/O, dual

shutter, plastic wall plate color matching to wall

color, sheet steel back box and all accessories as

per approval of Engineer.

13 Nos.
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In Figure In Words

C4 - Watch Tower (ICT Works)

Sr. 

No
Description Qty Unit

Rate (Rs) Amount 

(Rs)

22

Supply & Fixing of 19" 27U height Floor Standing

Cabinet, Cable management. The Cabinet is four

side open with front and back mesh door. The

back door is two side openable. The cabinet is

fabricated from sheet metal with base of 16

gauge and pillars of 16 gauge with Locking,

sliding and fix trays, PDU, 1U fan unit with 4

cooling fans, 4 wheels and 4 adjustable feet of

casters with complete accessories as per

approval of Engineer. 

1 Each

23

Supply and Installation of PVC conduit 25 mm dia

complete with all bends, tees, boxes, saddles.

Sample should be approved by the Engineer

before installation.

350 Meter

24

Supply and fixing of Polyethylene Pipe (PE-100),

50 mm dia PN-10/SDR-17 (excl cost of

excavation) including the cost of laying in proper

position, fitting, jointing (using coupler for Joint),

spacer, nylon rope and sealing of conduit end

with end caps at chamber to chamber. Sample

should be approved by Engineer before

installation with all necessary accessories

complete in all respect and to the entire

satisfaction of Engineer.

6,600 Meter

25

Providing Chamber 2' x 3' (600 x 900mm) inside

dimension 3'  (900mm) deep as per approved

design for ICT Cable with 18" (457mm) dia inside

cast iron cover and frame fixed in RCC 1:2:4 slab

6" thick (with 5lbs steel per cft), 9" thick burnt

block masonry wall set in 1:6 cement sand

mortar,  6" thick cement concrete 1:3:6 in

foundation, 1/2" (13mm) thick cement plaster 1:3

to all inside wall surface and top including curing,

excavation, backfilling and disposal of surplus

earth etc., complete in all respect as per direction

of the Engineer.

50 Each

26

Trenching 40cm x 90 cm as per attached

specification (respected/pre-defined corridor). 6,300 Meter

a. Excavation 

b. Supply & Filling of Soft soil

c. Supplying & laying of Brick

d. Backfilling with 90% compaction

e. Supplying & laying of Warning Tape

f. Site cleaning

___________________ __________________________________________

CONTRACTOR  Sindh Solar Energy Project (SSEP)

Total Amount of Watch Tower ICT Works

(Rupees 

In Words
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Client/ Owner      :   Project Director, Sindh Solar Energy Project (SSEP)

Name of Project  :   Sindh Solar Energy Project (SSEP)

Name of Work     :  Construction of Boundary Wall & Civil Works at Deh Halkani - Karachi Sindh (5.947 Km)

In Figure In Words

1

Excavation for foundation, trenches, drains and

other structure works in all kinds of soil (including

but not limited to ordinary soil, gravel, morum,

etc. but excluding rock) and backfilling the

suitable excavated material in foundation, plinth,

under floor (as per Specifications) including

breaking clods, watering, consolidation by

ramming in layers not exceeding 6 inches

(150mm) compacted, dressing and disposal of

unsuitable surplus excavated stuff to designated

area directed by the Engineer, including all lead

and lift. Item includes all cost whether backfilling

done for foundation/trenches, embankment (as

per specifications) and/or under floor.

399 Cft.

2

Excavation for foundation, trenches, drains and

other structure works in all kinds of rocks

including hard rocks by manual or any other

mechanical means including, stacking of suitable

and unsuitable materials separately, using

excavated suitable materials for backfilling of

Foundation/trenches, road embankment, under

floor etc. i/c (breaking maximum size of rocks /

boulders 30 cm by using manual / mechanical

means or mobile crushers for reduction of rocks /

boulders size), dressing, watering, consolidation

by ramming in layers not exceeding 12 inches

(300mm) compacted, and disposal of unsuitable /

surplus excavated stuff to designated area as

directed by the Engineer, including all lead and

lift.

Item includes all cost whether backfilling done for

foundation/trenches, embankment (as per

specifications) and/or under floor.

930 Cft.

3

Providing and laying of lean concrete using

crushed or broken stone graded; PCC 1:4:8, all

as specified. including all lead & lift, Mixed in

Batching Plant.

439 Cft.

4

Providing and laying of RCC with 3000 Psi

compressive cylindrical strength in different

structural elements, e.g base slab, foundation,

roof, slabs, walls, landings, beams, columns,

lintels and bands etc as specified, including

formwork / shuttering. Reinforcement to be

measured and paid separately. including all lead

& lift, Mixed in Batching Plant. (For Culvert Wing

Walls, Cutoff Walls, Apron floors etc)

a) Foundations / Base Slab 793 Cft.

b) Walls & Chamfers etc. 764 Cft.

Amount 

(Rs.)

D -  Box Culvert

BILL OF QUANTITIES

S. No Description Qty Unit
Rate (Rs)
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In Figure In Words

Amount 

(Rs.)

D -  Box Culvert

S. No Description Qty Unit
Rate (Rs)

5

Providing and laying of RCC with 3500 Psi

compressive cylindrical strength in different

structural elements, e.g base slab, foundation,

roof, slabs, walls, landings, beams, columns,

lintels and bands etc as specified, including

formwork / shuttering. Reinforcement to be

measured and paid separately. including all lead

& lift, Mixed in Batching Plant. (For Culvert, Barrel

Walls, Base & Top Slabs, Chamfers etc)

a) Foundations / Base Slab 138 Cft.

b) Walls, Chamfers & Top Slabs etc. 364 Cft.

6

Supply and fix, bars round, using deformed bars

Grade-60 including cutting, bending, binding and

placing reinforcement in position.

6,179 Kg.

7
Providing and fixing of PVC water stopper

225mm wide and 5 mm thick.
20 Rft.

8

Providing & applying two coats of special

industrial bitumen (60/70 grade) at the rate of 1.0

Kg/Sqm. per coat, complete as per drawings,

specification & direction of the Engineer.

1,376 Sft.

9

Granular Backfill around Structure as specified in

drawings. (e.g. Retaining Walls, Culverts etc…,) 120 Cft.

10

Providing & fixing expansion joint with and

including the cost of expansion "serviseal" or

similar approved waterstop, premoulded joint

filler, cap with compressible filler on debonded

side, services Kork-Pak cap or similar approved,

dowel bars debonded on one side only complete

as shown in drawing, specification & direction of

the Engineer.

4 Sft.

___________________ _________________________________________

CONTRACTOR  Sindh Solar Energy Project (SSEP)

Total Amount of Box Culvert RS.

(Rupees 

In Words
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Client/ Owner      :   Project Director, Sindh Solar Energy Project (SSEP)

Name of Project  :   Sindh Solar Energy Project (SSEP)

Name of Work     :  Construction of Boundary Wall & Civil Works at Deh Halkani - Karachi Sindh (5.947 Km)

In Figure In Words

E - Pipe Culvert

1

Excavation for foundation, trenches, drains and

other structure works in all kinds of soil (including

but not limited to ordinary soil, gravel, morum,

etc. but excluding rock) and backfilling the

suitable excavated material in foundation, plinth,

under floor (as per Specifications) including

breaking clods, watering, consolidation by

ramming in layers not exceeding 6 inches

(150mm) compacted, dressing and disposal of

unsuitable surplus excavated stuff to designated

area directed by the Engineer, including all lead

and lift. Item includes all cost whether backfilling

done for foundation/trenches, embankment (as

per specifications) and/or under floor.

52 Cft

2

Excavation for foundation, trenches, drains and

other structure works in all kinds of rocks

including hard rocks by manual or any other

mechanical means including, stacking of suitable

and unsuitable materials separately, using

excavated suitable materials for backfilling of

Foundation/trenches, road embankment, under

floor etc. i/c (breaking maximum size of rocks /

boulders 30 cm by using manual / mechanical

means or mobile crushers for reduction of rocks /

boulders size), dressing, watering, consolidation

by ramming in layers not exceeding 12 inches

(300mm) compacted, and disposal of unsuitable /

surplus excavated stuff to designated area as

directed by the Engineer, including all lead and

lift.

Item includes all cost whether backfilling done for

foundation/trenches, embankment (as per

specifications) and/or under floor.

472 Cft

3

Providing and laying of lean concrete using

crushed or broken stone graded; PCC 1:4:8, all

as specified. including all lead & lift, Mixed in

Batching Plant.

124 Cft

4

Providing and laying of RCC with 3000 psi

compressive cylindrical strength in different

structural elements (foundation etc.) including

formwork all as specified. Reinforcement

measured and paid separately.

351 Cft

7

Supply and fix, bars round, using deformed bars

Grade-60 including cutting, bending, binding and

placing reinforcement in position.

498 Kg.

BILL OF QUANTITIES

S. No Description Qty Unit
Rate (Rs)

Amount (Rs.)
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In Figure In Words

E - Pipe Culvert

S. No Description Qty Unit
Rate (Rs)

Amount (Rs.)

5

Supply and fix, RCC pipes 1050mm (3'-6")

bore,laid and jointed with spigot socket or tongue

and groove joint,include rubberring,as specified.
10 Rft

6

Two coat of water proofing primer, cold sticker,

(Bituminous Emulsion) @ Each Coat 0.75

Kg/sqm all as specified. (on surfaces in contact

with earth complete as per drawings / approved

manufacturer's specifications & direction of the

Engineer.)

636 Sft

___________________ _______________________________________

CONTRACTOR  Sindh Solar Energy Project (SSEP)

Total Amount of Pipe Culvert (Rs.)

(Rupees 

In Words
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Client/ Owner      :   Project Director, Sindh Solar Energy Project (SSEP)

Name of Project  :   Sindh Solar Energy Project (SSEP)

Name of Work     :  Construction of Boundary Wall & Civil Works at Deh Halkani - Karachi Sindh (5.947 Km)

In Figure In Words

F - Environmental Social Management Plan (ESMP)

Trainings & Reporting

1 Training workshops for PMO, CSC,

Contractors & Others
2

Once every 3 months for 

period of 6 months
No.

2 Consultations, Reporting & Communication 2
Once every 3 months for 

period of 6 months
No.

   

Environmental Monitoring

3 Ambient Air Quality Monitoring (24 hrs.) 6

Once in pre-construction 

period, twice during 

construction period & twice 

for 1 year operation period at 

two (2) Sites

No.

4 Noise Monitoring Meter (for PMO/ CSC) 1
Procured to conduct noise 

monitoring on-site at 

intervals

No.

5 Ground Water Quality Monitoring 6

Once in pre-construction 

period, twice during 

construction period & twice 

for 1 year operation period at 

one (1) Site

No.

6 Waste Water Quality Testing 6

Once in pre-construction 

period, twice during 

construction period & twice 

for 1 year operation period at 

one (1) Site

No.

7
Mobilization Charges for Environmental

Quality Monitoring
10 No.

8 Roadside Plantation of Native Species @ 5

Saplings/in replace of Each Tree Affected 750 No.

Operational Expenses

9 Personal Protective Equipment’s including;

ear muffs, safety shoes, masks, gloves,

safety helmets, safety vests, warning tapes

and safety signage

- -

Lump 

sum

for six

months

10 Divergance Equipments including; Jarsy

Barriers, Safety Cones, Hard barricades - -

Lump 

sum

for six

months

11 Medical masks, sanitizers and soaps

(kit per head) - -

Lump 

sum

for six

months

12 First aid box (2), quality first aid medicines

containing antibiotics and other seasonal

medicine for seasonal diseases, flue, fever

and scabies etc. (09 months) and

temperature gun/ infrared thermometers

Lump 

sum for 

six 

months

13 Fire Fighting Equipment purchase and six

monthly refilling 
6 One Time No.

14 Health & Hygiene including; provision of

waste collection bins, cleaning of site and

dormitory areas, use of disinfectants and solid

waste management

- -

Lump 

sum

for six

months

BILL OF QUANTITIES

Sr.

No.
Particulars Qty Frequency Unit

Rate (Rs) Amount

Rs.
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In Figure In Words

Sr.

No.
Particulars Qty Frequency Unit

Rate (Rs) Amount

Rs.

15 Environmental Health & Safety Officer,

Community Liaison Officer and Grievance

Redressal Officer
- -

Lump 

sum

for six

months

___________________ _______________________________________

CONTRACTOR  Sindh Solar Energy Project (SSEP)

Total Amount (Rs.)

(Rupees __________________________________________________________________________________________________________)

In Words
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Client/ Owner      :   Project Director, Sindh Solar Energy Project (SSEP)

Name of Project  :   Sindh Solar Energy Project (SSEP)

Name of Work     :  Construction of Boundary Wall & Civil Works at Deh Halkani - Karachi Sindh (5.947 Km)

In Figure In Words

A ENGINEER'S OFFICE FACILITIES

The Contractor shall provide, operate and

maintain the following facilities within one week of

Engineer’s issue of commencement letter and

shall continue un-interrupted till the completion of

works.

1 Contractor shall provide, operate and maintain

temporary site office facility 1 No. Steel

Containers (size L40′) adequately furnished

including but not limited to provision of furniture,

air-conditioned (heating & cooling), kitchen

(including tea making items), toilet, electricity,

water-supply, janitorial service for Engineer’s/

Employer’s personnel having roof and walls duly

insulated, as directed by the Engineer. The facility

to be provided on monthly rental basis till the

satisfactory completion of the Project.

6 Month

2 01 No. Tea boy 6 Month

3 02 Nos. Security Guard 6 Month

4 HP, Dell or equivalent Laptop, 13 Generation (or

higher) Intel Core i7 Processors, 16GB RAM,

One TB SSD, Giga bit Ethernet LAN alongwith

genuine/ licensed Microsoft Windows 10

operating system and Microsoft Office

Professional Edition latest version alongwith 256

GB USB 3.0 Flash Drive

2 Nos.

5
HP, Dell, IBM or equivalent Desktop PC, 12th

Generation (or higher) Core i7 Processors, 16GB

RAM 8 x 2, 4GB Dedicated Graphic Card, 1

Terabit SATA Hard + 512 GB SSD Drive, 19"

LED Screen, Giga bit Ethernet LAN along with

genuine/ licensed Microsoft Windows 10

operating system and Microsoft Office

Professional Edition latest version alongwith 256

GB USB 3.0 Flash Drive and UPS 

1 No.

6 HP LaserJet black & white Printer DN 1200 x

1200 DPI A3 size 
1 No.

7 Provision of Statrionery and monthly maintenance

printer and refilling of cartrage. 
6 Month

8 Provide and maintain Field laboratory fully

equipped with all latest equipment, staff and

furniture to perform all the tests required by the

Engineer.

6 Month

Amount

 (Rs.)

BILL OF QUANTITIES

G - FACILITIES FOR EMPLOYER/ ENGINEER

Sr. 

No.
Description Qty Unit

Rate (Rs)
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In Figure In Words

Amount

 (Rs.)

Sr. 

No.
Description Qty Unit

Rate (Rs)

B FURNISHING AND MAINTAINING 

TRANSPORTATION FACILITIES

Notes

i). The Contractor shall provide the following

facilities within Fifteen days of issuance of letter of

Commencement by the Engineer. 

ii). The vehicles shall be on monthly rental basis (at

all times) however, the vehicle shall be brand new,

latest model, as per the standard specifications of

the manufacturer, as per the approval of the

Employer/ Engineer.

iii). The Employer will pay the prices of below items as

mentioned in the Rates of this BOQ. The payment

shall be processed once the items have been

provided. Contractor will be liable to deliver these

items as specified in the BOQ and any price

variation (+ or -) shall be assessed by the

Contractor and any financial impact shall be

considered as incorporated in his overall rates /

contract price.

iv). In case the Contractor does not supply the

required items, the Employer shall have the right

to hire on monthly rental basis, the same on behalf

of the Contractor and recover the actual cost +

10% overheads from any monies due to the

Contractor.

1 Toyota Hilux Standard E 4 x 4 Double Cabin Jeep

(Air-Conditioned) or other approved equivalent -

Brand New latest model vehicle (On Monthly

Rental basis with Driver, upto the completion of

the project).

2 Nos.

2 Fuel for Vehicles (1,000 Ltrs Per Month) (500

Ltrs, for each Toyota Hilux) to be paid by the

Contractor on monthly basis for entire project

period.

6,000 Liter

___________________ _______________________________________

CONTRACTOR  Sindh Solar Energy Project (SSEP)

(Rupees _________________________________________________________________________________________________)

In Words

Total Amount Rs.
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2. Schedule of Payment Currencies 

 
For ...........................insert name of Section of the Works   
 
Separate tables may be required if the various sections of the Works (or of the Bill of Quantities) 
will have substantially different foreign and local currency requirements. The Employer should 
insert the names of each section of the Works. 
 
 

 A B C D 

Name of Payment 
Currency 

Amount of 
Currency 

Rate of 
Exchange 
to Local 

Currency 

Local Currency 
Equivalent 
C = A x B 

Percentage of 
 Total Bid Price 

(TBP) 
100xC 
TBP 

Local currency 
  
 

 
1.00 

  

Foreign Currency #1 
  
 

    

Foreign Currency #2 
  
 

    

Foreign Currency #3 
  
 

    

Total Bid Price 
    

 
100.00 

Provisional Sums 
Expressed in Local 
Currency 

 1.00  
 

TOTAL BID PRICE 
(Including provisional 
sum) 
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3. Schedule(s) of Adjustment Data 

 
Table A - Local Currency 

 

Index 
Code 

Index 
Description 

Source of 
Index 

Base Value 
and Date 

Bidder’s 
Local Currency 

Amount 

Bidder’s 
Proposed 
Weighting 

 Non adjustable — — — A:   * 
B:   * 
C:   * 
D:   * 
E:   * 

   Total  1.00 

 
[* To be entered by the Employer. Whereas “A” should a fixed percentage, B, C, D and E should 
specify a range of values and the Bidder will be required to specify a value within the range such 
that the total weighting = 1.00] 
 

 
Table B - Foreign Currency 
Name of Currency: _______________ 

 
If the Bidder wishes to quote in more than one foreign currency, this table should be repeated 
for each foreign currency. 

 

Index 
Code 

Index 
Description 

Source of 
Index 

Base 
Value and 

Date 

Bidder’s 
Currency in 

Type/Amount 

Equivalent 
in FC1 

Bidder’s 
Proposed 
Weighting 

 Nonadjustable — — —  A:   * 
B:   * 
C:   * 
D:   * 
E:   * 

    Total  1.00 

 
[* To be entered by the Employer. Whereas “A” should a fixed percentage, B, C, D and E should 
specify a range of values and the Bidder will be required to specify a value within the range such 
that the total weighting = 1.00] 
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Forms of Bid Security 
 

Form of Bid Security - Bank Guarantee 
 
Beneficiary:   
 
Request for Bids No:  
 
Date:  
 
BID GUARANTEE No.:  
 
Guarantor:   
 
We have been informed that [insert name of the Bidder,] (hereinafter called "the Applicant") has 
submitted or will submit to the Beneficiary its Bid (hereinafter called "the Bid") for the execution 
of [insert description of contract] under Request for Bids No. [insert number] (“the RFB”).  
 
Furthermore, we understand that, according to the Beneficiary’s conditions, Bids must be 
supported by a Bid guarantee. 
 
At the request of the Applicant, we, as Guarantor, hereby irrevocably undertake to pay the 
Beneficiary any sum or sums not exceeding in total an amount of [insert amount in letters] (insert 
amount in numbers) upon receipt by us of the Beneficiary’s complying supported by the 
Beneficiary’s statement, whether in the demand itself or a separate signed document 
accompanying or identifying the demand, stating either that the Applicant: 
 
(a)  has withdrawn its Bid during the period of Bid validity specified by the Applicant in the Letter 

of Bid (“the Bid Validity Period”), or any extension thereto provided by the Applicant; or 
 
(b)  having been notified of the acceptance of its Bid by the Beneficiary during the period of Bid 

validity, (i) fails to execute the contract agreement or (ii) fails to furnish the performance 
security and, if required, the Environmental, Social, Health and Safety (ESHS) Performance 
Security, in accordance with the Instructions to Bidders (“ITB”) of the Beneficiary’s bidding 
document. 

 
This guarantee will expire: (a) if the Applicant is the successful Bidder, upon our receipt of copies 
of the contract agreement signed by the Applicant and the performance security and, if required, 
the Environmental, Social, Health and Safety (ESHS) Performance Security, issued to the 
Beneficiary in relation to such contract agreement; and (b) if the Applicant is not the successful 
Bidder, upon the earlier of (i) our receipt of a copy of the Beneficiary’s notification to the Applicant 
of the results of the Bidding process; or (ii) twenty-eight days after the end of the  Bid Validity 
Period.  
 
Consequently, any demand for payment under this guarantee must be received by us at the office 
indicated above on or before that date. 
 
This guarantee is subject to the Uniform Rules for Demand Guarantees (URDG) 2010 Revision, 
ICC Publication No. 758. 

 
 
 
 
_____________________________ 
[signature(s)] 
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Form of Bid Security - Bid Bond 
 
BOND NO. ______________________ 
 
BY THIS BOND [name of Bidder] as Principal (hereinafter called “the Principal”), and [name, legal 
title, and address of surety], authorized to transact business in [name of country of Employer], as 
Surety (hereinafter called “the Surety”), are held and firmly bound unto [name of Employer] as 
Obligee (hereinafter called “the Employer”) in the sum of [amount of Guarantee] [amount in 
words], for the payment of which sum, well and truly to be made, we, the said Principal and 
Surety, bind ourselves, our successors and assigns, jointly and severally, firmly by these 
presents. 
 
WHEREAS the Principal has submitted a written Bid to the Employer dated the ___ day of 
______, 2023, for the execution of [name of Contract] (hereinafter called the “Bid”). 
 
NOW, THEREFORE, THE CONDITION OF THIS OBLIGATION is such that if the Principal: 
 
(a) has withdrawn its Bid during the period of bid validity set forth in the Principal’s Letter of 

Bid (“the Bid Validity Period”), or any extension thereto provided by the Principal; or 
 

(b) having been notified of the acceptance of its Bid by the Employer during the Bid Validity 
Period or any extension thereto provided by the Principal: (i) failed to execute the contract 
agreement; or (ii) has failed to furnish the Performance Security and, if required, the 
Environmental, Social, Health and Safety (ESHS) Performance Security, in accordance 
with the Instructions to Bidders (“ITB”) of the Employer’s bidding document. 

 
then the Surety undertakes to immediately pay to the Employer up to the above amount upon 
receipt of the Employer’s first written demand, without the Employer having to substantiate its 
demand, provided that in its demand the Employer shall state that the demand arises from the 
occurrence of any of the above events, specifying which event(s) has occurred.  
 
The Surety hereby agrees that its obligation will remain in full force and effect up to and including 
the date 28 days after the date of expiration Bid Validity Period set forth in the Principal’s Letter 
of Bid or any extension thereto provided by the Principal. 
 
IN TESTIMONY WHEREOF, the Principal and the Surety have caused these presents to be 
executed in their respective names this ____ day of ____________ 2023. 
 
 
 
Principal: _______________________ Surety: _____________________________ 
 Corporate Seal (where appropriate) 
 
 
 
 
 
_______________________________ ____________________________________ 
(Signature) (Signature) 
(Printed name and title) (Printed name and title) 
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Form of Bid-Securing Declaration 

 
Date: [insert date (as day, month and year)] 
RFB No.: [insert number of Bidding process] 
Alternative No.: [insert identification No if this is a Bid for an alternative] 

 
 
To: [insert complete name of Employer] 

We, the undersigned, declare that:     

We understand that, according to your conditions, bids must be supported by a Bid-Securing 

Declaration. 

We accept that we will automatically be suspended from being eligible for bidding or submitting 

proposals in any contract with the Employer for the period of time of [insert number of months or 
years] starting on [insert date], if we are in breach of our obligation(s) under the bid conditions, 
because we: 

(a)  have withdrawn our Bid during the period of Bid validity specified in the Letter of Bid; or 

(b)  having been notified of the acceptance of our Bid by the Employer during the period of bid 
validity, (i) fail or refuse to execute the Contract, if required, or (ii) fail or refuse to furnish 
the Performance Security and, if required, the Environmental, Social, Health and Safety 
(ESHS) Performance Security, in accordance with the ITB. 

We understand this Bid-Securing Declaration shall expire if we are not the successful Bidder, 
upon the earlier of (i) our receipt of your notification to us of the name of the successful Bidder; 
or (ii) twenty-eight days after the expiration of our Bid. 

Name of the Bidder* [insert complete name of person 
signing the Bid] 

Name of the person duly authorized to sign the Bid on behalf of the Bidder** [insert complete 
name of person duly authorized to sign the Bid] 

Title of the person signing the Bid [insert complete title of the person signing the Bid] 

Signature of the person named above  [insert signature of person 
whose name and capacity are shown above] 

Date signed _[insert date of signing] day of [insert month], [insert year] 

*: In the case of the Bid submitted by joint venture specify the name of the Joint Venture as Bidder 

**: Person signing the Bid shall have the power of attorney given by the Bidder to be attached 
with the Bid [Note: In case of a Joint Venture, the Bid-Securing Declaration must be in the name 
of all members to the Joint Venture that submits the Bid.] 
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TECHNICAL PROPOSAL 

TECHNICAL PROPOSAL FORMS 

 

- Key Personnel Schedule  
 

- Equipment 
 

- Site Organization 
 
- Method Statement 
 

- Mobilization Schedule 
 
- Construction Schedule 

 
- ESHS Management Strategies and Implementation Plans 

 
- Code of Conduct (ESHS) 
 

- Others 
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FORM PER -1 
 

KEY PERSONNEL SCHEDULE  
 

Bidders should provide the names and details of the suitably qualified Key Personnel to perform 
the Contract. The data on their experience should be supplied using the Form PER-2 below for 
each candidate.  

 

Key Personnel  

1. Title of position:  

 Name of Candidate:  

 
Duration of appointment:  

 
Time commitment: for 
this position: 

 

 
Expected time schedule 
for this position: 

 

2. Title of position:  

 Name of candidate: 

 
Duration of appointment:  

 
Time commitment: for 
this position: 

 

 
Expected time schedule 
for this position: 

 

3. Title of position:  

 Name of candidate: 

 
Duration of appointment:  

 
Time commitment: for 
this position: 

 

 
Expected time schedule 
for this position: 

 

4. Title of position:  

 Name of candidate:   

 
Duration of appointment:  

 
Time commitment: for 
this position: 

 

 
Expected time schedule 
for this position: 
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Form PER-2:  
 

Resume and Declaration 
 

 Key Personnel  
 

Name of Bidder 

 

 

Position [#1]: [title of position from Form PER-1] 

 

Personnel 
information 

Name:  

 

Date of birth: 

 Address: 

 

E-mail: 

   

 Professional qualifications: 

 

 Academic qualifications: 

 

 Language proficiency:[language and levels of speaking, reading and writing skills]  

 

Details   

 Address of employer: 

 

 Telephone: 

 

Contact (manager / personnel officer): 

 Fax: 

 

 

 Job title: 

 

Years with present employer: 

Summarize professional experience in reverse chronological order. Indicate particular technical and 
managerial experience relevant to the project. 

Project  Role 
Duration of 
involvement 

Relevant experience 

[main project 

details] 
[role and responsibilities 

on the project] 
[time in role] [describe the experience relevant to this position] 

    

    

 
 
Note: 
Detailed CV and PEC Certificate of the Engineers are mandatory to attach. 
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DECLARATION 
 
I, the undersigned Key Personnel, certify that to the best of my knowledge and belief, the 
information contained in this Form PER-2 correctly describes myself, my qualifications and my 
experience. 
 
I confirm that I am available as certified in the following table and throughout the expected time 
schedule for this position as provided in the Bid:   
 

Commitment Details 

Commitment to duration of contract: [insert period (start and end dates) for which this Key Personnel is 

available to work on this contract] 

Time commitment: [insert the number of days/week/months/ that this Key Personnel will be 

engaged] 

 

I understand that any misrepresentation or omission in this Form may: 

(a) be taken into consideration during Bid evaluation; 

(b) my disqualification from participating in the Bid; 

(c) my dismissal from the contract. 

 

Name of Key Personnel: [insert name]     

Signature: __________________________________________________________ 

Date: (day month year): _______________________________________________ 

 

Countersignature of authorized representative of the Bidder: 

Signature: ________________________________________________________ 

Date: (day month year): __________________________________ 
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EQUIPMENT 

The Bidder shall provide adequate information to demonstrate clearly that it has the capability to 
meet the requirements for the key equipment listed in Section III (Evaluation and Qualification 
Criteria). A separate Form shall be prepared for each item of equipment listed, or for alternative 
equipment proposed by the Bidder. The Bidder shall provide all the information requested below, 
to the extent possible. Fields with asterisk (*) shall be used for evaluation. 

 
Type of Equipment* 
 

Equipment 
Information 

Name of manufacturer,  
 
 
 

Model and power rating 

 Capacity 
 
 

Year of manufacture 

Current 
Status 

Current location 
 
 

 Details of current commitments 
 

  

Source Indicate source of the equipment 

  Owned  Rented  Leased  Specially manufactured 

 

 
The following information shall be provided only for equipment not owned by the Bidder. 
 

Owner Name of owner 
 

 Address of owner 
 

  

 Telephone 
 

Contact name and title 

 Fax 
 

Telex 

Agreements Details of rental / lease / manufacture agreements specific to the project 

  

  

 

 

Note: 
Ownership documents of equipment are mandatory to attach. 
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SITE ORGANIZATION 
 
 
The Bidder shall provide detail Organization Chart indicating head office, field office and 
Supervisory Staff involved in management and supervision, engineering, equipment 
maintenance and purchasing. 
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METHOD STATEMENT 

 
The Bidder is required to submit a narrative outlining the method of performing the Work. The 
narrative should indicate in detail (min. 50 pages) and include but not be limited to:  

 
a) The method of executing the Works, the procedures for installation of equipment and 

machinery and transportation of equipment and materials to the site. 
 

b) Quality control / Quality assurance measures to be adopted including procedures to be 
followed for carrying out all tests required under specifications. 
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MOBILIZATION SCHEDULE 

 
Mobilization in Pakistan, the type of facilities including personnel accommodation, office 
accommodation, provision for maintenance and for storage, communications, security and other 
services to be used. 

 
The Bidder shall list or explain his mobilization plans for providing these facilities for the service 
of the Contract as follows: 
 

1. Site Preparation (clearing, land preparation, etc.). 
 
2. Provision of Services. 
 

a) Power (expected power load, etc.) 
b) Water (required amount and system proposed). 
c) Sanitation (sewage disposal system, etc.). 

 
3. Construction of Facilities 
 

a) Contractor’s Office. Workshop and Work Areas (areas required and proposed 
layout, type of construction of buildings, etc.). 

b) Warehouses and Storage Areas (area required, type of construction and 
layout). 

c) Housing and Staff Facilities (Plans for housing for proposed staff, layout, type 
of construction, etc.). 

 
4. Construction Equipment Assembly and Preparation (detailed plans for carrying 

out this activity). 
 
5. Other Items Proposed (Security services, etc.). The Contractor should mention 

here what are his proposed environmental measures for the project as per EPA 
rules like treatment of wastewater and water quality etc. The Contractor shall 
submit a detailed EMP (Environmental Management Plan) to describe how 
materials are removed from site and disposed-off at a safe location, prevention for 
the contamination of ground and surface water in neighboring areas etc. including 
remedial measures for adoption.  

 
6. Detail of testing Lab with testing equipment etc. 
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CONSTRUCTION SCHEDULE 

 
The Bidder shall provide the Construction Schedule in the Primavera (level III) showing the 
sequence of work items by which he proposes to complete the work of the entire Contract. The 
programme should indicate the sequence of work items and the period of time during which he 
proposes to complete the Works including the activities like designing, schedule of submittal of 
drawings, ordering and procurement of materials, manufacturing, delivering, construction of civil 
works, erection, testing and commissioning of Works to be supplied under the Contract. 
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ESHS MANAGEMENT STRATEGIES AND IMPLEMENTATION PLANS  

(ESHS-MSIP) 
 

The Bidder shall submit comprehensive and concise Environmental, Social, Health and Safety 
Management Strategies and Implementation Plans (ESHS-MSIP) as required by ITB 11.1 (i) of 
the Bid Data Sheet. These strategies and plans shall describe in detail the actions, materials, 
equipment, management processes etc. that will be implemented by the Contractor and its 
subcontractors.  

 
In developing these strategies and plans, the Bidder shall have regard to the ESHS provisions of 
the contract including those as may be more fully described in the Works Requirements in        
Section VII. 
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CODE OF CONDUCT: ENVIRONMENTAL, SOCIAL, HEALTH AND 
SAFETY (ESHS)  

 
The Bidder shall submit the Code of Conduct that will apply to the Contractor’s employees and 
subcontractors as required by ITB 11.1 (i) of the Bid Data Sheet. The Code of Conduct shall 
ensure compliance with the ESHS provisions of the contract, including those as may be more 
fully described in the Works Requirements in Section VII.  

 
In addition, the Bidder shall submit an outline of how this Code of Conduct will be implemented. 
This will include: how it will be introduced into conditions of employment/ engagement, what 
training will be provided, how it will be monitored and how the Contractor proposes to deal with 
any breaches. 
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OTHERS 
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BIDDER’S QUALIFICATION 

To establish its qualifications to perform the contract in accordance with Section III (Evaluation 
and Qualification Criteria) the Bidder shall provide the information requested in the corresponding 
Information Sheets included hereunder: 
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Form ELI -1.1: Bidder Information Form 

Date: _________________ 
RFB No. and title: _________________ 

Page __________of _______________pages 

 

Bidder's name 

 

In case of Joint Venture (JV), name of each member: 

 

Bidder's actual or intended country of registration: 

[indicate country of Constitution] 

Bidder's actual or intended year of incorporation: 

Bidder's legal address [in country of registration]: 

 

Bidder's authorized representative information 

Name: _____________________________________ 

Address: ___________________________________ 

Telephone/ Fax numbers: _______________________ 

E-mail address: ______________________________ 

1. Attached are copies of original documents of: 

 Articles of Incorporation (or equivalent documents of constitution or association), and/or 
documents of registration of the legal entity named above, in accordance with ITB 4.4. 

 In case of JV, letter of intent to form JV or JV agreement, in accordance with ITB 4.1. 

 In case of state-owned enterprise or institution, in accordance with ITB 4.6 documents 
establishing: 

 Legal and financial autonomy 

 Operation under commercial law 

 Establishing that the Bidder is not under the supervision of  the Employer 

 Income Tax Certificate 

 Valid Sindh Sales Tax Certificate of Sindh Revenue Board (SRB) 

 Certificate of Bank indicating “Not having been declared ineligible by the Bank” 

2. Included are the organizational chart, a list of Board of Directors, and the beneficial 
ownership. [If required under BDS ITB 47.1, the successful Bidder shall provide additional information on 

beneficial ownership, using the Beneficial Ownership Disclosure Form.] 

 



Section IV - Bidding Forms 25 
 

Form ELI -1.2: Information Form for JV Bidders  

(to be completed for each member of Joint Venture) 
Date: _______________ 

RFB No. and title: __________________ 
Page _______________ of ____________ pages 

 

Bidder’s Joint Venture name: 

 

 JV member’s name: 

 

 JV member’s country of registration: 

 

 JV member’s year of constitution: 

 

 JV member’s legal address in country of constitution: 

 

 JV member’s authorized representative information 

Name: ____________________________________ 

Address: __________________________________  

Telephone/ Fax numbers: _____________________ 

E-mail address: _____________________________ 

1. Attached are copies of original documents of: 

 Articles of Incorporation (or equivalent documents of constitution or association), and/or 
documents of registration of the legal entity named above, in accordance with ITB 4.4. 

 In case of JV, letter of intent to form JV or JV agreement, in accordance with ITB 4.1. 

 In case of state-owned enterprise or institution, in accordance with ITB 4.6 documents 
establishing: 

 Legal and financial autonomy 

 Operation under commercial law 

 Establishing that the Bidder is not under the supervision of  the Employer 

 Joint Venture Agreement  

 Income Tax Certificate 

 Valid Sindh Sales Tax Certificate of Sindh Revenue Board (SRB) 

 Certificate of Bank indicating “Not having been declared ineligible by the Bank” 

2. Included are the organizational chart, a list of Board of Directors, and the beneficial 
ownership. [If required under BDS ITB 47.1, the successful Bidder shall provide additional information on 

beneficial ownership, using the Beneficial Ownership Disclosure Form.] 
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Form CON - 2: Historical Contract Non-Performance,  
Litigation/ Arbitration and Blacklisting 

 
Bidder’s Name: ________________ 

Date: ______________________ 
RFB No. and title: ___________________________ 
Page _______________of ______________pages 

 

Non-Performed Contracts in accordance with Section III, Evaluation and Qualification Criteria 

 Contract non-performance did not occur since 1st January [insert year] specified in Section III, 
Evaluation and Qualification Criteria, Sub-Factor 2.1. 

 Contract(s) not performed since 1st January [insert year] specified in Section III, Evaluation and 
Qualification Criteria, requirement 2.1 

Year 
Non- performed 

portion of 
contract 

Contract Identification 

 

Total Contract 
Amount 

[insert  year] [insert amount and 

percentage] 
Contract Identification: [indicate complete contract name/ 

number, and any other identification] 

Name of Employer: [insert full name] 

Address of Employer: [insert street/ city/ country] 

Reason(s) for nonperformance: [indicate main reason(s)] 

[insert amount] 

Litigation & Blacklisting, in accordance with Section III, Evaluation and Qualification Criteria 

  Information to be submitted regarding Present or Past Litigation in accordance with           
Section III, Evaluation and Qualification Criteria, Sub-Factor 2.3. 

 
  Information to be submitted regarding Blacklisting of the firm in accordance with           

Section III, Evaluation and Qualification Criteria, Sub-Factor 2.4 

Year of 
dispute 

Amount in 
dispute 

(currency) 
Contract Identification 

Total 
Contract 
Amount 

  Contract Identification: _________ 

Name of Employer: ____________ 

Address of Employer: __________ 

Matter in dispute: ______________ 

Party who initiated the dispute: ____ 

Status of dispute: ___________ 

Reason(s) for Litigation and award decision [indicate main 

reason(s)] 

 

 
Note: 
Nonperformance contract, shall include all contracts where: 
(i) Nonperformance was not challenged by the contractor, including through referral to the dispute 

resolution mechanism under the respective contract; and  
 
(ii) Contracts that were so challenged but fully settled against the contractor. Nonperformance shall not 

include contracts where the Employer’s decision was overruled by the dispute resolution mechanism. 
Nonperformance must be based on all information on fully settled disputes or litigation, i.e. dispute 
or litigation that has been resolved in accordance with the dispute resolution mechanism under the 
respective contract and where all appeal instances available to the Bidder have been exhausted. 

 
(iii) Affidavit on Rs. 100 Stamp Paper regarding Non-Performance to be attached. 

 
(iv) Affidavit on Rs. 100 Stamp Paper regarding Litigation/ Black-listing to be attached  

 
 



Section IV - Bidding Forms 27 
 

Form CON - 3: Environmental, Social, Health, and Safety  
Performance Declaration  

[The following table shall be filled in for the Bidder, each member of a Joint Venture and each Specialized Subcontractor] 

 
Bidder’s Name: [insert full name] 

Date: [insert day, month, year] 
RFB No. and title: [insert RFB number and title] 

Page [insert page number] of [insert total number] pages 

Environmental, Social, Health, and Safety Performance Declaration  
in accordance with Section III, Qualification Criteria, and Requirements 

 No suspension or termination of contract: An employer has not suspended or terminated a 
contract and/or called the performance security for a contract for reasons related to 
Environmental, Social, Health, or Safety (ESHS) performance since the date specified in 
Section III, Qualification Criteria, and Requirements, Sub-Factor 2.5. 

 Declaration of suspension or termination of contract:  The following contract(s) has/have 
been suspended or terminated and/ or Performance Security called by an employer(s) for 
reasons related to Environmental, Social, Health, or Safety (ESHS) performance since the date 
specified in Section III, Qualification Criteria, and Requirements, Sub-Factor 2.5. Details are 
described below: 

Year Suspended or 
terminated 
portion of 
contract 

Contract Identification 

 

Total Contract 
Amount 

[insert year] [insert amount and 
percentage] 

Contract Identification: [indicate complete contract name/ 

number, and any other identification] 

Name of Employer: [insert full name] 

Address of Employer: [insert street/city/country] 

Reason(s) for suspension or termination: [indicate main 

reason(s) e.g. for GBV/ SEA breaches] 

[insert amount] 

[insert year] [insert amount and 

percentage] 
Contract Identification: [indicate complete contract name/ 

number, and any other identification] 

Name of Employer: [insert full name] 

Address of Employer: [insert street/ city/ country] 

Reason(s) for suspension or termination: [indicate main 

reason(s)] 

[insert amount] 

… … [list all applicable contracts] … 

Performance Security called by an employer(s) for reasons related to ESHS performance 
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Form CCC: Current Contract Commitments / Works in Progress 

 

Bidders and each member of a JV should provide information on their current commitments on all 
contracts that have been awarded, or for which a letter of intent or acceptance has been received, 
or for contracts approaching completion, but for which an unqualified, full completion certificate has 
yet to be issued. 

 
Name of contract Employer, 

contact 
address /tel/ 

fax 

Value of 
outstanding 
work (Rs.) 

Estimated 
completion 

date 

Average 
monthly 

invoicing over 
last six months 

1. 
 

    

2. 
 

    

3. 
 

    

4. 
 

    

5. 
 

    

etc. 
 

    

 

 
Note: 

 Detail of the work mentioned in Section III, Evaluation and Qualification Criteria, Sub-Factor 
4.1. 

 Bidder is required to submit Work-Order/ Acceptance letter work. 
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Form FIN - 3.1: Financial Situation and Performance 

Bidder’s Name: ________________ 

Date: ______________________ 

RFB No. and title: ___________________________ 

Page _______________of ______________pages 

1. Financial data 

Type of Financial information 
in 

(currency) 

Historic information for previous 05 years, 

Year 1 Year 2 Year 3 Year4 Year 5 

Statement of Financial Position (Information from Balance Sheet) 

Total Assets (TA)      

Total Liabilities (TL)      

Total Equity/Net Worth (NW)      

Current Assets (CA)      

Current Liabilities (CL)      

Working Capital (WC)      

Information from Income Statement 

Total Revenue (TR)      

Profits Before Taxes (PBT)      

Cash Flow Information 

Cash Flow from Operating 
Activities 
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2. Sources of Finance 

Specify sources of finance to meet the cash flow requirements on works currently in progress 
and for future contract commitments. 

 

No. Source of finance Amount Rs. 

1 
 
 

 

2 
 
 

 

3 
 
 

 

 
 
 

 

3. Financial documents 

 

The Bidder and its parties shall provide copies of financial statements for last 05 years pursuant 

Section III, Evaluation and Qualifications Criteria, Sub-factor 3.2. The financial statements shall: 

 
(a)  reflect the financial situation of the Bidder or in case of JV member , and not an affiliated 

entity  (such as parent company or group member). 

 
(b) be independently audited or certified in accordance with local legislation. 

 
(c) be complete, including all notes to the financial statements. 

 
(d) correspond to accounting periods already completed and audited. 

 
 

 Attached are copies of financial statements for the last 05 years required above; and 

complying with the requirements 
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Form FIN - 3.2: Average Annual Construction Turnover 

Bidder’s Name: ________________ 

Date: ______________________ 

RFB No. and title: ___________________________ 

Page _______________of ______________pages 

 

Annual turnover data (construction only) 

Year Amount 

[indicate year] [insert amount and indicate currency] 

  

  

  

  

Average Annual Construction 
Turnover * 

 

*  See Section III, Evaluation and Qualification Criteria, Sub-Factor 3.2. 
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Form FIN - 3.3: Financial Resources 
 

Specify proposed sources of financing, such as liquid assets, unencumbered real assets, lines of 
credit, and other financial means, net of current commitments, available to meet the total 
construction cash flow demands of the subject contract or contracts as specified in Section III, 
Evaluation and Qualification Criteria. 

Source of financing Amount Rs. 

1. 
 

 

2. 
 

 

3. 
 

 

4. 
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Form EXP - 4.1 : General Construction Experience 
 

Bidder’s Name: ________________ 
Date: ______________________ 

RFB No. and title: ___________________________ 
Page _______________of ______________pages 

 

 
Starting 

Year 
Ending 

Year Contract Identification 
Role of 
Bidder 

  Contract name: ____________________ 
 
Brief Description of the Works performed by the 
Bidder: _____________________________ 
 
Amount of contract: ___________________ 
 
Name of Employer: ____________________ 
 
Address: _____________________________ 

 

 

   
 
 
 
 
 
 

 

 

   
 
 
 
 
 

 

 

 
Note: 

 Detail of the work mentioned in Section III, Evaluation and Qualification Criteria, Sub-Factor 
4.1. 

 Bidder is required to submit supporting documents of the works. 
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Form EXP - 4.2: Experience of Infrastructure Works Projects 

Bidder’s Name: ________________ 

Date: ______________________ 

RFB No. and title: ___________________________ 

Page _______________of ______________pages 

Similar Contract No. Information 

Contract Identification  

Award date  

Completion date  

Role in Contract 
Prime 

Contractor 
 

Member in JV  
 

Management 
Contractor 

 

Sub-
contractor   

 

Total Contract Amount  Rs. 

If member in a JV or subcontractor, 
specify participation in total Contract 
amount. 

   

Employer's Name:  

Address: 

Telephone/ fax number 

E-mail: 

 

 
Note: 

 Detail of the work mentioned in Section III, Evaluation and Qualification Criteria, Sub-Factor 
4.2. 

 Bidder is required to submit supporting documents of the work. 
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SECTION V - ELIGIBLE COUNTRIES 

 

Eligibility for the Provision of Goods, Works and Services in Bank-Financed 
Procurement 

 
 

In reference to ITB 4.8, and 5.1, for the information of the Bidders, at the present time firms, 
goods and services from the following countries are excluded from this Bidding process: 
 
 
Under ITB 4.8 (a) and 5.1 [insert a list of the countries following approval by the Bank to apply the restriction or 

state “none”] 
 
Under ITB 4.8 (b) and 5.1 [insert a list of the countries following approval by the Bank to apply the restriction or 

state “none”] 
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SECTION VI - FRAUD AND CORRUPTION 
(Section VI shall not be modified) 

 
1. PURPOSE 

 
1.1 The Bank’s Anti-Corruption Guidelines and this annex apply with respect to procurement 

under Bank Investment Project Financing operations. 
 

2. REQUIREMENTS 
 

2.1 The Bank requires that Borrowers (including beneficiaries of Bank financing); bidders 
(applicants/ proposers), consultants, contractors and suppliers; any sub-contractors, sub-
consultants, service providers or suppliers; any agents (whether declared or not); and any 
of their personnel, observe the highest standard of ethics during the procurement process, 
selection and contract execution of Bank-financed contracts, and refrain from Fraud and 
Corruption. 

 
2.2 To this end, the Bank: 

 
a. Defines, for the purposes of this provision, the terms set forth below as follows: 

 
i. “corrupt practice” is the offering, giving, receiving, or soliciting, directly or indirectly, 

of anything of value to influence improperly the actions of another party; 
 

ii. “fraudulent practice” is any act or omission, including misrepresentation, that 
knowingly or recklessly misleads, or attempts to mislead, a party to obtain financial 
or other benefit or to avoid an obligation; 
 

iii. “collusive practice” is an arrangement between two or more parties designed to 
achieve an improper purpose, including to influence improperly the actions of 
another party; 
 

iv. “coercive practice” is impairing or harming, or threatening to impair or harm, 
directly or indirectly, any party or the property of the party to influence improperly 
the actions of a party; 
 

v. “obstructive practice” is: 
 

(a) deliberately destroying, falsifying, altering, or concealing of evidence material 
to the investigation or making false statements to investigators in order to 
materially impede a Bank investigation into allegations of a corrupt, fraudulent, 
coercive, or collusive practice; and/or threatening, harassing, or intimidating 
any party to prevent it from disclosing its knowledge of matters relevant to the 
investigation or from pursuing the investigation; or 
 

(b) acts intended to materially impede the exercise of the Bank’s inspection and 
audit rights provided for under paragraph 2.2 e. below. 

 
b. Rejects a proposal for award if the Bank determines that the firm or individual 

recommended for award, any of its personnel, or its agents, or its sub-consultants, 
sub-contractors, service providers, suppliers and/ or their employees, has, directly or 
indirectly, engaged in corrupt, fraudulent, collusive, coercive, or obstructive practices 
in competing for the contract in question; 
 

c. In addition to the legal remedies set out in the relevant Legal Agreement, may take 
other appropriate actions, including declaring mis-procurement, if the Bank 
determines at any time that representatives of the Borrower or of a recipient of any 
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part of the proceeds of the loan engaged in corrupt, fraudulent, collusive, coercive, or 
obstructive practices during the procurement process, selection and/or execution of 
the contract in question, without the Borrower having taken timely and appropriate 
action satisfactory to the Bank to address such practices when they occur, including 
by failing to inform the Bank in a timely manner at the time  they knew of the practices;  

 
d. Pursuant to the Bank’s Anti- Corruption Guidelines and in accordance with the Bank’s 

prevailing sanctions policies and procedures, may sanction a firm or individual, either 
indefinitely or for a stated period of time, including by publicly declaring such firm or 
individual ineligible (i) to be awarded or otherwise benefit from a Bank-financed 
contract, financially or in any other manner; (ii) to be a nominated sub-contractor, 
consultant, manufacturer or supplier, or service provider of an otherwise eligible firm 
being awarded a Bank-financed contract; and (iii) to receive the proceeds of any loan 
made by the Bank or otherwise to participate further in the preparation or 
implementation of any Bank-financed project;  

 
e. Requires that a clause be included in bidding/request for proposals documents and in 

contracts financed by a Bank loan, requiring (i) bidders (applicants/ proposers), 
consultants, contractors, and suppliers, and their sub-contractors, sub-consultants, 
service providers, suppliers, agents personnel, permit the Bank to inspect all 
accounts, records and other documents relating to the procurement process, selection 
and/ or contract execution, and to have them audited by auditors appointed by the 
Bank. 
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SPECIFICATIONS - SPECIAL PROVISIONS 
 
1. DESCRIPTION OF PROJECT 
 
1.1. General 
 

The Employer PD, PMU, Sindh Solar Energy Project is intending to Construct Boundary 
Wall & Civil Works at Deh Halkani - Karachi Sindh (5.947 Km) - Lot-2. 
 

2. THE SITE  
 
2.1. Site of Works 
 

The Site of the Works is the area for construction lying within the right-of-way lines, 
boundaries and limits shown on the Drawing and any such additional areas adjacent 
thereto as may be designated by the Engineer from time to time for the construction to be 
performed under the Contract. 

 
3. WORK UNDER THE CONTRACT  
 

The work in this contract comprises the execution and completion of the Works, 
remedying of any defects therein, maintenance of utility services and the provisions of all 
labour, materials, equipment, plant and everything whether of a temporary or permanent 
nature required in and for such execution, completion, remedying and maintenance so far 
as the necessity for providing the same is specified or can reasonably be inferred from 
the Contract documents. 

 

4. GENERAL RULES OF SPECIFICATIONS 
 

a) Specification or as Specified 
 
“Specification” or “as specified" refers to the specifications outlined in these 
Documents and where no specifications are available for any work or where the same 
are found not applicable then the relevant applicable AASHTO, ASTM or BSS 
specifications or equivalent standards shall apply in the same order.  
 
Any item for which no specifications are outlined but which are identified on drawings, 
shall be completed according to the standards as per AASHTO / ASTM / BSS, these 
include items that may be added in the future. The Employer / Employer’s 
Representative may supplement such specifications during the progress of work. All 
materials and processes used for these items shall be subjected to standard testing 
and, if found below the pertinent AASHTO / ASTM / BSS standards, shall be removed 
from the site immediately at Contractor's expense. 
 

b) Standards and Codes 
 

Wherever reference is made in the specifications to the respective standards and 
codes in accordance to which goods and materials are to be furnished, and work is to 
be performed or tested, the provisions of the latest current edition or revision of the 
relevant standards and codes in effect shall apply, unless otherwise expressly set 
forth in the Contract. 

 
c) Materials and Processes 
 

All goods and materials to be incorporated in the Works shall be new, unused, of the 
most recent or current models and incorporate all recent improvements in design and 
materials unless provided otherwise in the Contract. 
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d) Equivalent Materials, Processes, etc. 
 
Where specific materials, processes, etc. are specified and the same are not available 
other alternative materials and processes which ensure an equal or higher quality 
than those specified will be accepted subject to the Employer / Employer’s 
Representative's prior review and written approval. Differences between the those 
specified and the proposed alternatives must be fully described in writing by the 
Contractor and submitted to the Employer / Employer’s Representative at least 30 
days prior to the date when the Contractor desires the Employer / Employer’s 
Representative's approval who may give such approval after determining that the 
alternative proposed ensures equal or higher quality. 

 
e) Approved, Directed, Instructed 

 
Approved, directed, instructed means the approval, etc. of the Employer / Employer’s 
Representative unless otherwise stated. 

 
f) Alternatives 

 
Where alternative materials, processes etc., are specified the selection will depend on 
local conditions and discretion rests with the Employer / Employer’s Representative 
whose decision shall be final and binding. 

 
g) Catalogues / Standards / Manufacturer's Instructions, etc. 

 
Wherever the manufacturer's/ supplier's instructions, manuals, guarantees and 
ASTM/BSS Standards are referred to in the specifications and details of Bills of 
Quantities; all such literature shall be submitted by the Contractor to the Employer / 
Employer’s Representative for due checking, approval and record. 

 
h) Applicability 

 
Unless stated or specified else-where to the contrary these General Rules shall apply 
to all sections of work irrespective of their sequence, location and description. 

 
5. DRAWINGS 

 
5.1. Bidding Drawings 
 

Tender Drawings issued with the Tender Documents, called the Tender Drawings, show 
scope of the work to be performed by the Contractor. The Drawings are generally in 
sufficient detail so as to be used as a basis for construction, fabrication and for placing 
orders for  materials subject to corrections based on the future issue of supplementary 
Drawings as provided under  Sub-Clause 5.2 hereof. 
 

5.2. Construction Drawings, Supplementary Drawings 
 

After award of Contract, the Contractor shall carry out “Joint Survey” at Site of Works in 
pursuance to Sub-Clause 6.4, Specifications - Special Provisions. The Contractor shall 
submit to the Engineer “Joint Survey”, duly signed, dated and stamped by the 
representatives of the Employer, Consultant and Contractor. 
 
Simultaneously, the Contractor shall submit to the Engineer detailed “Work Programme” 
in terms of Sub-Clause 26.1 Conditions of Contract. 
 
After receipt of “Joint Survey” and “Work Programme” from the Contractor, the Engineer 
will start issuing Construction Drawings to the Contractor. The Engineer shall have 
authority to issue to the Contractor, from time to time, such Supplementary Drawings and 
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instructions as shall be necessary for the purpose of the proper and adequate execution 
and completion of the Works and the remedying of any defects therein. The Contractor 
shall follow these Drawings. 
 
The Contractor shall give notice to the Engineer regarding the part of the Drawings which 
in his opinion contain discrepancies or are not clear. The Engineer shall issue necessary 
clarifications or Supplementary Drawings in greater details as required to execute the 
Works. These Supplementary Drawings showing changes from the Bid Drawings, in the 
opinion of the Contractor, shall be reviewed by the Engineer for his determination of 
adjustment of the Contract Price under Clause 51 and 52 of the Conditions of Contract.  

 
5.3. Definition of Term Drawings 
 

The term Drawings as used in the Specifications means the Drawings referred in     
Clauses 5.1 and 5.2 hereof. 

 
5.4. Checking of Drawings 
 

The Contractor shall check all Drawings carefully as soon as practicable after receipt 
thereof, and shall promptly notify the Engineer of any errors discovered. 
 

5.5. Copies of Drawings 
 

Drawings will be issued to the Contractor as described below. 
 

a). Bidding Drawings 
 

One (1) set of the Tender Drawings will be issued to the Contractor alongwith Tender 
Documents. Additional sets will be provided at cost of reproduction upon written 
request of the Contractor. 

 
b). Construction Drawings / Supplementary Drawings 

 
One (1) print of each Construction Drawings / Supplementary Drawing will be issued 
to the Contractor free of charge. Additional sets will be provided at cost of 
reproduction upon written request of the Contractor. 

 
5.6. Drawings to be Furnished by the Contractor / As-Built Drawings 
 

The Contractor shall submit to the Engineer for review of such drawings as required 
under the Contract, sufficiently in advance of the work intended to be executed. 

 
The Contractor shall, at all times, keep on Site a separate set of prints on which all 
significant changes between the work shown on the Drawings and that which is actually 
constructed, shall be noted neatly, accurately and promptly as the work progresses. The 
Subcontractor(s) for plumbing, mechanical and electrical shall, at all times, keep on Site, 
a separate set of prints of the drawings (showing their parts of the Works) on which all 
significant changes between the work shown on the Drawings and that which is actually 
constructed, shall be noted neatly, accurately and promptly as the work progresses. Such 
drawings shall show the exact physical location and configuration of the works as actually 
installed. 
 
The Contractor shall, within fourteen (14) days of issuance Taking-Over Certificate for 
whole of the Works, furnish to the Engineer for his approval two (2) copies of such 
marked up drawings. One (1) copy of each of the marked up drawings approved by the 
Engineer shall be returned to the Contractor by the Engineer and these shall be used for 
the preparation of the As - Built Drawings.  
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The Contractor shall furnish to the Engineer six (6) complete sets of all As -Built Drawings 
as well as AutoCAD soft copy within thirty (30) days of receipt of drawings stated above, 
from the Engineer. 

 
5.7.  Shop Drawings & Design 

 
The Contractor to prepare and provide detailed shop drawings & design, for all the 
required items as per the instructions of the Employer/ Engineer and as mentioned in 
Bidding documents and drawings including but not limited to Architectural, Structural, 
Road works, Hard & Soft Landscaping, Electrical, Water Supply, Drainage, ICT or any 
related electro-mechanical works apart from Bar-bending schedule, etc. All drawings 
should be prepared based on the rules, regulation and requirements of the concerned 
departments and should be prepared electronically on latest venison of AutoCAD, hard 
copies along with soft copies on CD’s shall be submitted for the approval of Engineer as 
per the Nos. required in Scope of Work. 

 
6. SETTING OUT OF WORK AND SURVEY  
 
6.1. Reference Points, Lines 
 

The Contractor shall establish bench marks and / or reference line at the Site in 
accordance with the instructions of the Engineer. The Contractor shall set out its work 
from these bench marks and / or lines.  

   
6.2. Verification 
 

The Engineer may make checks as the work progress to verify lines and grades 
established by the Contractor and to determine the conformance of the work as it 
progresses with the requirements of the Drawings and Specifications. Such checking by 
the Engineer shall not relieve the Contractor of his responsibility to perform all work in 
accordance with the Drawings and Specifications and the lines and grades given therein. 

 
6.3. Survey Instruments 
 

The Contractor shall maintain at the Site the requisite surveying instruments in perfect 
working conditions for the use of the Engineer’s Representative to check levels and lines 
of the work at all times. These instruments shall include (but not limited to) One Total 
Station, Adequate nos. of Levels, theodolites, Tapes, etc. 

 
6.4. No work without Joint Survey 
 

The Contractor shall not start the excavation and / or embankment works until the Joint 
Survey has been done to establish the existing ground levels. 
 

7. APPROVAL OF MATERIALS AND PLANT  
 
7.1. Quality of Materials  

 
All materials, fixtures, fittings, supplies and plant furnished under the Contract shall be 
new and unused, standard first grade quality and of the best workmanship and design. 
No inferior or low-grade materials, supplies or articles will be either approved or accepted, 
and all work of assembly and construction shall be done in a first-class and workmanlike 
manner. In asking for prices for materials intended for delivery to the Site and 
incorporation in the Works under any portion of these Specifications, the Contractor shall 
provide the manufacturer or supplier with complete information as may be necessary to 
secure compliance to this Clause and, in every case, he shall quote this Clause in full to 
each such manufacturer or supplier. 
 



Section VII - Works’ Requirements   
 

 

Specifications - Special Provisions   Page 5 of 17 

7.2. Submission of Samples and Data 
 

As soon as practicable after award of Contract, the Contractor shall submit for the 
approval of the Engineer drawings, catalogues, diagrams and other descriptive data for 
all mechanical, electrical, architectural and such other materials and plant designated by 
the Engineer, which the Contractor proposes for use under this Contract. For certain 
materials and plant, data may be required to be submitted in accordance with a detail 
form furnished by the Engineer. Samples of materials (2 sets) shall be submitted by the 
Contractor to the Engineer at Contractor’s cost for approval sufficiently in advance of the 
materials intended to be incorporated in the Works. 
 

7.3. Testing 
 

Testing, except as otherwise specified herein, shall be performed by a testing agency as 
proposed by the Contractor and approved by the Engineer, at no extra cost to the 
Employer. The Engineer may require all testing to be carried out under his supervision 
only. 

 
The quality control testing shall be performed by the Contractor’s competent personnel in 
accordance with a site testing as approved by the Engineer. 

 
The Contractor shall keep a complete record of all quality tests programme performed on 
Site. 

 
7.4. Testing Laboratory Certificates 
 

The Engineer may accept a certificate from a commercial testing laboratory, satisfactory 
to him, certifying that the product has been tested within a period acceptable to the 
Engineer and that it conforms to the requirements of these Specifications. 
 

7.5. Inspection 
 

All material and Plant furnished and all work performed under this Contract will be subject 
to inspection by the Engineer at all times and in all states of completion both off-Site and 
on-Site. The Contractor shall furnish promptly without additional charge, all facilities, 
labour and materials reasonably needed for performing such inspection and testing as 
may be required by the Engineer. 

 
7.6. Approved Sample at Site 
 

The Contractor shall, at all times, keep on the Site approved samples. All such samples 
shall be made available to the Engineer as and when required.  

 
7.7. Survey Teams And Instruments 

 
The contractor shall provide necessary surveying staff and surveying equipment to the 
Engineer for conducting necessary survey work in connection with checking or 
establishing line, level, control and quantification of different items of work. 

 
The Contractor shall maintain survey equipment for the use of the Engineer. All survey 
equipment shall be maintained throughout the Contract period. 

 
a) Expendable Material 

 
The Contractor shall provide adequate supplies of expendable materials, i.e. pencils, 
rubbers and inks, drawing papers, level books, field books, pegs, brushes and paints 
as required by the Engineer. 
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7.8. Establishment of Field Laboratory 
 

The Contractor shall establish a Site laboratory for the purpose of necessary testing. The 
laboratory equipment shall remain the Contractor’s property at all times. 
 
The operation of the lab shall be under the control of Resident Engineer / Material 
Engineer of the Consultant. 
 

8. CONSTRUCTION SCHEDULE  
 
8.1. Submittal Date 
 

The programme to be submitted by the shall be submitted in the form of a detailed 
schedule based on a computerized network analysis covering all construction activities 
indicating critical activities with critical path, resource scheduling for Contractor’s 
Equipment, material and labour, within the period. All the milestone shall be clearly 
identified. 
 

8.2. Requirements 
 

The detailed submittal shall consist of schedules, network analysis tabulations and 
narrative descriptions of the proposed construction programme. 

 

Each summary or detailed schedule shall consist of a bar chart and a time-scaled 
network. The scheduled start and finish times for all activities on the bar chart shall agree 
with those on the network. All inter-relationships and inter-dependencies between 
structures shall be clearly indicated on the schedules. 

 

The network shall show the order and interdependence of activities planned by the 
Contractor and shall be time-scaled according to calendar dates. 

 

8.3. Monthly Reports 
 

Each month, the Contractor shall submit a report consisting of: 
 

- Copies of the bar charts for the current phase with both actual progress and 
scheduled progress shown. 

 

- Network analysis tabulations as in Sub-Clause 8.2 above, reflecting actual start and 
finish dates where applicable. 

 

- A narrative report discussing any significant deviations from the schedule and, if 
necessary, explaining the steps proposed to be taken to maintain the approved 
schedule. 

  

9. SITE OFFICE AND TEMPORARY FACILITIES TO BE PROVIDED BY THE 
CONTRACTOR 

 
9.1 Contractor’s Office, Facilities etc. 
 

The Contractor shall establish and maintain a Site office. The Contractor shall provide all 
facilities in connection with the execution, completion, of the Works, remedying defects 
therein and maintenance of the utilities services. The facilities shall, not be limited to, the 
Contractor’s Site Office, labour camps, workyard and storage areas, temporary water 
supply, waste water disposal, temporary electricity, medical unit, temporary roads, fire 
protection and firefighting equipment etc. 
 
The Contractor shall be solely responsible for arranging the facilities.  
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The Contractor shall arrange his labour camp, work yard, storage area, site office within 
the area available at the Site. 

 
9.2 Sign Board 
 

The Contractor shall erect and maintain at the Site in a location to be approved by the 
Engineer, 3 Sign Boards 4.45M height and 2 M wide for writing the name of Work, name 
of Employer, name of Consultants, name of Contractor and Project Cost. The notice 
board shall comprise of the following; 

 Frame of 3” dia GI Pipe properly painted as per the direction of the Consultants/ 
Engineer and as per drawing. 
 

 2 Nos. Posts of 3” dia GI Pipe 4.45M above ground and 1M below ground embedded 
in 1:2:4 CC 2’x2’x4’ with proper arrangements of anchorage and brasses. Pipes 
painted with anti-rust as directed by the Engineer. 
 

 4 Nos. Steel Sheets 0.6M high and 2M wide fixed on both sides with 50mm gap 
between each. The background of plates is of white color whereas the writing would 
be black or red color (as approved by the Engineer)  

 

 White imported 3M sheet used as background. The color of monogram would be, 
green, red or black etc. (as approved by the Engineer). 

 

 Alphabets of appropriate size as approved by the Engineer in 3M reflective sheet in 
blue/ black color. 

 
The Contractor shall maintain the display of the notice boards at his own cost throughout 
the length of the project. 

 
10. SAFETY 

 
10.1 Accident Prevention, Protective Equipment 
 

The Contractor shall comply and enforce compliance by all his Subcontractors with the 
highest standards of safety and accident prevention in compliance with all applicable 
laws, ordinance and statutory provisions. Where overhead work is being carried out, 
warning signs shall be installed at ground level clearly warning of the overhead work. 

  
All warning signs shall be in two languages, English and Urdu, and shall at all times be 
maintained in a clean and legible condition, to the satisfaction of the Engineer. Trash shall 
be removed at frequent intervals to the satisfaction of the Engineer. 
 

11. The Tendered Rates shall be inclusive of all lead and lift. 
 

12. The Contractor's rates shall include all incidental charges in connection with the work 
such as the cost of removing trees, shrubs, grass, etc., which interfere with the execution 
of the work as well as the cost of Natural Ground Compaction (NGC) which will be carried 
out by the Contractor upto the satisfaction of the Engineer prior to the earthwork. 
 

13. No alterations or additions shall be made by the Contractor in the Bill of Quantities and 
rates must be filled in ink or typed out both in figures and words clearly and legibly in the 
columns provided in the schedule of quantities. All corrections must be initialed by the 
contractors. Any Tender which does not comply with this condition will be liable to be 
summarily rejected and not taken into account when preparing comparative statement. 
 

14. Materials obtained from excavations will be the property of the Employer. Serviceable 
materials are to be stacked in places pointed out by Engineer. The Contractor undertakes 
to have the site clean and free from rubbish to the satisfaction of the Engineer. All surplus 
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materials, rubbish, etc., will be removed to places to be fixed by the Engineer and nothing 
extra will be paid for this. 
 

15. On completion of the work or earlier as directed by the Engineer, the Contractor shall 
remove all temporary structure (Godowns, site offices, etc.), erected by him at the site of 
work. He shall fill tanks dug out by him at site, remove all debris and other materials like 
surplus sand, stone ballast, rubbish, etc.; and in short, shall leave the site in a neat and 
tidy condition. 

 
16. The contractors in the course of their works should understand that all material (e.g. , 

stone and other materials) obtained in the work or dismantling, excavation, etc., will be 
considered as Employer’s property and issued to the contractors (if they require the same 
for their own use) at rates approved by the Engineer. If the materials are not required by 
them they will be disposed off in the interest of Employer. 

 
17. The contractor shall inspect the site of works and acquaint himself with the nature and 

requirements of the work, facilities of access for materials, removal of rubbish, cost of 
carriage, nature of strata, etc., before submitting his Bid. 
 

18. The contractor shall have to make temporary approach roads, etc., at his own cost to 
facilitate movement of materials, such approach roads shall be aligned in a manner 
approved by the Engineer. 
 

19. The contractor shall have to make proper arrangements for road crossing barriers during 
working hours in the day time as well as in the night when danger lights will have to be 
provided on either ends at his own cost and no extra cost will be paid. Sufficient 
barricades and red lights will be provided by the Contractor where required to avoid the 
chances of accidents. In case an accident occurs for failure on the part of the contractor, 
he shall be entirely responsible for the consequences.  
 

20. The Contractor shall have to make arrangements for diversions for traffic wherever 
necessary and shall have to provide diversion and caution boards as per directions of the 
Engineer at his own cost for which no extra cost will be paid. The diversion shall be 
watered and consolidated as per directions of the Engineer.  
 

21. No material shall be removed from the site without the written permission of the Engineer.  
 

22. Dewatering including shoring wherever so required for any foundation area, pumping, 
bailing out water, drainage of water within plot areas if any shall be deemed to have been 
included in the rates quoted by the tenderers and no extra payment will be made. 
 

23. The rates shall be deemed inclusive of such incidental charges. 
 

24. The Contractors shall execute all works at their own cost for diversion of water away from 
the plot as per site requirements to have full satisfaction of Engineer and no additional 
payment will be made on this account. 
 

25. The Engineer reserves the right to select all materials and the type, grade, heating 
capacity and quantity of proportion of any or all materials as required for a particular work. 
The decision of Engineer in this respect shall be final and binding on the Contractor. The 
rejects on materials must be carted at his own cost. If the rejected materials are not 
removed within one month of its rejection the materials will become the property of the 
Employer or will be removed at Contractors cost. 

 
26. ATTENDANCE AT MEETINGS 

 
The Contractor shall attend and shall cause his Sub-Contractors to attend any or all 
meetings when called by the Employer or the Engineer or his Representative to discuss 
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progress of the work and other matters related to the work and the Contract, without any 
compensation from the Employer. 
 
a). The Contractor shall bear all expenses of the Employer and his agents and 

representatives and the Engineer, his agents and representatives if requested by the 
Contractor for any meetings, instructions and approvals away from the Site. 

 
b). The proceedings of the meetings shall be recorded by the Engineer which shall be 

circulated to all the participants including those of the Contractor. All decisions taken 
in the meetings shall be binding on the Contractor and shall form part of the Contract. 

 
27. DOCUMENTS NOT TO BE ALTERED OR MUTILATED 

 
No alteration or mutilation (other than filling in all the blanks intended to be filled in) shall 
be made in the form of Bid or in any of the documents attached to it. Any comments 
which it is desired to make shall not be placed on any of the documents attached hereto, 
but shall take the form of a separate statement which shall be as brief as possible and 
referenced to items, clauses and pages of the annexed documents. 
 
Such statements shall not qualify the acceptance of the Bid based upon a proposed 
change or changes in the annexed documents, nor shall be binding upon the Employer in 
any way in making the award. Alterations of already written prices must be signed in the 
place of alteration by the Bidder or his legally authorised representative. 
 

28. PERSONAL LIABILITY OF PUBLIC OFFICIALS OR ENGINEER 
 

In carrying out any of the provisions of these specifications or in exercising any power of 
authority granted to them by or within the scope of the Contract, there shall be no liability 
upon the Employer or his authorized representatives or the Engineer or his authorized 
representatives their personally or in their official capacity, it being understood that in all 
matters they act solely as agents and representatives of the Employer. 

 
29. PROTECTION OF EXISTING SERVICES 

 
The Contractor shall search for, find, locate and protect any wiring, cable, duct, pipe work, 
etc., within or immediately adjoining the site area.  
 
The Contractor shall take full responsibility for safety of existing service lines, utilities and 
utility structures uncovered or encountered during excavation and construction 
operations.  
 
The Contractor shall promptly correct all such damage to original condition at no 
additional expense to the Employer. 
 
The Contractor shall take full responsibility for damaging any such service lines, utility/ 
utility structure and any cost and/or expense that arises or issues from any such damage 
shall be borne directly by himself. Should any damage to any such service occur the 
Contractor shall forthwith take remedial action, initiate safety precautions, install 
temporary services and carryout repair all at his own cost and expense and inform the 
Engineer and notify all relevant authorities. 
 
Existing utilities which are to remain in service for or after the works are to be determined 
by the Contractor. If any existing service lines, utilities and utility structures which are to 
remain in service are uncovered or encountered during these operations, they shall be 
safeguarded, protected from damage, and supported. The Contractor shall preserve, 
maintain and keep in perfect working conditions, any existing facilities required to be 
preserved by the Employer/ the Engineer. 
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30. COORDINATION OF WORK AT SITE  
 

The Contractor shall take cognizance that during the execution of the project, other 
contractors may be working concurrently in the vicinity. 

 
All works of his responsibility shall be coordinated by the Contractor so as to give the 
necessary facilities to other contractors or their workmen or any other employees, who 
execute or supervise any work on the Site. 

 
The Contractor shall ensure that the necessary safety precautions will be observed and 
interferences shall be avoided especially for the works executed side-by-side by different 
contractors. 

 
Due consideration must be given to permit access to sections of the work as required by 
other contractors for the execution of their works. With a view to coordinate the works, the 
Employer’s Representative may from time to time direct the order of the work to be 
carried out. 

 
31. ACCESS AND EXISTING ROADS 

 
If the Contractor finds it necessary or elects to use existing roads, the Contractor shall 
make all necessary arrangements and obtain all permits from the relevant departments 
for travel over and use of such roads. The Contractor shall observe all rules regulations of 
the concerned department regarding the use of said roads. The cost of maintaining all 
necessary safety measures and temporary structures and making any necessary repairs, 
replacements or similar operations and all or any other costs required by reason of his 
use of such roads shall be borne by the Contractor and the Contractor shall save 
harmless and indemnify the Employer in respect of all claims, demands proceedings, 
damages, costs, charges and expenses whatsoever arising out of or in relation to any 
such operation or interference. 

 
32. FIRST AID FACILITIES 

 
The Contractor shall provide and maintain adequate First Aid Facilities at all times, 
convenient to the Site to the approval of the Employer. 
 

33. HEALTH, SAFETY & ENVIRONMENT (HSE) 
 

33.1 HEALTH & SAFETY 
 
33.1.1 General 

 
The HSE goal is to ensure that a proactive HSE culture is implemented throughout the 
lifecycle of the project which will ultimately help project proponent / Contractors to achieve 
ZERO lost time and no loss to environment incidents during the entire project. 

 
Some of the below illustrated objectives shall be made part of the objectives: 

 Lost Time Injury Frequency (LTIF) 

 Number of Weekly HSE audits / inspections submissions 

 Number of HSE awareness campaign in the operation 

 Recording of UAUC / STOP cards per months by staff / management 

 Number of emergency drills per month 

 Incur zero vehicle related incident 

 Incur no damage to environment 
 

The Contractor shall submit detailed Health and Safety Plan for the Engineer’s approval 
before start of Works at site and shall strictly comply with all requirements of safety 
regulations currently in force. 
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Contractor should put in place a Health Safety and Environment (HSE) management 
system, covering all aspects of HSE including but not limited to hazard identification; 
identifying roles and responsibilities; reporting and documentation requirements; 
emergency response and safety procedure complying with local safety regulation 
requirements and best industrial practices.  
 
The Contractor shall appoint a site safety officer to the approval of the Engineer and shall 
take all reasonable precautions to prevent accidents to the Contractor’s workforce and to 
the public by providing, inter alia, proper ladders for access, adequate temporary covers 
to manholes, fencing around excavations, hard hats for use in designated areas and 
notices clearly indicating “hard-hat” areas, warning lights and general illumination of 
hazardous areas. 
 
The need for adequate protection to the general public in the vicinity of all excavations, 
open trenches, deep water and other potentially dangerous areas of the Works is 
stressed. Suitable warning signs shall be installed as required by the appropriate 
authority or Engineer. Contractor shall display visible / prominent safety signs, markings 
at all work sites in English / Urdu and Pashto languages. Work sites shall be properly 
barricaded with reflecting barrier tapes. 
 
The Contractor shall provide and maintain on the Site suitable Life Saving and First Aid 
Equipment including stretchers for transporting injured persons. 
  
All possible precautions shall be taken to provide for the safe storage of petroleum, 
explosives, gas bottles, and all other dangerous goods. All hazardous materials shall be 
stored in locked compounds. Permits shall be obtained for the storage of locked 
compounds. Permits shall be obtained for the storage of such materials wherever this is 
required by the relevant authorities, and the Contractor will be deemed to have included 
all costs in his Tender for the provision of necessary storage and handling requirements. 
 
Contractor shall avoid working at height activities where ever possible; however in some 
cases this will not be possible. In such cases a specific risk assessment shall be carried 
out. 
 
All personnel working at height shall be experienced and where required shall have 
received the necessary training. Additional task specific PPE and equipment like safety 
harness, etc shall be provided for the activity. Proper certified scaffolding equipment shall 
be used and trained / certified scaffolders to be engaged for the activity. 
 
Procedure of scaffolding and excavation activities shall be prepared by the Contractor. All 
the excavated sites shall be properly barricaded and loose materials shall be piled away 
from the excavation. Proper shoring shall be carried out by the Contractor during the 
excavation. 
 
The Contractor shall conform to the regulations of the controlling authority in force at the 
site with respect to the precautions to be taken against fire hazards. 
 
The Contractor shall ensure that all Works is carried out by trained and competent 
personnel under the supervision of responsible persons experienced in the particular 
aspect of the work concerned. 
 
The Contractor shall supply his personnel with adequate safe working, aids, such as 
helmets, life jackets, safety harnesses, goggles, gloves, face masks etc. Such protection 
must be worn when appropriate. 
 
A detailed record of all accidents shall be kept by the Contractor in a format to be agreed 
by the Engineer and the Engineer will be provided with a copy of all such reports. 
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SPECIFICATIONS - TECHNICAL PROVISIONS 
 
 

All items to conform with latest Specifications (with their sub-sequent amendments) except where 
additional specifications are provided in this section and BOQ, with the following additional 
stipulations: 
 
i) No payment for extra lead and lift will be made. 

 
ii) Not with-standing any item of BOQ, NO LEAD or LIFT for supply of any material/ disposal 

of any item/ execution of any work would be given to the Contractor. The Contractor is 
supposed to investigates the source of all materials and ascertain their cost of cartage 
(including all incidental costs) which would be considered incorporated in the items rates. 

 
iii) Sea water/ brackish water shall not be used in any construction activity including road 

construction. 
 
iv) Any item (i) described in the Bill of Quantities or relevant Specifications but not shown on 

the Drawings, or (ii) shown on the Drawings but nor described in the Bill of Quantities or 
relevant Specifications, shall be of like effect as it has been shown and mentioned in both. 
Similarly, if any item which is neither shown on the drawing not mentioned in the Bill of 
Quantities or Specification but is a pre-condition to carryout any item of the contract, it 
shall be considered to be included in the contract price, distributed among the rates and 
prices entered for the related items of works. The decision of the Engineer shall be final 
and binding on the Contractor, unless before the deadline for submission of Bids, such 
discrepancies are clarified by the Design Consultant as a result of an inquiry from bidders 
or on the initiative of the Design Consultant/ Employer. The clarification in either case 
would be sent to all bidders as an Addendum. However it shall be clearly understood that 
no extra cost whatsoever shall be paid in case such discrepancies if any, exist in the Bid 
documents. 
 

v) Not withstanding anything contained in the Contract Documents, Employer/ Engineer 
reserves the right to ask for justification/ rate analysis from the contractor of any rate which 
in the opinion of the Employer/ Engineer is abnormally high or low. Furthermore, the 
quoted rates, once accepted will be valid only for the quantities mentioned in the BOQ with 
a variation of ±15%. For any further variation, the Employer/ Engineer reserves the rights 
to reduce any abnormally high rate quoted by the contractor. 
 

vi) Notwithstanding anything contained in the Contract, all structural concrete shall be through 
approved Concrete Mixer Machine and as per the specifications.  
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EEXXCCAAVVAATTIIOONN,,  TTRREENNCCHHIINNGG  AANNDD  BBAACCKKFFIILLLLIINNGG  
 
1. SCOPE 

 
The work covered by this section of the specifications consists of furnishing all plant, labour, 
equipment, appliances, and materials and performing all operations in connection with excavation, 
trenching and back-filling for sewer and water supply lines and all other structures including all 
incidental works necessary for excavation to the required depth and dimensions in accordance 
with the applicable drawings, or as directed by the Engineer. The work shall be carried out in 
complete conformity with the specifications, set forth hereunder. 

 
2. SETTING OUT 

 
Lines and levels will be-set out by the Contractor who shall be responsible for maintaining all 
stakes and witness points set-up by-the Engineer for the execution of work in strict accordance 
with them. 

 
3. CLEARING AND GRUBBING 
 

The sites of all excavations shall be cleared of all shrubs, plants, bushes, large roots, rubbish and 
other objectionable materials. All such materials shall be removed from site of work or otherwise 
disposed off at no extra cost in a manner satisfactory to the Engineer. All trees and shrubbery that 
are designated by the Engineer to remain shall be adequately protected and preserved in an 
approved manner. 

 
4. EXCAVATION 
 
4.1. General 
 

All excavation of whatever substance encountered shall be performed to the depths indicated or as 
otherwise specified. During excavation, material suitable for backfilling shall be stockpiled in an 
orderly manner at a sufficient distance from the banks of the excavation to avoid overloading and 
to prevent sides from caving. 
 
All excavated material unsuitable are not required for backfill shall be removed and disposed at a 
location approved by the Engineer. Grading shall be done as may be necessary to prevent surface 
water from flowing into trenches or other excavations, and any water accumulated therein shall be 
removed by pumping or by other approved methods. Unless otherwise indicated or approved by 
the Engineer, excavation shall be open cut.  
 
The contractor shall remove the whole of the vegetation, top soil, concrete, flagging, paving, 
curbing, road metalling and other materials from the site of any excavation and shall keep 
separately and preserve the same for re-use where applicable. The ground shall be excavated for 
the permanent and temporary works to the required depths, width and levels so that the 
dimensions of the permanent work shall not be less than as shown on the Drawings, or as may be 
directed. 
 
All rubbish, filth and matter of an offensive nature taken out of any excavation shall be disposed off 
at once and not left on the surface within the site. 
 
The quantity of excavation shall be the volume of materials removed from below the original 
surface of the ground to the limits of excavation specified or shown on the drawings. 
 
Useful excavated material to be used in roadway embankment (as per NHA Specifications of road 
embankment). The material used for embankment is required to be dressed & compacted to 
specified degree of compaction at optimum moisture content. The rate of items deemed to include 
carriage, spreading, watering & compaction as per NHA specifications of Road Embankment. Item 
includes all cost whether backfilling due for trenches, road embankment and/or under floor (as per 
NHA specifications of Road Embankment). 
 

4.2. For sewer lines 
 

i). The excavation shall be carried out to the required alignment, levels, slopes or gradients as per 
drawings or described in the specifications and bill of quantities taking into account bedding 
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required below pipes or to such other dimensions and slopes as the Engineer may direct in 
writing to facilitate laying of pipes for sewerage network (both shallow and deep). The Contractor 
shall provide masonry pillars of suitable size and fix temporary benchmarks at intervals to be 
determined by the Engineer or his representative(s). No trench excavations shall be commenced 
without prior approval of the Engineer. Excavation shall proceed at the same rate as laying, 
jointing, testing and backfilling. 

 
ii). The quantity of excavation shall be the volume of materials removed from below the original 

surface of the ground to the limits of excavation specified or shown on the drawings. For soft and 
unstable soils, the Contractor shall provide all necessary site supports including timbering or 
sheet piling to support the sides of trenches. The cost of supply of all material, plant and labour 
that may be necessary for site clearance, excavation, over break, timbering, sheet piling, 
shoring, strutting, refilling, watering and ramming, etc., shall be included in the Contract Rates for 
excavation. In all cases, the quantity of excavation measured shall be the in- site volume of the 
undisturbed material with in allowable limits mentioned in the specification. In case sides or ends 
of any excavation collapse under self-weight or due to any other reason, the contractor shall at 
his own cost remove all disturbed material. Should sides or ends of any excavation give way, the 
contractor shall at his own cost remove all disturbed material. No additional payment due to side 
slopes of pipe trenches if carried out by Contractor shall be allowable.  

 
iii). Where the Contractor has excavated to depths in excess of the requirements, he shall refill and 

compact the excess excavation with 1:4:8 cement concrete upto the correct level at his own 
expense. Any excavation done in excess of specified width due to any reason, what so ever 
shall not be payable. 

 
iv). For excavation above ground water table, the width of the trench shall be equal to the external 

diameter of the pipe plus 18’’dia. not exceeding 12’’ dia. For sewers of internal diameter 
exceeding 12’’ dia. the width of trench payable shall be equal to external diameter of pipe plus 
30’’dia. The depth shall be as per longitudinal section of sewers and shall include for sewer 
bedding, to give minimum 30’’of the earth cushion over the pipe or to the depth of existing pipe 
where required to be connected. 

 
v). For excavation below ground water table up to a depth of 10ft, the width of trench allowable for 

payment shall be the external diameter of pipes plus 24’’ for pipes up to 12’’ diameter. For 
diameters exceeding 12’’, the width of trenches shall be external diameter plus 3ft. 

 
vi). For excavation below ground water table and depths exceeding 10ft, the width of trench 

allowable for payment shall be the external diameter of pipe plus 3’-6’’. 
 
vii). Additional excavation will be necessary at all manholes, valve chambers and pipe joints to 

facilitate the making of joint. Additional excavation for construction of manholes, valve chambers 
and joint holes shall be of such dimensions, so as to give clear working space. The Contractor 
shall make allowance for the additional excavation required for the manholes and valve 
chambers in the price tendered for trench excavation. These shall not be separately measured 
or paid. 

 
viii). The length of the trench shall be measured along the center line of the trench and the depth shall 

be measured vertically from original ground levels to the average bed level.  
 
ix). The maximum length of trench to be left open shall be the length between manholes or not more 

than 160ft of jointed pipe line, whichever is the lesser, and shall remain visible for the purpose of 
inspection and testing. In exceptional circumstances where the nature of the ground or locality 
renders it necessary to reduce this distance, the contractor shall inform the Engineer, 
immediately. In the case of pressure pipelines, partial backfilling shall be carried out before 
testing. 

 
x). Where pipes are laid through rock or extra hard strata, the trench shall be excavated to depths 

below the barrel of the pipes specified in "Schedule for pipe bedding & surrounds". The space 
below the pipe barrel shall be refilled with specified granular bedding material. 

 
xi). Embankment shall be prepared upto the full height of subgrade level (full ROW) then the 

excavation shall be made for water/ sewer line. After excavation, laying of water & sewer line be 
made then backfill with the suitable excavated material and re-compact through the Plate 
Compactor. 
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xii). The compacted layers shall be made in accordance with AASHTO T-191 or other approved 
methods. For all soils, with the exception of rock fill materials, containing more than 10% 
oversize particles (retained on ¾” /19 mm sieve), the in-place density thus obtained shall be 
adjusted to account for such oversize particles or as directed by the Engineer. Subsequent 
layers shall not be placed and compacted unless the previous layer has been properly 
compacted and accepted by the Engineer. 

 
xiii). Each layer shall be bladed or leveled with motor grader, bulldozer or similar equipment capable 

of shifting and forming the layer into a near and orderly condition. No rock larger than eight (08) 
centimeters in any dimension shall be placed in the embankment unless otherwise allowed by 
the Engineer. 

 
4.3. Excavation in Trenches 

 
Unless otherwise directed or permitted by the Engineer not more than 100 ft of any trench in 
advance of the end of the pipeline already laid shall be opened at any time. Trenches shall be 
excavated to the dimensions and depths shown on the drawings or ordered by the Engineer or in 
such a position or to such dimensions and depths as shall allow for the relevant operation.  
 
Excavation shall be carried out to give ample space for making joints and, where necessary, for 
concrete bedding or surround. For trench width, the dimension (12 inches + 1.5 dia of pile (inch) 
will be followed, but in no case shall be less than 18”. The banks of the pipe trench shall be as 
nearly vertical as practicable. Bell holes and depressions for joints shall be dug after the trench 
bottom has been prepared. 
 
The pipe, except for joints, shall rest on the prepared bottom for its full length. Bell holes and 
depressions shall be only of such length, depth, and width as required for properly making the 
particular type of joints. Stones shall be removed to avoid point bearing. Whenever wet or 
otherwise unstable material that is incapable of properly supporting the pipe as determined by the 
Engineer is encountered in the bottom of the trench, such material shall be removed to the depth 
required and the trench backfilled to the proper grade with coarse sand, or other suitable approved 
granular material. Such replacement of unsuitable material will be paid for at the contract unit price 
for that item of work as shall be agreed upon, before execution of this work, with the Owner. 
 
Where the Contractor has excavated to depths in excess of the requirements, due to negligence or 
from causes within his control, he shall refill and compact the excess excavation with suitable 
material approved by the Engineer, upto corrected level, at his own expense. 
 
Excavation for appurtenances shall be sufficient to leave at least 12 inches but not more than 24 
inches between the outer surface and the embankment or timber that may be used to hold and 
protect the banks. Any over-depth excavation below such appurtenances that has not been 
directed by the Engineer will be considered un-authorised and shall be refilled with compacted 
sand, gravel or concrete, as directed by the Engineer and at no additional cost to the Employer. 
 

4.4. Excavation for Structures 
 
All excavation under this contract, which is not included under the classification of excavation in 
Trenches shall be classified and paid for as excavation for structures. 
 
The Contractor shall provide adequate timbering or shoring for excavations. Should the sides and 
ends of any excavations give way the contractor shall, at no extra cost, removal all disturbed 
ground. Any excavation carried outside the limits shown on drawings and specified herein as the 
payment limits, shall not be treated as excavated and shall not be paid for. 
 
When foundation level is reached, the Engineer’s Representative will inspect the exposed ground 
and give directions as to what further excavation if any, he considers necessary. The excavation 
should be done in such a manner, as to ensure that the work rests on a solid and perfectly clean 
foundation. If the Contractor allows any portion of such foundations to deteriorate due to exposure, 
he shall make good the foundations to the satisfaction of the Engineer without extra cost. 
 

4.5. Rock 
 
‘Rock’ means a natural aggregate of mineral crystals which for its excavation would normally 
require the use of explosive and/or heavy pneumatic / hydraulic breaker and/or cutting equipment. 
The term shall exclude any material that can be removed by normal excavating machinery and 
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which in any individual mass has a volume not exceeding 1 cu.m or 0.25 cu.m where the net width 
of excavation is less than 2 meter.  
 
Before classification of mineral as rock the Contractor shall demonstrate to the satisfaction of the 
Engineer his inability to excavate it without resort to heavy percussion tools complete with rock 
bits, hydraulic wedges or blasting. 
 
Material shall not be classified as rock unless the Engineer has agreed to such classification on 
the basis of such a demonstration before its excavation. The Engineer’s agreement shall be 
subject to reservations on the extent of rock so classified and the extent of rock excavation shall 
be determined after examination of the excavated faces. Excavation where rock has been 
encountered and classified as such shall not be backfilled before examination of the excavated 
faces by the Engineer to enable the extent of the rock excavation to be demonstrated. 
 
The rock will be further classified as Soft or disintegrated rock, medium rock and hard rock for 
payment purpose. 
 

4.6. Hardcore Filling 
 
Hardcore shall be clean, broken stone, brick or concrete that will pass in all directions through a 
100mm ring. Hardcore shall be well packed and compacted to 90 percent of the maximum dry 
density as measured in accordance with BS EN 1344 and BS EN 13163. Sand may be added to 
the hardcore to achieve this degree of compaction. 
 

4.7. Trial / Test Pits 
 

The Contractor may be required to excavate trial pits and trial trenches upto about 10% of the total 
quantity of excavation specified in the contract at appropriate locations to determine the actual 
level of the existing water table, and position of existing conduits, water mains, gas mains, cable 
ducts and sewers etc. This excavation work shall be done carefully with due precaution, so as not 
to damage any existing services. The Contractor may be precluded from carrying out any 
permanent work until this information is obtained and may have to adopt his programme in 
accordance with the information so obtained by the Contractor. 
 
Trial test pits will be required to be dug before or during the execution of work at locations directed 
by the Engineer for determining the condition of soil, checking the location of utility services water 
levels etc. The size of individual trial pits may be kept 5ft x 5ft up to the required depth. The 
dimensions may be varied depending upon the site condition and as per instruction of the 
Engineer. The Contractor shall obtain prior permission from Engineer in writing before start of work 
on trial pits. No separate payment shall be made for trail pits required to be dug by the Contractor. 
The cost incurred by the Contractor on the trial / test pits shall be deemed to be included by the 
Contractor in his rates for excavation. 

 
4.8. Classification of Soils 
 

Excavation shall include the removal of all materials in all kinds of soils or stratas of every name 
and nature. The sub- soil in the project area mostly comprises of clay with fine sand, silt and lime 
stone formations. However the Contractor shall make his own assessment after detailed study of 
the area and digging the required trial / test pits as required in this regard. No claim shall be 
allowed on account of any omission or error in such data trial / test pits. 
 
If rock is encountered it shall be removed carefully and without excessive noise and vibration. 
Blasting shall not be allowable. The quantities of earthwork for each category of excavation i.e. 
soil, and rocks are provisional. The Engineer shall do the classification of soil during actual 
excavation. In case the Contractor meets rock during the excavation, the contractor shall request 
the Engineer in writing for a joint inspection for classification of soil. The Engineer shall visit the 
site during excavation and give his opinion in writing about classification of soil for the particular 
site or alignment. 
 
The excavation payable shall be limited to the dimensions and elevations as indicated on the 
drawings. Foundations on made up ground shall be taken down to nascent soil as per direction 
and approval of the Engineer. Excavation shall extend to a sufficient distance away from walls and 
footings to allow for placing and removal of forms, installation of services and for inspection. No 
payment shall be made for this extra excavation. The Contractor's rate for excavation shall be 
deemed to include for such extra excavation. 
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In the event of any excavation being carried out deeper than specified, the same shall be filled in 
by the Contractor at his own cost to the required level with lean concrete if beneath footing or with 
proper compacted local river sand if beneath slab. 

 
4.9. Mechanical Diggers and Other Appliances 
 

The Contractor shall not use mechanical excavation in gardens or plantation areas unless 
approval in writing has been obtained from owners and tenants. 
 
In addition to the above, if the Engineer shall reasonable consider it unsuitable that any excavator, 
mechanical digger or other machine or appliances employed, or proposed to be employed by the 
contractor should not be used or that any such machine or appliance as aforesaid is unsuitable for 
use on the works or on any part of the works, the Engineer may order the Contractor not to use 
and / or to immediately remove from the works such machine or appliance. 
 

5. PRECAUTIONARY AND REMEDIAL MEASURES 
 
5.1 Protection of Existing Facilities and Structures 

 
The Contractor shall take every necessary precaution not to endanger the safety, occupation or 
operation of any property, structures, installations or services in the vicinity of his operations and 
shall observe any restrictions imposed by authority concerned/Engineer to this end. Should any 
such property, structures, installations or services be endangered or damaged as a result of the 
Contractor’s operations, he shall immediately report any such danger or damage to the Engineer’s 
Representative and any authority concerned and shall forthwith undertake remedial measures to 
the satisfaction of the Engineer or the appropriate authority. 
 

5.2 Planking and strutting 
 
The Contractor shall provide, if required, at his own expense to the satisfaction of the Engineer all 
timbering, poling, shoring, strutting and other approved supports to the sides of all excavations, 
trenches and all other works in such a way as will be sufficient to secure them from falling and to 
prevent any movement. All responsibilities connected with this part of the work shall rest with 
contractor. 
 
In removing timbering, shoring and strutting and all other support from excavation and trenches 
etc., special care shall be taken to avoid bringing pressure to beat on any concrete or other work 
until it has hardened sufficiently to resist such pressure. 

 
5.3 Removal of Water 

 
The Contractor shall build all drains and do ditching, pumping and all other work necessary to keep 
the excavation clear of sewage and storm water during the progress of the work and until the 
finished work is safe from injury. All water pumped or drained from the work shall be disposed of in 
a manner satisfactory to the Engineer and necessary precautions against flooding shall be taken. 

 
5.4 Maintenance of Excavation  

 
All excavation shall be properly maintained with while they are opened-and exposed. Sufficient 
suitable barricades, warning lights, flood lights, signs, and similar items shall be provided by the 
contractor. The Contractor shall be responsible for any damage due to his negligence. 
 

5.5 Surplus Materials 
 
All surplus materials shall be disposed of at locations approved by the Engineer. The disposal of 
surplus material shall not interfere with other works and shall not damage or spoil other material. 
When it is necessary to haul earth or rock material over street or pavement, the Contractor shall 
prevent such materials from falling on the street or pavement. 
 

5.6 Cutting Pavement 
 
In cutting or breaking street surfacing, the Contractor shall not use equipment which will damage 
the adjacent pavement. Existing paved surface shall be cut back beyond the edge of trenches to 
form neat square cuts. The road ballast and other materials shall be placed on one side and shall 
be preserved for re-installment when the trench is filled. Wherever necessary or required for the 
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convenience of the public or individual residents, at street crossings and at private driveways, the 
Contractor shall provide suitable temporary bridges over unfilled excavations. All such bridges 
shall be maintained in service until backfilling has been completed. The Contractor shall keep the 
road crossings manned 24 hours per day. During night time, enough red lights shall be provided to 
warn traffic. If detour is necessary, the Contractor shall make proper detour for the traffic and shall 
install signs 3 ft x 4 ft in size indicating the detour. 
 

6. TIMBERING SHORING & BRACING 
 

6.1 General 
 

As the sub-soil stratas are mostly clayey silt and fine sand with high ground water table, slush is 
likely to be formed if adequate dewatering is not done, and the sides are likely to collapse if not 
adequately supported. The Contractor shall provide where required all shoring, supports etc., to 
the sides of excavation to prevent sliding or any movement. The timbering, shoring and bracing 
shall be of adequate strength to with stand the pressure encountered and the Contractor shall be 
solely responsible for the losses due to collapse or failure of shuttering, bracing, shoring etc. 
Where formation of slush is unavoidable, the Contractor shall provide steel piling of adequate size 
and strength. The driving of sheet piling shall continue simultaneously as the work of excavation 
proceeds. No payment for side support including shoring, shuttering or bracing or sheet piling shall 
be made. The Contractor's rate for excavation shall be deemed to include the cost of providing and 
removing side supports timbering, sheet piling, shoring, strutting and bracing with all connected 
operations.  
 
When directed by the Engineer, the contractor shall produce the calculations for the structural 
stability of any temporary works and method statement of proposed construction, but approval 
shall not relieve the contractor of his responsibility for adequately supporting the sides of any 
excavation. 
 
In Subsoil conditions comprising sands, gravels, silts and soft clay materials full close sheeting of 
steel or timber shall be provided. Excavation support must be considered for depths of vertical 
sides exceeding 1200 mm. Half sheeting or quarter sheeting spacing shall be used only with the 
specific agreement of the Engineer. The contractor's Method statement shall detail such proposal 
in order that the Engineer may signify his approval or otherwise advise the contractor before 
construction commences. 
 

6.2 For Pipe Line Trenches 
 

A considerable amount of side supports is expected to be required in view of the unstable sub-soil 
strata likely to be met with. The clayey silt and fine sand with sub-soil water will have tendency to 
form slush which will need special measures including sheet pile. The work of driving sheet piling 
where required will continue simultaneously with excavation. 
 
The Contractor shall at all times support effectively the sides of the pipe trenches and other 
excavation by suitable timbering, sheet piling, sheeting, bracing, strutting etc. Where required the 
contractor shall use close timbering in all loose or sandy or unstable strata’s either above or below 
ground level, if found necessary by the Engineer and accord approval. It is intended that all 
timbering and side supports for sewer trenches shall be removed as the work proceeds. The 
Contractor shall ensure that the removal of timbering and side supports is done gradually and 
carefully to avoid any damage to existing or new structures, roads, pavements or any other private 
or public property. All timbering, sheeting and their supports shall be of adequate strength and 
dimension and fully braced and strutted so that no collapse, subsidence or any damage to public 
or private property shall take place. The Contractor shall be solely responsible for the sufficiency of 
all timbering, sheet piling and their supports to be used and all damages to persons or property 
resulting from the improper quality, strength, placing, maintaining or removal of the same shall be 
payable by him under all circumstances. 

 
7. TRANSPORTATION OF MATERIAL 

 
All cars, trucks or other vehicles used by the Contractor for transportation of the material shall be 
suitably constructed or lined not to permit any leakage of soil while the vehicles are on the move. 
These would be so loaded and arranged as not to spill on the site and public roads. Whenever any 
vehicle so used is found leaking and unsuitable it shall be immediately withdrawn from the work on 
notification by the Engineer. 
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8. PUMPING, BAILING AND DEWATERING 
 

The work covered by this section of Specifications consists of furnishing all plants, labour, materials, 
equipments and appliances for performing all operations for Pumping, Bailing, Dewatering and 
Draining water from the areas, excavated for trenches for sewers and construction of manholes, and 
all other works in this contract in accordance with this section of Specifications, and subject to terms 
and conditions of the contract. 
 

8.1. The Contractor shall at all times during the progress of work remove any water which may 
accumulate, inflow or be found in the trenches and other excavations made under the contract, and 
shall keep them entirely free from water at all times while excavating, providing sewer bedding, 
laying of sewers or construction of manholes etc. 

 
8.2. The water table shall be established through trial pits and joint inspection of Engineer in-charge and 

Contractor. In case of any dispute the Engineer shall decide the issue in writing which shall be final 
and binding upon the contractor. The earthwork below water table shall be considered as wet. The 
methods employed in all cases shall be agreed and approved by the Engineer. If any slush is formed 
this shall be removed and the space filled with lean concrete to the satisfaction of the Engineer at 
Contractor's own cost. 

 
8.3. The Contractor shall keep excavations free from water at all time and provide adequate pumping 

plant including special dewatering equipment and means of disposing off the pumped water. The 
Contractor shall ensure to keep away un-desired water clear of excavation for permanent works and 
provide all necessary plant and equipment for dealing with any subsoil condition that may be 
encountered. 

 
8.4. If necessary for the construction of the works, the contractor shall lay sub drain where directed to 

convey the water to pumping sumps. The sub drains shall be laid un-jointed with the invert not less 
than 300 mm below formation level of the permanent works and shall be covered with gravel to 
formation level. 

 
8.5. The Contractor shall be required to arrange well point equipment and / or adequate number of tube 

wells or both and pumping machinery for dewatering and lowering the existing water table for 
construction purposes  in the areas where sub- soil water or any sewage and water from any other 
sources are encountered. The system shall be capable of working non-stop 24 hours a day for the 
entire duration of the work without break during excavation, and for laying of sewer pipes and sewer 
bedding, construction of manhole, testing of sewers and backfilling. The system of dewatering 
proposed to be adopted shall be submitted by the contractor with sufficient details along with the 
tender for approval of the Engineer. The Contractor is required to visit the site before submitting his 
tender and investigate the available mean of disposal of pumped water including laying of temporary 
pipeline for transmission of water during the period of excavation providing bedding, laying and 
jointing of sewer pipes. The cost of all such works required for pumping and disposal of water from 
trenches shall be considered to be included in the BOQ rates for bailing and pumping of subsoil 
water or any other water from trenches. No extra cost whatsoever shall be payable to the Contractor. 
 

8.6. Water pumped from the trenches shall be disposed off by the Contractor in a manner that will neither 
cause injury to the public health nor damage to the existing structures or the works completed or in 
progress or to the surface of any roads or streets, nor cause any interference with the use of the 
same by the public.  
 

8.7. The Contractor shall be held fully and wholly responsible for all damages done to building and other 
structures or property resulting from his dewatering, pumping and all other connected operations. If 
he fails to make good or to pay the expenses of making good damages with all practicable dispatch, 
the Engineer shall be at liberty to get the work done by other means or to pay the cost of the said 
damages by deducting the amount from any money that may be or become due to the Contractor or 
may recover the same from the Contractor from his dues, as decided and found feasible by 
Engineer, the decision of Engineer will be final. 
 

8.8. The Contractor shall be paid on the basis of item rate quoted by him for pumping, Bailing and 
dewatering required during all underground works of, laying of sewer pipes, sewer bedding, 
construction of manholes etc. The payment shall be made on the basis of volume of earth excavated 
below ground water table in two parts as under. 

 
a). One-half payment for dewatering shall be made after satisfactory completion of excavation works 

upto required depth, width below subsoil water level. 
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Next one-half payment will be payable after the satisfactory completion of the work of, laying of 
sewer pipes, sewer bedding and construction of manholes and backfilling of sewer trenches 
 

9. FILL, BACKFILLING AND RESTORING OF GROUND TO ORIGINAL CONDITION 
 

9.1. General 
 
After the completion of pipe lines, foundations, walls and other structures below the elevation of 
the final grade, all voids shall be backfilled with suitable materials. 
 
Fill, where required to raise the sub-grade for concrete slabs, shall be clean, unadulterated local river 
sand and shall be free from wood, stones and other debris. Excavated material shall only be used for 
fill if approved by the Engineer or his representative. 
 
All fill backfilling or earthwork in embankment shall be compacted by mechanical (using plate 
compactor) rammer, or other approved equipment in layers not more than 150 mm thick. Each layer 
shall be uniformly spread and fully compacted and shall have proper moisture content for the 
required degree of compaction which shall be done by mechanical (using plate compactor) tampers 
as approved by Engineer. 
 
After completion and final approval of the work of sewers and other construction as shown on 
drawings and prior to backfilling, forms shall be removed carefully and excavation shall be cleaned of 
stones and debris. Backfill shall be brought to a suitable elevation above ground to provide for 
anticipated settlement and shrinkage thereof. 
 
Backfill shall not be placed against walls etc., prior to the water proofing treatment if provided and 
approved by the Engineer. Backfill shall be brought up evenly on each side of walls as far as 
practicable. Heavy equipment for spreading and compacting backfill shall not be operated closer to 
the wall than distance equal to the height of the backfill above the top of base slab footing. No back 
filling shall be done before the new structure has been cured for at-least two weeks. 
 

9.2. Backfilling and Restoring of Ground to Original Condition 
 

The back filling of the trench shall be allowed after the sewer pipe has been laid and jointed over the 
specified bed, inspected, checked, tested and approved by the Engineer. Backfilling of the trenches 
shall be carried out by filling to depth up to half pipe level. The filling shall then be thoroughly 
rammed; more filling shall be carried out and rammed again until the consolidated filling reaches pipe 
top level. Only selected, dry materials free from stones or debris shall be used for backfilling, which 
shall be spread and rammed evenly across the trench. Thereafter, the trench shall be filled in layers 
not exceeding 150 mm in depth, each layer being properly rammed before the next layer is placed so 
that 95-100% compaction is obtained as per AASHTO Standard. 
 
On completion of backfilling, the Contractor shall level all grounds disturbed by him in the course of 
the work, spread topsoil where necessary as directed by the Engineer. 

 
9.3. BORROW  
 

In case of non-sufficiency of excavated material and un-suitability of earth for backfilling, 
conforming to the above specifications, such material shall be brought from the approved source, 
by the Contractor.  
 

9.4. Backfilling for Structures 
 

Backfilling operations for structures shall be performed as part of the Contractor’s work under the 
payment items for earth excavation and at no cost to the Employer. It would comprise returning 
and filling the selected excavated material around foundations, and at back of walls etc., upto 
finished levels shown on the Drawings or as required in layers not exceeding 6 inches, carefully 
rammed and consolidated (With addition of water if required so as to achieve a minimum relative 
density of 85 or 90 as directed by the Engineer. No filling shall be made until the concrete 
foundations and footings etc., have been inspected and approved by the Engineer. Earth to be 
used for filling must be free of all the organic impurities, debris or any other foreign matter. Earth 
which contains more than 1% of salts particularly sulphates, will not be used in filling. 

 
Backfill around structure specially abutments, culverts, drainage structures, retaining wall 
etc. 
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Backfill around structure shall be made with the following material. 
 
(a) Granular backfill and / or sand of a selected material as specified here under and duly 

approved by the Engineer (for which extra payment shall be made).  
 

(b) Common backfill shall be carried out from excavated material except rock / boulder approved 
by the Engineer. 

 

 Granular backfill 
 

Granular backfill material shall meet the following requirements. 
 

(i) Grading Requirement 
 

mm Inch A B 

25 1” 100 100 

19 ¾” 60-100 75-100 

4.75 No. 4 50-85 55-100 

2.0 No. 10 40-70 40-100 

0.425 No. 40 25-45 20-50 

0.075 No. 200 0-15 5-15 

 
(ii) Material satisfying the requirements of coarse sand falling under soil classification A-3 

(AASHTO). In case, coarse sand is utilized for granular fill it shall be ensured that the 
same is confined properly with approved material, 

 
(iii) The material shall have a Plasticity index of not more than size (6) as determined by 

AASHTO T-89 and T-90. 
 

 Common backfill 
 

Use of excavated material as backfill may be allowed under this item.  
 
9.5. Backfilling of Trenches 
  

The trenches shall not be completely backfilled until all required pressure tests are performed and 
until the lines as installed conform to the requirements of specifications. Where in the opinion of 
the Engineer, damage is likely to result from withdrawing sheeting, shoring, the same shall be left 
in place and cut off at a level 1 ft. below ground surface. Sheeting left in place shall be paid for at 
the approved rate for the item of Trenches shall be backfilled to the ground surface with selected 
excavated material or other material that is suitable for proper compaction. Trenches improperly 
backfilled shall be reopened to the depth required for proper compaction, then refilled and 
compacted to the specified density. The surface shall be restored to its original or better condition. 
Pavement and base course disturbed by trenching operations shall be replaced. 
 

9.6. Lower Portion of Trench 
 
Backfill material shall be deposited in 6 inch maximum thickness layers and compacted with 
suitable hand tampers to ninety five percent of maximum density until there is a cover of not less 
than 1 ft. over the pipe. The backfill material in this portion of trench shall consist of sandy clay or 
other approved materials free from stones and humps. 
 

9.7. Remainder of Trench 
 
The remainder of the trench shall be backfilled with material that is free from stones in any 
dimension. Backfill material shall be compacted to 90 percent of maximum density for cohesive 
soils and 95 percent of maximum density for others. 
 

10. BORROW 
 

In case of non-sufficiency of excavated material and un-suitability for backfilling, conforming to the 
above specifications, such material shall be brought from the approved source, by the Contractor. 
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11. GRADING 

 
After the completion of all backfilling operations, the Contractor shall grade the work areas to the 
lines, grades and elevations shown on the drawings or as directed by the Engineer. Finished 
grading shall not be done until the installation of all utilities of appurtenances has been completed 
and tested. Prior to final acceptance, all damage due to settlement shall be repaired by an at the 
expense of the Contractor. 
 

12. TESTING OF SOIL IN PLACE 
  

The Engineer will make tests using the calibrated sand cone method/core cutter method to 
determine the density of soil in place. If soil in place fails to meet the specified degree of 
compaction the areas represented by the failing tests shall be removed, replaced and compacted 
to the specified density in the manner directed by the Engineer and at no additional cost to the 
Owner. 
 

13. REMOVAL OF EXCESS AND UNDESIRABLE MATERIALS 
 
13.1. Excess and undesirable material from excavation not required for fill or backfill shall be disposed off, 

removed and / or deposited and leveled on the site where directed by the Engineer.  Earth suitable 
and meant for backfill shall be stored at site in a manner not to interfere with the progress of 
construction works in progress. 
 

13.2. The Contractor shall keep all excavated soil sprinkled with water during the excavation work so as to 
prevent any dust nuisance. 
 

13.3. Surplus Excavation Debris etc. 
 

All surplus soil arising out of the work shall be carried away to approved site, within a week, 
deposited and spread as directed by the Engineer. 

 
The Contractor shall carry out the cutting of existing bituminous road as required for excavation for 
carrying out the work, to the full depth of hard crest of any existing thickness. The stone metal soling 
etc. shall be separately stacked along the side of excavation for possible reuse. 

 
14. PROTECTION OF UTILITY SERVICES 
 
14.1. Utility Lines 
 

The Contractor shall take every necessary precaution not to endanger the safety, occupation or 
operation of any property, structures, installations or services in the vicinity of his operations and 
shall observe any restrictions imposed by authority concerned/Engineer to this end. Should any 
such property, structures, installations or services be endangered or damaged as a result of the 
Contractor's operations, he shall immediately report any such danger or damage to the Engineer's 
Representative and any authority concerned and shall forthwith undertake remedial measures to 
the satisfaction of the Engineer or the appropriate authority. 
 
When any existing utility lines (S) are encountered within the area of operations, the contractor shall 
take all necessary measures so that these are neither disturbed nor damaged. The Contractor shall 
be fully and solely responsible for any damage occurring due to non-providing of adequate measures 
for the protection of such services. The Contractor shall be required to obtain all necessary 
permissions from different departments / agencies in writing prior to start of work and maintain the 
affective liaison for trouble free progress of work(s). The contractor shall pay all fees, charges 
officially levied by such department / agencies while issuing required permission. The Contractor 
shall furnish originals of payment receipts along with his written request for allowing payments by the 
Engineer accordingly. In case of restoration to unavoidable damage to any utility service, line or by 
passing such line the procedure as detailed shall be followed in accordance with rules, regulation, 
specification or practice as preferred by the concerned department / agency. 

 
14.2. Damage to Surface 
 

If carriage ways, verges or footways in roads, whether paved or unpaved, or gardens, plantations or 
other surfaces are damaged outside the limits of the excavations due to lack of proper traffic control 
or moving plant and equipment or other operations of the contractor then such surfaces shall be 
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reinstated by the contractor at his own expenses. The surfaces shall be restored to their original 
condition using such materials as may be required whether obtained from the excavated materials or 
not. 

 
14.3. Maintenance of Traffic 
 

The Contractor shall keep the road crossings manned 24 hours per day. During night time, enough 
red lights shall be provided to warn traffic. If detour is necessary, the Contractor shall make proper 
detour for the traffic and shall install- signs 3 ft x 4 ft in size indicating the detour. 
 
When the excavation is in roads, care shall be taken to cause the least inconvenience to traffic. 
When directed or necessary for the maintenance of traffic, the contractor shall remove from the site 
all materials as excavated from the trenches and return the same as necessary for refilling after the 
structures have been completed or the pipes tested and approved. 

 
14.4. Control of Traffic on Roads 
 

The Contractor shall ensure that the flow of traffic over the existing roads and access to properties is 
maintained at all times during the contract. The flow of traffic is to take place at all time over a 
reasonable surface, which is to be segregated as far as possible from areas where work is in 
progress. The contractor shall provide flagmen and signaling equipment as may be necessary to 
control the traffic to the satisfaction of the Engineer and the appropriate controlling Authority. In the 
planning and execution of any temporary or permanent works, which may affect the traffic flow and / 
or access to properties, the contractor shall co-operate closely with the Engineer and the appropriate 
controlling Authority. 

 
15. MEASUREMENT AND PAYMENT 

 
The measurement and payment for the earth excavation inclusive useful excavated material, to be 
used in roadway embankment and disposal of un-useful excavated material up-to any lead or lift 
shall be done in accordance with BOQ rates. 

 
15.1. Excavation shall be measured according to the net volume within the outlines as shown on the 

drawing. The rate for excavation entered in the Bill of Quantities shall include back filling of pits and 
trenches with the excavated stuff or selected fill. 
 
All timbering, steel sheet piling, shoring, bracing etc. required for supporting the sides of excavation 
to prevent sliding or movement of soil shall be deemed to be included in the tendered rate of 
excavation. 

 
15.2. Payment for excavation shall be made as per approved tendered rates.  The ground water table level 

shall be determined by the joint inspection of the Engineer or his authorized representative and the 
Contractor, when the excavation reach one foot below ground water table level, the depth of this 
water table shall be recorded in the measurement book and signed both by the Engineer or his 
authorized representative and the Contractor. Payment for dewatering shall be made separately as 
per specification and terms of payment mentioned under section Pumping, Bailing and Dewatering.  
 

15.3. Excavation work for digging trial pits / trial holes shall not be paid separately. Payment for excavation 
in trenches for laying sewers shall be made only after the Contractor had carried out the required 
digging of pits  /  trial holes and submitted a detailed report indicating the location of each trial pit, its 
dimension, water level and details of strata encountered duly counter singed by the Engineer or his 
authorized representative. 
 
a) Method of Measurement 
 

The measurement shall be made of the number of cubic feet of acceptably excavated stuff for 
trenches and structures within the lines and grades shown on the drawing or as directed by 
the Engineer. 

 
b) Basis of Payment 
 

Payment for excavations for trenches and structures will be made at unit price per cubic ft. 
stated in Bid Schedule of this contract or in applicable Variation Orders. 
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Sr. 
No. 

Description 
Unit of 

Measurement 

1 (a) Excavation in trenches and compacted backfill Cft. 

(b) Excavation for structures and compacted backfill Cft. 

 
16. MEASUREMENT AND PAYMENT 

 
No payment shall be made for the Works involved within the scope of this Section of Specifications 
unless otherwise specifically stated in the Bill of Quantities or herein. The cost thereof shall be 
deemed to have been included in the quoted unit rate of other items of the Bills of Quantities. 
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PPLLAAIINN  &&  RREEIINNFFOORRCCEEDD  CCOONNCCRREETTEE  
 

1. SCOPE OF WORK  
 

The work to be done under this section of the specifications shall consist of furnishing all plant, 
labour, equipment, appliances and materials and in performing all operations in connection with 
providing and placing plain and reinforced cement concrete, in position as shown on the drawings 
including furnishing formwork, batching, mixing, finishing and curing as per drawings or as directed 
by the Engineer. 

 
2. CLASSES OF CONCRETE  
 

The classes of concrete recognized in these specifications shall be designated as per Table -1.  
The concrete of the various classes shall satisfy the requirements shown in Table - 1. 
 
The class of concrete to be used shall be as designated on the Drawings or as directed by the 
Engineer or specified in the special provisions. The following requirements shall govern unless 
otherwise shown on the Drawings. 
 
Class A1 concrete shall be used everywhere, for non-reinforced and reinforced concrete 
structures, except as-noted below or directed by the Engineer. Concrete placed underwater shall 
be Class A2. Concrete placed for piles shall be Class A3. Water retaining structures shall be Class 
A4. 
 
Class B Concretes shall be used only where specified.  
 
Class C concretes shall be used for cribbing, or as otherwise directed by the Engineer or specified 
in the Special Provision or on the Drawing. 
 
Class D1, D2, D3, or D4 concrete shall be used for reinforced, pre-stressed and post-tensioned 
members (elements), as indicated on drawings. 
 
Class Y concrete shall be used as a filler in steel grid bridge floors, in thin reinforced sections or as 
otherwise specified in the Special Provisions. 
 
Lean concrete shall be used in thin layers underneath footings and when called for on the 
Drawings or directed by the Engineer. 
 

Table – 1 ** - Requirements of concrete of various classes 
 

CLASS MIN. CEMENT VOLUME 
MAX. COARSE 
AGGREGATE 

SIZE 

28 DAY 
COMPRESSIVE 
STRENGTH (fc') 

CONSISTEN
CY (RANGE 
IN SLUMP) 
VIBRATED 

MAX. 
WATER 

CEMENT 
(w/c) 

RATIO 

 
kg/m3 (lbs/ft3) mm (in) kg/cm2 (psi) mm (in) 

 
A1 300 kg/m3 (18.72 lb/ft3) 20 mm (0.8 inch) 210 kg/cm2 (3000 psi) 25-75 (1-3) 0.58 

A2 350 kg/m3 (21.84 lb/ft3) 25 mm (1 inch) 245 kg/cm2 (3500 psi) 100-150 (4-6) 0.58 

A3 400 kg/m3 (24.96 lb/ft3) 38 mm (1.5 inch) 280 kg/cm2 (4000 psi) 100-150 (4-6) 0.58 

A4 425 kg/m3 (26.53 lb/ft3) 38 mm (1.5 inch) 316 kg/cm2 (4500 psi) 25-75 (1-3) 0.55 

B 250 kg/m3 (15.6 lb/ft3) 51 mm (2 inch) 170 kg/cm2 (2500 psi) 25-75 (1-3) 0.65 

C 275 kg/m3 (17.16 lb/ft3) 38 mm (1.5 inch) 210 kg/cm2 (3000 psi) 25-75 (1-3) 0.58 

D1 450 kg/m3 (28.8 lb/ft3) 25 mm (1 inch) 350 kg/cm2 (5000 psi) 50-100 (2-4) 0.40 

D2 500 kg/m3 (31.20 lb/ft3) 25 mm (1 inch) 425 kg/cm2 (6000 psi) 50-100 (2-4) 0.40 

D3 550 kg/m3 (34.32 lb/ft3) 20 mm (3/4 inch) 490 kg/cm2 (7000 psi) 50-100 (2-4) 0.40 

D4 600 kg/m3 (37.44 lb/ft3) 20 mm (3/4 inch) 560 kg/cm2 (8000 psi) 50-100 (2-4) 0.40 

Y 400 kg/m3 (24.96 lb/ft3) 13 mm (0.5 inch) 210 kg/cm2 (3000 psi) 25-75 (1-3) 0.58 

LEAN 175 kg/m3 (10.92 lb/ft3) 51 mm (2 inch) 100 kg/cm2 (1500 psi) - - 

 
** Note: - For all concrete works the above mentioned table shall govern. 
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2.1. Types of Concrete Works 
 
2.1.1 Underground Concrete 
 
 Concrete poured below Natural Surface Level with or without shuttering and shoring. 
 
2.1.2 On-ground Concrete 
 
 Concrete poured by exiting formwork with necessary bracings on ground. 
 
2.1.3 Elevated Concrete 
 
 Concrete poured by existing props, bracing and towers to support the formwork at higher levels. 
 
3. EFFECT OF MATERIALS STRENGTH 

 
The cement and aggregate used have significant influence on strength properties. The use of 
unsound aggregates will produce large variations in the strength of concrete. In general, however, 
a good aggregate will develop the full strength of the cementing matrix and therefore should cause 
little variation in the product. Strength is increases slightly with larger size coarse aggregates. 
 

4. MATERIALS 
 

4.1 Cement 
 

i). The cement shall be fresh and of approved origin and manufacture, it shall be one of the 
following as may be specified by the Engineer. 
 
a). Ordinary Portland Cement (OPC) shall comply with ASTM C150, Standard Specification 

for Portland Cement. 
 

b). Rapid Hardening Hydraulic Cement (RHHC) shall comply with ASTM C1600, Standard 
Specification for Rapid Hardening Hydraulic Cement. 
 

c). Sulphate-resisting Portland Cement (SRPC) shall comply with ASTM C150, Standard 
Specification for Portland Cement. 

 
ii). Mill Certificates shall accompany delivery of the material to the work.  

 
iii). There shall be sufficient cement on site to ensure that each section of work is completed 

without interruption. If the cement is supplied by the Employer, the contractors should inform 
the Employer of his requirements much before its use in construction. 
 

iv). Cement reclaimed from cleaning of bags or from leaky containers shall not be used. 
 

v). The Contractor shall provide and erect (at his cost) in a suitable place dry, well ventilated, 
weather-proof and waterproof shed of sufficient capacity to store the cement. 
 

vi). The cement shall be used as soon as possible after delivery and cement which has become 
stale or unsuitable through absorption of moisture from the atmosphere or otherwise shall be 
rejected and removed immediately from the site at the Contractor’s expense. Any cement in 
containers damaged so as to allow the contents to spill or access of the atmosphere to the 
cement prior to opening at the time of concrete mixing shall be rejected and removed 
immediately from the site at the Contractor’s expenses. 
 

vii). Cement stored through a monsoon or for more than six months should not be used in 
reinforced concrete. 
 

viii). Different brand or different types of cement from the same mill, or the same brand or type from 
differing mills shall not be mixed or used alternately in the same item of construction unless 
authorized by the Engineer, after preparing new mix designation. 
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4.2 Water 

 
Water shall comply with ASTM C1602 - Standard Specification for Mixing Water Used in 
Production of Hydraulic Cement Concrete. 
 
The water for curing, for washing aggregates and for mixing shall be fresh, clean, clear, potable 
and free from impurities & deleterious matter. Water containing less than 2000 parts per million 
(ppm) of total dissolved solids with following limits on contaminants, recommended to be used for 
concrete. 
 

Contaminants 
Conventional 

Reinforced Concrete 
Pre-stressed 

Concrete 
Non-reinforced 

Concrete 

OIL None None None 

CHLORIDES, ppm 1,000 650 2,000 

SULPHATES, ppm 1,000 800 1,500 

 
In no case shall the water contain an amount of imparities that will cause arrange in the setting 
time of Portland cement of more than twenty five (25) percent nor a reduction in the compressive 
strength of mortar at fourteen (14) days of more than five (5) percent when compared to the result 
obtained with distilled water.  
 
In addition to the above requirements, water for curing concrete shall not be contain any impurities 
in a sufficient amount to cause discoloration of the concrete or produce etching of the surface.  
 
When required by the Engineer, the quality of the mixing water shall be processed by the standard 
method of test for quality of water to be used in concrete. 
 

5. AGGREGATES 
 
a) The quality and sources of all aggregates for concrete shall be approved by the Engineer 

before the materials are delivered to the site. Aggregates shall be obtained from a source 
known to produce aggregates satisfactory for concrete and shall be chemically inert, strong, 
hard, durable of limited porosity and free from adhering coatings, clay lumps, coal and coal 
residues, and organic or other impurities that may cause corrosion of the reinforcement or may 
impair the strength or durability of the concrete. 
 

b) Wherever feasible the nominal maximum size of aggregate for cast-in-place reinforced 
concrete slabs and other thin members shall also be 20mm (¾”). If there are difficulties in 
placing such a concrete the maximum size may be restricted to 12mm (½“) provided the 
requirements for strength are satisfied. 
 

c) The nominal maximum size of the aggregate for precise concrete shall not be large than one-
fifth of the narrowest dimension between sides of forms, one-third of the depth of slabs, nor 
three-fourths of the minimum clear distance between reinforcing bars or between bars and 
forms, whichever is least. In precast columns the nominal maximum size of the aggregate 
shall be limited as above but shall not be larger than two-thirds of the minimum clear distance 
between bars. 
 

d) Storage 
 
All aggregates shall be stored on properly constructed paving and bins or as directed by the 
Engineer. There shall be a physical partition between the stockpiles of coarse and fine 
aggregates. If required aggregates shall be washed and screened to the satisfaction of the 
Engineer.  

 
e) Sieve Analysis 

 
Sieve analysis of all the aggregates to be used in the works shall be carried out as and when 
required by the Engineer. All aggregates shall be subject to the approval of the Engineer. 
 

f) Rejected Aggregates 
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Any aggregates not found to be of the specified standard shall be rejected by the Engineer 
and all such rejected material shall have to be removed from site without delay. 
Concrete structures constructed with rejected aggregates shall be dismantled and rebuilt at 
the Contractor's expense.  
 

5.1 Fine Aggregates 
 
The Fine Aggregates shall comply with ASTMC-033 – Standard Specifications for Concrete 
Aggregates and AASHTO M-6. 
 
Fine-Aggregate Grading Limits - (ASTM C 33/AASHTO M 6) 
 

Sieve size     Percent passing by mass 
9.5 mm (3⁄8 in.)     100 
4.75 mm (No. 4, 3/16 in.)   95 to 100 
2.36 mm (No. 8)    80 to 100 
1.18 mm (No. 16)    50 to 85 
600 μm (No. 30)    25 to 60 
300 μm (No. 50)    5 to 30 (AASHTO 10 to 30) 
150 μm (No. 100)    0 to 10 (AASHTO 2 to 10) 
 
Other requirements of ASTM C 33 (AASTHO M 6) are: 
 
1. The fine aggregate must not have more than 45% retained between any two consecutive 

standard sieves. 
 

2. The fineness modulus must be not less than 2.3 nor more than 3.1, nor vary more than 0.2 
from the typical value of the aggregate source. If this value is exceeded, the fine aggregate 
should be rejected unless suitable adjustments are made in proportions of fine and coarse 
aggregate. 

 
5.2 Coarse Aggregate 

 
The Coarse Aggregates shall comply with ASTMC-033 – Standard Specifications for Concrete 
Aggregates and AASHTO M-80. 
 
The coarse aggregate grading requirements of ASTM C 33 (AASHTO M 80) permit a wide range 
in grading and a variety of grading sizes as shown in the Table below. 
 
Table - Grading Requirements for Coarse Aggregates (ASTM C 33 and AASHTO M 80) 
 

Size 
number 

Nominal size, sieves with square 
openings 

Amounts finer than each laboratory sieve, mass percent 
passing 

100 mm 
(4 in.) 

90 mm 
(3 ½ in.) 

75 mm 
(3 in.) 

63 mm 
(2 ½ in.) 

50 mm 
(2 in.) 

1 90 to 37.5mm (3½ to 1½ in.) 100 90 to 100 - 25 to 60 - 

2 63 to 37.5mm (2½ to 1½ in.) - - 100 90 to 100 35 to 70 

3 50 to 25.0mm (2 to 1 in.) - - - 100 90 to 100 

357 50 to 4.75mm (2 in. to No. 4) - - - 100 90 to 100 

4 37.5 to 19.0mm (1½ to ¾ in.) - - - - 100 

467 37.5 to 4.75mm (1½ in. to No. 4) - - - - 100 

5 25.0 to 12.5mm (1 to ½ in.) - - - - - 

56 25.0 to 9.5mm (1 to 3/8 in.) - - - - - 

57 25.0 to 4.75mm (1 in. to No. 4) - - - - - 

6 19.0 to 9.5mm (¾ to 3/8 in.) - - - - - 

67 19.0 to 4.75mm (¾ in. to No. 4) - - - - - 

7 12.5 to 4.75mm (½ in. to No. 4) - - - - - 

8 9.5 to 2.36mm (3/8 in. to No.8) - - - - - 

 
The maximum size of aggregate that can be used generally depends on the size and shape of the 
concrete member and the amount and distribution of reinforcing steel. The maximum size of 
aggregate particles generally should not exceed the values shown in the Table below. 
 

Size 
number 

Nominal size, 
sieves with 

square openings 

37.5mm 
(1½ in.) 

25.0mm 
(1 in.) 

19.0mm 
(¾ in.) 

12.5mm 
(½ in.) 

9.5mm 
(¾ in.) 

4.75mm 
(No. 4) 

2.36mm 
(No. 8) 

1.18mm 
(No. 16) 

1 90 to 37.5 mm 
(3½ to 1½ in.) 

0 to 15 - 0 to 5 - - - - - 

2 63 to 37.5 mm 0 to 15 - 0 to 5 - - - - - 
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Size 
number 

Nominal size, 
sieves with 

square openings 

37.5mm 
(1½ in.) 

25.0mm 
(1 in.) 

19.0mm 
(¾ in.) 

12.5mm 
(½ in.) 

9.5mm 
(¾ in.) 

4.75mm 
(No. 4) 

2.36mm 
(No. 8) 

1.18mm 
(No. 16) 

(2½ to 1½ in.) 

3 50 to 25.0mm (2 
to 1 in.) 

35 to 70 0 to 15 - 0 to 5 - - - - 

357 50 to 4.75mm (2 
in. to No.4) 

- 35 to 70 - 10 to 30 - 0 to 5 - - 

467 37.5 to 4.75mm (1 
½ in. to No. 4) 

95 to 
100 

- 35 to 70 - 
10 to 

30 
0 to 5 - - 

5 25.0 to 12.5mm (1 
to ½ in.) 

100 
90 to 
100 

20 to 55  0 to 10 0 to 5 - - - 

56 25.0 to 9.5mm (1 
to 3/8 in.) 

100 
90 to 
100 

40 to 85 10 to 40 0 to 5 0 to 5 - - 

57 25.0 to 4.75mm (1 
in. to No.4) 

100 
95 to 
100 

- 25 to 60 - 0 to 10 0 to 5 - 

6 19.0 to 9.5mm (¾ 
to 3/8 in.) 

- 100 
90 to 
100 

20 to 55 0 to 15 0 to 5 - - 

67 19.0 to 4.75 mm 
(¾ in. to No.4) 

- 100 
90 to 
100 

- 
25 to 

55 
0 to 10 0 to 5 - 

7 12.5 to 4.75mm 
(½ in. to No.4) 

- - 100 
90 to 
100 

40 to 
70 

0 to 15 0 to 5 - 

8 9.5 to 2.36mm 
(3/8 in. to No. 8) 

- - - 100 
85 to 
100 

10 to 30 0 to 10 0 to 5 

 
6. COMPOSITION OF CONCRETE  
 

a) Cement and Aggregates 
 

The fine aggregate and the coarse aggregates shall be measured separately by weight. The 
proportions weight of cement to fine aggregate and coarse aggregate shall be determined by 
mix design approved by the Engineer. The Contractor shall propose mix designs duly 
supported by cube tests for each grade of concrete for the approval of the Engineer. 

 
b) Water Cement ratio 
 

The quality of water used shall be just sufficient to produce a dense concrete of adequate 
strength and workability for its purpose. For all external if work and foundations the water / 
cement (W/C) ratio shall not exceed 0.55.  

 
c) Workability  
 

The workability shall be controlled by direct measurement of the water content, allowance 
being made for any water in the fine and coarse aggregates. The concrete shall be just 
sufficiently workable to be placed and compacted, without difficulty, by the means available.  

 
The workability shall be determined by either the slump tests as directed by the Engineer and 
these shall be performed in accordance with the methods given in ASTM C143 “Standard 
Test Method for Slump of Hydraulic-Cement Concrete”. The slump for each grade of 
concrete shall be determined during the Preliminary Test mixes and the value obtained shall 
not be modified without the written consent of the Engineer. Unless otherwise permitted or 
specified, the concrete shall be pro- portioned and produced to have a slump of 75 mm or less 
if consolidation is to be done by vibration, and 125mm or less if consolidation is to be by 
methods other than vibration. A tolerance of upto 25mm above the indicated maximum shall 
be allowed for individual batches provided the average for all batches or the most recent 10 
batches tested, whichever is fewer, does not exceed the maximum limit, Concrete of lower 
than usual slump may be used provided it is properly placed and consolidated. 
 

7. ADMIXTURES/ PLASTICIZERS/FIBERS 
 
Admixtures shall only be allowed to be used with written permission of the Engineer. If air-
entraining agents, water reducing agents, set retarders or strength accelerators are permitted, the 
dosage of fiber shall be determined after consideration of the dosage recommended by the 
manufacturer. 
 
Polypropylene Fibers (PPF) shall be allowed to be used with written permission of the Engineer. 
The dosage of fiber shall be determined after consideration of the dosage recommended by the 
manufacturer. 
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For water proofing (mitigation of water penetration) of concrete, admixtures may be used. These 
additives shall be lingosulphonate polymer based water proofing cum plasticizing admixtures. The 
product must be free of chlorides and shall have a specific gravity not less than 1.17 and shall 
comply with ASTM C-494 Type A & D. 
 
The Contractor shall submit concrete mix design for approval, prior to the commencement of work. 
No work shall be carried out without getting written approval of concrete Design Mix from the 
Engineer. 
 

8. FORMWORK 
 
a). General 

 

 The form work shall be inclusive of all labour, material, workmanship and alike. All form 
work and the Contractor thereto shall design supports and relevant drawings shall be 
submitted to the Engineer and his Representative for approval before the work is put in 
hand. Such an approval shall not relieve the contractor from all the obligations of the 
contract or give rise to any claim. 
 

 Earth cuts shall not be used as forms for vertical surface of reinforced concrete work 
unless required or permitted. 

 

 Mud centering shall not be permitted. 
 

 Formwork shall be of wrought timber, steel, plywood, proprietary building boards which 
gives the required finish to the surface of concrete. Wooden formwork shall be free from 
loose knots and shall be well seasoned. 

 

 The formwork shall conform to the shape, line and dimension as shown on the plans and 
be so constructed as to remain sufficiently rigid during the placing and compacting of the 
concrete and shall be sufficiently tight to prevent loss of liquid from the concrete. 

 
The design and engineering of the formwork as well as its construction shall be the 
responsibility of the contractor. Where necessary to maintain the specified tolerances the 
formwork shall be cambered to compensate for anticipated deflections in the formwork due 
to the weight and pressure of the fresh concrete and due to construction loads. Design of 
formwork shall, in general, conform to ACI 347-68. 
 
In normal circumstances (General where temperatures are above 20oC (68oF)) and where 
ordinary cement is used forms may be struck after expiry of the following periods: 
 

Concrete work Period 

Walls, columns and vertical sides of beams 48 hours or as may be decided by the 
Engineer. 

Slabs (shores or props left under) 6 days 

Beams soffits (shores or pros left under) 12 days 

Removal of shores or props to slabs: 
i). Spanning upto 14 ft 
ii). Spanning above 14 ft. 

 
10 days 
16 days 

Removal of shores or props to beams: 
i). Spanning upto 20 ft 
ii). Spanning above 20 ft. 

 
18 days 
25 days 

 
For rapid hardening cement 3/7 of the above period will be sufficient in all cases except 
vertical sides of slabs beams and columns which should be retained for minimum 24 
hours. 
 

b). Making Forms 
 

The form work for all concrete work to be cast in situ shall be made of sound and properly 
seasoned timber or other approved material for all works above ground water table. For all 
works below ground water table form work of steel shall be used. These forms work shall be 
properly jointed and erected with packing material to provide water tight forms. These forms 
shall be properly cleaned to give a smooth finished surface and shall be rigidly formed and 
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designed by the Contractor to the shapes and forms as per drawings in accordance with the 
best existing practices so as to be able to withstand, without displacement, deflection or 
deformation movements of any kind, the pressure of the moist concrete and all other loads. 

 
c). Rigid with Allowance for Camber and Bulges 
 

It shall be fabricated and erected in position, perfect in alignment, levels and true to plumb and 
shape and securely braced so as to enable it to with stand all weights, live and vibrating, to be 
endured during placing of concrete and its subsequent hardening till the form work is struck. It 
shall be sufficiently rigid as not to loose its form or bulge, or deflect and to give the finished 
concrete the required lines, plumb, size and shape. 

 
d). Materials and Labour 
 

The Contractor shall supply all materials and labour, necessary for a good and speedily 
erection of form work such as shuttering, planks, struts, bolts, stays, gangways, boards, fillets 
etc. and shall do all that is essential in executing the job in a workman like manner to the 
satisfaction of the Engineer.     

 
e). Form work not to interfere or injure work 

 
The form work shall be so designed and arranged as not to unduly interfere with concrete, 
during its placing and easy to be removed without injuring the finished concrete. 

 
Wedges, clamps, bolts and the rods shall be used, when permitted and where practicable, in 
making the form work rigid and in holding it to true position. 

 
f). Joints in Formwork 
 

All joints in the form work shall be sufficiently closed to prevent undue leakage of mortar from 
concrete or show any appearance of leaking mortar on concrete surface. 
 

g). Treatment and Inspection of Forms 
 

All rubbish particularly chipping, shavings and saw dust etc. shall be removed from the interior 
of the forms, immediately before placing concrete. Forms shall be coated with approved mould 
oil before reinforcement is placed. Surplus oil on forms and any oil on reinforcing steel shall be 
removed. 

 
h). Removal of Shuttering 
 

No struts or timbering which serve the purpose of supporting the shuttering or centering shall 
be struck and removed before the minimum periods for the main classes of work given as 
under: 

 

Removal of Shuttering 
Cold Weather 

Days 
Normal Weather 

Days 

Beams sides, walls and Columns (unloaded) 
Slabs soffits (Props left under) 
Removal of props to slabs 
Beams soffits (Props left under) 

5 
10 
18 
13 

3 
7 
14 
10 

 
Struts or other timbers or supports, the removal of which may cause the transference of load 
to the finished work, shall be kept in place for three weeks after the placing of the concrete. 
 

i). Injury or damage 
 

The Contractor shall be responsible for any injury to the work and any consequential damages 
caused by or arising from the removal and striking of forms, centering and supports, and any 
advice, permission or approval given by the Engineer or his Authorized Representative, 
related to the removal and striking of forms, centering and supports shall not relieve the 
Contractor from the responsibilities herein defined. 
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j). Treatment after Removal of Forms 

 
Any minor surface honey combing or other irregularities are to be properly made good 
immediately upon the removal of the form work and the surface made good to the satisfaction 
of the Engineer and his Representative. Any small voids shall be neatly stopped with cement 
mortar consisting of one part of cement to two parts of sand and the whole surface rubbed 
over with carborundum stone and cement wash and bring the whole to a smooth and pleasing 
finish and uniform colour. 

 
k). Form work shall not be measured or paid for separately and shall be deemed to be included in 

the unit price of concrete whether cast-in-situ or precast and subsequently fixed in position. 
 
9. CONCRETE BATCHING PLANT 
 

The contractor shall install a Concrete Batching Plant.  The concrete Batching plant shall be a 
Central mix facility that mixes the ingredients internally before being loaded into the truck. The 
facility should be a stationary facility; the structure can be either a solid building or an open 
framework. 
 
The contractor shall install: 
 
i. Contractor’s site laboratory for testing of concrete 
ii. Chiller plant 
iii. Loader for blowing of aggregates 

 
10. BATCHING OF CONCRETE  
 

The Contractor shall provide such means and equipment as are required to determine accurately 
control the amount of each separate ingredient entering the concrete. Such means, the equipment 
and its operation shall at all times be subject to approval by the Engineer. The amount of cement, 
water, sand and each size of coarse aggregate entering each batch of concrete shall be 
determined by weighing or by volumetric measurement if permitted by the Engineer. 

 
11. MIXING CONCRETE 
 
11.1. Mixings General 

 
The concrete shall be mixed only in the quantity required for immediate use. Concrete that has 
developed an initial set shall be rejected. 

 
Concrete shall be thoroughly mixed in a mixer of an approved size and type that will ensure a 
uniform distribution of the materials throughout the mass. 

 
All concrete shall be mixed in mechanically operated mixers. Mixing plant and equipment for 
transporting and placing concrete should be arranged with an ample auxiliary installation to 
provide a minimum supply of concrete in case of breakdown of machinery or in case the normal 
supply of concrete should be disrupted. The auxiliary supply of concrete shall be sufficient to 
complete the casting of a section up to a construction joint.  
 
Equipment having components made of aluminum or magnesium alloys, which would have 
contacted with plastic concrete during mixing, transporting or pumping of Portland cement 
concrete, shall not be used. 
 
Concrete mixers shall be equipped with adequate water storage and a device for accurately 
measuring and automatically controlling the quantity of water used. 
 
Materials shall be measured by weighing except as otherwise specified or where other methods 
are specifically authorized by the Engineer. The apparatus provided for weighing the aggregates 
and cement shall ensure accurate measurement of each ingredient. 
 
The accuracy of all weighing devices except that for water shall be such that successive quantities 
can be measured to within one (1) percent of the desired value. Cement in standard packages 
(bags) approved by the Engineer need not be weighed. The water measuring device shall be 
accurate to plus or minus half percent ± 0.50%. All measuring devices shall be subject to the 
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approval of the Engineer. Scales and measuring devices shall be tested at the expense of the 
Contractor as frequently as the Engineer may deem necessary to ensure their accuracy. 
 
Weighing equipment shall be isolated so that vibration or movement of other operating equipment 
do not effect the accuracy of reading. When the entire plant is running, the scale reading at cut-off 
shall not vary from the weight designated by the Engineer more than one (1) percent for cement, 
one and half (1½) percent for any size of aggregate or one (1) percent for the total aggregates in 
any batch. Where volumetric measurements are authorized by the Engineer the weight proportion 
shall be converted to equivalent volumetric proportions. In such cases, suitable allowances shall 
be made for variations in the moisture condition of the aggregates, including the bulking effect in 
the fine aggregates. Boxes or similar containers of the exact volume required shall be filled and 
struck off. Measurement by wheel barrow volumes will not be permitted. 
 

11.2. Mixing at Site 
 

Concrete mixers may be of the revolving drum or the revolving blade type and the mixing drum or 
blades shall be operated uniformly at the mixing speed recommended by the manufacturer. The 
pick-up and throw-over blades of mixer shall be restored or replaced when any part or sections is 
worn two and half (2.5) cms. or below than the original height of the manufacturer's design. Mixers 
and agitators, which have an accumulation of hard concrete or mortar, shall not be used. 

 
When bulk cement is used and volume of the batch is one cubic meter or more, the scale and 
weigh hopper for Portland cement shall be separate and distinct from the aggregate hopper or 
hoppers. The discharge mechanism of bulk cement weigh hopper shall be interlocked against 
opening before the full amount of cement is in the hopper. The discharging mechanism shall also 
be interlocked against opening when the amount of cement in the hopper is underweight by more 
than one percent or overweight by more than three (3) percent of the amount specified 

 
When the aggregates contain more water than the quantity necessary to produce a saturated 
surface-dry condition, representative samples shall be taken and the moisture content determined 
for each kind of aggregate. 

 
The temperature of mixed concrete immediately before placing, shall be not more than thirty two 
(32) degree C. Aggregates and water shall be cooled as necessary to produce concrete within this 
temperatures limit. If ice is used to cool the concrete, discharge of the mixer will not be permitted 
until all ice is melted. 

 
The batch shall be so charged into the mixer that some water will enter in advance of cement and 
aggregates. All water shall be in the drum by the end of the first quarter of the specified mixing 
time. 
 
Cement shall be batched and charged into the mixer by means that will not result in loss due to the 
effect of wind, or in accumulation of cement on surfaces of conveyors or hoppers, or in other 
conditions which reduce or vary the required quantity of cement in the concrete mixture. 
 
The entire contents of a batch mixer shall be removed from the drum before materials for a 
succeeding batch are placed therein. The materials composing a batch except water shall be 
deposited simultaneously into the mixer. 

 
All concrete shall be mixed for a period of not less than one and half (1½) minutes after all 
materials, including water, are in the mixer. During the period of mixing, the mixer shall operate at 
the speed for which it has been designed. 

 
Mixers shall be operated with an automatic timing device that can be locked by the Engineer. The 
time device and discharge mechanism shall be so interlocked that during normal operation no part 
of the batch will be discharged until the specified mixing time has elapsed. In case of failure of the 
timing device, the Contractor will be permitted to operate while it is being repaired, provided he 
furnishes an approved timepiece equipped with minute and second hands. lf the timing device is 
not repaired within twenty four (24) hours, further use of the mixer will be prohibited until repairs 
are made. 
 
The first batch of concrete material placed in the mixer shall contain cement, sand and water in 
excess to the requirement of mix, to ensure that the drum does not extract mortar from the mix 
changing its design characteristics. When mixing is to stop for a period of one hour or more, the 
mixer shall be thoroughly cleaned. 
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11.3. Plant Mixing 
 
At central mixing plant, batches shall be discharged from the weighing hopper into the mixer either 
directly by gravity or by an elevating container large enough to contain the batch. The plant shall 
be arranged to ensure that there is no loss of cement during transfer from weighing hopper to the 
mixer drum. The mixing time shall neither be less than fifty (50) second, nor more than ninety (90) 
seconds. 
 
The plasticizer, accelerator or retarder or water reducing admixture, if required, shall be fed 
separately at the rate recommended by the manufacturer, as established by laboratory trials. 
 

11.4. Transit Mixing 
 
Truck mixers, unless otherwise authorized by the Engineer shall be of the revolving drum type, 
watertight and so constructed that the concrete can be mixed to ensure a uniform distribution of 
materials throughout the mass. All solid materials for the concrete shall be accurately measured 
and charged into the drum at the proportioning plant. The truck mixer shall be equipped with a 
device by which the quantity of water added can be readily verified. The mixing water may be 
added directly to the batch, in case the concrete batch is poured within twenty five(25) minutes of 
adding water. 

 
The maximum size of batch in truck mixers shall not exceed the maximum rated capacity of the 
mixer as stated by the manufacturer, and stamped in metal on the mixer. Truck mixing shall be 
continued for not less than fifty (50) revolutions after all ingredients including water, are in the 
drum. The mixing speed shall not be less than six (6) rpm, nor more than ten (10) rpm. 

 
Mixing shall begin within thirty (30) minutes after the cement has been added either to the water or 
aggregate but when cement is charged in to a mixer drum containing water or surface-wet 
aggregate and when the temperature is above thirty two (32) degree C, this limit shall be reduced 
to fifteen (15) minutes. The limitation in time between the introduction of the cement to the 
aggregate and the beginning of the mixing may be waived when, in the judgment of the Engineer 
the aggregate is sufficiently free from moisture, so that there will be no harmful effects on the 
cement. 
 

11.5. Partial Mixing at the Central Plan 
 
When a truck mixer, or an agitator provided with adequate mixing blades, is used for transportation 
the mixing time at the stationary plant mixer may be reduced to thirty (30) seconds and the mixing 
completed in a truck mixer/agitator. The mixing time in the truck mixer or agitator equipped with 
adequate mixing blades shall be as specified for truck mixing. 

 
11.6. Stiff Concrete Mix 
 

For mixing concrete of zero slump to be laid by pavers, gravity mixer shall not be used. Only force 
mixer of moving blades shall be allowed to ensure homogenous mix. 

 
11.7. Hand Mixing  

 
Hand mixing of materials shall not be allowed in any case. 
 

12. CONSOLIDATION 
 

a). All concrete shall be consolidated by vibration, spading, rodding or forking so that the concrete 
is thoroughly worked around the reinforcement, around embedded items and into corners of 
forms, eliminating all air or stone packets which may cause honey-combing, pitting or planes 
of weakness. Internal vibrators shall have a minimum frequency of 8000 vibrations per min. 
and sufficient amplitude to consolidate the concrete effectively. They shall be operated by 
competent workmen, use of vibrators to transport concrete with forms shall not be allowed. 
Vibrators shall be inserted and withdrawn at points approximately 450mm (18”) apart. At each 
insertion, the duration shall be sufficient to consolidate the concrete but not sufficient to cause 
segregation, generally from 5 to 15 seconds. A spare vibrator shall be kept on the job site 
during all concrete placing operations. 
 

b). Over-vibration or vibration of very wet mixes is harmful and should be avoided. 
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13. HAULING & DELIVERY OF MIXED CONCRETE  
 
13.1. Hauling 
 

Mixed concrete may be transported to the delivery point in truck agitators or truck mixers operating 
at the speed designated by the manufacturer, provided the consistency and workability of the 
mixed concrete upon discharge at the delivery point is suitable for adequate placement and 
consolidation in place. 

 
Truck agitators shall be loaded not to exceed the manufacturer’s rated capacity. They shall 
maintain the mixed concrete in a thoroughly mixed and uniform mass during hauling. 

 
Bodies of non-agitating hauling equipments hall be so constructed that leakage of the concrete 
mix, or any part thereof, will not occur at any time, and they shall be self-cleaning during 
discharge. 

 
For zero slump concrete to be laid be paver, concrete will be allowed to be hauled in open trucks. 
However concrete hauled in open-top vehicles shall be protected during hauling against rain or 
exposure to the sun for more than twenty (20) minutes when the ambient temperature exceeds 
twenty five (25) degree C. 

 
No additional water shall be incorporated in to the concrete during hauling or after arrival at the 
delivery point. 

 
The rate of discharge of mixed concrete from truck mixer agitators shall be controlled by the speed 
of rotation of the drum in the discharge direction with the discharge gate fully open. 

 
When a truck mixer or agitator is used for transporting concrete to the delivery point, discharge 
shall be completed within one hour, or before two hundred fifty (250) revolutions of the drum or 
blades, whichever comes first, after the introduction of cement to the aggregates. Under conditions 
contributing to quick stiffening of the concrete, or when the temperature of the concrete is thirty 
(30) degree c or above, a time less than one hour will be required except when retarder is used in 
which case it shall be one (1) hour. 

 
When non-agitating hauling equipment is used for transporting concrete to the delivery point, 
discharge shall be completed within one hour after the addition of the cement to the aggregates. 
Under conditions contributing to quick stiffening of the concrete, or when the temperature of the 
concrete is thirty (30) degree C or above, the time between the introduction of cement to the 
aggregates and discharge shall not exceed forty five (45) minutes. 

 
13.2. Delivery 

 
The organization supplying concrete shall have sufficient plant capacity and Transportation 
vehicles to ensure continuous delivery at the rate required. The rate of the delivery of concrete 
during concreting operations shall be such as to provide for the proper handling, placing, and 
finishing of the concrete. The rate shall be such that the interval between batches shall not exceed 
twenty (20) minutes. The methods of delivering and handling the concrete shall be such as will 
facilitate placing with the minimum re-handling and without damage to the structure of the 
concrete. 

 
13.3. Re-tempering 
 

The concrete shall be mixed only in such quantities as are required for immediate use and any 
concrete that has developed initial set shall not be used. Concrete that has partially hardened shall 
not be re-tempered or remixed. 
 

14. HANDLING AND PLACINE CONCRET 
 

14.1. General 
 

In preparation for the placing of concrete all saw dust, chips and other construction debris and 
extraneous matter shall be removed from inside the formwork, and struts, stays and braces 
serving temporarily to hold the forms in correct shape and alignment, pending the placing of 
concrete at their locations, shall be removed when the concrete placing has reached an elevation 
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rendering their services unnecessary. These temporary members shall be entirely removed from 
the forms and not buried in the concrete. 
 
No concrete shall be used that does not reach its final position in the forms within the time 
stipulated above under item "Hauling and Delivery of Mixed Concrete". 
 
Concrete shall be placed so as to avoid segregation of the materials and the displacement of the 
reinforcement. The use of long troughs, chutes and pipes for conveying concrete to the forms shall 
be permitted only on written authorization of the Engineer. In any case the Engineer will reject the 
use of equipment for concrete transportation that will allow segregation loss of fines, or in any 
other way will have a deteriorating effect on the concrete quality. 
 
Open troughs and chutes shall be of metal or metal lined; where steep slopes are required the 
chutes shall be equipped with baffles or be in short lengths that reverse the direction of movement. 
 
All chutes, troughs and pipes shall be kept clean and free from coatings of hardened concrete by 
thoroughly flushing with water after each run; water used for flushing shall be discharged clear off 
the structure. 
 
When placing operations would involve dropping the concrete more than one and half (1½) 
meters, it shall be conveyed through sheet metal or other approved pipes. As far as practicable the 
pipe shall be kept buried in the newly placed concrete. After initial set of the concrete the forms 
shall not be jarred and no loading of any kind shall be placed on the ends of projecting 
reinforcement bars. 
 
The concrete shall be placed as nearly as possible to its final position and the use of vibrators for 
extensive shifting of the mass of fresh concrete will not be permitted. 
 

14.2. Pneumatic Placing 
 

Pneumatic placing of concrete will be permitted only if authorized by the Engineer. The 
equipments hall be so arranged that no vibration will occur that might damage freshly placed 
concrete. 
 
Where concrete is conveyed and placed by pneumatic means, the equipment shall be suitable in 
kind and adequate in capacity for the work. 
 
The machines hall be located as close as practicable to the work. The discharge lines shall be 
horizontal or inclined upwards from the machine. At the conclusion of placing the concrete, the 
entire equipment shall be thoroughly cleaned. 
 

14.3. Pumping 
 

The placing of concrete by pumping will be permitted only if specified in the Special Provisions or if 
authorized by the Engineer. The equipment shall be so arranged that no vibration will occur that 
might damage freshly placed concrete. 

 
Where concrete is conveyed and placed by mechanically applied pressure the equipment shall be 
suitable in kind and adequate in capacity for the work. The operation of the pump shall be such 
that a continuous stream of concrete without air pockets is obtained. When pumping is completed 
the concrete remaining in the pipeline if it is to be used, shall be ejected in such a manner that 
there will be no contamination of the concrete or separation of the ingredients. After this operation, 
the entire equipment shall be thoroughly cleaned. 

 
14.4. Placing Concrete Under Water 
 

Concretes shall not be placed under water except where inevitable in which case approval must be 
sought from the Engineer and the work carried out under his immediate supervision. In this case 
the method of placing shall be as hereinafter specified. 

 
Concrete deposited under water shall be Class A concrete with a minimum cement content of 
three hundred fifty (350) Kg per cubic meter of concrete. 

 
The slump of concrete shall be maintained between ten (10) and fifteen (15) cm. To prevent 
segregation it shall be carefully placed in a compact mass, in its final position, means of a tremie, a 
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bottom-dump bucket, or other approved means, and it shall not be disturbed after being placed. 
Water must not be allowed to flow past the fresh concrete surface.  

 
A tremie shall consist of a tube having a diameter of not less than 25 cm constructed in sections 
having flanged couplings fitted with gaskets with a hopper at the top. The tremie shall be 
supported. So as to permit free movement of the discharge end over the entire top surface of the 
work and so as to permit rapid lowering when necessary to retard or stop the flow of concrete. The 
discharge end shall be closed at the start of work so as to prevent water entering the tube and 
shall be completely submerged in concrete at all times; the tremie tube shall be kept full to the 
bottom of the hopper. When a batch is dumped into the hopper, the flow of concrete shall be 
induced by slightly raising the discharge end, but always keeping it in the placed concrete. The 
flow shall be induced until the work is completed. 
 
When the concrete is placed with a bottom-dump bucket, the top of the bucket shall be open. The 
bottom doors shall open freely downward and outward when tripped. The bucket shall be 
completely filled and slowly lowered to avoid backwash. It shall not be dumped until it rests on the 
surface upon which the concrete is to be deposited and when discharged shall be withdrawn 
slowly until well above the concrete. 
 
Dewatering may proceed when the concrete seal is sufficiently hard and strong. All laitance or 
other unsatisfactory material shall be removed from the exposed surface by scraping, chipping or 
other means, which will not injure the surface of the concrete. 

 
14.5. Compaction 
 

Concrete, during and immediately after placing shall be thoroughly compacted, except lean 
concrete under footings and concrete deposited under water. Concrete in walls, beams, columns, 
etc shall be placed in horizontal layers not more than thirty (30) centimeters thick except as 
hereinafter provided. When less than a complete layer is placed in one operation, it shall be 
terminated in a vertical bulkhead. Each layer shall be placed and compacted before the preceding 
layer has taken initial set to prevent injury to the green concrete and avoid surfaces of separation 
between the layers. Each layer shall be compacted so as to avoid the formation of a construction 
joint with a preceding layer, which has not taken an initial set.  
 
The compaction shall be done by mechanical vibration. The concrete shall be vibrated internally 
unless special authorization of other methods is given by the Engineer or is provided herein. 
Vibrators shall be of a type, design, and frequency approved by the Engineer. The intensity of 
vibration shall be such as visibly to affect a mass of concrete with a 3 cm slump over a radius of at 
least half a meter. The Contractor shall provide a sufficient number of vibrators to properly 
compact each batch immediately after it is placed in the forms. Vibrators shall be manipulated so 
as to thoroughly work the concrete around the reinforcement and embedded fixtures and into the 
corners and angles of the forms and shall be applied at the point of placing and in the area of 
freshly placed concrete. The vibrators shall be inserted into and withdrawn from the concrete 
slowly. The vibration shall be of sufficient duration and intensity to compact the concrete 
thoroughly but shall not be continued at any one point to the extent that localized areas of grout 
are formed. Application of vibrators shall be at points uniformly spaced and not farther apart than 
twice the radius over which the vibration is visibly effective. Vibration shall not be applied directly to 
the reinforcement or to sections or layers of concrete that have hardened to the degree that the 
concrete ceases to be plastic under vibration. It shall not be used to make concrete flow in the 
forms over distances so great as to cause segregation and vibrators shall not be used to transport 
concrete neither in the forms nor in troughs or chutes.  
 
Vibration shall be supplemented by such external vibrator as is necessary to ensure smooth 
surfaces and dense concrete along form surfaces and in corners and locations impossible to reach 
with the normal vibrators. 

 
14.6. Concrete in Hot & Cold Weather 

 
a) Concrete in hot weather 
 

Concerting shall be avoided in timely hot weather and shall be done only in better part of the 
day. It should be particularly avoided in dry, hot and windy weather for member with large 
surface areas exposed to the weather. Aggregate shall be carefully stored under shelter and 
shall be sprinkled with cold water from time to time to check high temperature. 
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Water, to be used for concreting, shall be carefully used and, if necessary, crashed ice shall 
be added to bring the temperature as low as 70O F (21.1O C) in order to at resulting 
temperature of concrete is not above 90O F (32O C). Execs of water shall not be added and the 
specified water of cement ratio shall be maintained. 

 
b) Concert In Cold Weather  

 
When depositing concert is unavoidable at a temperature below 36O F (2.2O C), precaution 
shall be taken to ensure that the concert shall have a temperature of at least 40O F (4.4O C), at 
the time of placing of concert. The temperature of concert shall be maintained at not less than 
40O F (4.4O C) until it is thoroughly hardened. Sand or other material shall not be used in the 
prevention of freezing and no frozen materials or material containing ice or snow shall be 
used. 

 
14.7. Surface finishes/ rendering 

 
a) General 
 

Concrete surface finishes shall be classified as follows:- 
 
Bridge Deck Surface Finish 
Sidewalk Surface Finish 
Ordinary Surface Form Finish 
Class 1 Surface Form Finish 
 
The bridge deck surface finish shall be given to the surface of the bottom Slabs of all box type 
underpass structures. 
 
The requirements for sidewalk surface finish apply to the surface of the bottoms labs in box 
culverts, except that the acceptable variation from a three-meter straightedge shall be 10 mm, 
and brooming shall be omitted. 
 
The ordinary surface form finish shall be the final finish applied to all Surfaces after removal of 
forms, unless otherwise specified or called for on the drawings. 
 
The Class 1 surface form finish shall be applied only where specified or as required by the 
Engineer when the ordinary surface finish did not produce the required smooth, even surface 
of uniform texture and appearances. 

 
b) Bridge Deck Surface Finish 
 

A smooth riding surface of uniform texture, true to the required grade and cross-section, shall 
be obtained on all bridge roadway decks. The Contractor may use hand tools, or finishing 
machines or a combination of both, conforming to the requirements specified herein for 
finishing bridge roadway deck concrete. 
 
Finishing of concrete placed in bridge decks shall consist essentially of compacting and 
striking off the surface of the concrete as placed and floating with longitudinal floats the 
surface so struck off. 
 
The placing of concrete in bridge roadway decks will not be permitted until the Engineer is 
satisfied that the rate of producing concrete will be sufficient to complete the proposed placing 
and finishing operations within the schedule time, that experienced finishing machine 
operators and concrete finishers are employed to finish the deck, that fogging equipment and 
all necessary finishing tools and equipment are on hand at the site of the work and in 
satisfactory condition for use. Finishing machines shall be set up sufficiently in advance of use 
to permit inspection by the Engineer during the daylight hours before each Pour. 
 
The adjustment and operation of deck finishing machines shall be verified by moving the 
machine over the full length of the deck section to be placed and traversing the float 
completely across all end bulkheads before placement of concrete is begun. 
 
Unless adequate lighting facilities are provided by the Contractor, the placing of concrete in 
bridge decks shall cease at such time that finishing operations can be completed during 
daylight hours. 
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Rails for the support and operation of finishing machines and headers for hand-operated 
strike-off devices shall be completely in place and firmly secured for the scheduled length for 
concrete placement before placing of concrete. Rails for finishing machines shall extend 
beyond both ends of the scheduled length for concrete placement to a sufficient distance that 
will permit the float of the finishing machine to fully clear the concrete to be placed. Rails or 
headers shall be adjustable for elevation and shall be set to elevations, with allowance for 
anticipated settlement, camber, and deflection of false work, as required to obtain a bridge 
roadway deck true to the required grade and cross-section. Rails or headers shall be of a type 
and shall be so installed that no springing or deflection will occur under the weight of the 
finishing equipment and shall be so located that finishing equipment may operate without 
interruption over the entire bridge roadway deck to be finished. 
 
Rails or headers shall be adjusted as necessary to correct for unanticipated settlement or 
deflection which may occur during finishing operations. 
 
Should settlement or other unanticipated events occur, which in the opinion of the Engineer 
would prevent pouring of bridge deck conforming to the requirements of these specifications, 
placing of deck concrete shall be discontinued until corrective measures satisfactory to the 
Engineer are provided. In the event satisfactory measures are not provided prior to initial set of 
the concrete in the affected area, the placing of concrete shall be discounted and a bulkhead 
installed at a location determined by the Engineer. All concrete in place beyond the bulkhead 
shall be removed.  
 
Unless otherwise permitted by the Engineer, bridge deck concrete shall be placed in a uniform 
heading approximately parallel to the bridge pier or bent caps. The rate of placing concrete 
shall be limited to that which can be finished before the beginning of initial  set except that 
concrete for the deck surface shall not be placed more than (03) meters ahead of strick off. 
 
After the concrete has been placed, compacted and consolidated, the surface of the concrete 
shall be carefully struck off by means of a hand operated strick board operating on headers, or 
by a finishing machine operating on rails. A uniform deck surface true to the required grade 
and cross-section shall be obtained.  
 
Following strike off, the surface of the concrete shall be floated longitudinally. In the event 
strike-off is performed by means of a hand-operated strike board, two (2) separate hand-
operated float boards for longitudinal floating shall be provided. The first float shall be placed 
in operation as soon as the condition of the concrete will permit and the second float shall be 
operated as far back of the first float as the workability of the concrete will permit.  
 
In the event the strike off is performed with a finishing machine, longitudinal floating of the 
concrete shall be performed by means of a hand-operated float board or a finishing machine 
equipped with a longitudinal wooden float. The longitudinal wooden float on the finishing 
machine shall have a length of not less than two and half (2.5) meters nor more than three and 
half (3.5) meters. When both strike off and longitudinal floating are to be performed by finishing 
machines, one machine, with operator, shall be used for strike off and a second machine, with 
a second operator, shall be used for longitudinal floating. Longitudinal floating may be 
performed with the same finishing machine that is used for strike off provided that the length of 
deck unit being placed is not more than 10 meters and the strike off operation is completed for 
said deck unit before the condition of the concrete requires that longitudinal floating be started.  
 
Finishing machines used for strike off having a wheel base 1.8 meters or less shall be followed 
by 2 separate hand-operated float boards for longitudinal floating. All the provisions in this item 
pertaining to hand-operated float boards shall apply to the 2 separate float boards for 
longitudinal floating.  
 
Longitudinal floats, either hand-operated or machine-operated, shall be used with the long axis 
of the float parallel to the center line of the bridge roadway. The float shall be operated with a 
combined longitudinal and transverse motion planning off the high areas and floating the 
material removed into the low areas. Each pass of the float shall lap the pervious pass by one-
half the length of the float. Floating shall be continued until a smooth riding surface is obtained. 
In advance of curing operations, the surface of the concrete shall be textured by brooming with 
a stiff bristled broom or by other suitable devices, which will result in uniform scouring. The 
operation shall be performed at a time and in a manner to produce a hardened surface having 
a uniform texture.  
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Hand-operated float boards shall be from three and half (3.5) to five (5) meter long, ribbed and 
trussed as necessary to provide a rigid float and shall be equipped with an adjustable handle 
each end. The float shall be wood, not less than two and half (2.5) cms thick and from ten (10) 
cm to twenty (20) cm wide. Adjusting screws spaced as not to exceed 60 cms on centers shall 
be provided between the float and the rib. The float board shall be maintained free of twist and 
true at all time.  
 
Hand-operated float boards shall be operated from transverse finishing bridges. The finishing 
bridges shall span completely the roadway area being floated & a sufficient number of finishing 
bridges shall be provided to permit operation of the floats without undue delay. Not less than 
two (2) transverse finishing bridges shall be provided when hand-operated float boards are 
used. When a finishing machine is used for longitudinal floating, one finishing bridge 
equivalent to the transverse finishing bridge specified herein shall be furnished for use by the 
Engineer.  
 
All finishing bridges shall be of rigid construction and shall be free of excessive wobble and 
springing when used by the operators of longitudinal floats and shall be easily moved.  
 
Immediate following completion of the deck finishing operations, the concrete in the deck shall 
be cured as specified in item 401.3.8 “Curing Concrete” hereinafter.  
 
The finished surface of the concrete shall be tested by means of a straightedge three (3.0) 
meter long. The surface shall not vary more than three (3) mm from the lower edge of the 
straightedge. All high areas in the hardened surface in excess of three (3) mm as indicated by 
testing shall be removed by abrasive means. After grinding by abrasive mean has been 
performed, the surface of the concrete shall not be smooth or polished. Ground areas shall not 
be of uniform texture and shall present neat and approximately. 
 
Where the concrete of the bridge deck is to be covered by bituminous surfacing, earth or other 
cover, two and half 2.5 cms or more in thickness, the surface of the concrete shall not vary 
more than nine (9) mm from the lower edge of the three (3) meter straightedge Bridge deck 
surface under the curbs, railings and sidewalk shall be struck off to the same plane as the 
roadway and left undisturbed when future widening is shown on the plans.  

 
c) Sidewalk Surface Finish 
 

After the concrete has been placed it shall be compacted and the concrete shall be struck off 
by means of a strike board, floated with a wooden or cork floating and finish with a broom. An 
approved edging tool shall be used on all edges and at all expansion joints. Brooming shall be 
transverse to the line of traffic and if water is necessary, it shall be applied to the surface 
immediately in advance of brooming. The surface shall not vary more than six (6) mm under a 
three-meter straightedge, and the finished surface shall be free of blemishes. 
 

d) Ordinary Surface from Finish  
 

Ordinary surface finish shall consist of filling holes or depressions in the surface of the 
concrete, repairing all rock pockets, removing stains and discoloration visible from traveled 
ways. Ordinary surface finish shall be applied to all concrete surfaces either as a final finish or 
preparatory to the Class 1 finish. On surfaces, which are to be buried underground or surface, 
which are enclosed, such as the cells of box girders; the removal of fins will not be required.  
Except as provided herein, all from bolts and any metal placed for the convenience of the 
Contractor shall be removed to a depth of at-least two and half (2.5) cms below the surface of 
the concrete. All rock pockets and other unsound concrete shall be removed. The resulting 
holes or depression shall be cleaned and filled with mortar. From bolts projecting into the cells 
of box girders need not be removed unless permanent access is provided into the cells, in 
which case such bolts shall be removed flush with the surface of the concrete. Mortar used to 
fill bolt holes shall consist of one part cement and two parts sand. Other depressions and 
pockets shall be filled with either packed mortar or air blown mortar as directed by the 
Engineer. Mortar shall be cured in conformance with the requirements in item 401:3.8 (c) 
“Curing Structures” 
 
If rock pockets or holes in the opinion of the Engineer, are of such an extent or character as to 
affect the strength of the structure materially or to endanger the life of the steel reinforcement, 
he may declare the concrete defective and require the removal and replacement of the 
portions of the structure affected. 
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e) Class 1 Surface from Finish  
 
Class 1 surface finish shall consist of finishing the surfaces of the structure as necessary to 
produce even surfaces of uniform texture and appearance, free of unsightly bulges, 
depression and other imperfections. The degree of care in building forms and character of 
materials used in form work will be a contributing factor in the amount of additional finishing 
required to produce even surfaces of uniform texture and appearance, free of unsightly bulges, 
depressions and other imperfections, and the Engineer shall be the sole judge in this respect.  
 
After completion of the ordinary surface finish, areas which do not exhibit the required smooth, 
even surface of uniform texture and appearance shall be sanded with power sanders or other 
approved abrasive means until smooth, even surfaces of uniform texture and appearance are 
obtained. The use of power carborundum stones or disks will be required to remove bulges 
and other imperfections.  
 
Class 1 surface finish shall not be applied until a uniform appearance can be obtained.  
 
Class 1 surface finish may be required to be applied as the final finish for the following 
surfaces, unless otherwise directed by the Engineer.  
 
i. All form finish surfaces of bridge super-structures except the under surfaces between 

girders and the inside vertical surfaces of T girders.  
 

ii. All surfaces of bridge piers, columns and abutments, and retaining walls above finished 
ground and to at least three tenth (0.3) meter below finished ground.  
 

iii. All surfaces of open spandrel arch rings, spandrel columns and abutment walls.  
 

iv. All surfaces of pedestrian undercrossing, except floors and surfaces to be covered with 
earth. 
 

v. Surface above finished ground of culvert headwalls, end walls and retaining walls. 
 

vi. Surface inside of culvert barrels having a height of one and half (1.5) meters or more for a 
distance inside the barrel at least equal to the height of the culvert. 
 

vii. All surface of railings. 
 
f) Surface Rendering  
 

All faces of concrete which are to come in contact with backfill or pavement materials shall be 
applied two coats of hot bitumen of approved quality, before placing any material around 
concrete.  

 
15. FINISHING  

 
b). Finishing of concrete surfaces shall be performed only by skilled workmen and as directed by 

the Engineer. Formed surfaces upon or against which backfill or concrete is to be placed will 
require no treatment after form removal except for the removal and repair of defective concrete 
and for the specified curing. Unformed surfaces that will be covered by backfill or by concrete 
shall be finished by sufficient leveling and screeding to produce an even uniform surface. 

 
c). A hard steel trowel finish shall be applied to unformed surfaces that will be exposed or 

subjected to the action of flowing later. Floating and trowelling shall be started as soon as the 
screeded surface has stiffened sufficiently, and shall be the minimum necessary to produce a 
surface that is free from screed marks and is uniform in texture.  

 
16. CURING AND PROTECTION 

 
a). The concrete shall be kept continuously wet by the application of water for a minimum period 

of Seven (07) days after the concrete has been placed. Beginning immediately after 
placement, concrete shall be protected from premature drying, excessively hot or cold 
temperatures and mechanical injury and shall be maintained with minimal moisture loss at a 
relatively constant temperature for the period necessary for hydration of the cement and 
hardening of the concrete. Cotton mats, burlaps, rugs, carpets or earth or sand blanket, may 
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be used as a curing medium to retain the moisture. The entire surface of the concrete shall be 
kept damp by applying water with a nozzle that so atomizes the flow that a mist and not a 
spray is formed. 
 
At the expiration of the curing period the concrete surface shall be cleared of all curing 
mediums. 
 

b). Surface exposed to the air may be cured by the application of an imperious membrane (i.e. 
curing compound) with prior written approval from the Engineer. 
 

c). For concrete surfaces not in contact with forms, one of the following procedures shall be 
applied immediately after completion of placement and finishing:  
 

 Ponding or continuous sprinkling. 

 Application of absorptive mats or fabric kept continuously wet. 

 Application of sand kept continuously wet.  
 

d). Curing shall be continued minimum Seven (07) days in the case of all concrete except 
concrete with Rapid-hardening Portland Cement for which the minimum period shall be three 
(03) days. 

 
17. TEST OF CONCRETE QUALITY  
 

Samples of fine and coarse aggregate to be used shall be selected by the Engineer. It shall be the 
responsibility of the Contractor to designate the source or sources of aggregate and obtain the 
necessary samples and submit them for testing at least thirty (30) days before actual concreting 
operations are to being.  
 
Samples of aggregates shall be obtained and tested in accordance with the following standard 
AASHTO methods and ASTM standards. 
 
i) Sampling aggregates     T-2 

ii) Sieve analysis       T-27 

iii) Amount of material passing the no. 200 sieve   T-11 

iv) Organic impurities      T-11 

v) Mortar Strength       T-71 

vi) Sodium sulphate soundness     T-104 

vii) Friable particles      T-112 

viii) Abrasion loss      T-96 

ix) Specific Gravity      T-84 

x) Absorption      T-85 

xi) Production of Plastic Fines    T-210 

xii) Fineness Modulus     T-27 

xiii) Sand Equivalent      T-17 

xiv) Potential Reactivity of Carbonate Rocks for 

Concrete Aggregate (Rock Cylinder Method)  ASTM C 586 
xv) Potential Alkali Reactivity of Cement  

Aggregate Combinations  
(Mortar-Bar Method)     ASTM C 227 

xvi) Potential Reactivity of Aggregates  

(Chemical Methods)     ASTM C 289  
 
No aggregate for testing during the production of concrete shall be sampled at the discharge gates 
of the bins feeding the weight hopper. The Contractor, at his expense, shall provide safe and 
suitable facilities for obtaining the samples no concreting work on the project will be permitted until 
the Engineer signifies in writing his approval. Following the performance of the necessary tests, on 
all materials involved in making concrete.  
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18. MEASUREMENT AND PAYMENT  
 
18.1. General  

 
Except otherwise specified herein or elsewhere in the Contract Documents no separate 
measurement and payment will be made for the under mentioned specified works related to the 
relevant items of the Bills of Quantities but shall not be limited to the following. The cost thereof 
shall be deemed to have been included in the quoted unit rate of the respective items of the Bills of 
Quantities.  

 
18.2. Plain and Reinforced Concrete  

 
a) Measurement  

  
Concrete shall be measured as executed but no deduction shall be made for the following:-  

  
- Volume of any steel embedded in the concrete 
 
- Volume occupied by water pipes, conduits etc. not exceeding 25 sq.cm. each in cross 

sectional area.  
 
- Voids not exceeding 0.10 Sq.M. in work given in Sq.M. If any void exceeds 0.10 Sq.M. 

total void shall be deducted. 
 
- Void, which are not to be deducted as specified above, refer only to opening or vents 

which are wholly within the boundary of measured areas. Openings or vents which are at 
the boundary, measured areas shall always be subject to deductions irrespective of size. 

 
Concrete work shall be classified and measured separately as listed under items of Bills of 
Quantities. 
 
Measurement of acceptably completed works of plain and reinforced cement concrete will be 
made on the basis of concrete placed and compacted in position within the neat lines of the 
structure as shown on the drawings or as directed by the Engineer. 

 
b) Payment  

 
Payment will be made for the acceptable measured quantity of plain and reinforced cement 
concrete on the basis of unit rate quoted in the Bill of Quantities and shall constitute full 
compensation for all the works related to the items.  
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STEEL REINFORCEMENT 
 
1. SCOPE 
 

The work under this section of specifications consists of furnishing, cutting, fabricating, bending 
and placing steel reinforcement and Welded wire, fabric of the type, size, shape and grade 
required in accordance with these specifications, in concrete structures or elsewhere as shown on 
the drawings and special provisions or as directed by the Engineer. 
 

2. APPLICABLE STANDARDS 
 
Latest editions of the following ASTM Standards shall be applicable and used.  In lieu of ASTM 
standards, Pakistan Standards/Specifications may be used where applicable. 
 
ASTM Standards 
 
ASTM A 615 Standard Specification for Deformed and Plain Carbon-Steel Bars for Concrete 

Reinforcement 
ASTM A 706 Standard Specification for Deformed and Plain Low-Alloy Steel Bars for Concrete 

Reinforcement. 
ASTM A 305 Minimum Requirement for the deformations of deformed steel bars for concrete 

reinforcement. 
ASTM E290 Standard Test Method for Bend Testing of Material for Ductility 
ASTM A1034 Standard Test Methods for Mechanical Splices for Steel Reinforcing Bars 
ASTM C876-09 Standard Test Method for Corrosion Potentials of Uncoated Reinforcing Steel in 

Concrete 
ASTM A185 Standard Specification for Steel Welded Wire Reinforcement 
ASTM A1022 Standard Specification for Deformed and Plain Stainless Steel Wire and Welded 

Wire for Concrete Reinforcement 
ASTM A884 Standard Specification for Epoxy-Coated Steel Wire and Welded Wire 

Reinforcement 
ASTM A775 Standard Specification for Epoxy-Coated Steel Reinforcing Bars 
 
Pakistan Standards 
 
PS 241 Tensile Testing of Steel 
PS 244 Bend test for Steel 
PS 580 Rolled deformed Steel bars (intermediate grade) for concrete reinforcement. 
PS 605 Rolled deformed steel bars (hard grade) for concrete reinforcement. 
PS 606 Rolled formed Steel bars (structural grade) for concrete reinforcement. 
PS 607 General technical delivery requirement for steel 
 
In addition to the above, other standards of ASTM may be specified by the Engineer. 

 
3. MATERIAL AND SIZE OF BARS 
 

a). Reinforcement for concrete shall conform to the respective ASTM Standards as specified in 
the Drawings and in the Contract Documents or as may be specified by the Engineer. 
 
Unless otherwise specified, all plain reinforcing bars shall comply with the requirements of 
ASTM A 615 Standard Specification for Deformed and Plain Carbon-Steel Bars for Concrete 
Reinforcement and ASTM A 706 Standard Specification for Deformed and Plain Low-Alloy 
Steel Bars for Concrete Reinforcement and shall have a minimum yield strength of 40,000 psi 
(280 MPa).  
 

b). Unless otherwise specified, all deformed reinforcing bars shall comply with the requirements of  
ASTM A 615 Standard Specification for Deformed and Plain Carbon-Steel Bars for Concrete 
Reinforcement and ASTM A 706 Standard Specification for Deformed and Plain Low-Alloy 
Steel Bars for Concrete Reinforcement and shall have a minimum yield strength of 60,000 psi 
(420 MPa) 
 

c). If the reinforcement is supplied by the Employer, the Contractor should inform the Employer of 
his requirements much before its use in construction. 
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d). Reinforcement of all types is to be stored at on site in an approved manner so as to avoid 

damage. 
 

e). If the reinforcement is supplied by the Employer, the Contractor should report immediately on 
receipt of any consignment, any deviation from the standard of three enforcement bars beyond 
those allowed in respective standards. If the Engineer directs, the Contractor shall test the 
samples of reinforcement at his cost and submit to him the test report. 

 
f). Steel wire mesh reinforcement shall conform to requirements of ASTM Designation A185 - 

Standard Specifications for Welded Steel Wire Fabric for concrete reinforcement. It shall be 
used where shown on the Drawings. 

 
g). Reinforcement shall be free from all loose or flaky rust and mill scale, or coating, including ice, 

and any other substance that would reduce or destroy the bend. Reduced sections steel 
reinforcement shall not be used. 

 
4. DELIVERY & STORAGE 
 

Steel reinforcement bars shall be kept in bundles firmly secured and tagged. Each bar or bundle of 
bars shall be identified by marks stamped on hot or cold or painted on or by any other means, The 
identifying marks shall contain the following information: 
 
 Name of the producer or his trade. 
 Standard to which the bars have been manufactured. 
 The class type and strength 
 The diameter 
 The number of the test certificate 
 
The method of storage shall be approved by the Engineer. Reinforcing bars shall be stored in 
racks or platforms above the surface of ground and shall be protected free from scaling, rusting, 
oiling, coatings, damage, contamination and structural defects prior to placement in works. Bars of 
different diameters and grades of steel reinforcement shall be kept separately. 
 

5. BAR BENDING SCHEDULES 
 
The Contractor shall prepare bar bending schedules of all the reinforcing steel bars and these bar 
bending schedules shall be submitted to the Engineer for his approval. The Contractor shall obtain 
approval of the bar bending schedules atleast one month prior to the actual execution of the works 
at site. 
 

6. FABRICATING, BENDING & PLACING 
 

a). All metal reinforcement shall be free from loose mill scale, loose rust, mud, oil, grease, or other 
harmful matter immediately before the concrete is placed. 

 
b). Reinforcement is to be accurately placed as shown in the drawings, and secured against 

displacement by using 16 gauges GI wire ties or suitable slips at intersections and supported 
from the formwork by using concrete, metal or plastic chairs and spacers or hangers of an 
approved pattern. Where concrete blocks are used for ensuring the cover, they shall be made 
of mortar not leaner than 1 part of cement to 2 parts of sand. 

 
c). Bars used for concrete reinforcement shall be fabricated in accordance with the dimensions 

shown in the bar bending schedule approved by the Engineer. 
 
d). The cutting tolerance for all bars shall be ± 1 inch (25 mm). 
 
e). Where an overall or an internal dimension of a bent bar is specified in the schedule, the 

bending tolerance, unless otherwise stated, shall be as in Table - 1. 
 
f). Bent bar reinforcement shall cold bent to the shapes shown on the drawings bars shall be bent 

around a pin having the following diameters (D) in relation to the diameter of the bar (d): 
 

Strips & columns tie bars  D = 4 x d 
Other bars having  D = 5 x d D = 10 x d 
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d < 3.5 cm (1-3/8”) (No. 11 bars) 
d > 3.5 cm (1-3/8”) 
 

Table -1 
Bending Tolerances 

 

Dimensions of bent bars Tolerance 

Over Up to & including Plus Minus 

Inch Inch Inch Inch 

-- 36 2 2 

36 72 2 4 

72 -- 2 10 

 
g). Vertical bars in columns shall be offset at least one bar diameter at lapped splices. To ensure 

proper placement, templates shall be furnished for all column dowels. 
 
h). Reinforcement shall not be bent or straightened in a manner that will injure the material. 
 
i). No bars shall be bent twice in the same place, nor shall they be straightened after bending.  

 
j). Unless permitted, by Engineer, reinforcement shall not be bent after being partially embedded 

in hardened concrete. 
 

k). Bars which depend for their strength on cold working shall not be heated for any reason. Other 
kinds of reinforcement larger than 40 mm in diameter may be bent by the use of heat at cherry 
- red heat (not exceeding 840 Bars) bent shall not be cooled by quenching. 

 
l). No splice of reinforcement shall be made except as shown on the working drawings. 
 
m). Welding shall be permitted for bars only under suitable conditions and with suitable safeguards 

in accordance with AWS D1.4-79.  All welded splices shall be in conformance to “Structural 
Welding Code – Reinforcing Steel - AWS D1.4-79. Welding is allowed for bars provided the 
type of reinforcement bar has the required welding properties. Tack welding may be used to fix 
in position bars that cross each other, only with prior approval of the Engineer. 

 
n). Exposed reinforcement intended for bonding with future extensions is to be effectively 

protected from corrosion. Protection is also to be provided to reinforcement partly built into 
concrete where the exposed pat is to be built into later concrete. 

 
o). No concreting is to be carried out until the reinforcement has been checked and approved by 

the Engineer. 
 
p). All detailing shall be done as per ACI standards ACI - 315 and ACI - 318. 
 
q). Minimum Concrete clear cover for reinforcing steel shall be as follows: 

 

Structural Members 
Minimum 

Cover (inch) 
Minimum 

Cover (mm) 

a) Concrete cast against and Permanently exposed 
to earth 

3.0 75 

b)  Concrete exposed to earth or weather   

Bar Dia > 20 mm 2.0 50 

Bar Dia > 16 mm 1.6 40 

c) Concrete not exposed to weather or in contact with 
ground 

  

Slabs, Walls 0.8 20 

Beams, Columns (Primary Reinforcement) 1.6 40 

 
All reinforcing steel shall be held firmly in place before and during the placing of concrete by 
means of wires and supports adequate to prevent displacement during the course of construction. 
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7. MEASUREMENT & PAYMENT  
 
7.1 General 
 

Except otherwise specified herein or elsewhere in the Contract Documents, no separate 
measurement and payment will be made for providing and installing chairs, supports, hooks, 
spacers, binding wires and laps not shown on Drawings including wastage and rolling margin, the 
cost of which shall be deemed to have been included in the quoted unit rate of the respective items 
of the Bill of quantities.  

 
7.2 Measurement  
 

All measurements of acceptably completed works of reinforcement shall be made in linear 
dimensions end to end according to the cut lengths shown in bar bending schedules approved by 
the Engineer and converted into theoretical weight as per schedules. 
 

7.3 Payment  
 

Payment will be made for acceptable measured quantity of reinforcement on the basis of unit rate 
per kg quoted in the Bills of Quantities and shall constitute full compensation for all the works 
related to the item. 
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PPRREECCAASSTT  CCOONNCCRREETTEE  
 

AA))  GGEENNEERRAALL  NNOOTTEESS  
 

1. GENERAL  
 

1. Precast concrete units shall be designed and fabricated by an experienced and approved 
precast concrete manufacturer. The manufacturer shall have been regularly and continuously 
engaged in the manufacture of precast concrete units similar to that indicated in the project 
specifications or drawings for at least 10 years.  
 

2. The contractor shall be responsible for providing adequate access to the site to facilitate 
hauling, storage and proper handling of the precast concrete units 
 

3. Precast concrete units shall be installed to the lines and grades shown in the contract 
documents or otherwise specified.  
 

4. Precast concrete units shall be lifted by suitable lifting devices at points provided by the 
precast concrete producer.  
 

5. Field modifications to the product shall not relieve the precast producer of liability regardless if 
such modifications result in the failure of the precast concrete unit.  

 
2. SUBMITTALS 

 
The following items may be submitted by the contractor to the Engineer-in-charge for approval; 
 
1. Preconstruction Submittals - Submit quality control procedures established by the precast 

manufacturer. 
 

2. Shop Drawings for Standard Precast Concrete Units for approval by the Engineer-in-charge.  
 

3. Installation and construction information shall be included on shop Drawings.  
 

4. Details of steel reinforcement size and placement as well as supporting design calculations 
shall be included in the submittals. 

 
3. DESIGN / DESIGN DATA 

 
1. Design standard precast concrete units to withstand indicated design load conditions in 

accordance with applicable industry design standards [ACI 318, ACI 350, ASTM and 
AASHTO]. 
 

2. Design must also consider stresses induced during handling, transportation and installation in 
order to avoid product cracking or other handling damage. Design loads for precast concrete 
units shall be indicated on the shop drawings.  
 

3. The precast concrete producer shall supply precast concrete unit design calculations and 
concrete mix design proportions and appropriate mix design test data. Structural design 
calculations shall be signed by a licensed professional Engineer. 

 
4. DURABILITY  

 
1. Precast concrete units shall have a 28-day Cylinder compressive strength as follows, 

a) Precast prestressed column 4500 psi 
b) Precast wall panel 3000 psi 
c) Pedestal Column & footing 3000 psi 
d) R.C.C. wall / beam 3000 psi 
 

2. REINFORCEMENT- All non prestressed reinforcement steel shall be deformed bars 
conforming to ASTM-A615, Grade 60 having minimum yield strength of 60,000 psi. 
 

3. All prestressed steel / wire strands shall conform to ASTM-A416 of Grade 250.  
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5. ANCHORAGE, LIFTING INSERTS AND DEVICES  
 
For anchors, lifting inserts and other devices, the precast concrete producer shall provide product 
data sheets and proper installation instructions.  
 
The Precast concrete unit dimensions and safe working load shall be clearly indicated.  
 

6. JOINTS AND SEALANTS  
 
Joints and sealants between adjacent units shall be of the type and configuration indicated on 
shop drawings meeting specified design and performance requirements 
 

7. CONCRETE MIX DESIGN  
 
The precast concrete producer shall submit a mix design for each strength and type of concrete 
that will be used. Submitted mix designs shall include the specification details.  
 

8. TEST REPORTS  
 

1. The precast concrete producer shall supply copies of material certifications and/or laboratory 
test reports, including mill tests and all other test data, for portland cement, blended cement, 
pozzolans, ground granulated blast-furnace slag, silica fume, aggregate, admixtures, and 
curing compound proposed for use on this project. 
 

2. The precast concrete producer shall submit copies of test reports showing that the mix has 
been successfully tested to produce concrete with the properties specified and will be suitable 
for the project conditions. Such tests may include compressive strength, flexural strength, 
plastic or hardened air content, freeze-thaw durability, abrasion and absorption. Special tests 
for precast concrete items shall be clearly detailed in the specifications.  

 

BB))  GGEENNEERRAALL  DDEESSCCRRIIPPTTIIOONN  
 

1. MANUFACTURE 
 

1.1. Forms  
 
Manufacturing precast concrete units shall be of the type and design consistent with industry 
standards and practices. They should be capable of consistently providing uniform products and 
dimensions. Forms shall be constructed so that the forces and vibrations to which the forms will be 
subjected cause no damage to the precast concrete unit. Forms shall be cleaned of concrete build-
up after each use.  
 
Form release agents shall be applied according to the manufacturer’s recommendations and shall 
not be allowed to build up on the form casting surfaces.  
 

1.2. Reinforcement  
 
Applicable ASTM International and/or ACI 318 standards for placement and splicing  
 
Cages of reinforcement shall be fabricated either by tying the bars, wires or welded wire 
reinforcement into rigid assemblies or by welding, where permissible, in accordance with AWS 
D1.4. Reinforcing shall be positioned as specified by the design and so that the concrete cover 
conforms to requirements. The tolerance on concrete cover shall be one-third of that specified but 
not more than 1/2 in. Concrete cover shall not be less than 1/2 in., unless otherwise specified. 
Positive means shall be taken to assure that the reinforcement does not move significantly during 
the casting operations.  
 

1.3. Embedded Items  
 
Embedded items shall be positioned at locations specified in the design documents. Welding shall 
be performed in accordance with AWS D1.1 when necessary. Inserts, plates, weldments, lifting 
devices and other items to be embedded in precast concrete units shall be held rigidly in place so 
that they do not move significantly during casting operations.  
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1.4. Concrete  
 

1.4.1 Concrete Mixing  
 
Mixing operations shall produce batch-to-batch uniformity of strength, consistency, and 
appearance.  
 

1.4.2 Concrete Placing  
 
Conventional concrete shall be deposited into forms as near to its final location as practical. Self-
consolidating concrete shall be placed in a manner in which it flows and consolidates without 
segregation or air entrapment. The free fall of the concrete shall be kept to a minimum. Concrete 
shall be consolidated in such a manner that segregation of the concrete is minimized and 
honeycombed areas are kept to a minimum. Consolidation efforts are often not required when 
using self-consolidating concrete. Vibrators used to consolidate concrete shall have frequencies 
and amplitudes sufficient to produce well-consolidated concrete.  
 

1.4.3 Cold Weather Concreting  
 
Recommendations for cold weather concreting are given in detail ACI 306 R. Adequate equipment 
shall be provided for heating concrete materials and protecting concrete during freezing or near-
freezing weather. All concrete materials and all reinforcement, forms, fillers, and ground with which 
concrete is to come in contact shall be free from frost. Frozen materials or materials containing ice 
shall not be used. In cold weather the temperature of concrete at the time of placing shall not be 
below 45°F. Concrete that freezes before its compressive strength reaches 500 psi shall be 
discarded. 
 

1.4.4 Hot Weather Concreting  
 
Recommendations for hot weather concreting are given in ACI 305 R.  
 
During hot weather, proper attention shall be given to constituents, production methods, handling, 
placing, protection, and curing to prevent excessive concrete temperatures or water evaporation 
that could impair required strength or serviceability of the member or structure. The temperature of 
concrete at the time of placing shall not exceed 90° F.  
 

1.4.5 Concrete Curing  
 
Commence curing operations immediately following the initial set of the concrete and completion 
of surface finishing.  
 

1.4.6 Curing by Moisture Retention  
 
Moisture shall be prevented from evaporating from exposed surfaces until adequate strength for 
stripping the precast concrete unit from the forms is reached by one of the following methods:  
 

 Cover with polyethylene sheets a minimum of 6 mils thick (ASTM C 171) Cover with burlap or 
other absorptive material and keep continually moist Use of a membrane-curing compound 
applied at a rate not to exceed 200 sq. ft. per gallon, or per manufacturers’ recommendations 
(ASTM C 309) [Surfaces that will be exposed to weather during service shall be cured as above 
a minimum of 07 days for Wall Panel and 03 days for Columns. Forms shall be considered 
effective in preventing evaporation from the contact surfaces. If air temperature is below 50°F 
the curing period shall be extended. 

 
1.4.7 Curing with Heat and Moisture  

 
Concrete shall not be subjected to steam or hot air until after the concrete has attained its initial 
set. Steam, if used, shall be applied within a suitable enclosure, which permits free circulation of 
the steam in accordance with ACI 517.2R. If hot air is used for curing, precautions shall be taken 
to prevent moisture loss from the concrete. The temperature of the concrete shall not be permitted 
to exceed 150° F. These requirements do not apply to products cured with steam under pressure 
in an autoclave.  
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1.4.8 Surface Finish  
 
Unformed surfaces of wet-cast precast concrete products shall be finished as specified. If no 
finishing procedure is specified, such surfaces shall be finished using a strike-off to level the 
concrete with the top of the form. 
 

CC))  QQUUAALLIITTYY  AASSSSUURRAANNCCEE    
 

1. Qualifications of Manufacturer  
 
Manufacturer shall have a minimum of Ten (10) years of production experience in architectural 
precast concrete work of the quality and scope required on this project.  
 

2. Qualifications of Erector 
 
Erection of precast concrete panels shall be performed by an established firm regularly engaged 
for at least two (2) years in the erection of precast concrete panels of sizes similar to those 
required on this project.  
 
Perform inspection of panels under the supervision of a foreman employed by the erection firm for 
this type of work.  
 

3. Testing 
 
All testing shall be performed by the manufacturer’s in-house quality control inspectors and in 
accordance with all provisions, Manual for Quality Control for Plants and Production of 
Architectural Precast Concrete Products as published by PCI. 
 

DD))  QQUUAALLIITTYY  CCOONNTTRROOLL  
 
The precast concrete producer shall show that the following quality control tests are performed as 
required and in accordance with the ASTM International standards indicated.  
 
Slump: A slump test shall be performed for each 150 cu yd of concrete produced per mix design, 
or once a day, whichever comes first. Slump tests shall be performed in accordance with ASTM C 
143. Slump flow tests on self-consolidating concrete mixes shall be performed in accordance with 
ASTM C 1611.  
 
Temperature: The temperature of fresh concrete shall be measured when slump or air content 
tests are made and when compressive test specimens are made in accordance with ASTM C 1064 
 
Compressive Strength: At least four compressive strength specimens shall be made for each 
150 cubic yards of concrete of each mix design in accordance with the following applicable ASTM 
standards; C 31, C 39, C 192, C 497 [no-slump concrete].  
 
Air Content: Tests for air content shall be made on air-entrained, wet-cast concrete for each 150 
cu yd of concrete, per mix design, but not less often than once each day when air-entrained 
concrete is used. The air content shall be determined in accordance with either ASTM C 231 or 
ASTM C 173 for normal weight aggregates and ASTM C 173 for lightweight aggregates.  
 
Density (Unit Weight): Tests for density shall be performed a minimum of once per week to verify 
the yield of batch mixes. Density tests shall be performed for each 100 cu yd of lightweight 
concrete in accordance with ASTM C 138. Density tests shall be performed for each 100 cu yd of 
concrete per mix design, but not less often than once per day when volumetric batch equipment is 
used. 
 

EE))  IINNSSPPEECCTTIIOONN  
 
The customer or customer’s agent (specifier) may place an inspector in the plant when the units 
covered by this specification are being manufactured. The precast concrete producer shall give 
notice of days prior to the time the precast concrete units will be available for plant inspection. 
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FF))  SSUUBBMMIITTTTAALLSS    
 

1. Samples  
 
a). Before starting the manufacture of precast concrete panels, submit for review to the 

Architect/Engineer one (1) sample which represents the finished product and which clearly 
indicates the color and texture of the panels. 
 

b). Samples are to be 12" x 12" face size by 1-½" thick.  
 

c). Label each sample to indicate name of manufacturer and finish code.  
 

d). After standard samples are accepted for color and texture, submit three (3) mock-up panels at 
least 4'-0" x 5'-0" for review of the Architect/Engineer to show the extreme maximum variations 
which may occur in the color and texture of the production pieces.  
 

e). The mock-up panels are to be the standard of quality for precast concrete panel work, when 
they are accepted by the Architect/Engineer.  
 

f). The Architect/Engineer should visit the precast plant shortly after the start-up of production in 
order to inspect actual production pieces.  

 
2. Shop Drawings General Contractor shall expedite the submittal with the Architect to conform with 

allotted shop drawing approval time, shown on the precast concrete supplier's order 
acknowledgment.  
 

 The content shall be as follows: 
Unit shapes (elevations and sections) and dimensions. 
Finishes  
Joint and connection details.  
Lifting and erection inserts.  
Location, dimensional tolerances and details of anchorage devices that are embedded in or 
attached to structure or other construction.  
Other items cast into panels.  
Handling procedures, plans and/or elevations showing panel location and sequence of erection for 
special conditions.  
Relationship to adjacent material  
Show location of unit by same identification mark placed on panel.  
Individual panel details may be submitted at the request of the Architect/Engineer.  It is recognized 
that a review of the panel details prior to actual release for production will greatly impact the 
construction schedule.  
 

3. Test Reports  
 
Submit, upon request, reports on materials, compressive strength tests on concrete and water 
absorption test on units.  
 

4. Design Calculations  
 
Submit upon request structural design calculations.  
 

5. Design Modifications  
 
Submit design modifications necessary to meet performance requirements and field coordination.  
 
Variations in details or materials shall not adversely affect the appearance, durability or strength of 
the units.  
 
Maintain general design concept without altering the size of members, profiles and alignment. 
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PPAARRTT  IIII  --  PPRROODDUUCCTTSS  
  

AA..  MMAATTEERRIIAALLSS    
 

1. Portland Cement  
 
a). ASTM C150, Type I or III cement. White or gray. 
b). Use same brand, type and source of supply of cement for all exposed precast concrete.  

 
2. Air Entraining Agent ASTM C979 

 
3. Aggregates  

 
a). Facing and Backing Aggregates  

 
ASTM C33 and ASTM C330  
 
Provide fine and coarse aggregates for each type of exposed finish from a single source (pit or 
quarry) for the entire job. They shall be clean, hard, strong, durable and inert, free of staining 
or deleterious material.  
 

4. Water  
 
a). Free from foreign materials in amounts harmful to concrete. Potable water is ordinarily 

acceptable. 
 

5.  Reinforcing Steel 
 
a). Reinforcing bars  

 
New billet deformed steel, grade 40 or grade 60, as per ASTM A615.  
Weldable deformed steel, as per ASTM A706.  
Galvanized reinforcing bars, as per ASTM A775.  
Epoxy coated reinforcing bars, as per ASTM A775.  
 

b). Welded wire fabric  
 
Welded steel, as per ASTM A185  
Welded deformed steel, as per ASTM A497  
Epoxy coated welded wire fabric, as per ASTM A884.  
Fabricated steel bar or rod mats, as per ASTM A184  
Prestressing strand, as per ASTM A416, grade 270.  
 

6. Cast-in Anchors  
 
a). Materials  
  

Structural steel, as per ASTM A36 
Stainless steel, as per ASTM A666, type 304, grade 
Carbon Steel plate, as per ASTM A283, grade 
Malleable iron castings, as per ASTM A47, grade 
Carbon steel castings, as per ASTM A27, grade 60 - 30 
Bolts, as per ASTM A307 or A325 
Welded headed studs, as per AWS D1.1, Chapter 4, Part F 

 
b). Finish  
 

Shop primer: FS TT-P-86, oil base paint, type I or SSPC-paint 14, or manufacturer's standard. 
 
Galvanized: hot dip galvanized (ASTM A153), electroplated or metallized. 
 
Cadmium coating, as per ASTM A165.  
 
Zinc rich coating: MIL-P-21035, self curing, one (1) component, sacrificial organic coating. 
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7. Grout 
 
Cement grout: Portland cement, sand and water sufficient for placement and hydration.  
Non-shrink grout: Premixed, packaged ferrous and non-ferrous aggregate shrink resistant grout.  
 

BB..  MMIIXXEESS  
 
a). Water-Cement Ratio 

 
Maximum of five (5) gallons of water per 94 lbs. of cement.  
 

b). Air Entrainment 
 
Minimum 3% not more than 6% when concrete is placed.  
 

c). Salt 
 
Calcium Chloride and other ionic compounds which are electrolytic will not be permitted in 
concrete mix. 

 
d). Super Plasticizer 

 
Can be used at manufacturer's option. 
 

e). Concrete Proportions  
 
Selection of proportions for concrete shall be based on the methodology presented in ACI 
211.1 for normal weight concrete, ACI 211.2 for lightweight concrete and ACI 211.3 for no-
slump concrete. The concrete proportions shall be developed using the same type and brand 
of cement, the same type and brand of pozzolan, the same type and gradation of aggregates, 
and the same type and brand of admixture that will be used in the manufacture of precast 
concrete units for the project. Accelerators containing calcium chloride shall not be used in 
precast concrete containing reinforcing steel or other embedded metal items. 
 
Upon request, the precast concrete producer shall submit a mix design for each strength and 
type of concrete that will be used. Submitted mix designs shall include the quantity, type, 
brand and applicable data sheets for all mix design constituents as well as documentation 
indicating conformance with applicable reference specifications. 
 
The use of self-consolidating concrete is permitted provided that mix design proportions and 
constituents meet the requirements of this specification. 
 

f). Water-Cement Ratio  
 
Concrete that will be exposed to freezing and thawing shall contain entrained air and shall 
have water-cement ratios of 0.45 or less. Concrete which will not be exposed to freezing, but 
which is required to be watertight, shall have a water-cement ratio of 0.48 or less if the 
concrete is exposed to fresh water or 0.45 or less if exposed to brackish water or sea water. 
For corrosion protection, reinforced concrete exposed to deicer salts, brackish water or 
seawater shall have a water-cement ratio of 0.40 or less.  
 

g). Air Content  
The air content of concrete that will be exposed to freezing conditions shall be within the limits 
given below.  
 

Nominal Maximum 
Aggregate Size (in) 

Air Content % 

Severe Exposure Moderate Exposure 

3/8 6.0 to 9.0 4.5 to 7.5 

1/2 5.5 to 8.5 4.0 to 7.0 

3/4 4.5 to 7.5 3.5 to 6.5 

1 4.5 to 7.5 3.0 to 6.0 

1-1/2 4.5 to 7.0 3.0 to 6.0 

* For specified compressive strengths greater than 5000 psi, air content may be reduced 
1% 
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CC..  MMAANNUUFFAACCTTUURRIINNGG  
 

Minimum ultimate compressive strength of precast concrete after 28 days shall be a minimum of 
as shown in the General Notes of Tender Drawing & BOQ. 
 
Water absorption of architectural precast concrete panels shall not exceed a maximum of 6% by 
weight. 
 
Compression test for precast concrete  
 
Number of tests: Make compression test for each day's production of each type of concrete. Two 
test cylinders should be made for each load of concrete delivered to the casting bed.  
 
Specimens 
 
Provide test specimens for compression test at 7 and 28 days.  
Obtain concrete for specimens from the actual production batch they will represent. 
 
6" x 12" (or 4" x 8") molded concrete cylinder meeting applicable requirements of ASTM C31.  
2" x 2" molded or sawed cubes.  Test results will be reduced by 20%.  
 
Finishes  
 
Exposed face surfaces of precast concrete panels: Finished to match the approved sample panel.  
 
Back surfaces of precast concrete panels: Should match approved sample panel. 
 
Curing (Wet Cast)  
 
Form cure precast units until a sufficient stripping strength has developed.  
Maintain precast units at a minimum temperature of 33° F until 50% of the design strength has 
been reached.  

 
Panel Identification  
 
Mark each precast concrete panel to correspond to the code markings appearing on the shop 
drawings for panel location. Do not mark on the finish surfaces. 
 
Maintain a record of casting date. 

  

PPAARRTT  IIIIII  --  EEXXEECCUUTTIIOONN  
 

AA..  JJOOBBSSIITTEE  CCOONNDDIITTIIOONNSS  
 

Before starting to erect the precast concrete panels, the General Contractor shall verify that the 
structure and anchorage inserts not within the tolerances required to erect the panels have been 
corrected.  
 
Determine field conditions before commencing erection.  
 

BB..  PPRROODDUUCCTT  DDEELLIIVVEERRYY,,  HHAANNDDLLIINNGG  AANNDD  SSTTOORRAAGGEE    
 
Delivery and Handling  
 
Deliver all architectural precast concrete units to project site in such quantities and at such times 
as to assure the continuation of erection.  
 
Handle and transport units in a position consistent with their shape and design in order to avoid 
stresses which would cause cracking or damage.  
 
Lift or support units only at the points shown on the shop drawings.  
Place non-staining resilient spacers of even thickness between each unit.  
 
Support units during shipment on non-staining shock-absorbing material.  
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Do not place units directly on the ground. 
 
Storage at Jobsite  
 
Store and protect units to prevent contact with soil, staining and physical damage. 
 
Store units, unless otherwise specified, with non-staining resilient supports located in the same 
positions as when transported. 
 
Store units on firm, level and smooth surfaces to prevent cracking, distortion, warping or other 
physical damage. 
 
Place stored units so that identification marks are discernible and so that product can be 
inspected. 
 

CC..  EERREECCTTIIOONN    
 

Clear, well-drained unloading areas and road access around and in the structure shall be provided 
and maintained by the Contractor, to include providing and maintaining accessible roadways in 
which cranes and trucks can maneuver under their own power. 
 
Contractor shall erect adequate barricades, warning lights or signs to safeguard traffic in the 
immediate area of hoisting and handling operations. Any overhead obstructions interfering with the 
erection must be removed by others and any underground equipment installed where cranes and 
trucks must maneuver is installed at the risk of the trade requiring them and be protected by that 
contractor. 
 
Set precast concrete units level, plumb, square and true within the allowable tolerances. The 
General Contractor shall provide true, level bearing surfaces on all fields placed concrete which 
are to receive precast concrete units. The General Contractor shall be responsible for providing 
offset lines and elevations in sufficient detail to allow installation.  
 
Provide temporary supports and bracing, as required, to maintain position, stability and alignment 
as units are being permanently connected.  
 
Non-cumulative tolerances for location of precast concrete units shall be as follows:  

 
Plan location from building grid datum     ± ½” 
Plan location from centerline of steel     ± ½” 
Top elevation for nominal top elevation  
Exposed individual panel      ± ¼” 
Non-exposed individual panel      ± ½”. 
Exposed relative to adjacent panel     ¼” 
Non-exposed relative to adjacent panel     ½” 

 
Support elevation from nominal elevation  
 
Maximum low        ½” 
Maximum high        ¼” 
Maximum plumb variation over height of structure or 100 ft. 
whichever is less       1”  
Plumb in any 10 ft. of element height     ¼” 
Maximum job in alignment of matching edges    ¼” 
Joint width (governs over joint taper)     ± ¼” 
Joint taper maximum       ⅜” 
Joint taper over 10 ft. in length      ¼” 
Maximum jog in alignment of matching faces    ¼” 
Differential bowing or camber as erected between adjacent  
members of the same design      ¼”  
 
Set non-load bearing units dry without mortar, attaining specified joint dimension with, steel or 
plastic cement spacing shims. 
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Fasten precast concrete units in place by bolting and/or welding, completing dry packed joints, 
grouting sleeves and pockets and/or placing cast-in-place concrete joints, as indicated on 
approved erection drawings. 
 
Temporary lifting and handling devices cast into the precast concrete units shall be completely 
removed or if protectively treated remove only where they interfere with the work of any other 
trade. 
 

DD..  RREEPPAAIIRR    
 
Repair exposed exterior surface to match color and texture of surrounding concrete.  
Adhere large patch to hardened concrete with bonding agent.  
 

EE..  CCLLEEAANNIINNGG    
 
Precast concrete panels will be clean upon completion of erection and leaving the job site.  
 
After installation and joint treatment the General Contractor should protect the architectural precast 
concrete panels against damage and maintain the cleanliness of the panels. Any final wash-down 
of the precast architectural panels should be the responsibility of the General Contractor. 
 

FF..  PPRROOTTEECCTTIIOONN    
 
All work and materials of other trades shall be adequately protected by the Erector at all times.  
A fire extinguisher, of an approved type and in operating condition, shall be located within reach of 
all burning and welding operations at all times. 
 

GG..  WWAARRRRAANNTTYY  
 

The Precast Concrete Manufacturer shall guarantee the precast concrete products against defects 
in material and workmanship, for a period of minimum one (1) year, after acceptance of the units 
by the owner. 
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PAINTING  

 
1. GENERAL 

 
All painting and decorating materials shall be supplied in accordance with the manufacturer’s 
printed instructions. Every possible precaution shall be taken to keep down dust before and during 
painting processes. No paint shall be applied to surface structurally or superficially damp and all 
surfaces must be ascertained to be free from condensation, efflorescence, etc., before the 
application of each coat. Primer or undercoated woodwork and metalwork should not be left in an 
exposed or unsuitable situation for an undue period before completing the painting process. No 
exterior or exposed painting shall be carried out under adverse weather conditions, such as rain, 
extreme humidity, dust storm, etc. 
 
Metal fittings such as ironmongery etc. not required to be painted shall first be fitted and then 
preparatory processes are commenced. When all painting is completed the fittings shall be 
cleaned and re-fixed in position. The contractor will be required to repaint, at his own expense, any 
work where the paint is incorrectly applied. The contractor shall be responsible for protecting from 
damage the paintwork and all other work during and after painting operations including the 
provision of all necessary dust sheets, covers, etc. 
 
Brushes, pails, bottles, etc., used in carrying out the work shall be clean and free from foreign 
matter. They shall be throughout cleaned before being used for different types or classes of 
material. The number of coats stated in this specification is the minimum, and the contractor must 
apply sufficient coats to achieve a proper even finish to the approval of the architect. 
 

2. MATERIALS 
 
The decorating material shall be obtained from approved manufacturers and shall be supplied in 
the manufacturer’s sealed and branded containers. All materials must be thoroughly stirred before 
use, unless not recommended by the manufacturer. Details of mixing and application shall be in 
accordance with the specifications of the manufacturers concerned and to the approval of the 
Architect. 
 
The mixing of paints, etc., of different brands before or during application will not be permitted. No 
dilution of painting materials shall be allowed except strictly, as detailed by the manufacturers and 
as approved by the Architect. Mordant solution shall be of approved manufacture. Rust inhibitors 
shall be of approved manufacture. 
 
Stopping for woodwork to receive clear finish shall be tinted to match surrounding woodwork, to 
approval. Stopping for internal woodwork, plywood, hardboard, and fiberboard, shall be linseed oil 
putty to BS 544, tinted to match the color of the undercoat. Stopping for external woodwork shall 
be white lead paste and gold size well mixed. Thinners shall be approved turpentine or white spirit 
to BS 245 
 
Priming paints shall be: 
 
a). for woodwork: leadless grey priming paint in accordance with the recommendations of the 

decorative coating manufacturer; 
b). for steel work: red oxide priming paint in accordance with BS 2524 
c). for galvanized, zinc or aluminum alloy surfaces: grey zinc chromate priming paint in 

accordance with BS 3698 
d). for plaster: concrete and block work, ceiling boards, etc., alkali resisting priming paint in 

accordance with the recommendations of decoration ceiling manufacturer. 
 
Knotting shall be in accordance with BS 1336. 
 
Undercoating shall be: 
 
a). zinc oxide based undercoating paint; 
b). White lead based undercoating paint in accordance with BS 2525-7. Colors shall approximate 

to the finishing paint; 
c). Synthetic alkyd based undercoating in accordance with the recommendations of the 

decorative coating manufacturer. 
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Finishing paint shall be as shown on the drawings with the minimum specifications: 
a). zinc oxide based oil paint; 
b). White lead based oil gloss finishing paint in accordance with BS 2525-7. Colors shall 

approximate to the finishing paint; 
c). Synthetic alkyd based finishing paint as approved by the Architect. 
 
Petrifying liquid shall be used undiluted as supplied by the manufacturer. A small quantity of water 
paint of the finishing color may be mixed with the petrifying liquid. Water paint shall be an 
approved brand of washable oil bound water paint complying with BS 1053 type A. Thinning shall 
be done with petrifying liquid or fresh water only. 
 
Emulsion paint shall be of the Polyvinyl Acetate (PVA) type obtained from an approved 
manufacturer. The precise specification shall comply with the manufacturer’s normal practice. In all 
cases thinning shall be done with thinners supplied by the manufacturer or fresh water only. Stain 
for woodwork shall be an approved brand of oil stain complying with BS 1215. Polyurethane 
lacquer for woodwork shall be of an approved manufacture. 
 

3. PREPARATION PROCESS 
 
Surfaces shall be allowed to dry out completely and cracks shall be cut out and make good with 
suitable hard plaster or cement and sand mix as appropriate, such repaired portions shall be 
allowed to dry out. No painting shall be carried out on plastering less than five weeks old. 
Efflorescent shall be completely removed by rubbing down with dry coarse cloths followed by 
wiping down with down with damp cloths and allowed to dry. All surfaces shall be rubbed down 
with fine glass paper and brushed free of dust before applying any from of decoration. 
 
Surfaces, which are to receive water paint, shall be treated with one coat of petrifying liquid applied 
by brush and allowed to dry for at least 24 hours before the application of water paint. A period of 
24 hours or longer if necessary shall be allowed between subsequent coats. 
 
Fair-faced concrete and/or cement and sand plastered surfaces, which are to receive oil paint, 
shall be given one day. The surfaces shall then be rubbed down with fine glass paper and given a 
second thin coat of oil putty and when completely set shall be rubbed down again with fine glass 
paper before applying the priming coat of oil paint. All surfaces, which are to receive oil paint, shall 
be treated with one coat of alkali resisting priming paint applied by brush and allowed to harden 
completely. 
 

4. FIBER BOARD, ETC. 
 

Soft board: where used eternally or under humid conditions will receive ore coat of priming paint 
and one coat of undercoat on back, face and edges. 
 
Soft board: where used internally will receive one coat of priming paint and one coat of emulsion 
paint on back, face and edges. 
 
Hard board: composite panels will be treated in the same way as soft boards under humid 
conditions. 
 
Acoustic board: will be treated on the face in the same way as plaster, but the paint may be 
applied by spray; the backs and edges should not be treated. 
 

5. STEELWORK INCLUDING WINDOWS, LOUVERS, ETC, INTERNALLY & EXTERNALLY 
 
If delivered galvanized, the surface shall be cleared to remove grease and dirt before priming. 
Where rusting has occurred through damage to the galvanizing such rust shall be removed by wire 
brushing back to clean metal and the surface shall then be treated with one coat of mordent 
solution and one coat of zinc chromate priming paint. 
 
If delivered primed, the surfaces shall be examined to ascertain that the priming paint is hard, 
firmly adhering and in good condition. If not satisfactory, the priming paint shall be removed and 
the surfaces cleaned to remove rusts and re-primed. If the condition of the priming paint is 
satisfactory, the surfaces shall be cleaned to remove grease and dirt, minor damage to the priming 
paint, being made good with red oxide priming paint after removal of rust. 
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If delivered unprimed and not galvanized, the surfaces shall be clean remove grease and dirt, and 
wire brushed and scraped to remove all rust and scale before applying a red oxide priming paint. 
Priming paint shall be brushed well into the surface and shall be allowed to dry and harden 
thoroughly before the application of subsequent coats. 
 
Items of steel work such as frames to roller shutters, covers to expansion joints, etc., which are to 
be built into walls, shall first be primed. The Architect reserve the right to have rusted items 
removed from the site and reloaded at the contractor’s expense if he considers the item has been 
too badly affected or incorporation in the works. 

 
6. EXPOSED SERVICE PIPES 

 
Copper and brass pipe work shall have the surface slightly abraded with glass paper and white 
sprite or similar solvent and wiped cleared. No priming paint will be necessary, the surface being 
finished in two coats of gloss paint. 
 
Steel pipes will be treated as for steel work with exception that galvanized pipes are to be treated 
with a zinc chromate priming paint. Coated soil pipes shall be wiped clean and treated with two 
coats of knotting followed by priming paint as described earlier. 
 

7. WOODWORK REQUIRED TO BE PAINTED 
 
Surfaces shall be cleaned to remove grease and dirt. The surface of teak shall be cleaned with 
white spirit to remove free oil. The preparation process shall then be: 
 
Knot: All knots shall be treated with shellac knotting; 
Prime: One coat of primer shall be thoroughly applied by brush to all surface and when dry a 

further coat to be applied to end grain surfaces;  
Stop: When priming paint is hard all cracks, hole, open joints, etc., shall be make putty or an 

approved filler and rubbed down with, fine glass paper. 
 
No joinery shall be primed until the Architect has approved it. Priming shall be carried out on the 
site and not in contractor’s workshop. Items of carpentry work, which are to be built into walls, etc., 
shall be first treated by twice coating with creosote or other approved preservative. 
 

8. WOODWORK REQUIRED TO BE STAINED 
 
Surface shall be cleaned to remove crease and dirt. The wood shall be stopped, filled and rubbed 
down. In case of teak, free oil shall be removed by cleaning with white spirit. 
 

9. FINISHING PROCESSES 
 
Where emulsion paint is specified at least three coats shall be applied by brush in addition to any 
priming paint in order to produce a finish to the Architect’s satisfaction. Where water paint is 
specified two coats shall be applied by brush in addition to the petrifying liquid. The water shall be 
thinned to the consistency of thick cream. 
 
Where oil paint is specified this shall be two or three coat work as detailed in the manufacturer’s 
specifications, applied by roller or brush, but not by spray, to produce hard gloss, oil gloss, 
eggshell or flat finish as required. The finishing coat of paint to walls and ceiling shall be applied 
after the completion and testing of the electrical installation. Any paint splashes on electrical fittings 
shall be carefully cleaned off. 
 

10. WOODWORK REQUIRED TO BE STAINED AND POLYURETHANED 
 
The woodwork, internally and externally shall be stained as directed on site, rubbed down, brushed 
off, and treated with at least two coats of polyurethane to the satisfaction of the Engineer. 
 

11. PROTECTION OF FACTORY FINISHED WORK 
 
The contractor is to allow for protecting all factory finished doors, frames, windows, suspended 
ceiling and the like at all times to ensure that factory finishes are not damaged and must make 
good or replace any defective component at his own expense. The contractor must also remove, 
store and replace ironmongery, electrical faceplates, light fittings and the like as necessary to 
protect them from surrounding. 
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12. MEASUREMENT AND PAYMENT 
 
12.1 General 
 

Except otherwise specified herein or elsewhere in Contract Documents, no measurement and 
payment will be made related to the relevant item of the Bills of Quantities. The cost thereof shall 
be deemed to have been included in the quoted unit rate of the respective items of Bills of 
Quantities. Preparation works, including preparatory materials, scraping, scratching, sand blasting, 
cleaning, priming, protection of finished works etc. Wax and spirit polishing to specified wood 
works including preparatory works and materials. 

 
12.2 Painting 
 

a) Measurement 
 

Measurement of acceptably completed works of paint to specified surfaces will be made on 
the basis of net actual area of the surface painted as shown on the Drawing or as directed by 
the Engineer. 

 
b) Payment 

 
Payment will be made for acceptable measured quantity of paint to specified surface on the 
basis of unit rate quoted in the Bills of Quantities and shall constitute full compensation for all 
the works related to the items.  
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BITUMEN COATING 
 
1. PREPARATION OF SURFACE 
 

The base course shall be rendered free from all ruts and pot holes or other defects and shall have 
a camber as directed by the Engineer. 
 
The surface shall be swept clean and free from dust, dirt or other deleterious matter, by hand 
brushing using wire brushes and finally by dusting with gunny bags. 

 
2. MINERAL AGGREGATE 
 

The graded screened bajri/ crushed stone shall consist of clean, consolidated, durable materials of 
uniform quality throughout, free from soft or disintegrated or other objectionable matter and shall 
not contain any dust. The bajri shall be of ½” standard size (i.e. passing though ¾” square mesh 
and retained on 3/8” square mesh) and ¼” standard size (i.e. passing 3/8” square mesh and 
retained on 1/10” square mesh) for second coat. 

   
3. APPLICATION OF FIRST COAT OF BITUMEN 
 

The bitumen as for the grade and shall be heated in a proper heating plant to the temperature and 
it shall be maintained at the same temperature. It shall be applied to the surface by means of 
pressure spryer at 25 lbs./100 Sft. 

 
4. SPREADING OF CHIPS OR BAJRI 
 

Immediately following the application of bitumen, stone chips or bajri in perfectly dry condition shall 
be uniformly and evenly sprayed at 6 cft. per 100 sft. over the whole surface which has been 
sprayed. Precaution shall be taken so that the whole of the bitumen surface is covered with 
uniform layer of chips or bajri without any accumulation of surplus chips or bajri at any point. Hand 
brooming or light drag brooming shall follow the application of the chips prior to rolling. 

 
5. ROLLING 
 

Immediately following the application of the stone chips or bajri and the completion of light 
brooming the whole area shall be rolled with a roller weighing 8 to 10 tons. Rolling must be done 
carefully so as not to crush the stone or bajri. The roller must be accompanied by spreading chips 
or bajri to fill any surface voids. 
 
The second coat should be applied immediately after the first coat. The consolidated surface 
should be examined and any excess chips or bajri removed by hand. Depressions should be made 
up by the addition of more chips or bajri. 

 
6. PREPARATION OF SURFACE FOR SECOND COAT APPLICATION 
 

The sprayer used for applying the bitumen shall be operated in such a way as will ensure an even 
and uniform distribution of the bitumen on the road surface. Excessive deposits of bitumen on the 
road caused by stopping and starting the sprayer or distributor or by leakage, should not be 
allowed. Spraying shall in all cases be carried out parallel to the central line of the road. 
 
The edges of the bitumen surface shall be defined by wire or other cord lines stretched and 
pegged in position. 

 
7. APPLICATION OF THE SECOND COAT OF BITUMEN 
 

The Bitumen of the grade and the made specified shall be heated in a proper heating plant to the 
temperature and shall be maintained at the same temperature. It shall be applied using pressure 
sprayer, evenly and uniformly at the rate of 45 lbs. per 100 sft. the same precautions as those 
specified for the first coat should be observed during spraying. 

 
8. SPREADING OF CHIPS OR BAJRI 
 

While the bitumen is still hot, it should be blinded with ¼” size (i.e. passing through 3/8” square 
mesh and retained on 1/10” square mesh) stone chips or bajri as specified. This blindage must be 
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clean and contain no dust and the rate of application should be approximately 3½ cft. per 100 
square ft. After spreading it should be brushed evenly over the surface. 

 
9. ROLLING 
 

Final rolling should be carried out with 8 to 10 ton power roller. Consolidation will be complete 
when the Bitumen has absorbed as mush of the blindage as possible. After rolling, the road may 
be thrown open to traffic and, two or three weeks later, loose blindage on the surface may be 
removed. If, at any subsequent date, there are any signs of the road bleeding, coarse sand shall 
be spread over it by the contractor. 
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SECTION VIII - GENERAL CONDITIONS OF CONTRACT 

 
These General Conditions of Contract (GCC), read in conjunction with the Particular Conditions 
of Contract (PCC) and other documents listed therein, should be a complete document 
expressing fairly the rights and obligations of both parties. 
 
These General Conditions of Contract have been developed on the basis of considerable 
international experience in the drafting and management of contracts, bearing in mind a trend in 
the construction industry towards simpler, more straightforward language. 
 
The GCC can be used for both smaller admeasurement contracts and lump sum contracts. 
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GENERAL CONDITIONS OF CONTRACT 

A.  General 

1. Definitions 1.1 Boldface type is used to identify defined terms. 

(a) The Accepted Contract Amount means the 
amount accepted in the Letter of Acceptance for 
the execution and completion of the Works and 
the remedying of any defects. 

(b) The Activity Schedule is a schedule of the 
activities comprising the construction, 
installation, testing, and commissioning of the 
Works in a lump sum contract. It includes a lump 
sum price for each activity, which is used for 
valuations and for assessing the effects of 
Variations and Compensation Events. 

(c) The Adjudicator is the person appointed jointly 
by the Employer and the Contractor to resolve 
disputes in the first instance, as provided for in 
GCC 23. 

(d) Bank means the financing institution named in 
the PCC. 

(e) Bill of Quantities means the priced and 
completed Bill of Quantities forming part of the 
Bid. 

(f) Compensation Events are those defined in GCC 
Clause 42 hereunder. 

(g) The Completion Date is the date of completion 
of the Works as certified by the Project Manager, 
in accordance with GCC Sub-Clause 53.1. 

(h) The Contract is the Contract between the 
Employer and the Contractor to execute, 
complete, and maintain the Works. It consists of 
the documents listed in GCC Sub-Clause 2.3 
below. 

(i) The Contractor is the party whose Bid to carry 
out the Works has been accepted by the 
Employer. 

(j) The Contractor’s Bid is the completed bidding 
document submitted by the Contractor to the 
Employer. 

(k) The Contract Price is the Accepted Contract 
Amount stated in the Letter of Acceptance and 
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thereafter as adjusted in accordance with the 
Contract. 

(l) Days are calendar days; months are calendar 
months. 

(m) Dayworks are varied work inputs subject to 
payment on a time basis for the Contractor’s 
employees and Equipment, in addition to 
payments for associated Materials and Plant. 

(n) A Defect is any part of the Works not completed 
in accordance with the Contract. 

(o) The Defects Liability Certificate is the certificate 
issued by Project Manager upon correction of 
defects by the Contractor. 

(p) The Defects Liability Period is the period named 
in the PCC pursuant to Sub-Clause 34.1 and 
calculated from the Completion Date. 

(q) Drawings means the drawings of the Works, as 
included in the Contract, and any additional and 
modified drawings issued by (or on behalf of) the 
Employer in accordance with the Contract, 
include calculations and other information 
provided or approved by the Project Manager for 
the execution of the Contract. 

(r) The Employer is the party who employs the 
Contractor to carry out the Works, as specified 
in the PCC. 

(s) Equipment is the Contractor’s machinery and 
vehicles brought temporarily to the Site to 
construct the Works. 

(t) “In writing” or “written” means hand-written, 
type-written, printed or electronically made, and 
resulting in a permanent record; 

(u) The Initial Contract Price is the Contract Price 
listed in the Employer’s Letter of Acceptance. 

(v) The Intended Completion Date is the date on 
which it is intended that the Contractor shall 
complete the Works.  The Intended Completion 
Date is specified in the PCC.  The Intended 
Completion Date may be revised only by the 
Project Manager by issuing an extension of time 
or an acceleration order. 
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(w) Materials are all supplies, including 
consumables, used by the Contractor for 
incorporation in the Works. 

(x) Plant is any integral part of the Works that shall 
have a mechanical, electrical, chemical, or 
biological function. 

(y) The Project Manager is the person named in 
the PCC (or any other competent person 
appointed by the Employer and notified to the 
Contractor, to act in replacement of the Project 
Manager) who is responsible for supervising the 
execution of the Works and administering the 
Contract. 

(z) PCC means Particular Conditions of Contract.  

(aa) The Site is the area defined as such in the 
PCC. 

(bb) Site Investigation Reports are those that were 
included in the bidding document and are factual 
and interpretative reports about the surface and 
subsurface conditions at the Site. 

(cc) Specification means the Specification of the 
Works included in the Contract and any 
modification or addition made or approved by 
the Project Manager. 

(dd) The Start Date is given in the PCC. It is the 
latest date when the Contractor shall commence 
execution of the Works.  It does not necessarily 
coincide with any of the Site Possession Dates. 

(ee) A Subcontractor is a person or corporate body 
who has a Contract with the Contractor to carry 
out a part of the work in the Contract, which 
includes work on the Site. 

(ff) Temporary Works are works designed, 
constructed, installed, and removed by the 
Contractor that are needed for construction or 
installation of the Works. 

(gg) A Variation is an instruction given by the Project 
Manager which varies the Works. 

(hh) The Works are what the Contract requires the 
Contractor to construct, install, and turn over to 
the Employer, as defined in the PCC. 

2. Interpretation 2.1 In interpreting these GCC, words indicating one gender 
include all genders. Words indicating the singular also 
include the plural and words indicating the plural also 
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include the singular. Headings have no significance. 
Words have their normal meaning under the language 
of the Contract unless specifically defined. The Project 
Manager shall provide instructions clarifying queries 
about these GCC. 

2.2 If sectional completion is specified in the PCC, 
references in the GCC to the Works, the Completion 
Date, and the Intended Completion Date apply to any 
Section of the Works (other than references to the 
Completion Date and Intended Completion Date for the 
whole of the Works). 

2.3 The documents forming the Contract shall be 
interpreted in the following order of priority: 

(a) Agreement, 

(b) Letter of Acceptance, 

(c) Contractor’s Bid, 

(d) Particular Conditions of Contract, 

(e) General Conditions of Contract, including 
Appendices, 

(f) Specifications, 

(g) Drawings, 

(h) Bill of Quantities,1 and 

(i) any other document listed in the PCC as forming 
part of the Contract. 

3. Language and Law 3.1 The language of the Contract and the law governing 
the Contract are stated in the PCC. 

3.2 Throughout the execution of the Contract, the 
Contractor shall comply with the import of goods and 
services prohibitions in the Employer’s Country when 

(a)  as a matter of law or official regulations, the 
Borrower’s country prohibits commercial 
relations with that country; or  

(b)  by an act of compliance with a decision of the 
United Nations Security Council taken under 
Chapter VII of the Charter of the United Nations, 
the Borrower’s Country prohibits any import of 
goods from that country or any payments to any 
country, person, or entity in that country.  

4. Project Manager’s 
Decisions 

4.1 Except where otherwise specifically stated, the Project 
Manager shall decide contractual matters between the 
Employer and the Contractor in the role representing 
the Employer. 

                                                 
1  In lump sum contracts, delete “Bill of Quantities” and replace with “Activity Schedule.” 
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5. Delegation 5.1 Otherwise specified in the PCC, the Project Manager 
may delegate any of his duties and responsibilities to 
other people, except to the Adjudicator, after notifying 
the Contractor, and may revoke any delegation after 
notifying the Contractor. 

6. Communications 6.1 Communications between parties that are referred to in 
the Conditions shall be effective only when in writing. A 
notice shall be effective only when it is delivered. 

7. Subcontracting 7.1 The Contractor may subcontract with the approval of 
the Project Manager, but may not assign the Contract 
without the approval of the Employer in writing. 
Subcontracting shall not alter the Contractor’s 
obligations. 

8. Other Contractors 8.1 The Contractor shall cooperate and share the Site with 
other contractors, public authorities, utilities, and the 
Employer between the dates given in the Schedule of 
Other Contractors, as referred to in the PCC. The 
Contractor shall also provide facilities and services for 
them as described in the Schedule. The Employer may 
modify the Schedule of Other Contractors, and shall 
notify the Contractor of any such modification. 

9. Personnel and 
Equipment 

9.1 The Contractor shall employ the key personnel and use 
the equipment identified in its Bid, to carry out the 
Works or other personnel and equipment approved by 
the Project Manager. The Project Manager shall 
approve any proposed replacement of key personnel 
and equipment only if their relevant qualifications or 
characteristics are substantially equal to or better than 
those proposed in the Bid. 

9.2 If the Project Manager asks the Contractor to remove a 
person who is a member of the Contractor’s staff or 
work force, stating the reasons, the Contractor shall 
ensure that the person leaves the Site within seven 
days and has no further connection with the work in the 
Contract. 

9.3 If the Employer, Project Manager or Contractor 
determines, that any employee of the Contractor be 
determined to have engaged in Fraud and Corruption 
during the execution of the Works, then that employee 
shall be removed in accordance with Clause 9.2 above. 

10. Employer’s and 
Contractor’s Risks 

10.1 The Employer carries the risks which this Contract 
states are Employer’s risks, and the Contractor carries 
the risks which this Contract states are Contractor’s 
risks. 

11. Employer’s Risks 11.1 From the Start Date until the Defects Liability Certificate 
has been issued, the following are Employer’s risks: 
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(a) The risk of personal injury, death, or loss of or 
damage to property (excluding the Works, Plant, 
Materials, and Equipment), which are due to 

(i) use or occupation of the Site by the Works or 
for the purpose of the Works, which is the 
unavoidable result of the Works or 

(ii) negligence, breach of statutory duty, or 
interference with any legal right by the 
Employer or by any person employed by or 
contracted to him except the Contractor. 

(b) The risk of damage to the Works, Plant, Materials, 
and Equipment to the extent that it is due to a fault 
of the Employer or in the Employer’s design, or 
due to war or radioactive contamination directly 
affecting the country where the Works are to be 
executed. 

11.2 From the Completion Date until the Defects Liability 
Certificate has been issued, the risk of loss of or 
damage to the Works, Plant, and Materials is an 
Employer’s risk except loss or damage due to 

(a) a Defect which existed on the Completion Date, 

(b) an event occurring before the Completion Date, 
which was not itself an Employer’s risk, or 

(c) the activities of the Contractor on the Site after 
the Completion Date. 

12. Contractor’s Risks 12.1 From the Starting Date until the Defects Liability 
Certificate has been issued, the risks of personal injury, 
death, and loss of or damage to property (including, 
without limitation, the Works, Plant, Materials, and 
Equipment) which are not Employer’s risks are 
Contractor’s risks. 

13. Insurance 13.1 The Contractor shall provide, in the joint names of the 
Employer and the Contractor, insurance cover from the 
Start Date to the end of the Defects Liability Period, in 
the amounts and deductibles stated in the PCC for the 
following events which are due to the Contractor’s 
risks: 

(a) loss of or damage to the Works, Plant, and 
Materials; 

(b) loss of or damage to Equipment; 

(c) loss of or damage to property (except the Works, 
Plant, Materials, and Equipment) in connection 
with the Contract; and 
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(d) personal injury or death. 

13.2 Policies and certificates for insurance shall be 
delivered by the Contractor to the Project Manager for 
the Project Manager’s approval before the Start Date. 
All such insurance shall provide for compensation to be 
payable in the types and proportions of currencies 
required to rectify the loss or damage incurred. 

13.3 If the Contractor does not provide any of the policies 
and certificates required, the Employer may effect the 
insurance which the Contractor should have provided 
and recover the premiums the Employer has paid from 
payments otherwise due to the Contractor or, if no 
payment is due, the payment of the premiums shall be 
a debt due. 

13.4 Alterations to the terms of an insurance shall not be 
made without the approval of the Project Manager. 

13.5 Both parties shall comply with any conditions of the 
insurance policies. 

14. Site Data 14.1 The Contractor shall be deemed to have examined any 
Site Data referred to in the PCC, supplemented by 
any information available to the Contractor. 

15. Contractor to 
Construct the 
Works 

15.1 The Contractor shall construct and install the Works in 
accordance with the Specifications and Drawings. 

16. The Works to Be 
Completed by the 
Intended 
Completion Date 

16.1 The Contractor may commence execution of the Works 
on the Start Date and shall carry out the Works in 
accordance with the Program submitted by the 
Contractor, as updated with the approval of the Project 
Manager, and complete them by the Intended 
Completion Date. 

17. Approval by the 
Project Manager 

17.1 The Contractor shall submit Specifications and 
Drawings showing the proposed Temporary Works to 
the Project Manager, for his approval. 

17.2 The Contractor shall be responsible for design of 
Temporary Works. 

17.3 The Project Manager’s approval shall not alter the 
Contractor’s responsibility for design of the Temporary 
Works. 

17.4 The Contractor shall obtain approval of third parties to 
the design of the Temporary Works, where required. 

17.5 All Drawings prepared by the Contractor for the 
execution of the temporary or permanent Works, are 
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subject to prior approval by the Project Manager before 
this use. 

18. Safety and 
Protection of the 
Environment 

18.1 The Contractor shall be responsible for the safety of all 
activities on the Site. 

18.2 The Contractor shall take all reasonable steps to 
protect the environment (both on and off the Site) and 
to limit damage and nuisance to people and property 
resulting from pollution, noise and other results of his 
operations. 

19. Discoveries 19.1 Anything of historical or other interest or of significant 
value unexpectedly discovered on the Site shall be the 
property of the Employer. The Contractor shall notify 
the Project Manager of such discoveries and carry out 
the Project Manager’s instructions for dealing with 
them. 

20. Possession of the 
Site 

20.1 The Employer shall give possession of all parts of the 
Site to the Contractor. If possession of a part is not 
given by the date stated in the PCC, the Employer 
shall be deemed to have delayed the start of the 
relevant activities, and this shall be a Compensation 
Event. 

21. Access to the Site 21.1 The Contractor shall allow the Project Manager and 
any person authorized by the Project Manager access 
to the Site and to any place where work in connection 
with the Contract is being carried out or is intended to 
be carried out. 

22. Instructions, 
Inspections and 
Audits 

22.1 The Contractor shall carry out all instructions of the 
Project Manager which comply with the applicable laws 
where the Site is located. 

22.2 The Contractor shall keep, and shall make all 
reasonable efforts to cause its Subcontractors and 
subconsultants to keep, accurate and systematic 
accounts and records in respect of the Works in such 
form and details as will clearly identify relevant time 
changes and costs.  

22.3 Pursuant to paragraph 2.2 e. of Appendix B to the 
General Conditions, the Contractor shall permit and 
shall cause its subcontractors and subconsultants to 
permit, the Bank and/or persons appointed by the Bank 
to inspect the Site and/or the accounts and records 
relating to the procurement process, selection and/or 
contract execution, and to have such accounts and 
records audited by auditors appointed by the Bank if 
requested by the Bank. The Contractor’s and its 
Subcontractors’ and subconsultants’ attention is drawn 
to Sub-Clause 25.1 (Fraud and Corruption) which 
provides, inter alia, that acts intended to materially 
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impede the exercise of the Bank’s inspection and audit 
rights constitute a prohibited practice subject to 
contract termination (as well as to a determination of 
ineligibility pursuant to the Bank’s prevailing sanctions 
procedures).] 

23. Appointment of the 
Adjudicator 

23.1 The Adjudicator shall be appointed jointly by the 
Employer and the Contractor, at the time of the 
Employer’s issuance of the Letter of Acceptance. If, in 
the Letter of Acceptance, the Employer does not agree 
on the appointment of the Adjudicator, the Employer 
will request the Appointing Authority designated in the 
PCC, to appoint the Adjudicator within 14 days of 
receipt of such request.  

23.2 Should the Adjudicator resign or die, or should the 
Employer and the Contractor agree that the Adjudicator 
is not functioning in accordance with the provisions of 
the Contract, a new Adjudicator shall be jointly 
appointed by the Employer and the Contractor.  In case 
of disagreement between the Employer and the 
Contractor, within 30 days, the Adjudicator shall be 
designated by the Appointing Authority designated in 
the PCC at the request of either party, within 14 days 
of receipt of such request. 

24. Procedure for 
Disputes 

24.1 If the Contractor believes that a decision taken by the 
Project Manager was either outside the authority given 
to the Project Manager by the Contract or that the 
decision was wrongly taken, the decision shall be 
referred to the Adjudicator within 14 days of the 
notification of the Project Manager’s decision. 

24.2 The Adjudicator shall give a decision in writing within 
28 days of receipt of a notification of a dispute. 

24.3 The Adjudicator shall be paid by the hour at the rate 
specified in the PCC, together with reimbursable 
expenses of the types specified in the PCC, and the 
cost shall be divided equally between the Employer and 
the Contractor, whatever decision is reached by the 
Adjudicator. Either party may refer a decision of the 
Adjudicator to an Arbitrator within 28 days of the 
Adjudicator’s written decision. If neither party refers the 
dispute to arbitration within the above 28 days, the 
Adjudicator’s decision shall be final and binding. 

24.4 The arbitration shall be conducted in accordance with 
the arbitration procedures published by the institution 
named and in the place specified in the PCC.  

25. Fraud and 
Corruption 

25.1 The Bank requires compliance with the Bank’s Anti-
Corruption Guidelines and its prevailing sanctions 
policies and procedures as set forth in the WBG’s 
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Sanctions Framework, as set forth in Appendix A to the 
GCC. 

25.2 The Employer requires the Contractor to disclose any 
commissions or fees that may have been paid or are to 
be paid to agents or any other party with respect to the 
bidding process or execution of the Contract. The 
information disclosed must include at least the name 
and address of the agent or other party, the amount 
and currency, and the purpose of the commission, 
gratuity or fee.  

B.  Time Control 

26. Program 

 

26.1 Within the time stated in the PCC, after the date of the 
Letter of Acceptance, the Contractor shall submit to the 
Project Manager for approval a Program showing the 
general methods, arrangements, order, and timing for 
all the activities in the Works. In the case of a lump sum 
contract, the activities in the Program shall be consistent 
with those in the Activity Schedule. 

26.2 An update of the Program shall be a program showing 
the actual progress achieved on each activity and the 
effect of the progress achieved on the timing of the 
remaining work, including any changes to the sequence 
of the activities.  

26.3 The Contractor shall submit to the Project Manager for 
approval an updated Program at intervals no longer 
than the period stated in the PCC. If the Contractor 
does not submit an updated Program within this period, 
the Project Manager may withhold the amount stated in 
the PCC from the next payment certificate and continue 
to withhold this amount until the next payment after the 
date on which the overdue Program has been 
submitted. In the case of a lump sum contract, the 
Contractor shall provide an updated Activity Schedule 
within 14 days of being instructed to by the Project 
Manager. 

26.4 The Project Manager’s approval of the Program shall 
not alter the Contractor’s obligations. The Contractor 
may revise the Program and submit it to the Project 
Manager again at any time. A revised Program shall 
show the effect of Variations and Compensation Events. 

27. Extension of the 
Intended 
Completion Date 

27.1 The Project Manager shall extend the Intended 
Completion Date if a Compensation Event occurs or a 
Variation is issued which makes it impossible for 
Completion to be achieved by the Intended Completion 
Date without the Contractor taking steps to accelerate 
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the remaining work, which would cause the Contractor 
to incur additional cost. 

27.2 The Project Manager shall decide whether and by how 
much to extend the Intended Completion Date within 21 
days of the Contractor asking the Project Manager for a 
decision upon the effect of a Compensation Event or 
Variation and submitting full supporting information. If 
the Contractor has failed to give early warning of a delay 
or has failed to cooperate in dealing with a delay, the 
delay by this failure shall not be considered in assessing 
the new Intended Completion Date. 

28. Acceleration 28.1 When the Employer wants the Contractor to finish 
before the Intended Completion Date, the Project 
Manager shall obtain priced proposals for achieving the 
necessary acceleration from the Contractor. If the 
Employer accepts these proposals, the Intended 
Completion Date shall be adjusted accordingly and 
confirmed by both the Employer and the Contractor. 

28.2 If the Contractor’s priced proposals for an acceleration 
are accepted by the Employer, they are incorporated in 
the Contract Price and treated as a Variation. 

29. Delays Ordered by 
the Project 
Manager 

29.1 The Project Manager may instruct the Contractor to 
delay the start or progress of any activity within the 
Works. 

30. Management 
Meetings 

30.1 Either the Project Manager or the Contractor may 
require the other to attend a management meeting. The 
business of a management meeting shall be to review 
the plans for remaining work and to deal with matters 
raised in accordance with the early warning procedure. 

30.2 The Project Manager shall record the business of 
management meetings and provide copies of the record 
to those attending the meeting and to the Employer. The 
responsibility of the parties for actions to be taken shall 
be decided by the Project Manager either at the 
management meeting or after the management meeting 
and stated in writing to all who attended the meeting. 

31. Early Warning 31.1 The Contractor shall warn the Project Manager at the 
earliest opportunity of specific likely future events or 
circumstances that may adversely affect the quality of 
the work, increase the Contract Price, or delay the 
execution of the Works. The Project Manager may 
require the Contractor to provide an estimate of the 
expected effect of the future event or circumstance on 
the Contract Price and Completion Date. The estimate 
shall be provided by the Contractor as soon as 
reasonably possible. 
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31.2 The Contractor shall cooperate with the Project 
Manager in making and considering proposals for how 
the effect of such an event or circumstance can be 
avoided or reduced by anyone involved in the work and 
in carrying out any resulting instruction of the Project 
Manager. 

C.  Quality Control 

32. Identifying 
Defects 

32.1 The Project Manager shall check the Contractor’s work 
and notify the Contractor of any Defects that are found. 
Such checking shall not affect the Contractor’s 
responsibilities. The Project Manager may instruct the 
Contractor to search for a Defect and to uncover and 
test any work that the Project Manager considers may 
have a Defect. 

33. Tests 33.1 If the Project Manager instructs the Contractor to carry 
out a test not specified in the Specification to check 
whether any work has a Defect and the test shows that 
it does, the Contractor shall pay for the test and any 
samples. If there is no Defect, the test shall be a 
Compensation Event. 

34. Correction of 
Defects 

34.1 The Project Manager shall give notice to the Contractor 
of any Defects before the end of the Defects Liability 
Period, which begins at Completion, and is defined in 
the PCC. The Defects Liability Period shall be extended 
for as long as Defects remain to be corrected. 

34.2 Every time notice of a Defect is given, the Contractor 
shall correct the notified Defect within the length of time 
specified by the Project Manager’s notice. 

35. Uncorrected 
Defects 

35.1 If the Contractor has not corrected a Defect within the 
time specified in the Project Manager’s notice, the 
Project Manager shall assess the cost of having the 
Defect corrected, and the Contractor shall pay this 
amount. 

D.  Cost Control 

36. Contract Price2 36.1 The Bill of Quantities shall contain priced items for the 
Works to be performed by the Contractor. The Bill of 
Quantities is used to calculate the Contract Price. The 
Contractor will be paid for the quantity of the work 

                                                 
2  In lump sum contracts, replace GCC Sub-Clauses 36.1 as follows: 

36.1 The Contractor shall provide updated Activity Schedules within 14 days of being instructed to by the 

Project Manager.  The Activity Schedule shall contain the priced activities for the Works to be performed by 

the Contractor. The Activity Schedule is used to monitor and control the performance of activities on which 

basis the Contractor will be paid. If payment for materials on site shall be made separately, the Contractor shall 

show delivery of Materials to the Site separately on the Activity Schedule. 
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accomplished at the rate in the Bill of Quantities for 
each item. 

37. Changes in the 
Contract Price3 

37.1 If the final quantity of the work done differs from the 
quantity in the Bill of Quantities for the particular item 
by more than 25 percent, provided the change exceeds 
1 percent of the Initial Contract Price, the Project 
Manager shall adjust the rate to allow for the change. 
The Project Manager shall not adjust rates from 
changes in quantities if thereby the Initial Contract 
Price is exceeded by more than 15 percent, except with 
the prior approval of the Employer. 

37.2 If requested by the Project Manager, the Contractor 
shall provide the Project Manager with a detailed cost 
breakdown of any rate in the Bill of Quantities. 

38. Variations 

 

38.1 All Variations shall be included in updated Programs4 
produced by the Contractor. 

38.2 The Contractor shall provide the Project Manager with 
a quotation for carrying out the Variation when 
requested to do so by the Project Manager. The Project 
Manager shall assess the quotation, which shall be 
given within seven (7) days of the request or within any 
longer period stated by the Project Manager and before 
the Variation is ordered. 

38.3 If the Contractor’s quotation is unreasonable, the 
Project Manager may order the Variation and make a 
change to the Contract Price, which shall be based on 
the Project Manager’s own forecast of the effects of the 
Variation on the Contractor’s costs. 

38.4 If the Project Manager decides that the urgency of 
varying the work would prevent a quotation being given 
and considered without delaying the work, no quotation 
shall be given and the Variation shall be treated as a 
Compensation Event. 

38.5 The Contractor shall not be entitled to additional 
payment for costs that could have been avoided by 
giving early warning.  

38.6 If the work in the Variation corresponds to an item 
description in the Bill of Quantities and if, in the opinion 
of the Project Manager, the quantity of work above the 
limit stated in Sub-Clause 39.1 or the timing of its 
execution do not cause the cost per unit of quantity to 
change, the rate in the Bill of Quantities shall be used 

                                                 
3  In lump sum contracts, replace entire GCC Clause 37 with new GCC Sub-Clause 37.1, as follows: 

37.1 The Activity Schedule shall be amended by the Contractor to accommodate changes of Program or 

method of working made at the Contractor’s own discretion.  Prices in the Activity Schedule shall not 

be altered when the Contractor makes such changes to the Activity Schedule. 
4  In lump sum contracts, add “and Activity Schedules” after “Programs.” 



Section VIII - General Conditions of Contract 17 
 

to calculate the value of the Variation. If the cost per 
unit of quantity changes, or if the nature or timing of the 
work in the Variation does not correspond with items in 
the Bill of Quantities, the quotation by the Contractor 
shall be in the form of new rates for the relevant items 
of work. 5 

 38.7 Value Engineering: The Contractor may prepare, at its 
own cost, a value engineering proposal at any time 
during the performance of the contract. The value 
engineering proposal shall, at a minimum, include the 
following; 

(a)  the proposed change(s), and a description of the 
difference to the existing contract requirements; 

(b)  a full cost/ benefit analysis of the proposed 
change(s) including a description and estimate of 
costs (including life cycle costs) the Employer 
may incur in implementing the value engineering 
proposal; and 

(c) a description of any effect(s) of the change on 
performance/functionality. 

The Employer may accept the value engineering 
proposal if the proposal demonstrates benefits that: 

(a)  accelerate the contract completion period; or 

(b)  reduce the Contract Price or the life cycle costs to 
the Employer; or 

(c)  improve the quality, efficiency, safety or 
sustainability of the Facilities; or 

(d)  yield any other benefits to the Employer, 

without compromising the functionality of the Works. 

If the value engineering proposal is approved by the 
Employer and results in: 

(a)  a reduction of the Contract Price; the amount to 
be paid to the Contractor shall be the percentage 
specified in the PCC of the reduction in the 
Contract Price; or 

(b)  an increase in the Contract Price; but results in a 
reduction in life cycle costs due to any benefit 
described in (a) to (d) above, the amount to be 

                                                 
5  In lump sum contracts, delete this paragraph. 
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paid to the Contractor shall be the full increase in 
the Contract Price. 

39. Cash Flow 
Forecasts 

39.1 When the Program,6 is updated, the Contractor shall 
provide the Project Manager with an updated cash flow 
forecast.  The cash flow forecast shall include different 
currencies, as defined in the Contract, converted as 
necessary using the Contract exchange rates. 

40. Payment 
Certificates 

40.1 The Contractor shall submit to the Project Manager 
monthly statements of the estimated value of the work 
executed less the cumulative amount certified 
previously. 

40.2 The Project Manager shall check the Contractor’s 
monthly statement and certify the amount to be paid to 
the Contractor. 

40.3 The value of work executed shall be determined by the 
Project Manager. 

40.4 The value of work executed shall comprise the value of 
the quantities of work in the Bill of Quantities that have 
been completed.7 

40.5 The value of work executed shall include the valuation 
of Variations and Compensation Events. 

40.6 The Project Manager may exclude any item certified in 
a previous certificate or reduce the proportion of any 
item previously certified in any certificate in the light of 
later information. 

41. Payments 41.1 Payments shall be adjusted for deductions for advance 
payments and retention. The Employer shall pay the 
Contractor the amounts certified by the Project 
Manager within 28 days of the date of each certificate. 
If the Employer makes a late payment, the Contractor 
shall be paid interest on the late payment in the next 
payment. Interest shall be calculated from the date by 
which the payment should have been made up to the 
date when the late payment is made at the prevailing 
rate of interest for commercial borrowing for each of the 
currencies in which payments are made. 

41.2 If an amount certified is increased in a later certificate 
or as a result of an award by the Adjudicator or an 
Arbitrator, the Contractor shall be paid interest upon the 
delayed payment as set out in this clause. Interest shall 
be calculated from the date upon which the increased 

                                                 
6  In lump sum contracts, add “or Activity Schedule” after “Program.” 
7  In lump sum contracts, replace this paragraph with the following: “The value of work executed shall comprise 

the value of completed activities in the Activity Schedule.” 



Section VIII - General Conditions of Contract 19 
 

amount would have been certified in the absence of 
dispute. 

41.3 Unless otherwise stated, all payments and deductions 
shall be paid or charged in the proportions of currencies 
comprising the Contract Price. 

41.4 Items of the Works for which no rate or price has been 
entered in shall not be paid for by the Employer and 
shall be deemed covered by other rates and prices in 
the Contract. 

42. Compensation 
Events 

42.1 The following shall be Compensation Events: 

(a) The Employer does not give access to a part of the 
Site by the Site Possession Date pursuant to 
GCC Sub-Clause 20.1. 

(b) The Employer modifies the Schedule of Other 
Contractors in a way that affects the work of the 
Contractor under the Contract. 

(c) The Project Manager orders a delay or does not 
issue Drawings, Specifications, or instructions 
required for execution of the Works on time. 

(d) The Project Manager instructs the Contractor to 
uncover or to carry out additional tests upon work, 
which is then found to have no Defects. 

(e) The Project Manager unreasonably does not 
approve a subcontract to be let. 

(f) Ground conditions are substantially more adverse 
than could reasonably have been assumed 
before issuance of the Letter of Acceptance from 
the information issued to bidders (including the 
Site Investigation Reports), from information 
available publicly and from a visual inspection of 
the Site. 

(g) The Project Manager gives an instruction for 
dealing with an unforeseen condition, caused by 
the Employer, or additional work required for 
safety or other reasons. 

(h) Other contractors, public authorities, utilities, or 
the Employer does not work within the dates and 
other constraints stated in the Contract, and they 
cause delay or extra cost to the Contractor. 

(i) The advance payment is delayed. 

(j) The effects on the Contractor of any of the 
Employer’s Risks. 
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(k) The Project Manager unreasonably delays issuing 
a Certificate of Completion. 

42.2 If a Compensation Event would cause additional cost 
or would prevent the work being completed before the 
Intended Completion Date, the Contract Price shall be 
increased and/or the Intended Completion Date shall 
be extended. The Project Manager shall decide 
whether and by how much the Contract Price shall be 
increased and whether and by how much the Intended 
Completion Date shall be extended. 

42.3 As soon as information demonstrating the effect of 
each Compensation Event upon the Contractor’s 
forecast cost has been provided by the Contractor, it 
shall be assessed by the Project Manager, and the 
Contract Price shall be adjusted accordingly. If the 
Contractor’s forecast is deemed unreasonable, the 
Project Manager shall adjust the Contract Price based 
on the Project Manager’s own forecast. The Project 
Manager shall assume that the Contractor shall react 
competently and promptly to the event. 

42.4 The Contractor shall not be entitled to compensation to 
the extent that the Employer’s interests are adversely 
affected by the Contractor’s not having given early 
warning or not having cooperated with the Project 
Manager. 

43. Tax 43.1 The Project Manager shall adjust the Contract Price if 
taxes, duties, and other levies are changed between 
the date 28 days before the submission of bids for the 
Contract and the date of the last Completion certificate. 
The adjustment shall be the change in the amount of 
tax payable by the Contractor, provided such changes 
are not already reflected in the Contract Price or are a 
result of GCC Clause 44. 

44. Currencies 44.1 Where payments are made in currencies other than the 
currency of the Employer’s Country specified in the 
PCC, the exchange rates used for calculating the 
amounts to be paid shall be the exchange rates stated 
in the Contractor’s Bid. 

45. Price Adjustment 45.1 Prices shall be adjusted for fluctuations in the cost of 
inputs only if provided for in the PCC. If so provided, 
the amounts certified in each payment certificate, 
before deducting for Advance Payment, shall be 
adjusted by applying the respective price adjustment 
factor to the payment amounts due in each currency. A 
separate formula of the type specified below applies to 
each Contract currency: 

Pc = Ac + Bc  Imc/Ioc 
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where: 

 Pc is the adjustment factor for the portion of the 
Contract Price payable in a specific currency “c.” 

 Ac and Bc are coefficients8 specified in the PCC, 
representing the nonadjustable and adjustable 
portions, respectively, of the Contract Price 
payable in that specific currency “c;” and 

 Imc is the index prevailing at the end of the month 
being invoiced and Ioc is the index prevailing 28 days 
before Bid opening for inputs payable; both in the 
specific currency “c.” 

45.2 If the value of the index is changed after it has been 
used in a calculation, the calculation shall be corrected 
and an adjustment made in the next payment 
certificate. The index value shall be deemed to take 
account of all changes in cost due to fluctuations in 
costs. 

46. Retention 46.1 The Employer shall retain from each payment due to 
the Contractor the proportion stated in the PCC until 
Completion of the whole of the Works. 

46.2 Upon the issue of a Certificate of Completion of the 
Works by the Project Manager, in accordance with 
GCC 53.1, half the total amount retained shall be 
repaid to the Contractor and half when the Defects 
Liability Period has passed and the Project Manager 
has certified that all Defects notified by the Project 
Manager to the Contractor before the end of this period 
have been corrected. The Contractor may substitute 
retention money with an “on demand” Bank guarantee. 

47. Liquidated 
Damages 

47.1 The Contractor shall pay liquidated damages to the 
Employer at the rate per day stated in the PCC for 
each day that the Completion Date is later than the 
Intended Completion Date. The total amount of 
liquidated damages shall not exceed the amount 
defined in the PCC. The Employer may deduct 
liquidated damages from payments due to the 
Contractor.  Payment of liquidated damages shall not 
affect the Contractor’s liabilities. 

47.2 If the Intended Completion Date is extended after 
liquidated damages have been paid, the Project 
Manager shall correct any overpayment of liquidated 
damages by the Contractor by adjusting the next 
payment certificate. The Contractor shall be paid 

                                                 
8  The sum of the two coefficients Ac and Bc should be 1 (one) in the formula for each currency.  Normally, both 

coefficients shall be the same in the formulae for all currencies, since coefficient A, for the nonadjustable portion 

of the payments, is a very approximate figure (usually 0.15) to take account of fixed cost elements or other 

nonadjustable components.  The sum of the adjustments for each currency are added to the Contract Price. 
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interest on the overpayment, calculated from the date 
of payment to the date of repayment, at the rates 
specified in GCC Sub-Clause 41.1. 

48. Bonus 48.1 The Contractor shall be paid a Bonus calculated at the 
rate per calendar day stated in the PCC for each day 
(less any days for which the Contractor is paid for 
acceleration) that the Completion is earlier than the 
Intended Completion Date. The Project Manager shall 
certify that the Works are complete, although they may 
not be due to be complete. 

49. Advance Payment 49.1 The Employer shall make advance payment to the 
Contractor of the amounts stated in the PCC by the 
date stated in the PCC, against provision by the 
Contractor of an Unconditional Bank Guarantee in a 
form and by a bank acceptable to the Employer in 
amounts and currencies equal to the advance 
payment. The Guarantee shall remain effective until 
the advance payment has been repaid, but the amount 
of the Guarantee shall be progressively reduced by the 
amounts repaid by the Contractor. Interest shall not be 
charged on the advance payment. 

49.2 The Contractor is to use the advance payment only to 
pay for Equipment, Plant, Materials, and mobilization 
expenses required specifically for execution of the 
Contract. The Contractor shall demonstrate that 
advance payment has been used in this way by 
supplying copies of invoices or other documents to the 
Project Manager. 

49.3 The advance payment shall be repaid by deducting 
proportionate amounts from payments otherwise due 
to the Contractor, following the schedule of completed 
percentages of the Works on a payment basis. No 
account shall be taken of the advance payment or its 
repayment in assessing valuations of work done, 
Variations, price adjustments, Compensation Events, 
Bonuses, or Liquidated Damages. 

50. Securities 50.1 The Performance Security shall be provided to the 
Employer no later than the date specified in the Letter 
of Acceptance and shall be issued in an amount 
specified in the PCC, by a bank or surety acceptable 
to the Employer, and denominated in the types and 
proportions of the currencies in which the Contract 
Price is payable. The Performance Security shall be 
valid until a date 28 days from the date of issue of the 
Certificate of Completion in the case of a Bank 
Guarantee, and until one year from the date of issue of 
the Completion Certificate in the case of a Performance 
Bond. 
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51. Dayworks 51.1 If applicable, the Dayworks rates in the Contractor’s Bid 
shall be used only when the Project Manager has given 
written instructions in advance for additional work to be 
paid for in that way. 

51.2 All work to be paid for as Dayworks shall be recorded 
by the Contractor on forms approved by the Project 
Manager.  Each completed form shall be verified and 
signed by the Project Manager within two days of the 
work being done. 

51.3 The Contractor shall be paid for Dayworks subject to 
obtaining signed Dayworks forms. 

52. Cost of Repairs 52.1 Loss or damage to the Works or Materials to be 
incorporated in the Works between the Start Date and 
the end of the Defects Correction periods shall be 
remedied by the Contractor at the Contractor’s cost if 
the loss or damage arises from the Contractor’s acts or 
omissions. 

E.  Finishing the Contract 

53. Completion 53.1 The Contractor shall request the Project Manager to 
issue a Certificate of Completion of the Works, and the 
Project Manager shall do so upon deciding that the 
whole of the Works is completed. 

54. Taking Over 54.1 The Employer shall take over the Site and the Works 
within seven days of the Project Manager’s issuing a 
certificate of Completion. 

55. Final Account 55.1 The Contractor shall supply the Project Manager with a 
detailed account of the total amount that the Contractor 
considers payable under the Contract before the end of 
the Defects Liability Period. The Project Manager shall 
issue a Defects Liability Certificate and certify any final 
payment that is due to the Contractor within 56 days of 
receiving the Contractor’s account if it is correct and 
complete. If it is not, the Project Manager shall issue 
within 56 days a schedule that states the scope of the 
corrections or additions that are necessary. If the Final 
Account is still unsatisfactory after it has been 
resubmitted, the Project Manager shall decide on the 
amount payable to the Contractor and issue a payment 
certificate. 

56. Operating and 
Maintenance 
Manuals 

56.1 If “as built” Drawings and/or operating and 
maintenance manuals are required, the Contractor 
shall supply them by the dates stated in the PCC. 

56.2 If the Contractor does not supply the Drawings and/or 
manuals by the dates stated in the PCC pursuant to 
GCC Sub-Clause 56.1, or they do not receive the 
Project Manager’s approval, the Project Manager shall 
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withhold the amount stated in the PCC from payments 
due to the Contractor. 

57. Termination 57.1 The Employer or the Contractor may terminate the 
Contract if the other party causes a fundamental 
breach of the Contract. 

 57.2 Fundamental breaches of Contract shall include, but 
shall not be limited to, the following:  

 (a) the Contractor stops work for 28 days when no 
stoppage of work is shown on the current 
Program and the stoppage has not been 
authorized by the Project Manager; 

(b) the Project Manager instructs the Contractor to 
delay the progress of the Works, and the 
instruction is not withdrawn within 28 days; 

(c) the Employer or the Contractor is made bankrupt 
or goes into liquidation other than for a 
reconstruction or amalgamation; 

(d) a payment certified by the Project Manager is not 
paid by the Employer to the Contractor within 84 
days of the date of the Project Manager’s 
certificate; 

(e) the Project Manager gives Notice that failure to 
correct a particular Defect is a fundamental 
breach of Contract and the Contractor fails to 
correct it within a reasonable period of time 
determined by the Project Manager; 

(f) the Contractor does not maintain a Security, which 
is required;  

(g) the Contractor has delayed the completion of the 
Works by the number of days for which the 
maximum amount of liquidated damages can be 
paid, as defined in the PCC; or 

(h) if the Contractor, in the judgment of the Employer 
has engaged in Fraud and Corruption, as defined 
in   paragrpah 2.2 a of the Appendix A to the GCC, 
in competing for or in executing the Contract, then 
the Employer may, after giving fourteen (14) days 
written notice to the Contractor, terminate the 
Contract and expel him from the Site. 

 57.3 Notwithstanding the above, the Employer may 
terminate the Contract for convenience.  
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 57.4 If the Contract is terminated, the Contractor shall stop 
work immediately, make the Site safe and secure, and 
leave the Site as soon as reasonably possible. 

 57.5 When either party to the Contract gives notice of a 
breach of Contract to the Project Manager for a cause 
other than those listed under GCC Sub-Clause 56.2 
above, the Project Manager shall decide whether the 
breach is fundamental or not.  

58. Payment upon 
Termination 

58.1 If the Contract is terminated because of a fundamental 
breach of Contract by the Contractor, the Project 
Manager shall issue a certificate for the value of the 
work done and Materials ordered less advance 
payments received up to the date of the issue of the 
certificate and less the percentage to apply to the value 
of the work not completed, as specified in the PCC. 
Additional Liquidated Damages shall not apply.  If the 
total amount due to the Employer exceeds any 
payment due to the Contractor, the difference shall be 
a debt payable to the Employer. 

58.2 If the Contract is terminated for the Employer’s 
convenience or because of a fundamental breach of 
Contract by the Employer, the Project Manager shall 
issue a certificate for the value of the work done, 
Materials ordered, the reasonable cost of removal of 
Equipment, repatriation of the Contractor’s personnel 
employed solely on the Works, and the Contractor’s 
costs of protecting and securing the Works, and less 
advance payments received up to the date of the 
certificate. 

59. Property 59.1 All Materials on the Site, Plant, Equipment, Temporary 
Works, and Works shall be deemed to be the property 
of the Employer if the Contract is terminated because 
of the Contractor’s default. 

60. Release from 
Performance 

60.1 If the Contract is frustrated by the outbreak of war or by 
any other event entirely outside the control of either the 
Employer or the Contractor, the Project Manager shall 
certify that the Contract has been frustrated. The 
Contractor shall make the Site safe and stop work as 
quickly as possible after receiving this certificate and 
shall be paid for all work carried out before receiving it 
and for any work carried out afterwards to which a 
commitment was made. 
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61. Suspension of 
Bank Loan or 
Credit 

61.1 In the event that the Bank suspends the Loan or Credit 
to the Employer, from which part of the payments to the 
Contractor are being made: 

(a) The Employer is obligated to notify the Contractor 
of such suspension within 7 days of having 
received the Bank’s suspension notice. 

(b) If the Contractor has not received sums due to it 
within the 28 days for payment provided for in 
Sub-Clause 40.1, the Contractor may 
immediately issue a 14-day termination notice. 
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APPENDIX A 
TO GENERAL CONDITIONS 

 

Fraud and Corruption 
(Text in this Appendix shall not be modified) 

 
1. PURPOSE 

 
1.1 The Bank’s Anti-Corruption Guidelines and this annex apply with respect to procurement 

under Bank Investment Project Financing operations. 
 

2. REQUIREMENTS 
 

2.1 The Bank requires that Borrowers (including beneficiaries of Bank financing); bidders 
(applicants/proposers),consultants, contractors and suppliers; any sub-contractors, sub-
consultants, service providers or suppliers; any agents (whether declared or not); and any 
of their personnel, observe the highest standard of ethics during the procurement process, 
selection and contract execution of Bank-financed contracts, and refrain from Fraud and 
Corruption. 

 
2.2 To this end, the Bank: 
 

a. Defines, for the purposes of this provision, the terms set forth below as follows: 
 
i. “corrupt practice” is the offering, giving, receiving, or soliciting, directly or indirectly, 

of anything of value to influence improperly the actions of another party; 
 

ii. “fraudulent practice” is any act or omission, including misrepresentation, that 
knowingly or recklessly misleads, or attempts to mislead, a party to obtain financial 
or other benefit or to avoid an obligation; 
 

iii. “collusive practice” is an arrangement between two or more parties designed to 
achieve an improper purpose, including to influence improperly the actions of 
another party; 

 
iv. “coercive practice” is impairing or harming, or threatening to impair or harm, 

directly or indirectly, any party or the property of the party to influence improperly 
the actions of a party; 

 
v. “obstructive practice” is: 

 
(a) deliberately destroying, falsifying, altering, or concealing of evidence material 

to the investigation or making false statements to investigators in order to 
materially impede a Bank investigation into allegations of a corrupt, fraudulent, 
coercive, or collusive practice; and/or threatening, harassing, or intimidating 
any party to prevent it from disclosing its knowledge of matters relevant to the 
investigation or from pursuing the investigation; or 
 

(b) acts intended to materially impede the exercise of the Bank’s inspection and 
audit rights provided for under paragraph 2.2 e. below. 

 
b. Rejects a proposal for award if the Bank determines that the firm or individual 

recommended for award, any of its personnel, or its agents, or its sub-consultants, 
sub-contractors, service providers, suppliers and/ or their employees, has, directly or 
indirectly, engaged in corrupt, fraudulent, collusive, coercive, or obstructive practices 
in competing for the contract in question; 



Section VIII - General Conditions of Contract 28 
 

c. In addition to the legal remedies set out in the relevant Legal Agreement, may take 
other appropriate actions, including declaring mis-procurement, if the Bank 
determines at any time that representatives of the Borrower or of a recipient of any 
part of the proceeds of the loan engaged in corrupt, fraudulent, collusive, coercive, or 
obstructive practices during the procurement process, selection and/or execution of 
the contract in question, without the Borrower having taken timely and appropriate 
action satisfactory to the Bank to address such practices when they occur, including 
by failing to inform the Bank in a timely manner at the time  they knew of the practices;  
 

d. Pursuant to the Bank’s Anti- Corruption Guidelines and in accordance with the Bank’s 
prevailing sanctions policies and procedures, may sanction a firm or individual, either 
indefinitely or for a stated period of time, including by publicly declaring such firm or 
individual ineligible (i) to be awarded or otherwise benefit from a Bank-financed 
contract, financially or in any other manner;1 (ii) to be a nominated2 sub-contractor, 
consultant, manufacturer or supplier, or service provider of an otherwise eligible firm 
being awarded a Bank-financed contract; and (iii) to receive the proceeds of any loan 
made by the Bank or otherwise to participate further in the preparation or 
implementation of any Bank-financed project;  

 
e. Requires that a clause be included in bidding/request for proposals documents and in 

contracts financed by a Bank loan, requiring (i) bidders(applicants/proposers), 
consultants, contractors, and suppliers, and their sub-contractors, sub-consultants, 
service providers, suppliers, agents personnel, permit the Bank to inspect3 all 
accounts, records and other documents relating to the procurement process, selection 
and/or contract execution, and to have them audited by auditors appointed by the 
Bank.  

                                                 
1  For the avoidance of doubt, a sanctioned party’s ineligibility to be awarded a contract shall include, without limitation, (i) applying for pre-

qualification, expressing interest in a consultancy, and bidding, either directly or as a nominated sub-contractor, nominated consultant, 

nominated manufacturer or supplier, or nominated service provider, in respect of such contract, and (ii) entering into an addendum or 

amendment introducing a material modification to any existing contract. 
2  A nominated sub-contractor, nominated consultant, nominated manufacturer or supplier, or nominated service provider (different names are 

used depending on the particular bidding document) is one which has been: (i) included by the bidder in its pre-qualification application or 

bid because it brings specific and critical experience and know-how that allow the bidder to meet the qualification requirements for the 
particular bid; or (ii) appointed by the Borrower.   

3  Inspections in this context usually are investigative (i.e., forensic) in nature.  They involve fact-finding activities undertaken by the Bank or 

persons appointed by the Bank to address specific matters related to investigations/audits, such as evaluating the veracity of an allegation of 

possible Fraud and Corruption, through the appropriate mechanisms.  Such activity includes but is not limited to: accessing and examining 

a firm's or individual's financial records and information, and making copies thereof as relevant; accessing and examining any other 

documents, data and information (whether in hard copy or electronic format) deemed relevant for the investigation/audit, 

and making copies thereof as relevant; interviewing staff and other relevant individuals; performing physical inspections 

and site visits; and obtaining third party verification of information. 
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APPENDIX B 
 

Environmental, Social, Health and Safety (ESHS)  
Metrics for Progress Reports 

 
Metrics for regular reporting: 
 
a. environmental incidents or non-compliances with contract requirements, including 

contamination, pollution or damage to ground or water supplies; 
 
b. health and safety incidents, accidents, injuries and all fatalities that require treatment;  
 
c. interactions with regulators:  identify agency, dates, subjects, outcomes (report the 

negative if none); 
 
d. status of all permits and agreements:  

 
i. work permits: number required, number received, actions taken for those not received; 

 
ii. status of permits and consents:  
 
iii. list areas/ facilities with permits required (quarries, asphalt & batch plants), dates of 

application, dates issued (actions to follow up if not issued), dates submitted to 
resident engineer (or equivalent), status of area (waiting for permits, working, 
abandoned without reclamation, decommissioning plan being implemented, etc.); 
 
- list areas with landowner agreements required (borrow and spoil areas, camp 

sites), dates of agreements, dates submitted to resident engineer (or equivalent); 
 
- identify major activities undertaken in each area in the reporting period  and 

highlights of environmental and social protection (land clearing, boundary 
marking, topsoil salvage, traffic management, decommissioning planning, 
decommissioning implementation); 

 
- for quarries: status of relocation and compensation (completed, or details of 

activities and current status in the reporting period). 
 
e. health and safety supervision:  
 

i. safety officer: number days worked, number of full inspections & partial inspections, 
reports to construction/project management; 

 
ii. number of workers, work hours, metric of PPE use (percentage of workers with full 

personal protection equipment (PPE), partial, etc.), worker violations observed (by 
type of violation, PPE or otherwise), warnings given, repeat warnings given, follow-up 
actions taken (if any); 

 
f. worker accommodations: 

 
i. number of expats housed in accommodations, number of locals;  

 
ii. date of last inspection, and highlights of inspection including status of 

accommodations’ compliance with national and local law and good practice, including 
sanitation, space, etc.;  
 

iii. actions taken to recommend/require improved conditions, or to improve conditions. 
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g. HIV/ AIDS: provider of health services, information and/or training, location of clinic, 
number of non-safety disease or illness treatments and diagnoses (no names to be 
provided); 
 

h. gender (for expats and locals separately): number of female workers, percentage of 
workforce, gender issues raised and dealt with (cross-reference grievances or other 
sections as needed); 
 

i. training: 
 
i. number of new workers, number receiving induction training, dates of induction 

training; 
 

ii. number and dates of toolbox talks, number of workers receiving Occupational Health 
and Safety (OHS), environmental and social training; 
 

iii. number and dates of HIV/AIDS sensitization and/or training, no. workers receiving 
training (this reporting period and in the past); same questions for gender 
sensitization, flag person training. 
 

iv. number and date of GBV /SEA sensitization and/or training, number of workers 
receiving training on code of conduct (in the reporting period and in the past), etc. 

 
j. environmental and social supervision: 

 
i. environmentalist: days worked, areas inspected and numbers of inspections of each 

(road section, work camp, accommodations, quarries, borrow areas, spoil areas, 
swamps, forest crossings, etc.), highlights of activities/findings (including violations of 
environmental and/or social best practices, actions taken), reports to environmental 
and/or social specialist/construction/site management; 
 

ii. sociologist: days worked, number of partial and full site inspections (by area: road 
section, work camp, accommodations, quarries, borrow areas, spoil areas, clinic, 
HIV/AIDS center, community centers, etc.), highlights of activities (including violations 
of environmental and/or social requirements observed, actions taken), reports to 
environmental and/or social specialist/construction/site management; and 
 

iii. community liaison person(s): days worked (hours community center open), number of 
people met, highlights of activities (issues raised, etc.), reports to environmental 
and/or social specialist /construction/site management. 

 
k. Grievances: list new grievances (e.g. allegations of GBV / SEA) received in the reporting 

period and unresolved past grievances by date received, complainant, how received, to 
whom referred to for action, resolution and date (if completed), data resolution reported 
to complainant, any required follow-up (Cross-reference other sections as needed): 

 
i. Worker grievances; 

 
ii. Community grievances 
 

l. Traffic and vehicles/equipment: 
i. traffic accidents involving project vehicles & equipment: provide date, location, 

damage, cause, follow-up; 
 

ii. accidents involving non-project vehicles or property (also reported under immediate 
metrics): provide date, location, damage, cause, follow-up;  
 

iii. overall condition of vehicles/equipment (subjective judgment by environmentalist); 
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non-routine repairs and maintenance needed to improve safety and/or 
environmental performance (to control smoke, etc.). 

 
m. Environmental mitigations and issues (what has been done): 

 
i. dust: number of working bowsers, number of waterings /day, number of complaints, 

warnings given by environmentalist, actions taken to resolve; highlights of quarry 
dust control (covers, sprays, operational status); % of rock/spoil lorries with covers, 
actions taken for uncovered vehicles; 

 
ii. erosion control: controls implemented by location, status of water crossings, 

environmentalist inspections and results, actions taken to resolve issues, emergency 
repairs needed to control erosion/sedimentation; 

 
iii. quarries, borrow areas, spoil areas, asphalt plants, batch plants: identify major 

activities undertaken in the reporting period at each, and highlights of environmental 
and social protection: land clearing, boundary marking, topsoil salvage, traffic 
management, decommissioning planning, decommissioning implementation; 

 
iv. blasting: number of blasts (and locations), status of implementation of blasting plan 

(including notices, evacuations, etc.), incidents of off-site damage or complaints 
(cross-reference other sections as needed); 

 
v. spill cleanups, if any:  material spilled, location, amount, actions taken, material 

disposal (report all spills that result in water or soil contamination; 
 
vi. waste management: types and quantities generated and managed, including 

amount taken offsite (and by whom) or reused/recycled/disposed on-site; 
 
vii. details of tree plantings and other mitigations required undertaken in the reporting 

period; 
 
viii. details of water and swamp protection mitigations required undertaken in the 

reporting period. 
 

n. compliance: 
 

i. compliance status for conditions of all relevant consents/permits, for the Work, 
including quarries, etc.): statement of compliance or listing of issues and actions taken 
(or to be taken) to reach compliance; 
 

ii. compliance status of C-ESMP/ESIP requirements: statement of compliance or listing 
of issues and actions taken (or to be taken) to reach compliance 
 

iii. compliance status of GBV/SEA prevention and response action plan: statement of 
compliance or listing of issues and actions taken (or to be taken) to reach compliance 
 

iv. compliance status of Health and Safety Management Plan re: statement of 
compliance or listing of issues and actions taken (or to be taken) to reach compliance 
 

v. other unresolved issues from previous reporting periods related to environmental and 
social: continued violations, continued failure of equipment, continued lack of vehicle 
covers, spills not dealt with, continued compensation or blasting issues, etc.  Cross-
reference other sections as needed. 
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Notification of Intention to Award 

[This Notification of Intention to Award shall be sent to each Bidder that submitted a Bid.] 

[Send this Notification to the Bidder’s Authorized Representative named in the Bidder Information Form] 

For the attention of Bidder’s Authorized Representative  

Name: [insert Authorized Representative’s name] 

Address: [insert Authorized Representative’s Address] 

Telephone/Fax numbers: [insert Authorized Representative’s telephone/fax numbers] 

Email Address: [insert Authorized Representative’s email address] 

[IMPORTANT: insert the date that this Notification is transmitted to Bidders. The Notification must be sent to 

all Bidders simultaneously. This means on the same date and as close to the same time as possible.] 
 

DATE OF TRANSMISSION: This Notification is sent by: [email/fax] on [date] (local time)  

Notification of Intention to Award 
Employer: Project Director, SSEP 
Project: Sindh Solar Energy Project 
Contract title:  
Country: Pakistan 
Loan No. /Credit No. / Grant No.:  
RFB No:  

This Notification of Intention to Award (Notification) notifies you of our decision to award the above 
contract. The transmission of this Notification begins the Standstill Period. During the Standstill 
Period, you may: 

a) request a debriefing in relation to the evaluation of your Bid, and/or 

b) submit a Procurement-related Complaint in relation to the decision to award the contract. 

1. The successful Bidder 

Name:  

Address:  

Contract price:  

2. Other Bidders [INSTRUCTIONS: insert names of all Bidders that submitted a Bid. If the Bid’s price was evaluated 

include the evaluated price as well as the Bid price as read out.] 

Name of Bidder Bid price 
Evaluated Bid price  

(if applicable) 

   

   

   

   

   

3. Reason/s why your Bid was unsuccessful 

[INSTRUCTIONS: State the reason/s why this Bidder’s Bid was unsuccessful. Do NOT include: (a) a 

point by point comparison with another Bidder’s Bid or (b) information that is marked confidential 

by the Bidder in its Bid.] 
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4. How to request a debriefing 

DEADLINE: The deadline to request a debriefing expires at midnight on [insert date] 
(local time). 

You may request a debriefing in relation to the results of the evaluation of your Bid. If you 
decide to request a debriefing your written request must be made within three (3) 
Business Days of receipt of this Notification of Intention to Award.  

Provide the contract name, reference number, name of the Bidder, contact details; and 
address the request for debriefing as follows: 

Attention: [insert full name of person, if applicable] 

Title/position: [insert title/ position] 

Agency: [insert name of Employer] 

Email address: [insert email address] 

Fax number: [insert fax number] delete if not used 

If your request for a debriefing is received within the 3 Business Days deadline, we will 
provide the debriefing within five (5) Business Days of receipt of your request. If we are 
unable to provide the debriefing within this period, the Standstill Period shall be extended 
by five (5) Business Days after the date that the debriefing is provided. If this happens, 
we will notify you and confirm the date that the extended Standstill Period will end.  

The debriefing may be in writing, by phone, video conference call or in person. We shall 
promptly advise you in writing how the debriefing will take place and confirm the date 
and time. 

If the deadline to request a debriefing has expired, you may still request a debriefing. In 
this case, we will provide the debriefing as soon as practicable, and normally no later 
than fifteen (15) Business Days from the date of publication of the Contract Award 
Notice. 

5. How to make a complaint  

Period:  Procurement-related Complaint challenging the decision to award shall be 
submitted by midnight, [insert date] (local time).  

Provide the contract name, reference number, name of the Bidder, contact details; and 
address the Procurement-related Complaint as follows: 

Attention: [insert full name of person, if applicable] 

Title/position: [insert title/ position] 

Agency: [insert name of Employer] 

Email address: [insert email address] 

Fax number: [insert fax number] delete if not used 

At this point in the procurement process, you may submit a Procurement-related 
Complaint challenging the decision to award the contract. You do not need to have 
requested, or received, a debriefing before making this complaint. Your complaint must 
be submitted within the Standstill Period and received by us before the Standstill Period 
ends. 

Further information: 

For more information see the Procurement Regulations for IPF Borrowers (Procurement 
Regulations)[https://policies.worldbank.org/sites/ppf3/PPFDocuments/Forms/DispPage.
aspx?docid=4005] (Annex III). You should read these provisions before preparing and 
submitting your complaint. In addition, the World Bank’s Guidance “How to make a 
Procurement-related Complaint” [http://www.worldbank.org/en/projects-operations/ 

https://policies.worldbank.org/sites/ppf3/PPFDocuments/Forms/DispPage.aspx?docid=4005
http://www.worldbank.org/en/projects-operations/products-and-services/brief/procurement-new-framework#framework
http://www.worldbank.org/en/projects-operations/products-and-services/brief/procurement-new-framework#framework
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products-and-services/brief/procurement-new-framework#framework] provides a useful 
explanation of the process, as well as a sample letter of complaint. 

In summary, there are four essential requirements: 

1. You must be an ‘interested party’. In this case, that means a Bidder who submitted 
a Bid in this bidding process, and is the recipient of a Notification of Intention to 
Award. 

2. The complaint can only challenge the decision to award the contract.  

3. You must submit the complaint within the period stated above. 

4. You must include, in your complaint, all of the information required by the 
Procurement Regulations (as described in Annex III). 

6. Standstill Period  

DEADLINE: The Standstill Period is due to end at midnight on [insert date] (local 
time). 

The Standstill Period lasts ten (10) Business Days after the date of transmission of this 
Notification of Intention to Award.  

The Standstill Period may be extended as stated in Section 4 above.  

If you have any questions regarding this Notification, please do not hesitate to contact us. 

On behalf of the Employer: 

Signature:   ______________________________________________ 

Name: ______________________________________________ 

Title/position: ______________________________________________ 

Telephone: ______________________________________________ 

Email: ______________________________________________ 
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Beneficial Ownership Disclosure Form 
 

 
RFB No.: [insert number of RFB process] 
Request for Bid No.: [insert identification] 
 
To: [insert complete name of Employer] 
In response to your request in the Letter of Acceptance dated [insert date of letter of Acceptance] to 
furnish additional information on beneficial ownership: [select one option as applicable and delete the 
options that are not applicable]  
 
(i) we hereby provide the following beneficial ownership information.   
 
Details of beneficial ownership  

Identity of Beneficial 
Owner 

 

Directly or indirectly 
holding 25% or more 

of the shares 

(Yes / No) 

 

Directly or 
indirectly holding 
25 % or more of 
the Voting Rights 

(Yes / No) 

 

Directly or indirectly 
having the right to 

appoint a majority of 
the board of the 
directors or an 

equivalent governing 
body of the Bidder 

(Yes / No) 

[include full name 
(last, middle, first), 
nationality, country 
of residence] 

   

 
OR 
(ii) We declare that there is no Beneficial Owner meeting one or more of the following 
conditions:  

 directly or indirectly holding 25% or more of the shares 

 directly or indirectly holding 25% or more of the voting rights 

 directly or indirectly having the right to appoint a majority of the board of directors or 
equivalent governing body of the Bidder 

 

OR  
(iii) We declare that we are unable to identify any Beneficial Owner meeting one or more 
of the following conditions. [If this option is selected, the Bidder shall provide explanation 
on why it is unable to identify any Beneficial Owner] 

 directly or indirectly holding 25% or more of the shares 

 directly or indirectly holding 25% or more of the voting rights 

INSTRUCTIONS TO BIDDERS: DELETE THIS BOX ONCE YOU HAVE COMPLETED THE 
FORM 
This Beneficial Ownership Disclosure Form (“Form”) is to be completed by the successful 
Bidder1. In case of joint venture, the Bidder must submit a separate Form for each member.  The 
beneficial ownership information to be submitted in this Form shall be current as of the date of 
its submission.  
For the purposes of this Form, a Beneficial Owner of a Bidder is any natural person who 
ultimately owns or controls the Bidder by meeting one or more of the following conditions: 

 directly or indirectly holding 25% or more of the shares 

 directly or indirectly holding 25% or more of the voting rights 

 directly or indirectly having the right to appoint a majority of the board of directors or 
equivalent governing body of the Bidder 
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 directly or indirectly having the right to appoint a majority of the board of directors 
or equivalent governing body of the Bidder]” 
 

Name of the Bidder: *[insert complete name of the Bidder]_________ 
 
Name of the person duly authorized to sign the Bid on behalf of the Bidder: 
**[insert complete name of person duly authorized to sign the Bid]___________ 
 
Title of the person signing the Bid: [insert complete title of the person signing the 
Bid]______ 
 
Signature of the person named above: [insert signature of person whose name and 
capacity are shown above]_____ 
 
Date signed [insert date of signing] day of [insert month], [insert year]_____ 
 
 
 
 
* In the case of the Bid submitted by a Joint Venture specify the name of the Joint Venture as Bidder. In 
the event that the Bidder is a joint venture, each reference to “Bidder” in the Beneficial Ownership 
Disclosure Form (including this Introduction thereto) shall be read to refer to the joint venture member.  
** Person signing the Bid shall have the power of attorney given by the Bidder. The power of attorney shall 
be attached with the Bid Schedules. 
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LETTER OF ACCEPTANCE 

[on letterhead paper of the Employer] 

 
. . . . . . . [date]. . . . . . . 

 
To: . . . . . . . . . .  [name and address of the Contractor] . . . . . . . . . .    
 
Subject: . . . . . . . . . .   [Notification of Award Contract No].  . . . . . . . . . .    

 
This is to notify you that your Bid dated . . . . [insert date] . . . .  for execution of the . . . . . . . . . 
.[insert name of the contract and identification number, as given in the PCC] . . . . . . . . . . for the Accepted 
Contract Amount of . . . . . . . . .[insert amount in numbers and words and name of currency], as corrected 
and modified in accordance with the Instructions to Bidders is hereby accepted by our Agency. 

 
You are requested to furnish (i) the Performance Security and an Environmental, Social, Health 
and Safety Performance Security [Delete ESHS Performance Security if it is not required under the contract] 

within 28 days in accordance with the Conditions of Contract, using for that purpose the of the 
Performance Security Form and the ESHS Performance Security Form, [Delete reference to the 

ESHS Performance Security Form if it is not required under the contract] and (ii) the additional information 
on beneficial ownership in accordance with BDS ITB 47.1, within eight (8) Business days using 
the Beneficial Ownership Disclosure Form, included in Section X - Contract Forms, of the 
bidding document.  
[Choose one of the following statements:] 

 
We accept that __________________________ [insert the name of Adjudicator proposed by the Bidder] 

be appointed as the Adjudicator. 
 
[or] 
 
We do not accept that _______________________ [insert the name of the Adjudicator proposed 

by the Bidder] be appointed as the Adjudicator, and by sending a copy of this Letter of 
Acceptance to ________________________________________ [insert name of the Appointing 

Authority], the Appointing Authority, we are hereby requesting such Authority to appoint the 
Adjudicator in accordance with ITB 48.1 and GCC 23.1. 
 
 
Authorized Signature:   .........................................................................................................  
 
 
Name and Title of Signatory:   ..............................................................................................  
 
 
Name of Agency:   ................................................................................................................  
 
Attachment:  Contract Agreement 
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CONTRACT AGREEMENT 

 

THIS AGREEMENT made the . . . . . .day of . . . . . . . . . . . . . . . . ., . . . . . . ., between . . . . . [name 
of the Employer]. . . . .. . . . . (hereinafter “the Employer”), of the one part, and . . . . . [name of the 

Contractor]. . . . .(hereinafter “the Contractor”), of the other part: 
 
WHEREAS the Employer desires that the Works known as . . . . . [name of the Contract]. . . . .should 
be executed by the Contractor, and has accepted a Bid by the Contractor for the execution and 
completion of these Works and the remedying of any defects therein,  

 
The Employer and the Contractor agree as follows: 

1. In this Agreement words and expressions shall have the same meanings as are 
respectively assigned to them in the Contract documents referred to. 

2. The following documents shall be deemed to form and be read and construed as part of 
this Agreement. This Agreement shall prevail over all other Contract documents. 

(a) the Letter of Acceptance 

(b) the Letter of Bid  

(c) the addenda Nos ________(if any) 

(d) the Particular Conditions  

(e) the General Conditions of Contract, including appendix; 

(f) the Specification 

(g) the Drawings  

(h) Bill of Quantities; and 

(i) any other document listed in the PCC as forming part of the Contract; 

3. In consideration of the payments to be made by the Employer to the Contractor as 
specified in this Agreement, the Contractor hereby covenants with the Employer to execute the 
Works and to remedy defects therein in conformity in all respects with the provisions of the 
Contract. 

4. The Employer hereby covenants to pay the Contractor in consideration of the execution 
and completion of the Works and the remedying of defects therein, the Contract Price or such 
other sum as may become payable under the provisions of the Contract at the times and in the 
manner prescribed by the Contract. 

IN WITNESS whereof the parties hereto have caused this Agreement to be executed in 
accordance with the laws of . . . . . [name of the borrowing country]. . . . .on the day, month and year 
specified above. 

 

Signed by:  Signed by: 
 

for and on behalf of the Employer for and on behalf the Contractor 

in the 
presence of: 

 in the 
presence of: 

 

Witness, Name, Signature, Address, Date Witness, Name, Signature, Address, Date 
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PERFORMANCE SECURITY - BANK GUARANTEE 

[Guarantor letterhead or SWIFT identifier code] 

Beneficiary: [insert name and Address of Employer]   

Date:  [Insert date of issue] 

PERFORMANCE GUARANTEE No.: [Insert guarantee reference number] 

Guarantor:  [Insert name and address of place of issue, unless indicated in the letterhead] 

We have been informed that _ [insert name of Contractor] (hereinafter called "the Applicant") has 
entered into Contract No. [insert reference number of the contract] dated [insert date] with the 
Beneficiary, for the execution of _ [insert name of contract and brief description of Works] (hereinafter 
called "the Contract").  

Furthermore, we understand that, according to the conditions of the Contract, a performance 
guarantee is required. 

At the request of the Applicant, we as Guarantor, hereby irrevocably undertake to pay the 
Beneficiary any sum or sums not exceeding in total an amount of [insert amount in figures] (______) 
[insert amount in words], such sum being payable in the types and proportions of currencies in 
which the Contract Price is payable, upon receipt by us of the Beneficiary’s complying demand 
supported by the Beneficiary’s statement, whether in the demand itself or in a separate signed 
document accompanying or identifying the demand, stating that the Applicant is in breach of its 
obligation(s) under the Contract, without the Beneficiary needing to prove or to show grounds for 
your demand or the sum specified therein.  

This guarantee shall expire, no later than the …. Day of ……, 2024, and any demand for payment 
under it must be received by us at this office indicated above on or before that date.   

This guarantee is subject to the Uniform Rules for Demand Guarantees (URDG) 2010 Revision, 
ICC Publication No. 758, except that the supporting statement under Article 15(a) is hereby 
excluded. 

 

_____________________  
[signature(s)]  

 
  

Note:  All italicized text (including footnotes) is for use in preparing this form and shall be deleted 
from the final product. 
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PERFORMANCE SECURITY - PERFORMANCE BOND 

By this Bond [insert name of Principal] as Principal (hereinafter called “the Contractor”) and [insert 
name of Surety] as Surety (hereinafter called “the Surety”), are held and firmly bound unto [insert 
name of Employer] as Obligee (hereinafter called “the Employer”) in the amount of [insert amount 
in words and figures], for the payment of which sum well and truly to be made in the types and 
proportions of currencies in which the Contract Price is payable, the Contractor and the Surety 
bind themselves, their heirs, executors, administrators, successors and assigns, jointly and 
severally, firmly by these presents. 
 
WHEREAS the Contractor has entered into a written Agreement with the Employer dated the 
____day of ________, 2023, for [name of contract and brief description of Works] in accordance 
with the documents, plans, specifications, and amendments thereto, which to the extent herein 
provided for, are by reference made part hereof and are hereinafter referred to as the Contract. 
 
NOW, THEREFORE, the Condition of this Obligation is such that, if the Contractor shall promptly 
and faithfully perform the said Contract (including any amendments thereto), then this obligation 
shall be null and void; otherwise, it shall remain in full force and effect. Whenever the Contractor 
shall be, and declared by the Employer to be, in default under the Contract, the Employer having 
performed the Employer’s obligations thereunder, the Surety may promptly remedy the default, 
or shall promptly: 
(1) complete the Contract in accordance with its terms and conditions; or 
 
(2) obtain a Bid or Bids from qualified Bidders for submission to the Employer for completing 

the Contract in accordance with its terms and conditions, and upon determination by the 
Employer and the Surety of the lowest responsive Bidder, arrange for a Contract between 
such Bidder and Employer and make available as work progresses (even though there 
should be a default or a succession of defaults under the Contract or Contracts of 
completion arranged under this paragraph) sufficient funds to pay the cost of completion 
less the Balance of the Contract Price; but not exceeding, including other costs and 
damages for which the Surety may be liable hereunder, the amount set forth in the first 
paragraph hereof.  The term “Balance of the Contract Price,” as used in this paragraph, 
shall mean the total amount payable by Employer to Contractor under the Contract, less 
the amount properly paid by Employer to Contractor; or 

 
(3) pay the Employer the amount required by Employer to complete the Contract in accordance 

with its terms and conditions up to a total not exceeding the amount of this Bond. 
 
The Surety shall not be liable for a greater sum than the specified penalty of this Bond. 
 
Any suit under this Bond must be instituted before the expiration of one year from the date of the 
issuing of the Taking-Over Certificate. 
 
No right of action shall accrue on this Bond to or for the use of any person or corporation other 
than the Employer named herein or the heirs, executors, administrators, successors, and assigns 
of the Employer. 
 
In testimony whereof, the Contractor has hereunto set his hand and affixed his seal, and the 
Surety has caused these presents to be sealed with his corporate seal duly attested by the 
signature of his legal representative, this   day of   20  . 
 
SIGNED ON   on behalf of   
By   in the capacity of   
In the presence of   
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ENVIRONMENTAL, SOCIAL, HEALTH AND SAFETY (ESHS) 
PERFORMANCE SECURITY 

ESHS Demand Guarantee 

[Guarantor letterhead or SWIFT identifier code] 

Beneficiary: Project Director, SSEP 

Date: _____________________ 

ESHS PERFORMANCE GUARANTEE No.: [Insert guarantee reference number] 

Guarantor:  [Insert name and address of place of issue, unless indicated in the letterhead] 

We have been informed that ________________ (hereinafter called "the Applicant") has entered 
into Contract No. _____________  dated ____________ with the Beneficiary, for the execution 
of _____________________ (hereinafter called "the Contract").  

Furthermore, we understand that, according to the conditions of the Contract, a performance 
guarantee is required. 

At the request of the Applicant, we as Guarantor, hereby irrevocably undertake to pay the 
Beneficiary any sum or sums not exceeding in total an amount of ___________ (                    ), 
such sum being payable in the types and proportions of currencies in which the Contract Price is 
payable, upon receipt by us of the Beneficiary’s complying demand supported by the 
Beneficiary’s statement, whether in the demand itself or in a separate signed document 
accompanying or identifying the demand, stating that the Applicant is in breach of its 
Environmental, Social, Health and/or Safety (ESHS) obligation(s) under the Contract, without the 
Beneficiary needing to prove or to show grounds for your demand or the sum specified therein.  

This guarantee shall expire, no later than the …. Day of ……, 2024, and any demand for payment 
under it must be received by us at this office indicated above on or before that date.   

This guarantee is subject to the Uniform Rules for Demand Guarantees (URDG) 2010 Revision, 
ICC Publication No. 758, except that the supporting statement under Article 15(a) is hereby 
excluded. 

 
 

_____________________  
[signature(s)]  

 
  

Note:  All italicized text (including footnotes) is for use in preparing this form and shall be deleted 
from the final product. 
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ADVANCE PAYMENT SECURITY 

Demand Guarantee 
[Guarantor letterhead or SWIFT identifier code] 

Beneficiary: Project Director, SSEP   

Date: ______________ 

ADVANCE PAYMENT GUARANTEE No.: [Insert guarantee reference number] 
 
Guarantor:  [Insert name and address of place of issue, unless indicated in the letterhead] 

We have been informed that [insert name of Contractor] (hereinafter called “the Applicant”) has 
entered into Contract No. ____________________ dated ____________ with the Beneficiary, 
for the execution of ____________________________________ (hereinafter called "the 
Contract").  

Furthermore, we understand that, according to the conditions of the Contract, an advance 
payment in the sum [insert amount in figures] () [insert amount in words] is to be made against an 
advance payment guarantee. 

At the request of the Applicant, we as Guarantor, hereby irrevocably undertake to pay the 
Beneficiary any sum or sums not exceeding in total an amount of [insert amount in figures] 
(                    ) [insert amount in words] upon receipt by us of the Beneficiary’s complying demand 
supported by the Beneficiary’s statement, whether in the demand itself or in a separate signed 
document accompanying or identifying the demand, stating either that the Applicant: 

(a) has used the advance payment for purposes other than the costs of mobilization in 
respect of the Works; or 

(b) has failed to repay the advance payment in accordance with the Contract conditions, 
specifying the amount which the Applicant has failed to repay.  

A demand under this guarantee may be presented as from the presentation to the Guarantor of 
a certificate from the Beneficiary’s bank stating that the advance payment referred to above has 
been credited to the Applicant on its account number [insert number] at [insert name and address of 

Applicant’s bank]. 

The maximum amount of this guarantee shall be progressively reduced by the amount of the 
advance payment repaid by the Applicant as specified in copies of interim statements or payment 
certificates which shall be presented to us. This guarantee shall expire, at the latest, upon our 
receipt of a copy of the interim payment certificate indicating that ninety (90) percent of the 
Accepted Contract Amount, less provisional sums, has been certified for payment, or on the 
[insert day] day of [insert month], 2024 whichever is earlier. Consequently, any demand for 
payment under this guarantee must be received by us at this office on or before that date. 

This guarantee is subject to the Uniform Rules for Demand Guarantees (URDG) 2010 Revision, 
ICC Publication No. 758, except that the supporting statement under Article 15(a) is hereby 
excluded. 

____________________  
[signature(s)] 

 
Note:  All italicized text (including footnotes) is for use in preparing this form and 
shall be deleted from the final product 
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